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President's Message 





Dear Customer: 


As the leader of the exciting field of E7PROM and NOVRAM memories, Xicor has charted a 
course to provide an extensive product offering. This catalog contains data sheets for 
NMOS and CMOS E?PROMs and NMOS NOVRAMs. These products are available in a 
wide variety of speeds, package types and both parallel and serial interface configurations. 
The majority of the products are offered with extended temperature range, and many are 
built per Mil-Std-883 for Class B devices. 


Xicor has shipped more than 10 million E7P ROM and NOVRAM memories to its customers. 
Our research and development budget is very substantial and will enable Xicor to continue 
to introduce innovative products. Our worldwide sales, marketing and applications 
organizations are dedicated to the support of your memory requirements. We appreciate 
your interest and look forward to supplying your present and future requirements. 


(0. (CO 


Raphael Klein 
President 


Printed in U.S.A. 
© XICOR, INC., 1985 
“All Rights Reserved” 


Fact Sheets contain information on products under development. Xicor reserves the right 
to change these specifications or modify the product at any time, without notice. 


Advanced Data Sheets contain typical product specifications which are subject to change 
upon device characterization over the full specified temperature range. Xicor reserves the 
right to change these specifications or modify the product at any time, without notice. 


Preliminary Data Sheets contain minimum and maximum limits specified over the full 
temperature range based upon initial production device characterization. Xicor reserves 
the right to change these specifications or modify the product at any time, without notice. 


Final Data Sheets contain minimum and maximum limits specified over the full tempera- 
ture range for production devices. 


Contact your local Xicor sales representative to obtain the latest specifications prior to 
order placement. 


E*POT™ is a trademark of Xicor, Inc. 
NOVRAM is Xicor’s nonvolatile static RAM device. 
COPS™ is a trademark of National Semiconductor, Corp. 


LIMITED WARRANTY 

Devices sold by Xicor, Inc. are covered by the warranty and patent indemnification provisions appearing in its Terms of Sale only. Xicor, Inc. makes no warranty, 
express, statutory, implied, or by description regarding the information set forth herein or regarding the freedom of the described devices from patent infringement. 
Xicor, Inc. makes no warranty of merchantability or fitness for any purpose. Xicor, inc. reserves the right to discontinue production and change specifications and prices 
at any time and without notice. 

Xicor, inc. assumes no responsibility for the use of any circuitry other than circuitry embodied in a Xicor, Inc. product. No other circuits, patents, licenses are implied. 


LIFE RELATED POLICY 

In situations where semiconductor component failure may endanger life, system designers using this product should design the system with appropriate error 

detection and correction, redundancy and back-up features to prevent such an occurrence. 

Xicor’s products are not authorized for use as critical components in life support devices or systems. 

1. Life support devices or systems are devices or systems which, (a) are intended for surgical implant into the body, or (b) support or sustain life, and whose failure to 
perform, when properly used in accordance with instructions for use provided in the labeling, can be reasonably expected to result in a significant injury to the user. 

2. Acritical component is any component of a life support device or system whose failure to perform can be reasonably expected to cause the failure of the life support 
device or system, or to affect its safety or effectiveness. 
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Precautions for the Handling of MOS Devices 





< 


Xicor products are designed with effective input protection to prevent damage to the devices under most conditions. 
However, any MOS circuit can be catastrophically damaged by excessive electrostatic discharge or transient voltages. 
The following procedures are recommended to avoid accidental circuit damage. 


Testing MOS Circuits: 


1. All units should be handled directly from the conductive or antistatic plastic tube in which they were shipped if 
possible. This action minimizes touching of individual leads. 


2. If units are to be tested without using the tube carrier, the following precautions should be taken: 


a. Table surfaces which potentially will come in contact with the devices either directly or indirectly (such as through 
shipping tubes) must be metal or of another conductive material and should be electrically connected to the test 
equipment and to the test operator (a grounding bracelet is recommended). 


b. The units should be transported in bundled antistatic tubes or metal trays, both of which will assume a common 
potential when placed on a conductive table top. 


c. Do not band tubes together with adhesive tape or rubber bands without first wrapping them in a conductive layer. 


Test Equipment (Including Environmental Equipment): 


1. All equipment must be properly returned to the same reference potential (ground) as the devices, the operator, and 
the container for the devices. 


2. Devices to be tested should be protected from high voltage surges developed by: 
a. Turning electrical equipment on or off. 
b. Relay switching. 
c. Transients from voltage sources (AC line or power supplies). 


. Assembling MOS Devices Onto P.C. Boards: 


1. The MOS circuits should be mounted on the P.C. board last. 

2. Similar precautions should be taken as in Item | above, at the assembly work station. 

3. Soldering irons or solder baths should be at the same reference (ground) potential as the devices. 
4 


. Plastic materials which are not antistatic treated should be kept away from devices as they develop and maintain high 
levels of static charge. 


. Device Handling: 


1. Handling of devices should be kept to a minimum. If handling is required, avoid touching the leads directly. 


General: 
1. The handler should take every precaution that the device will see the same reference potential when moved. 


2. Anyone handling individual devices should develop a habit of first touching the container in which the units are stored 
before touching the units. 


3. Before placing the units into a P.C. board, the handler should touch the P.C. board first. 


4. Personnel should not wear clothing which will build up static charge. They should wear smocks and clothing made of 
100% cotton rather than wool or synthetic fibers. 


5. Be careful of electrostatic build up through the movement of air over plastic material. This is especially true of 
acid sinks. 


6. Personnel or operators should always wear grounded wrist straps when working with MOS devices. 


7. A1 meg ohm resistance ground stap is recommended and will protect people up to 5,000 volts AC RMS or DC by 
limiting current to 5 milliamperes. 


8. Antistatic ionized air equipment is very effective and useful in preventing electrostatic damage. 


9. Low humidity maximizes potential static problems. Maintaining humidity levels above 45% is one of the most 
effective ways to guard against static handling problems. 
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Reference Guide to Xicor Nonvolatile Memories 





NOVRAMS 


Part Access Power _| No. of} Temp. 
Number [Organization | Time | Active | Standby | Pins |Range(s) [P| D | Page #| Page # 


Txeaora | tooext [sons [oom] nia [rao] we] A | [+ | |_| 
[seein [_o4xa | 2stns [soma [WA | room| ve | A |e[>[ [| 
xz2i0 | _64x4 | sone [soma] wa | voooo] ie] A [e[+| | 7] m1 _| 
DNA 
wa 







N/A F 
N/A , 
N/A ; 
/A : 
/A F 
N/A ; 
/A : 
/A , 
N/A ; 
/A 

/A 

/A 


xzzrea | e56x4 | asons [ooma] wa | roo ve | A [ef>[ [=| 
xzzi2 | e86x4 | so0ns [ooma] WA | wooo] ie A [ef>[ [ral ma 
wzziais | _e56x4 | soone [ooma] wa | sooo] ve | A [ef >| [ra] a _ 
xzzranid | 256x4 | soons [oma] wA [tooo] 1@ fA fet -| |r| 
wzzial | _266x4 | s0dns [7oma| wa | roo] [8 |-[+| [ral _| 
xzzravs | _66x4 | sdons [Toma] WA | sooo] ve 8 [>[>[ [ral ma 
wzzravio | 266x4 | soon [roma] wa [tooo] 7@ | @ [-[-| [ra] 
xzztam | _e66x4 | sodns [Toma] WA | wooo] wef 6 | f>[ | re| a 
x2zTaM roma| NA] somo] ve | 6 | [| [ro] | 


N/A = Not Applicable 





A = Commercial = 0° to +70°C. 
B = Industrial = —40° to +85°C. 
C = Military = -55° to +125°C. 
P = Plastic DIP 

D = Cerdip 

E = Ceramic LCC 
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NOVRAMs (Byte-Wide) 
Part 


Access 
Number [Organization | Time | Active {Standby | 





2 


200 = 
200220 2 
2002-25 ef 8 [-{?| psp 
x2002 wooo f 2s | 8 fef+] [resp 
x200420 | s12x8 | Bins [s0oma] soma froomoo | ze [a [»f+|>| wap m_| 
200425 | _s12x8 | 250ns |100mA] soma |ro0000[ 28 | A [+[[+] ws] m1 
x2008 | 512x8 | Sons [rodmal soma [rooaoo | ee | A [~[+[+| 7s] 7™_| 
2008 20 ep [ps 
2008 28 Pps a 
2004 pas a 
2006 a dn 
x2ooat | 512x8 | atone [120ma soma ae 


on ee eae 
ES eee ee 
ee Ee ee 








A= Commercial = 0° to +70°C. 
B = Industrial = -40° to +85°C. 
C= Military = ~55° to +125°C. 
P = Plastic DIP 

D = Cerdip 

E = Ceramic LCC 
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SERIAL NOVRAMs 














Part Package 
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Organ- 
ization 
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Range(s) Page # | Page # 
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x2444/10 toma | 7mA|100,000{ 8 | 
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SERIAL E2PROMs 
Freq._[ Aine | stonaby| Pins |Rangets)[P [DE | Page | Pose’ 


Part Organ- 
Number | ization | (#Bytes) 


xaos [sax] 9 [rooKre | 2oma | woman | @ | A |e[e] [ev | 73 __ 
Pxasoa[ sexe] e [rooKre | aoa | voma fe | 8 |-[-| [ev | 73 
xeaoa| se x0] @ [rooKtee [ 20ma [roma |e | 0 [e[+| [ear | 73 
[xeacoe | sizxe] e [roowee | ana | sun |e [AS |e[-] [ea | 73 
[xeacre [aoes xe] 8 _[roowte [ ama [ soa | @ [AS |e[-| [ee] 73 | 


Serle 
pa [re 
fa 
ae 
pee re 
cease 









Page 











A= Commercial = 0° to +70°C. 
B = Industrial = —40° to +85°C. 
C = Military = -55° to +125°C. 
P = Plastic DIP 

D = Cerdip 

E = Ceramic LCC 
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4K E2PROMs 


Part Organ- Size Access Package 


cka 
IP] D| | Page # Page # 


Number ization | (#Bytes) Time | Active | Standby | 
X2804AM-35 60mA 
X2804AM-45 60mA 


16K E2PROMs 


Part Organ- Size Access Temp. Package 
Number ization | (#Bytes)| Time | Active | Standby Range(s) 


X2816Ai-25 | 2048 x& 
z 
com 





; 


N/A = Not Applicable A= Commercial = 0° to +70°C. 
“Industry Standard Bipolar PROM Pinout B = Industrial = -40° to +85°C. 
C = Military = -55° to +125°C. 
P = Plastic DIP 
D = Cerdip 
E = Ceramic LCC 
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= EE 
P16 [ 200ne | v4oma | soma | 20 | a [ofl] oa | 74 | 
[16 asone | 14oma | eoma [20 | a [flo] oar | 4 | 
[16 200m [ v40ma [coma | ae [ a [o[-[-[ oa] ra | 
[16 | asone | 14oma | coma [20 | a [ep] [oa | ra 
Peon [a 
[16 | atone | sama [toma [28 | 8 [+] |e] ea] ra 
[16 2500s | oma | roma | 2a |e [e+] | oa | v4 | 
Praasanr | eree xe] 16 | soone | v4oma | roma | 26 | 8 | 
Praosaaras | eree xe | 36 | sone | v4oma | Toma | 26 | 8 _| 
Prassanras [esse xe | 16 | 450ne | v4oma | Toma 28 | a _| 





64K E2PROMs 


Part Organ- 
Number ization 









Page 
Size 
(#Bytes) 





































X2864AM-45| 8192 x 8 | 70mA 
2 


X28C64 8192 x8 
N/A = Not Applicable 
“Industry Standard Bipolar PROM Pinout 





256K E2PROMs 


Part Organ- Size Access 
Number ization | (#Bytes) | Time Standby 


Trees | sakxa | o_| 


Rate | 





A= Commercial = 0° to +70°C. 
B = Industrial = —40° to +85°C. 
C = Military =-55° to +125°C. 
P = Plastic DiP 

D = Cerdip 

E = Ceramic LCC 
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E2POTENTIOMETERS (E2POT™) 


Nominal 
Part Wiper incremental Maximum 
Number | Resistance Resistance Resistance 





A= Commercial = 0° to +70°C. 
B = Industrial = ~40° to +85°C. 
C= Military = -55° to +125°C. 
P = Plastic DIP 

D = Cerdip 

E = Ceramic LCC 
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Memory Overview 





Since its founding, Xicor has developed and placed into 
production a wide range of system-alterable nonvolatile 
memory devices. These devices, manufactured with 
Xicor’s proprietary state-of-the-art textured triple-poly 
floating gate process, are available in a variety of archi- 
tectures (NOVRAM and E2PROM), interfaces (nibble- 
wide, byte-wide and serial), densities, and speeds. 
Xicor’s success as an innovator and leader in system- 
alterable nonvolatile memory is affirmed with an 
Electronic Product Magazine Product of the Year award 
in 1980 and again in 1982 for the first 5-volt only 
NOVRAM and the first 5-volt only full featured E27PROM, 
respectively. 


Lower density E2PROMs and NOVRAMs have been 
readily available for a number of years and have pro- 
vided unique niche applications solutions. Serial devices 
have replaced DIP switches in a wide range of products 
that offer user selectable operating parameters. Nibble- 
wide and byte-wide NOVRAMs and E?PROMs are being 
used in instrumentation and industrial control applica- 
tions to store calibration data and control information. 
Communications equipment has implemented these 
same devices to store phone numbers in repertory dial- 
ers and antenna positioning equipment. 


The list of first generation applications goes on at length; 
however, with the advent of the next generation of 
higher density E7PROM devices, such as the X2864A, 
the potential applications areas for E27PROMs has rapidly 
expanded. 


As designers have gained experience implementing the 
denser E2PROM devices into system memories, they 
have given Xicor feedback on features they would like. 
Xicor has listened. 


As Figures 1 and 2 illustrate, Xicor’s response has been 
active. The issues addressed by the Xicor design team 
have been: faster read access time, faster write cycle 
time (Figure 1), denser memory devices and write protec- 
tion mechanisms. 


Xicor has also implemented added features via software 
control rather than “dedicated pin” hardware control for 
optional system use. Xicor is committed to providing 
solutions that neither hinder nor limit the memory 
designer's imagination. The products and features 
shown in Figures 1 and 2 and in the data sheets in this 
catalog illustrate Xicor’s dedication to listening to you, 
the designer, in providing memory design solutions. 
























































Log Effective Byte Write Cycle Time 





X2804A & X2864A 
X2816A 5 ms write cycle 
1 byte every 16 byte page 
5ms 





Intensive R&D 
to speed write cycle 


2864B & 2816B 
2 ms write cycle 
32 byte page 


28256 
2 ms write cycle 
64 byte page 


Figure 1: Xicor’s E2PROM Write Cycle Time Reduction. 
Effective byte write cycle time is calculated by dividing the device’s internal 


write cycle time by the number of bytes per page. 
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1980 — First 5 volt only nonvolatile memory, sets new industry standard. 


1981 — Expanded 5-volt only NOVRAM family. 
1982 — First 5 volt only E2PROM. First E7PROM to offer latched address and data setting another 


industry standard. 


1983 — First production E2PROM to feature page write capability and DATA Polling, becoming de 
facto industry standard for all E7PROMs. First Serial NOVRAM introduced. 


1985 


512 x 8 NOVRA! 





1984 — Expansion of NOVRAM into byte-wide configurations. Introduction of Serial E7PROM 
family. 


1985 — Banner year with introduction of high speed and higher density E2PROMs in both NMOS 


and CMOS technologies. 





Figure 2: Xicor’s Product Evolution. 
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1K Commercial X2201A 1024 x 1 Bit 
Nonvolatile Static RAM 

FEATURES reliable N-channel floating gate MOS technology used in 

@ Single 5 Volt Supply all Xicor 5 volt nonvolatile memories. 


Fully TTL Compatible 

Infinite E7PROM Array Recall, RAM Read 
and Write Cycles 

Access Time of 300ns Max. 

Nonvolatile Store Inhibit: Vcc = 3v Typical 
100 Year Data Retention 


DESCRIPTION 


The Xicor X2201A is a 1024 x 1 NOVRAM* featuring a 
high-speed static RAM overlaid bit-forbit with a non- 
volatile E7PROM. The X2201A is fabricated with the same 


PIN CONFIGURATION 





PIN NAMES 


Ao~Ag Address Inputs 
Din Data Input 
Dour Data Out 

WE Write Enable 


cs Chip Select 


ARRAY RECALL Array Recall 
STORE Store 

Vec +5V 

Vss Ground 





The NOVRAM design allows data to be easily transferred 
from RAM to E?PROM (store) and from E7PROM to RAM 
(recall). The store operation is completed in 10ms or less 
and the recall is typically completed in 1s. 


Xicor NOVRAMs are designed for unlimited write opera- 
tions to RAM, either from the host or recalls from 
E?PROM. The E2PROM array is designed for a minimum 
10,000 store cycles. Data retention is specified to be 
greater than 100 years. 


*NOVRANM is Xicor's nonvolatile static RAM device. 


FUNCTIONAL DIAGRAM 






NONVOLATILE 
E2PROM 


MEMORY q % 


5 (32 COLUMNS) 
> ——=]COLUMN 1/0 CIRCUITS 
COLUMN SELECT 
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May 1985 





X2201A 





ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias .................... —10°C to +85°C 
Storage Temperature .............. cee eee —65°C to +150°C 
Voltage on any Pin with 

Respect to Ground ............0 ccc eee eee —1.0V to +7V 
D.C. Output Current ........... 0.0 cece eee eee eee ee 5 mA 
Lead Temperature (Soldering, 

10 Seconds) 2.0.0... ccc ccc cece eee tee eees 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


Ta = 0°C to +70°C, Veo = +5V +10%, unless otherwise specified. 










ali a Input Load Current 





CAPACITANCE T, = 25°C, f = 1.0 MHz, Vcc = 5V 


Input/Output Capacitance 
Input Capacitance 
) 


Note: (1 


A.C. CONDITIONS OF TEST 


{ 0 to 3.0 Volts 


nput Pulse Levels 









Limits 


s P | Min, | Max. _| 
lvwo = OMA 
a ee a a 
ra a eT 
ae er ee 


Output Low Voltage bk = le | 
Output High Voltage 2.4 






lesa Test Conditions 


Vout = GND to Voc 








lo. = 4.2 mA 


This parameter is periodically sampled and not 100% tested. 


MODE SELECTION 


| Inputs | Input Output 





eats 4 | to nsee 
Input and Output 1.5 Volts 
1 TTL Gate and 
C, = 100 pF 





ARRAY RECALL |STORE 


Input Data High} Write “1” RAM 


Input Data Low | Write “O” RAM 


Output High Z | Array Recall 
Output High Z {Array Recall 





Output High Z | Nonvoiate Storing® 


Notes: (2) Chip is deselected but may be automatically completing a store cycle. 





(3) STORE = L is required only to initiate the store cycle, after which the 
store cycle will be automatically completed (STORE = X). 





X2201A 





A.C. CHARACTERISTICS 
Ta = 0°C to +70°C, Veo = +5V +10%, unless otherwise specified 
Read Cycle Limits 


Read Cycle Time 


Chip Select to Output Valid 
Output Hold from Address Change 
Chip Select to Output in Low Z 


3 
5 





Chip Deselect to Output in High Z 


Read Cycle 


ADDRESS 


WINS NSS 
DATA OUT KX XX 
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00 
0 

10 

10 


pt | 80 
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Write Cycle Limits 


ee ee 
[ine | Wits Gye Tine ——SSCSC~idC 
[tow [Chip Select to End ofwite Sit 
he Atos Setup Tine 
[twee Pao width tc 
nite Recovey time | 
arn 10 
re ae a 
cereal an cae 
nae aac aa 

















t 
i Write Cycle 


ADDRESS 


XA 


ton |<— 


DATA IN | 


twz tow 


DATA OUT 





_ Early Write Cycle 


ADDRESS 


XAAN A 


<<—tpw——}_ tow |<—— 
DATA IN KX KKKKOO) O04 


HIGH Z 
DATA OUT 
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Store Cycle Limits 


[Pavement 


Store to Output in High Z 
Output Active from End of Store a 





Store Pulse Width 100 
10 


Store Cycle 


DATA OUT 
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Array Recall Cycle Limits 


Array Recall Cycle Time 
Recall Pulse Width‘) 


Recall to Output in High Z 
Output Active from End of Recall 





Recalled Data Access Time from End of Recall 
Note: (4) Array Recall rise time must be less than 1 ws. 


Array Recall Cycle 


ADDRESS 


trop 


ARRAY RECALL 


x eee 


DATA OUT 


DATA VALID 
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PIN DESCRIPTIONS AND DEVICE OPERATION 


Addresses (A,—Ag) 


The address inputs select a memory location during a read 
or write operation. 


Chip Select (CS) 

The Chip Select input must be LOW to enable read/write 
operations with the RAM array. CS HIGH will place the 
Dour in the high impedance state. 


Write Enable (WE) 

The Write Enable input controls the Dour buffer, determin- 
ing whether a RAM read or write operation is enabled. WE 
HIGH enables a read and WE LOW enables a write. 


Data In (Din) 
Data is written into the device via the Dix input. 


Data Out (Dour) 

Data from a selected address is output on the Dour output. 
This pin is in the high impedance state when either CS is 
HIGH or when WE is LOW. 


STORE 

The STORE input, when LOW, will initiate the transfer of 
the entire contents of the RAM array to the E7PROM array. 
The WE and ARRAY RECALL inputs are inhibited dur- 
ing the store cycle. The store operation will be completed 
in 10ms or less. 

A store operation has priority over RAM read/write opera- 
tions. If STORE is asserted during a read operation, 
the read will be discontinued. If STORE is asserted 
during a RAM write operation, the write will be immediately 
terminated and the store performed. The data at the RAM 
address that was being written will be unknown in both the 
RAM and E?PROM. 


ARRAY RECALL 

The ARRAY RECALL input, when LOW, will initiate 
the transfer of the entire contents of the E7PROM array to 
the RAM array. The transfer of data will typically be com- 
pleted in 15 or less. 

An array recall has priority over RAM read/write opera- 
tions and will terminate both operations when ARRAY 
RECALL is asserted. ARRAY RECALL LOW will also 
inhibit the STORE input. 
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WRITE PROTECTION 


The X2201A has three write protect features that are 
employed to protect the contents of the nonvolatile 
memory. 


@ Vcc Sense—All functions are inhibited when Vcc is 
= 3V, typically. 

@ Write Inhibit—Holding either STORE HIGH or 
RECALL LOW during power-up or power-down will 
prevent an inadvertent store operation and E7PROM 
data integrity will be maintained. 

@ Noise Protection—A STORE pulse of less than 
20ns will not initiate a store cycle. 


ENDURANCE 


The endurance specification of a device is characterized 
by the predicted first bit failure to occur in the entire 
memory (device or system) array rather than the average 
or typical value for the array. Since endurance is limited by 
the number of electrons trapped in the oxide during data 
changes, Xicor NOVRAMs are designed to minimize the 
number of changes an E2PROM bit cell undergoes during 
store operations. Only those bits in the E?PROM 
that are different from their corresponding location in the 
RAM will be “cycled” during a nonvolatile store. This char- 
acteristic reduces unnecessary cycling of any of the rest of 
the bits in the array, thereby increasing the potential en- 
durance of each bit and increasing the potential en- 
durance of the entire array. Reliability data documented in 
RR504, the Xicor Reliability Report on Endurance, and 
additional reports are available from Xicor. 













Data Changes 
Part Number Per Bit 


X2201A 10,000 1,000 


NOTES 


ICT 











256 Bit Commercial X2210A 64 x 4 Bit 
Nonvolatile Static RAM 

FEATURES N-channel floating gate MOS technology used in all Xicor 

e Single 5 Volt Supply 5 volt nonvolatile memories. The X2210A features the 


Fully TTL Compatible 

JEDEC Standard 18-Pin Package 

Infinite E7PROM Array Recall, RAM Read 
and Write Cycles 

Access Time of 250ns Max. 

Nonvolatile Store Inhibit: Vcc = 3v Typical 
100 Year Data Retention 


DESCRIPTION 


The Xicor X2210A is a 64 x 4 NOVRAM* featuring a high- 
speed static RAM overlaid bit-for-bit with a nonvolatile 
E?PROM. The X2210A is fabricated with the same reliable 


PIN CONFIGURATION 


X2210A 
14 





PIN NAMES 


Ao-As 
VO,-VO4 
WE 

cs 


Address Inputs 
Data Inputs/Outputs 
Write Enable 

Chip Select 

Array Recall 

Store 

+5V 

Ground 

No Connect 


ARRAY RECALL 
STORE 

Vec 

Vss 

NC 












Ao 


A 


Az 


STORE 


RECALL 


JEDEC approved pinout for 4-bit-wide memories, compati- 
ble with industry standard RAMs. 


The NOVRAM design allows data to be easily transferred 
from RAM to E?PROM (store) and from E7PROM to RAM 
(recall). The store operation is completed in 10ms or less 
and the recall is typically completed in 1s. 


Xicor NOVRAMs are designed for unlimited write opera- 
tions to RAM, either from the host or recalls from 
E?PROM. The E?PROM array is designed for a minimum 
10,000 store cycles. Data retention is specified to be 
greater than 100 years. 


*NOVRANM is Xicor’s nonvolatile static RAM device. 


FUNCTIONAL DIAGRAM 


vonvony) te 
E?PROM : mea, 
MEMORY 

ARRAY 


DA STATIC RAM 
MEMORY ARRAY 


- Vic 
pon al 
eourpee c + Ks 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias ..................5. —10°C to +85°C 
Storage Temperature ..................040- —65°C to +150°C 
Voltage on any Pin with 

Respect to Ground ..............0. cece eee —1.0V to +7V 
D.C. Output Current ....... 0.0... cece eee eee eee 5mA 
Lead Temperature (Soldering, 

10 Seconds): ic:5.5 cei icons Oe a eed See bs 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


Ta = 0°C to +70°C, Vec = +5V +5%, unless otherwise specified. 






Power Supply Current 


file = Input Load Current 
ae Output Leakage Current 
Lov | Input Low Voltage = 







Input High Voltage 
Output Low Voltage 
Output High Voltage 





Input/Output Capacitance 
Input Capacitance 












Limits 


=| o 
o;O Oo 


aan 


1.0 
2 
2. 


0 
4 






Test Conditions ; 


mA All Inputs = Voc 
lvo = OMA 


Vin = GND to Voc 
Vout = GND to Voc 





pA 
pA 


lo. = 4.2 mA 


| nA 
ara 











Note: (1) This parameter is periodically sampled and not 100% tested. 


A.C. CONDITIONS OF TEST MODE SELECTION 
| Input Pulse Levels | 0 to 3.0 Volts | Inputs Input Output 















10 nsec 


1.5 Volts 


cs We 
H |X 







1 TTL Gate and 
C. = 100 pF 





X 


H 


pep | A | Opa 
Depa pw [output igh 2 [aray Reval 
rap [kw Ont High 2 


A+ 


fe) 


Output High Z_ {Not Selected® 






r 


Array Recall 






Output High Z_ [{Nonvolatile Storing 


L 
Output High Z_|Nonvolatile Storing 


Notes: (2) Chip is deselected but may be automatically completing a store cycle. 





(3) STORE = L is required only to initiate the store cycle, after which the 
store cycle will be automatically completed (STORE = X). 
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A.C. CHARACTERISTICS 
Ta = O°C to +70°C, Voc = +5V £5%, unless otherwise specified. 
Read Cycle Limits 


Read Cycle Time 


tac 
ta 





Read Cycle 


ADDRESS 


W740 
DATA 1/0 OK matavauip KOK 





X2210A 





Write Cycle Limits 


symbol [SS Parameter 
Write Cycle Time 
Chip Select to End of Write 


Output Active from End of Write 





Write Cycle 


ADDRESS 


tox |<—— 


DATA IN —_ aor 


DATA OUT 





Early Write Cycie 


ADDRESS 


NAA 


<¢—tow— | fon |<< ——. 
DATA IN KXKKKKKM LK 


HIGH Z 
DATA OUT 
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Store Cycle Limits 





Parameter 


Store Cycle Time 


Store Pulse Width 
Store to Output in High Z 
Output Active from End of Store 





Store Cycle 


DATA 1/0 








X2210A 





Array Recall Cycle Limits 


“tone | Guput Active fom End of ecal SSS 


Note: (4) Array Recall rise time must be less than 1 ws. 
















Array Recall Cycle 


ADDRESS 


trop 


ARRAY RECALL 


VAAA NA ANA NAAN 


DATA 1/0 
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PIN DESCRIPTIONS AND DEVICE OPERATION 


Addresses (A,~—As) 


The address inputs select a 4-bit memory location during a 
read or write operation. 


Chip Select (CS) 

The Chip Select input must be LOW to enable read/write 
operations with the RAM array. CS HIGH will place the I/O 
pins in the high impedance state. 


Write Enable (WE) 

The Write Enable input controls the I/O buffers, determin- 
ing whether a RAM read or write operation is enabled. WE 
HIGH enables a read and WE LOW enables a write. 


Data In/Data Out (1/0,-1/0,) 


Data is written to or read from the X2210A through the I/O 
pins. The I/O pins are placed in the high impedance state 
when either CS is HIGH or during either a store or recall 
operation. 


STORE 


The STORE input, when LOW, will initiate the transfer of 
the entire contents of the RAM array to the E7PROM array. 
The WE and ARRAY RECALL inputs are inhibited dur- 
ing the store cycle. The store operation will be completed 
in 10ms or less. 

A store operation has priority over RAM read/write opera- 
tions. If STORE is asserted during a read operation, 
the read will be discontinued. If STORE is asserted 
during a RAM write operation, the write will be immediately 
terminated and the store performed. The data at the RAM 
address that was being written will be unknown in both the 
RAM and E?PROM. 


ARRAY RECALL 

The ARRAY RECALL input, when LOW, will initiate 
the transfer of the entire contents of the E7PROM array to 
the RAM array. The transfer of data will typically be com- 
pleted in 1s or less. 

An array recall has priority over RAM read/write opera- 
tions and will terminate both operations when ARRAY 
RECALL is asserted. ARRAY RECALL LOW will also 
inhibit the STORE input. 

















WRITE PROTECTION 


The X2210A has three write protect features that are 
employed to protect the contents of the nonvolatile 
memory. 


® Vcc Sense—All functions are inhibited when Vcc is 
< 3v, typically. 

@ Write Inhibit—Holding either STORE HIGH or 
RECALL LOW during power-up or power-down will 
prevent an inadvertent store operation and E7PROM 
data integrity will be maintained. 

@ Noise Protection—A STORE pulse of less than 
20ns will not initiate a store cycle. 


ENDURANCE 


The endurance specification of a device is characterized 
by the predicted first bit failure to occur in the entire 
memory (device or system) array rather than the average 
or typical value for the array. Since endurance is limited by 
the number of electrons trapped in the oxide during data 
changes, Xicor NOVRAMs are designed to minimize the 
number of changes an E2PROM bit cell undergoes during 
store operations. Only those bits in the E?PROM 
that are different from their corresponding location in the 
RAM will be “cycled” during a nonvolatile store. This char- 
acteristic reduces unnecessary cycling of any of the rest of 
the bits in the array, thereby increasing the potential en- 
durance of each bit and increasing the potential en- 
durance of the entire array. Reliability data documented in 
RR504, the Xicor Reliability Report on Endurance, and 
additional reports are available from Xicor. 













Data Changes 
Part Number Store Cycles Per Bit 


X2210A 10,000 1,000 


NOTES 
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. ial X2210 ‘ 
256 Bit Commercia 
Industrial X22101 64x 4 Bit 
Nonvolatile Static RAM 1 

FEATURES N-channel floating gate MOS technology used in all Xicor 
e@ Single 5 Volt Supply 5 volt nonvolatile memories. The X2210 features the 
e Fully TTL Compatible JEDEC approved pinout for 4-bit-wide memories, compati- 
e Infinite E’PROM Array Recall, RAM Read The NOVRAM design allows data to be easily transferred 
and Write Cycles from RAM to E?PROM (store) and from E7PROM to RAM 
@ Access Time of 300ns Max. (recall). The store operation is completed in 10ms or less 

@ Nonvolatile Store Inhibit: Voc = 3v Typical and the recall is typically completed in 1s. 
100 Year Data Retention Xicor NOVRAMs are designed for unlimited write opera- 
tions to RAM, either from the host or recalls from 
DESCRIPTION E?PROM. The E2PROM array is designed for a minimum 


The Xicor X2210 is a 64 x 4 NOVRAM* featuring a high- 
speed static RAM overlaid bit-for-bit with a nonvolatile 
E?PROM. The X2210 is fabricated with the same reliable 


PIN CONFIGURATION 


ARRAY 





PIN NAMES 


Ao—As 
V/0,-V/O, 
WE 

cs 


Address Inputs 
Data Inputs/Outputs 
Write Enable 

Chip Select 

Array Recall 

Store 

+5V 

Ground 

No Connect 


ARRAY RECALL 
STORE 

Vec 

Vss 

NC 





10,000 store cycles. Data retention is specified to be 
greater than 100 years. 


*NOVRAM is Xicor’s nonvolatile static RAM device. 


FUNCTIONAL DIAGRAM 






NONVOLATILE 
E?PROM 
MEMORY 


AE EY 4 


Ao 
Ay 


A2 


&: 


D~ STATIC RAM 
MEMORY ARRAY 








STORE 
+- Vc 
RECALL 
+ \Vss 





COLUMN SELECT é 
rh 
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ABSOLUTE MAXIMUM RATINGS* 
Temperature Under Bias X2210 .............. —10°C to +85°C 
X221 


*COMMENT 
Stresses above those listed under “Absolute Maximum Ratings” 


OVS glewaSretaet'd —65°C to + 135°C may cause permanent damage to the device. This is a stress rating 
Storage Temperature .................0005. —65°C to +150°C only and the functional operation of the device at these or any 
Voltage on any Pin with other conditions above those indicated in the operational sections 
Respect to Ground ............ 0. cee ee neces —1.0V to +7V of this specification is not implied. Exposure to absolute maximum 
D.C. Output Current... 0... cece ence eee 5mA rating conditions for extended periods may affect device reliability. 
Lead Temperature (Soldering, 
10:Seconds) 2.223.652 need oh eae Benes owes dere 300°C 


D.C. OPERATING CHARACTERISTICS 


X2210 Ta = O°C to +70°C, Veco = +5V +10%, unless otherwise specified. 
X22101 Ta = —40°C to +85°C, Veco = +5V +10%, unless otherwise specified. 


X2210 Limits X22101 Limits 
Symbol Parameter 
lywo = OMA 


Power Supply Current Pe mA 
| Input Load Current || Viv = GND to Vo 


Input Load Current AO ail: eA | = 

“ko | Output Leakage Current P [10 [wa | Vour = GND t0 Veo | 

Vu | Input Low Votage | Pwo [os [vf] | 

Vw | _tnput High Vorage P20 Nett) vp CS 
ea [| Vv [t= -2ma 


i 
ven | Guat righ votage | 2a [ 


CAPACITANCE T, = 25°C, f = 1.0 MHZ, Vcc = 5V 


feymbol [teat | Me Unt | onaions | 


Note: (1) This parameter is periodically sampled and not 100% tested. 












| Min, | Max. | 
fe All Inputs = Voc 
| | to 
| | to 
aio. 08 | 


Voc +1.0 








A.C. CONDITIONS OF TEST 


Input Pulse Levels 0 to 3.0 Volts 


Input Rise and 
Fall Times 


MODE SELECTION 


ESfwE[anRAY RECALL[STORE| vO 
ol 


Seu High®: [Nol Seectel 
ree [HTH [input Data High] wite “1” RAM 

input Data Low [Write “0” RAM 
IxlH{ oH |e | Output High Z | Nonvolatile Storing® 
fH]x| HH  |oL | Output High Z | Nonvolatile Storing 


Notes: (2) Chip is deselected but may be automatically completing a store cycle. 
(3) STORE = L is required only to initiate the store cycle, after which the 
store cycle will be automatically completed (STORE = X). 






















10 nsec 


1.5 Volts 
1 TTL Gate and 
CL = 100 pF 





Input and Output 
Timing Levels 


Output Load 





r 


xIi\r 





x 
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A.C. CHARACTERISTICS 


X2210 Ta, = 0°C to +70°C, Veco = +5V +10%, unless otherwise specified. 
X22101 T, = —40°C to +85°C, Voc = +5V +10%, unless otherwise specified. 


Read Cycle Limits 


[Parameter Sid 
Read Cycle Time | 300 








| symbol 

I 

[200 
Output Hold from Address Change a ee ee 
[tz | Chip Select to OuputinuowZ ———Sid;SCdYSCS 





Read Cycle 


ADDRESS 


DATA 1/0 XxX XX 













X2210, X22101 





Write Cycle Limits 


oe 


| 

Write Pulse Width 

Write Recovery Time 
testa fl Data Valid to End of Write 


Sas X2210 
ta Hold Ti 
I LOOAOl 


Write Enable to Output in High Z 


Output Active from End of Write 





Write Cycle 


ADDRESS 


\AS ALL AS/ 


ae 


tou |~<——~ 
DATA IN | OK CDATA VALID 


twz tow 


DATA OUT KX CX xX 





Early Write Cycle 


ADDRESS 


XQAAASS 


+t pw—— | ton |<< — 
DATA IN KX KKKKAAOK _ Data vaio KOO 


HIGH Z 
DATA OUT 
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Store Cycle Limits 


ee 
[tse | Store Pulse With 00 
10 











Store Cycle 


DATA 1/0 
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Array Recall Cycle Limits 


Symbol 
Array Recall Cycle Time 
Recall Pulse Width 


Recall to Output in High Z 
Output Active from End of Recall 


Recalled Data Access Time from End of Recall 
Note: (4) Array Recall rise time must be less than 1 ps. 





Array Recall Cycle 


ADDRESS 


ARRAY RECALL 


DATA 1/0 
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PIN DESCRIPTIONS AND DEVICE OPERATION 


Addresses (A,~As;) 


The address inputs select a 4-bit memory location during a 
read or write operation. 


Chip Select (CS) 

The Chip Select input must be LOW to enable read/write 
operations with the RAM array. CS HIGH will place the I/O 
pins in the high impedance state. 


Write Enable (WE) 
The Write Enable input controls the I/O buffers, determin- 


ing whether a RAM read or write operation is enabled. WE 
HIGH enables a read and WE LOW enables a write. 


Data In/Data Out (1/0,-1/0,) 


Data is written to or read from the X2210 through the I/O 
pins. The 1/O pins are placed in the high impedance state 
when either CS is HIGH or during either a store or recall 
operation. 


STORE 

The STORE input, when LOW, will initiate the transfer of 
the entire contents of the RAM array to the E7PROM array. 
The WE and ARRAY RECALL inputs are inhibited dur- 
ing the store cycle. The store operation will be completed 
in 10ms or less. 

A store operation has priority over RAM read/write opera- 
tions. If STORE is asserted during a read operation, 
the read will be discontinued. lf STORE is asserted 
during a RAM write operation, the write will be immediately 
terminated and the store performed. The data at the RAM 
address that was being written will be unknown in both the 
RAM and E?PROM. 


ARRAY RECALL 

The ARRAY RECALL input, when LOW, will initiate 
the transfer of the entire contents of the E7PROM array to 
the RAM array. The transfer of data will typically be com- 
pleted in 1s or less. 

An array recall has priority over RAM read/write opera- 
tions and will terminate both operations when ARRAY 
RECALL is asserted. ARRAY RECALL LOW will also 
inhibit the STORE _ input. 

















WRITE PROTECTION 


The X2210 has three write protect features that are 
employed to protect the contents of the nonvolatile 
memory. 

® Voc Sense—All functions are inhibited when Vcc is 
= 3V, typically. 

e@ Write Inhibit—Holding either STORE HIGH or 
RECALL LOW during power-up or power-down will 
prevent an inadvertent store operation and E7PROM 
data integrity will be maintained. 

@ Noise Protection—A STORE pulse of less than 
20ns will not initiate a store cycle. 


ENDURANCE 


The endurance specification of a device is characterized 
by the predicted first bit failure to occur in the entire 
memory (device or system) array rather than the average 
or typical value for the array. Since endurance is limited by 
the number of electrons trapped in the oxide during data 
changes, Xicor NOVRAMs are designed to minimize the 
number of changes an EPROM bit cell undergoes during 
store operations. Only those bits in the E?PROM 
that are different from their corresponding location in the 
RAM will be “cycled” during a nonvolatile store. This char 
acteristic reduces unnecessary cycling of any of the rest of 
the bits in the array, thereby increasing the potential en- 
durance of each bit and increasing the potential en- 
durance of the entire array. Reliability data documented in 
RR504, the Xicor Reliability Report on Endurance, and 
additional reports are available from Xicor. 


Data Changes 
Store Cycles Per Bit 
10,000 1,000 
50,000 5,000 
100,000 10,000 













Part Number 


X2210 
X22101 


X2210/5 
X22101/5 


X2210/10 
X22101/10 


















NOTES 
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256 Bit Military X2210M 





Nonvolatile Static RAM 








FEATURES N-channel floating gate MOS technology used in all Xicor 

e@ Single 5 Volt Supply 5 volt nonvolatile memories. The X2210 features the 

e Fully TTL Compatible JEDEC approved pinout for 4-bit-wide memories, compati- 

e JEDEC Standard 18-Pin Package ble with industry standard RAMs. 

@ Infinite E7PROM Array Recall, RAM Read The NOVRAM design allows data to be easily transferred 
and Write Cycles from RAM to EPROM (store) and from E7PROM to RAM 

e Access Time of 300ns Max. (recall). The store operation is completed in 10ms or less 

e@ Nonvolatile Store Inhibit: Voc = 3v Typical and the recall is typically completed in 1s. 

e 100 Year Data Retention 


Xicor NOVRAMs are designed for unlimited write opera- 
tions to RAM, either from the host or recalls from 
DESCRIPTION E?PROM. The E?PROM array is designed for a minimum 
The Xicor X2210 is a 64 x 4 NOVRAM* featuring a high- 10,000 store cycles. Data retention is specified to be 
speed static RAM overlaid bit-for-bit with a nonvolatile greater than 100 years. 

E?PROM. The X2210 is fabricated with the same reliable 


*NOVRAN is Xicor's nonvolatile static RAM device. 


PIN CONFIGURATION FUNCTIONAL DIAGRAM 


Ao 
A 


Az 







TATIC RAM 
EMORY ARRAY 


STORE y “ 
= Bs + Vec 

" | WE RECALL OG “5 

ARRAY : : 





PIN NAMES 


Ao~As Address Inputs 
1/0,-V/O4 Data Inputs/Outputs 
WE Write Enable 

cs Chip Select We 


ARRAY RECALL Array Recall 
STORE Store 

Voc +5V 

Vss Ground 

NC No Connect 
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ABSOLUTE MAXIMUM RATINGS* *COMMENT 

Temperature Under Bias ................... —65°C to +135°C Stresses above those listed under “Absolute Maximum Ratings” 

Storage Temperature ................0000e- —65°C to +150°C may cause permanent damage to the device. This is a stress rating 

Voltage on any Pin with only and the functional operation of the device at these or any 
Respect to Ground .............cc cece eee eee —1.0V to +7V other conditions above those indicated in the operational sections 

D.C. Output Current ....... 0... ence eee eee eee 5mA of this specification is not implied. Exposure to absolute maximum 

Lead Temperature (Soldering, rating conditions for extended periods may affect device reliability. 
10:S6CONdS) si. s wsaihsee es tem ide ele gdeetes tala Se ihe 300°C 


D.C. OPERATING CHARACTERISTICS 
Ta = —55°C to +125°C, Veo = +5V +10%, unless otherwise specified. 


Parameter | Min. | Test Conditions 
loc Power Supply Current 55 mA All Inputs = Veco 
lvo =OmA 


Input Load Current Vin = GND to Vcc 





















[va tt Low votage Ci’ to foe |v [CS 
[Vn [tnt High Votage ——~—S*d eo Neto vp SSCSC~*Y 
[vax [Outpt ow votage ite | van aea 

: 


CAPACITANCE T, = 25°C, f = 1.0 MHz, Vcc = 5V 


Input/Output Capacitance 
Input Capacitance 


Note: (1) This parameter is periodically sampled and not 100% tested. 





A.C. CONDITIONS OF TEST MODE SELECTION 


Input Pulse Levels 0 to 3.0 Volts Input Output 
cs |WE ARRAY RECALL |STORE Vo 


Not Selected 
Write “0” RAM 














Input Rise and 


Fall Times 10 nsec 


Ed 
Ea 


Input and Output 
Timing Levels 1.5 Volts 


1 TTL Gate and 
Output Load C, = 100 pF 





Notes: (2) Chip is deselected but may be automatically completing a store cycle. 
(3) STORE = Lis required only to initiate the store cycle, after which the 
store cycle will be automatically completed (STORE = X). 


= |< [|x [rier 
rere 
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X2210M 





A.C. CHARACTERISTICS 
Ta = —55°C to +125°C, Veg = +5V +10%, unless otherwise specified. 
Read Cycle Limits 


Read Cycle Time 





Output Hold from Address Change 
Chip Select to Output in Low Z 


[symbol 





Read Cycle 


ADDRESS 


DATA 1/0 XKXY? QO) 
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X2210M 





Write Cycle Limits 


Write Cycle Time 
Chip Select to End of Write 


: 

) | 
[tus | Adress Setup Tine ————SSC*dC 
tae | Wits Paso wath 
a 





Write Cycle 


ADDRESS 


-ts 


\ASS 


ton |<—— 


DATA IN Koma vaio» 


twz tow 


DATA OUT CX x cx xX 





Early Write Cycle 


ADDRESS 


XAAA 


t—tpyw—r] ton |j~<— 


DATA IN RXXKKKKKX Oe 


HIGH Z 
DATA OUT 
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X2210M 





Store Cycle Limits 


[Parameter id 
10 













Store to Output in High Z 500 


Store Cycle 


DATA 1/0 
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X2210M 





Array Recall Cycle Limits 


i [wax [Ute 
tase | Avay Recal Gye time ——SSCS~C ts 
tece [Recall Puse wisi? SSSC~S~sC aw id 
tncr [Recall io Outpatin gh 2————SSCSCSC~S~SSSCSCSC*dtC 
tone [Output Active tom End fect Sit aise 


Note: (4) Array Recall rise time must be less than 1 ps. 













Array Recall Cycle 


ADDRESS 


ARRAY RECALL 


es SS SESS 


DATA 1/0 DATA UNDEFINED DATA VALID 
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X2210M 





PIN DESCRIPTIONS AND DEVICE OPERATION 


Addresses (A,—As5) 


The address inputs select a 4-bit memory location during a 
read or write operation. 


Chip Select (CS) 

The Chip Select input must be LOW to enable read/write 
operations with the RAM array. CS HIGH will place the I/O 
pins in the high impedance state. 


Write Enable (WE) 

The Write Enable input controls the I/O buffers, determin- 
ing whether a RAM read or write operation is enabled. WE 
HIGH enables a read and WE LOW enables a write. 


Data In/Data Out (1/0,-1/0,) 


Data is written to or read from the X2210 through the I/O 
pins. The I/O pins are placed in the high impedance state 
when either CS is HIGH or during either a store or recall 
operation. 


STORE 


The STORE input, when LOW, will initiate the transfer of 
the entire contents of the RAM array to the E*PROM array. 
The WE and ARRAY RECALL inputs are inhibited dur 
ing the store cycle. The store operation will be completed 
in 10ms or less. 

A store operation has priority over RAM read/write opera- 
tions. If STORE is asserted during a read operation, 
the read will be discontinued. If STORE is asserted 
during a RAM write operation, the write will be immediately 
terminated and the store performed. The data at the RAM 
address that was being written will be unknown in both the 
RAM and E?PROM. 


ARRAY RECALL 

The ARRAY RECALL input, when LOW, will initiate 
the transfer of the entire contents of the E7PROM array to 
the RAM array. The transfer of data will typically be com- 
pleted in 1s or less. 

An array recall has priority over RAM read/write opera- 
tions and will terminate both operations when ARRAY 
RECALL is asserted. ARRAY RECALL LOW will also 
inhibit the STORE _ input. 
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WRITE PROTECTION 


The X2210 has three write protect features that are 
employed to protect the contents of the nonvolatile 
memory. 

® Voc Sense—All functions are inhibited when Vec is 
< 3y, typically. 

e@ Write Inhibit—Holding either STORE HIGH or 
RECALL LOW during powerup or power-down will 
prevent an inadvertent store operation and E7PROM 
data integrity will be maintained. 

@ Noise Protection—A STORE pulse of less than 
20ns will not initiate a store cycle. 


ENDURANCE 


The endurance specification of a device is characterized 
by the predicted first bit failure to occur in the entire 
memory (device or system) array rather than the average 
or typical value for the array. Since endurance is limited by 
the number of electrons trapped in the oxide during data 
changes, Xicor NOVRAMs are designed to minimize the 
number of changes an E?PROM bit cell undergoes during 
store operations. Only those bits in the E?PROM 
that are different from their corresponding location in the 
RAM will be “cycled” during a nonvolatile store. This char- 
acteristic reduces unnecessary cycling of any of the rest of 
the bits in the array, thereby increasing the potential en- 
durance of each bit and increasing the potential en- 
durance of the entire array. Reliability data documented in 
RR504, the Xicor Reliability Report on Endurance, and 
additional reports are available from Xicor. 














Data Changes 
Part Number Per Bit 
X2210M 10,000 1,000 


X2210M/5 50,000 5,000 
X2210M/10 100,000 10,000 








NOTES 


1-32 


itor 











1K Commercial X2212A 256 x 4 Bit 
Nonvolatile Static RAM 

FEATURES reliable N-channel floating gate MOS technology used in 

@ Single 5 Volt Supply all Xicor 5 volt nonvolatile memories. The X2212A features 


Fully TTL Compatible 

JEDEC Standard 18-Pin Package 

Infinite E7PROM Array Recall, RAM Read 
and Write Cycles 

Access Time of 250ns Max. 

Nonvoiatile Store Inhibit: Vec = 3v Typical 
100 Year Data Retention 


DESCRIPTION 


The Xicor X2212A is a 256 x 4 NOVRAM* featuring a 
high-speed static RAM overlaid bit-for-bit with a non- 
volatile E7PROM. The X2212A is fabricated with the same 


PIN CONFIGURATION 


1/04 


X2212A 


1/03 


1/O2 





1/0, 





WE 


ARRAY 
10 || pada 
RECALL 





PIN NAMES 


Ao-Az 
VO,-VO, 
WE 

cs 


ARRAY RECALL 
STORE 

Voc 

Vss 

NC 


Address Inputs 
Data Inputs/Outputs 
Write Enable 

Chip Select 

Array Recall 

Store 

+5V 

Ground 

No Connect 





the JEDEC approved pinout for 4-bit-wide memories, com- 
patible with industry standard RAMs. 


The NOVRAM design allows data to be easily transferred 
from RAM to E?PROM (store) and from E2PROM to RAM 
(recall). The store operation is completed in 10ms or less 
and the recall is typically completed in 1s. 


Xicor NOVRAMs are designed for unlimited write opera- 
tions to RAM, either from the host or recalls from 
EPROM. The E?PROM array is designed for a minimum 
10,000 store cycles. Data retention is specified to be 
greater than 100 years. 


*NOVRAM is Xicor’s nonvolatile static RAM device. 


FUNCTIONAL DIAGRAM 


NONVOLATILE 
E?PROM 


MEMORY 
ARRAY 





ROBES 






STORE 
+ Vc 


RECALL v, 
<+— Vss 
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X2212A 





ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias .............-...0.. —10°C to +85°C 
Storage Temperature ...................00. —65°C to +150°C 
Voltage on any Pin with 

Respect to Ground ............. cece eee eens —1.0V to +7V 
D.C. Output Current ......0.. 0... cece eee eee ere eee 5 mA 
Lead Temperature (Soldering, 

10: Seconds) *ii5 00d ena snteb nena tints donk aiae weeds 300°C 


D.C. OPERATING CHARACTERISTICS 


“COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


Ta = O°C to +70°C, Veco = +5V +5%, unless otherwise specified. 











| InputLoad Current = Load Current 


Output Leakage Current 
Input Low Voltage 


Output Low Voltage 
Output High Voltage 


CAPACITANCE Ta = 25°C, f = 1.0 MHz, Vcc = 5V 





pee Capacitance 


— Parameter Test Conditions 
Power Supply Current All Inputs = Voc 
lwo =OmA 


ee 
a ee Te 

aie [ee | 
[Vn [tat high Votage——~Y20Ven +08 
el oa 
ve ry a 


[sme [| _at___ [ae T 





| pA | Vour = GND to Voc 





Veco +0.5 







Note: (1) This parameter is periodically sampled and not 100% tested. 


A.C. CONDITIONS OF TEST 


Input Pulse Levels 0 to 3.0 Volts 


MODE SELECTION 









Input Rise and 
Fall Times 


Input and Output 
Timing Levels 


1.5 Volts 
1 TTL Gate and 
Cy = 100 pF 


Output Load 





[cs |WE| ARRAY RECALL | STORE Ke) 


fepef ww Poa praca 
H| —-H | _H | OutputData_ [Read RAM 
refer a Write “1” RAM 

Array Recall 
Nonvolatile Storing®) 











Array Recall 


Notes: (2) Chip is deselected but may be automatically completing a store cycle. 





(3) STORE = L is required only to initiate the store cycle, after which the 
store cycle will be automatically completed (STORE = X). 








X2212A 





A.C. CHARACTERISTICS 
Ta = 0°C to +70°C, Voc = +5V +5%, unless otherwise specified. 
Read Cycle Limits 


symbol [Parameter ——SSSCS*d 
[ne | Read Sys Time——SSCSC*dC wo id 
ies 
ar 
ec 










eed 
Chip Select to Output Valid a i ee 
 Cnmamionaaeaoene Cee es ed 
ee eens omni Er, 
SN SS CTT a 





Read Cycle 


ADDRESS 


DATA 1/0 KRXX) XK 
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Write Cycle Limits 


[Symbol [Parameter 
Piers | Weeeetee a oe 
“toy | Ch Select End awins Cd CSCd Ce 
The | Ades Setup Ting 
tae | Wie Pulse witht de 
ian We Recovery Tres 
tow | Data Vaid to End of Wits to 
on (ine ce RRR CS OT 
: a ee 
ne ae ee) a eae 















Data Hold Time 
Write Enable to Output in High Z 


Output Active from End of Write 





Write Cycle 


ADDRESS aL TEE 


XO ALL AS 


ae 


ton |<+— 


DATA IN XK eaavatio> 


twz 


CV7 
DATA OUT KX 





Early Write Cycle 


ADDRESS 


XAAA 


<t——tpw——]| ton |~<-—. 


DATA IN KXAKAKKAO XX 


HIGH Z 
DATA OUT 
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Store Cycle Limits 


ee eee Oe 
"tere | Sere Oye 
10 










ore to Output in High Z 





Store Cycle 


DATA 1/0 
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Array Recall Cycle Limits 


[symbol [Parameter Site 
ince | Arey Recal Gyo Tine SSSSCSC~*~sCi 
tnoe | Reval Pulse wisn? SSC ator 
[ner | Resale Ouputinrigh2—SSSCSC~CSCSS*d 
[te | capt oe em wera Pee 


Note: (4) Array Recall rise time must be less than 1 ps. 
















Array Recall Cycle 


ADDRESS 


ARRAY RECALL 


es GS, 


DATA 1/0 DATA UNDEFINED DATA VALID 
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X2212A 





PIN DESCRIPTIONS AND DEVICE OPERATION 


Addresses (A,—A;) 


The address inputs select a 4-bit memory location during a 
read or write operation. 


Chip Select (CS) 
The Chip Select input must be LOW to enable read/write 


operations with the RAM array. CS HIGH will place the I/O 
pins in the high impedance state. 


Write Enable (WE) 

The Write Enable input controls the I/O buffers, determin- 
ing whether a RAM read or write operation is enabled. WE 
HIGH enables a read and WE LOW enables a write. 


Data In/Data Out (1/0,-1/0,) 


Data is written to or read from the X2212A through the 1/O 
pins. The I/O pins are placed in the high impedance state 
when either CS is HIGH or during either a store or recall 
operation. 


STORE 

The STORE input, when LOW, will initiate the transfer of 
the entire contents of the RAM array to the E7PROM array. 
The WE and ARRAY RECALL inputs are inhibited dur 
ing the store cycle. The store operation will be completed 
in 10ms or less. 

A store operation has priority over RAM read/write opera- 
tions. If STORE is asserted during a read operation, 
the read will be discontinued. If STORE is asserted 
during a RAM write operation, the write will be immediately 
terminated and the store performed. The data at the RAM 
address that was being written will be unknown in both the 
RAM and E?PROM. 


ARRAY RECALL 

The ARRAY RECALL input, when LOW, will initiate 
the transfer of the entire contents of the E7PROM array to 
the RAM array. The transfer of data will typically be com- 
pleted in 1s or less. 

An array recall has priority over RAM read/write opera- 
tions and will terminate both operations when ARRAY 
RECALL is asserted. ARRAY RECALL LOW will also 
inhibit the STORE input. 
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WRITE PROTECTION 


The X2212A has three write protect features that are 
employed to protect the contents of the nonvolatile 
memory. 

® Vcc Sense—All functions are inhibited when Vcc is 
= 3v, typically. 

@ Write Inhibit—Holding either STORE HIGH or 
RECALL LOW during power-up or power-down will 
prevent an inadvertent store operation and E2PROM 
data integrity will be maintained. 

@ Noise Protection—A STORE pulse of Jess than 
20ns will not initiate a store cycle. 


ENDURANCE 


The endurance specification of a device is characterized 
by the predicted first bit failure to occur in the entire 
memory (device or system) array rather than the average 
or typical value for the array. Since endurance is limited by 
the number of electrons trapped in the oxide during data 
changes, Xicor NOVRAMs are designed to minimize the 
number of changes an E2PROM bit cell undergoes during 
store operations. Only those bits in the E?PROM 
that are different from their corresponding location in the 
RAM will be “cycled” during a nonvolatile store. This char- 
acteristic reduces unnecessary cycling of any of the rest of 
the bits in the array, thereby increasing the potential en- 
durance of each bit and increasing the potential en- 
durance of the entire array. Reliability data documented in 
RR504, the Xicor Reliability Report on Endurance, and 
additional reports are available from Xicor. 












Data Changes 
Part Number Per Bit 


X2212A 10,000 1,000 





NOTES 
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Commercial X2212 , 
1K Industrial X2212I 256 x 4 Bit 
Nonvolatile Static RAM | 
FEATURES N-channel floating gate MOS technology used in all Xicor 
e@ Single 5 Volt Supply 5 volt nonvolatile memories. The X2212 features the 


Fully TTL Compatible 

JEDEC Standard 18-Pin Package 

Infinite E7PROM Array Recall, RAM Read 
and Write Cycles 

Access Time of 300ns Max. 

Nonvolatile Store Inhibit: Voc = 3v Typical 
100 Year Data Retention 


DESCRIPTION 


The Xicor X2212 is a 256 x 4 NOVRAM* featuring a high- 
speed static RAM overlaid bit-for-bit with a nonvolatile 
E*PROM. The X2212 is fabricated with the same reliable 


PIN CONFIGURATION 


ARRAY 
RECALL 





PIN NAMES 


Ao-Az 
V0,-/Ox 
WE 

cs 


Address Inputs 
Data Inputs/Outputs 
Write Enable 

Chip Select 

Array Recail 

Store 

+5V 

Ground 

No Connect 


ARRAY RECALL 
STORE 

Vee 

Vss 

NC 





JEDEC approved pinout for 4-bit-wide memories, compati- 
ble with industry standard RAMs. 


The NOVRAM design allows data to be easily transferred 
from RAM to E2PROM (store) and from E27PROM to RAM 
(recall). The store operation is completed in 10ms or less 
and the recall is typically completed in 1s. 


Xicor NOVRAMs are designed for unlimited write opera- 
tions to RAM, either from the host or recalls from 
E?PROM. The E?PROM array is designed for a minimum 
10,000 store cycles. Data retention is specified to be 
greater than 100 years. 


*NOVRAM is Xicor's nonvolatile static RAM device. 


FUNCTIONAL DIAGRAM 


NONVOLATILE 
E?PROM 
MEMORY 
ARRAY 







POSES, 
Ro 


Az 


STORE 
+ Vic 
RECALL 
+— Vs 
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X2212, X22121 





ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias X2212 .............. —10°C to +85°C 
M2212 oe ewe eas —65°C to +135°C 
Storage Temperature ..............-....40. —65°C to + 150°C 
Voltage on any Pin with 
Respect to Ground .................00e ee eee —1.0V to +7V 
D.C. Output Current 0.0.0.0... eee eee 5 mA 
Lead Temperature (Soldering, 
TO:SECONdS) oo iessdc ass aa ghettos SeR Ae Awa hae hase 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may Cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


X2212 Ta = O°C to + 70°C, Veco = +5V +10%, unless otherwise specified. 
X2212| T, = —40°C to +85°C, Voo = +5V £10%, unless otherwise specified. 


Power Supply Current 


Input Low Voltage —1.0 
Input High Voltage 
Output Low Voltage 


Test Conditions 
m All Inputs = Voc 
lwo = OmA 


A 
Vin = GND to Voc 

Vour = GND to Voc 
i eee 


—1.0 


Pos [| os |v |tctema | 


| 


Input Capacitance 





Note: (1) This parameter is periodically sampled and not 100% tested. 


A.C. CONDITIONS OF TEST 


Input and Output 
ers 



















MODE SELECTION 


| inputs | input Output 
ESWE|ARRAY RECALL|STORE| V0 


| =H | H__| Output High Z [Not Selected® 


Input Data High] Write “1” RAM 


Input Data Low | Write “O” RAM 
L Output High Z | Array Recall 
Output High Z [Array Recall 
Ix|H}| =H | L__| Output High Z_[Nonvolatile Storing® 
Output High Z_ | Nonvolatile Storing 


Notes: (2) Chip is deselected but may be automatically completing a store cycle. 





(3) STORE = Lis required only to initiate the store cycle, after which the 
store cycle will be automatically completed (STORE = X). 
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X2212, X2212I 





A.C. CHARACTERISTICS 
X2212 Ta = O°C to +70°C, Voc = +5V +10%, unless otherwise specified. 
X2212I Ta = —40°C to +85°C, Veco = +5V +10%, unless otherwise specified. 


Read Cycle Limits 


[ symbot [Parameters 
ie iealepemie ae 
"chp Select to Out Vaid 






tac 00 
ta 






Read Cycle 


ADDRESS 


DATA 1/0 
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X2212, X2212l 





Write Cycle Limits 


ee eee 
(ae eosin eS 
a or ee Co 
ee ee eee 
ne Wie Pes wa 0 
Data Valid to End of Write 


two 
tow 
tas 
twe 
ee 
















Write Enable to Output in High Z 


Output Active from End of Write 


ee: NE eae 
ee 
Write Cycle 


ADDRESS 
NAAR A 
ee 
tox |}<—_——- 


DATA IN | 


twz 


VW S\/ 
DATA OUT KX 





Early Write Cycle 


ADDRESS 


XAAAAS 


<¢—$t pw——| ton J<a— 
DATA IN KXKKKKKXO C0 


HIGH Z 
DATA OUT 
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X2212, X2212I 





Store Cycle Limits 


symbol [Parameter ti | 
10 











Store to Output in High Z 
Output Active from End of Store | 10s 


Store Cycle 


DATA 1/0 
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X2212, X2212l 





Array Recall Cycle Limits 


tracc Array Recall Cycle Time 1200 P| 
thee Recall Pulse Width 450 
10 















trcz Recall to Output in High Z P| t50 
torc Output Active from End of Recall ee ee ee 
tarc Recalled Data Access Time from End of Recall oe 750 a oe 


Note: (4) Array Recall rise time must be less than 1 us. 





Array Recall Cycle 


ADDRESS 


trop 


ARRAY RECALL 


DATA 1/0 DATA UNDEFINED DATA VALID 
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X2212, X2212i 





PIN DESCRIPTIONS AND DEVICE OPERATION 


Addresses (A,—A7) 


The address inputs select a 4-bit memory location during a 
read or write operation. 


Chip Select (CS) 
The Chip Select input must be LOW to enable read/write 


operations with the RAM array. CS HIGH will place the I/O 
pins in the high impedance state. 


Write Enable (WE) 


The Write Enable input controls the I/O buffers, determin- 
ing whether a RAM read or write operation is enabled. WE 
HIGH enabies a read and WE LOW enables a write. 


Data In/Data Out (I/O0,-1/0,) 


Data is written to or read from the X2212 through the I/O 
pins. The I/O pins are placed in the high impedance state 
when either CS is HIGH or during either a store or recall 
operation. 


STORE 


The STORE input, when LOW, will initiate the transfer of 
the entire contents of the RAM array to the E7PROM array. 
The WE and ARRAY RECALL inputs are inhibited dur 
ing the store cycle. The store operation will be completed 
in 10ms or less. 


A store operation has priority over RAM read/write opera- 
tions. If STORE is asserted during a read operation, 
the read will be discontinued. If STORE is asserted 
during a RAM write operation, the write will be immediately 
terminated and the store performed. The data at the RAM 
address that was being written will be unknown in both the 
RAM and E?PROM. 


ARRAY RECALL 

The ARRAY RECALL input, when LOW, will initiate 
the transfer of the entire contents of the E7PROM array to 
the RAM array. The transfer of data will typically be com- 
pleted in 1s or less. 


An array recall has priority over RAM read/write opera- 
tions and will terminate both operations when ARRAY 
RECALL is asserted. ARRAY RECALL LOW will also 
inhibit the STORE input. 
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WRITE PROTECTION 


The X2212 has three write protect features that are 
employed to protect the contents of the nonvolatile 
memory. 

® Voc Sense—All functions are inhibited when Vec is 
<= 3v, typically. 

@ Write Inhibit—Holding either STORE HIGH or 
RECALL LOW during power-up or power-down will 
prevent an inadvertent store operation and E7PROM 
data integrity will be maintained. 

e Noise Protection—A STORE pulse of less than 
20ns will not initiate a store cycle. 


ENDURANCE 


The endurance specification of a device is characterized 
by the predicted first bit failure to occur in the entire 
memory (device or system) array rather than the average 
or typical value for the array. Since endurance is limited by 
the number of electrons trapped in the oxide during data 
changes, Xicor NOVRAMs are designed to minimize the 
number of changes an E*PROM bit cell undergoes during 
store operations. Only those bits in the E7PROM 
that are different from their corresponding location in the 
RAM will be “cycled” during a nonvolatile store. This char- 
acteristic reduces unnecessary cycling of any of the rest of 
the bits in the array, thereby increasing the potential en- 
durance of each bit and increasing the potential en- 
durance of the entire array. Reliability data documented in 
RR504, the Xicor Reliability Report on Endurance, and 
additional reports are available from Xicor. 


Store Cycles 


10,000 





Data Changes 


Part Number Per Bit 


X2212 
X22121 


X2212/5 
X22121/5 


X2212/10 
X22121/10 


1,000 


5,000 


50,000 
100,000 


10,000 








NOTES 
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1K Military X2212M 256 x 4 Bit 
Nonvolatile Static RAM 

FEATURES N-channel floating gate MOS technology used in all Xicor 

@ Single 5 Volt Supply 5 volt nonvolatile memories. The X2212 features the 


Fully TTL Compatible 

JEDEC Standard 18-Pin Package 

Infinite E7PROM Array Recall, RAM Read 
and Write Cycles 

Access Time of 300ns Max. 

Nonvolatile Store Inhibit: Vcc = 3v Typical 
100 Year Data Retention 


DESCRIPTION 


The Xicor X2212 is a 256 x 4 NOVRAM* featuring a high- 
speed static RAM overlaid bit-for-bit with a nonvolatile 
E*PROM. The X2212 is fabricated with the same reliable 


PIN CONFIGURATION 


1/Oq 
1/03 
1/O2 


1/0; 





WE 





ARRAY 
10 ee dian 
a RECALL 





PIN NAMES 


Ao-Az 
VO;-VO4 
WE 

cs 


Address Inputs 
Data Inputs/Outputs 
Write Enable 

Chip Select 

Array Recall 

Store 

+5V 

Ground 


ARRAY RECALL 
STORE 

Voc 

Vss 

NC No Connect 





JEDEC approved pinout for 4-bit-wide memories, compati- 
ble with industry standard RAMs. 


The NOVRAM design allows data to be easily transferred 
from RAM to E2PROM (store) and from E27PROM to RAM 
(recall). The store operation is completed in 10ms or less 
and the recall is typically completed in 1s. 


Xicor NOVRAMs are designed for unlimited write opera- 
tions to RAM, either from the host or recalls from 
E?PROM. The E?PROM array is designed for a minimum 
10,000 store cycles. Data retention is specified to be 
greater than 100 years. 


*NOVRAM is Xicor’s nonvolatile static RAM device. 


FUNCTIONAL DIAGRAM 






EOE EOD 





> aa 
> aes 
a 


B: 













STORE 









+— Vic 






RRR GRE, 
CONTROL 







RECALL 
4+ \s 














May 1985 


1-49 





X2212M 





ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias ................... —65°C to + 135°C 
Storage Temperature ................00. 0 ee —65°C to +150°C 
Voltage on any Pin with 

Respect to Ground ............ 0.2. c cence -1.0V to +7V 
D.C. Output Current ........... 0... cece eee ences 5 mA 
Lead Temperature (Soldering, 

10: Seconds) 3 isi8 eae th ec arieti aaa ildas eee eke 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


Ta = —55°C to +125°C, Veg = +5V +10%, unless otherwise specified. 







Power Supply Current 


Input Load Current 


CAPACITANCE T, = 25°C, f = 1.0 MHz, Voc = 5V 


Input/Output Capacitance 


Symbol 





Input Capacitance 


et Ee ics 
ca ae 
ie 0 
The | Output aakage Cura || 10 | 
Ried =e | os | 
a 
isi) pol 






All Inputs = Voc 
Ivo = 0 mA 


mA 
pA Vin = GND to Voc 
pA Vout = GND to Voc 


lo. = 4.2 mA 


lon =-2mA 






c +1.0 





oF 
oF 





Note: (1) This parameter is periodically sampled and not 100% tested. 


A.C. CONDITIONS OF TEST 


Input Pulse Levels 0 to 3.0 Volts 





MODE SELECTION 




















Input Rise and 
Input and Output 
Timing Levels pe vols 
1 TTL Gate and 
Output Load C, = 100 pF 



















H 


ea me al 
ea ae 
H 
L 


Input Output 
ES|WE[ARRAY RECALL[STORE| V0 


= 


X 
ES Ce 
Hix} | L | Output High Z_|Nonvolatile Storing® | 





H | Output High Z_ | Not Selected’? 
Output Data Read RAM 
Input Data High} Write “1” RAM 


Output High Z | Array Recall 
eee a Output High Z | Array Recall 
Output High Z_ | Nonvolatile Storing® 


Notes: (2) Chip is deselected but may be automatically completing a store cycle. 





(3) STORE = L is required only to initiate the store cycle, after which the 
store cycle will be automatically completed (STORE = X). 





X2212M 





A.C. CHARACTERISTICS 
Ta = —55°C to +125°C, Veco = +5V +10%, unless otherwise specified. 
Read Cycle Limits 


[unite | 
ns 
a 
too | Chip Select to Output valid ——SSsS~=~—SC‘“‘CS™C*#*d'SOC@OO™C*dSC*Cirs~S=*d 
Chip Select to Output in Low Z 10 














Read Cycle 


ADDRESS 


DATA 1/0 QOOOY QOOO 
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Write Cycle Limits 


: 
3 
tn | Bata Hedin 


Output Active from End of Write 


Data Valid to End of Write 





Write Cycle 


ADDRESS 


ton |<——_ 


DATA IN — 


twz 


Ox 
DATA OUT /\/\ 





Early Write Cycie 


ADDRESS 


XASAY 


<§——t pw——| ton |~<_— 


DATA IN KXKKKXAOO KKK 


HIGH Z 
DATA OUT 
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Store Cycle Limits 


Tsmbol | Paramer —SdineOts 
“tee | Soe Gyaeting ——SSCiSSC*dCtt Ss 
Ste | iseeriewan fe ee 
tee | Store to Outptinvagh? Sid CSSC*dCt te 
[tose [Output Ace tom end of Soe ~~] SSC Cs 


















Store Cycle 


DATA 1/0 
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Array Recall Cycle Limits 


Array Recall Cycle Time 
Recall Pulse Width‘) 


Recall to Output in High Z 
Output Active from End of Recall 
Recalled Data Access Time from End of Recall 


Note: (4) Array Recall rise time must be less than 1 ps. 





Array Recall Cycle 


appress XXX XXXXXKXK _Abvresersas ——Ss—CS 


ARRAY RECALL 


Se SSE 


DATA 1/0 DATA UNDEFINED DATA VALID 
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PIN DESCRIPTIONS AND DEVICE OPERATION 


Addresses (A,-A7) 


The address inputs select a 4-bit memory location during a 
read or write operation. 


Chip Select (CS) 

The Chip Select input must be LOW to enable read/write 
operations with the RAM array. CS HIGH will place the I/O 
pins in the high impedance state. 


Write Enable (WE) 

The Write Enable input controls the I/O buffers, determin- 
ing whether a RAM read or write operation is enabled. WE 
HIGH enables a read and WE LOW enables a write. 


Data In/Data Out (1/O,-1/0,) 

Data is written to or read from the X2212 through the I/O 
pins. The I/O pins are placed in the high impedance state 
when either CS is HIGH or during either a store or recall 
operation. 


STORE 

The STORE input, when LOW, will initiate the transfer of 
the entire contents of the RAM array to the E*PROM array. 
The WE and ARRAY RECALL inputs are inhibited dur 
ing the store cycle. The store operation will be completed 
in 10ms or less. 

A store operation has priority over RAM read/write opera- 
tions. If STORE is asserted during a read operation, 
the read will be discontinued. If STORE is asserted 
during a RAM write operation, the write will be immediately 
terminated and the store performed. The data at the RAM 
address that was being written will be unknown in both the 
RAM and E?PROM. 


ARRAY RECALL 

The ARRAY RECALL input, when LOW, will initiate 

the transfer of the entire contents of the E7PROM array to 
the RAM array. The transfer of data will typically be com- 
pleted in 1s or less. 

An array recall has priority over RAM read/write opera- 
tions and will terminate both operations when ARRAY 
RECALL is asserted. ARRAY RECALL LOW will also 
inhibit the STORE input. 
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WRITE PROTECTION 


The X2212 has three write protect features that are 
employed to protect the contents of the nonvolatile 
memory. 

® Voc Sense—All functions are inhibited when Vcc is 
= 3v, typically. 

@ Write Inhibit—Holding either STORE HIGH or 
RECALL LOW during power-up or power-down will 
prevent an inadvertent store operation and E7PROM 
data integrity will be maintained. 

@ Noise Protection—A STORE pulse of less than 
20ns will not initiate a store cycle. 


ENDURANCE 


The endurance specification of a device is characterized 
by the predicted first bit failure to occur in the entire 
memory (device or system) array rather than the average 
or typical value for the array. Since endurance is limited by 
the number of electrons trapped in the oxide during data 
changes, Xicor NOVRAMs are designed to minimize the 
number of changes an E*PROM bit cell undergoes during 
store operations. Only those bits in the E°PROM 
that are different from their corresponding location in the 
RAM will be “cycled” during a nonvolatile store. This char- 
acteristic reduces unnecessary cycling of any of the rest of 
the bits in the array, thereby increasing the potential en- 
durance of each bit and increasing the potential en- 
durance of the entire array. Reliability data documented in 
RR504, the Xicor Reliability Report on Endurance, and 
additional reports are available from Xicor. 












Data Changes 
Part Number Store Cycles Per Bit 


X2212M 10,000 1,000 
X2212M/5 50,000 5,000 
X2212M/10 100,000 10,000 






NOTES 


PRELIMINARY 














i 2001 : 
K Commercial X 
1 Industrial X20011 128 x 8 Bit 
Nonvolatile Static RAM 
FEATURES X2001 is fabricated with the same reliable N-channel float- 
e Nonvolatile Data Integrity ing gate MOS technology used in all Xicor 5 volt program- 


Automatic Store Timing 

Store and Array Recall Combined on 
One Line (NE) 

Enhanced Store Protection 

Infinite E7PROM Array Recall, and RAM 
Read and Write Cycles 

Single 5V Supply 

100 Year Data Retention 

JEDEC Approved Pinout for Byte-Wide 
Memories 

e@ Fast Access Time: 200ns Max. 

e Automatic Recall on Power-Up 


DESCRIPTION 


The Xicor X2001 is a byte-wide NOVRAM* featuring a 
high-speed static RAM overlaid bit-for-bit with a non- 
volatile electrically erasable PROM (E?PROM). The 


PIN CONFIGURATION 





PIN NAMES 


Ao-As 
VOo-l/0, 
CE 


Address Inputs 
Data Inputs/Outputs 
Chip Enable 

Output Enable 
Write Enable 

NE 
Vec 
Vss 
NC 


Nonvolatile Enable 
+5V 

Ground 

No Connect 





mable nonvolatile memories. The X2001 features the 
JEDEC approved pinout for byte-wide memories, compati- 
ble with industry standard RAMs, ROMs, EPROMs and 
E?PROMs. 


The NOVRAM design allows data to be easily transferred 
from RAM to E°PROM (store) and E?7PROM to RAM 
(recall). With NE LOW, these functions are performed in 
the same manner as RAM read and write operations. The 
store operation is completed in 10ms or less and the recall 
operation is completed in 5ys or less. 


Xicor NOVRAMs are designed for unlimited write opera- 
tions to RAM, either from the host or recalls from 
E?PROM, and a minimum 100,000 store operations to the 
E?PROM. Data retention is specified to be greater than 
100 years. 


*NOVRAN is Xicor’s nonvolatile static RAM device. 


FUNCTIONAL DIAGRAM 


NONVOLATILE 
E2PROM 
MEMORY 
ARRAY 
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RECALL 
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ROW 
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ABSOLUTE MAXIMUM RATINGS* *COMMENT 
Temperature Under Bias X2001 .............. —10°C to +85°C Stresses above those listed under “Absolute Maximum Ratings” 
X20011 ............ —65°C to +135°C may cause permanent damage to the device. This is a stress rating 
Storage Temperature .................2205. —65°C to +150°C only and the functional operation of the device at these or any 
Voltage on any Pin with other conditions above those indicated in the operational sections 
Respect to Ground ............-- cece eee —1.0V to +7V of this specification is not implied. Exposure to absolute maximum 
D.C. Output Current ..........0 0... eee eee ee 5 mA rating conditions for extended periods may affect device reliability. 
Lead Temperature (Soldering, 
10: Seconds): «size ees bees Bebe awd gaa any eee eaR 300°C 


D.C. OPERATING CHARACTERISTICS 


X2001 T, = 0°C to +70°C, Veg = +5V +5%, unless otherwise specified. 
X20011 T, = —40°C to +85°C, Voc = +5V +10%, unless otherwise specified. 


X2001 Limits | X20011 Limits 
Parameter | Min. | Max. | Min, | Max. | Test Conditions 


Voc Current (Active) mA CE = Vi, 
All Other Inputs = Voc 
Ivo =OmA 
Vec Current (Standby) 50 mA All Inputs = Veco 
Ivo =OmA 
10 _| HA 
pL 














Input Leakage Current eed 10 [oo | pA | Vin = GND to Vcc 
Output Leakage Current Vout = GND to Voc 
4 










100 
= 
[va | tnputtow votage | =10 | 08 [10 | 0a | 
Vin | tout righ votage [20 Noo +08 
ae 





Output Low Voltage 
Output High Voltage i 


CAPACITANCE Tp = 25°C, f = 1.0 MHz, Voc = 5V 


[symbol [Test 
Input/Output Capacitance 10 
Input Capacitance 


Note: (1) This parameter is periodically sampled and not 100% tested. 


meee 
| 
20 
ia 





Vio = OV 


alo 
< 
Zz 
| 
° 
< 


A.C. CONDITIONS OF TEST 


eee 
Beors 


MODE SELECTION 
Toe [We | WE [OE 
cco 
| tc | ct | | x | Wwrite“1” RAM | Input Data High 
| t | tL | H | X | Write “o” RAM | input Data Low 
pt [AH | t | Lt | Array Recall | Output High Z 

recs ee 

cal 










vo 














r- 





r- 
cr 


rc 





r- 


rc 


as Output Disabled | Output High Z 
No Operation Output High Z 
active | 


- 


| 
pt ft | 
eace 
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PL | Nonvolatile Storing} Output High Z | Active 


rc 


Output High Z | Active 
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A.C. CHARACTERISTICS 


X2001 Ta = O°C to +70°C, Voc = +5V +5%, unless otherwise specified. 
X2001! T, = —40°C to +85°C, Vec = +5V +10%, unless otherwise specified. 


Read Cycle Limits 


X2001-20 X2001-25 X2001 
X20011-20 X20011-25 X20011 
Parameter | Min. | Max. | Min, | Max. | 


Min 

| 200 

toe_| Chip Enable Access Time |_| 200 | aes 

| tea | Address Access Time || 200 | | 250 | | 800 
__— 7 se 
fess 3 











RC 
CE 
[toe | Output enabie Access Time | | _70_ 
o |_| 
tz _| Chip Disable to Outputin HighzZ | 10 | 100 | 10 | 100 | 
toe | Output Enable Ouputin owZ | 10 |_| Ld 
| tone: | Output Disable to Output in High Z 100 | 10 | 100 | 
| 0 | im 


ton Output Hold from Address Change 





Read Cycle 


ADDRESS eS ey 


<——— t ce——_—_—_»> 


Vin Ena 


<< ———- t) 7 ——> jet onz 


WE 
— | torr <«— tou tu 


—_— 
eanie OK pata vati KX Sara vat > 


—_—_§|t,, > 
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Write Cycle Limits 


X2001-20 X2001-25 
X20011-20 X20011-25 
Parameter | Min. 





5 


; 
fess 
Per) 
aaOe 


Write Enable to Output in High Z 
Output Active from End of Write 


Output Enable to Output in High Z 


0 


| 
P20 
| tow | Data Valid to End of Write | 120 
| tow | DataHold Time | 
i 
! | 10 
J toe 


E Controlled Write Cycie 


ADDRESS 


We eee Sal sai 
<t—tow 
DATA OUT VN NNSA NS SSS Rs (fff t_¢.h 4 


LM ME A A VA AAA ANN AS 


ton 
~<a—— tow 


DATA IN 


fg oe ee 


(Ce 
Gi 
twr 


tw, 
tas typ—H—r-] 


twz 


DATA OUT NSS SD £££ £L LLL < 
CLL Lh honk nk _h_t_t_t tL Lf NAA TAN AAA 


ton 
tow | 


DATA IN 
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Store Cycle Limits 


X2001-20 X2001-25 X2001 
X20011-20 X2001)-25 X20011 
Parameter 


a re a 
| tere | Store Cycle Time | | to | | to | toms 
__ter® | Store Pulse width | 20 | | ts0 | | a0 | ns 
[tz | Nonvolatile Enable to Output in HighZ | | 100 | | 100 | | 100 | ns 
I a ee 

p20 | | ao] | wf os | 

Ce ee ae 






Output Active from End of Store 
OE Disable to STORE Function 
Phe. NE Setup Time from WE 





Note: (2) Once tsp has been satisfied by (NE, OE, WE, CE) the store cycle is completed automatically, while ignoring all inputs. 


Store Cycle 
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Array Recall Cycle Limits 


X2001-20 X2001-25 X2001 
X20011-20 X20011-25 X20011 
Symbol Parameter | Max. | 


Tati [wax [ain] 
taco [Ary Recal CwioTing | —+i| so |_| 
incr] Recal Pulse With o ao Roca | 120 |__| 160 | 
er ee 
fi ae 













Recall to Output in Low Z 
WE Setup Time to NE 


Note: (3) The X2001 features internal control of the Recall Cycle time. tacp is the minimum input pulse width required to initiate a 
recall. Once initiated the Recall Cycle will have a completion time of tapy which varies. As tacp is increased above its 
minimum value, the cycle time tacc remains constant and tapy is reduced accordingly until reaching its minimum value. If 
tacp is increased further, tapy remains constant and the entire cycle time will increase. 


[Max | Min. 
os hn 
200 
aie (al 
eae ee 
afer _| 





Array Recall Cycle 


ADDRESS ee ee ee 


— 
= 
aa a 


trwe 


re Oe 


‘ trov (3) 
NLZ—>| 


DATA 1/0 DATA UNDEFINED DATA VALID 








1-62 


X2001, X2001I 





PIN DESCRIPTIONS 


Addresses (Ap—Ag) 


The address inputs select an 8-bit word during a read or 
write operation. 


Chip Enable (CE) 

The Chip Enable input must be LOW to enable all 
read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read and recall operations. Output 
Enable LOW disables a store operation regardless of the 
state of CE, WE or NE. 


Data In/Data Out (1/O,-1/07) 


Data is written to or read from the X2001 through the I/O 
pins. The I/O pins are placed in the high impedance state 
when either CE or OE is HIGH or when NE is LOW. 


Write Enable (WE) 


The Write Enable input controls the writing of data to both 
the static RAM and stores to the E7PROM. 


Nonvolatile Enable (NE) 


The Nonvolatile Enable input controls all accesses to the 
E*PROM array (store and recall functions). 


DEVICE OPERATION 


The CE, OE, WE and NE inputs control the X2001 opera- 
tion. The X2001 byte-wide NOVRAM uses a 2-line control 
architecture to eliminate bus contention in a system envi- 
ronment. The I/O bus will be in a high impedance state 
when either OE or CE is HIGH, or when NE is LOW. 


RAM OPERATIONS 


RAM read and write operations are performed as they 
would be with any static RAM. A read operation requires 
CE and OE to be LOW with WE and NE HIGH. A write 
operation requires CE and WE to be LOW with NE HIGH. 
There is no limit to the number of read or write operations 
performed to the RAM portion of the X2001. 


NONVOLATILE OPERATIONS 


With NE LOW, recall and store operations are performed 
in the same manner as RAM read and write operations. A 
recall operation causes the entire contents of the E7PROM 
to be written into the RAM array. The time required for the 





operation to complete is 5us or less. A store operation 
causes the entire contents of the RAM array to be stored in 
the nonvolatile E7PROM. The time for the operation to 
complete is 10ms or less, typically 5ms. 


POWER-UP RECALL 


Upon power-up (Vcc), the X2001 performs an automatic 
array recall. When Vcc minimum is reached, the recall is 


initiated, regardless of the state of CE, OE, WE and NE. 


WRITE PROTECTION 


The X2001 has four write protect features that are 
employed to protect the contents of both the nonvolatile 
memory and the RAM. 

© Noise Protection—A WE pulse of less than 20ns will not 
initiate a write cycle. 

@ Combined Signal Noise Protection—A combined WE 
and NE (WE « NE) pulse of less than 20ns will not 
initiate a store cycle. 

® Voc Sense—All functions are inhibited when Vcc is 
= 3y, typically. a 

® Write Inhibit—Holding either OE LOW, WE HIGH, CE 
HIGH or NE HIGH during power-up or power-down, will 
prevent an inadvertent store operation. 


ENDURANCE 


The endurance specification of a device is characterized 
by the predicted first bit failure to occur in the entire 
memory (device or system) array rather than the average 
or typical value for the array. Since endurance is limited by 
the number of electrons trapped in the oxide during data 
changes, Xicor NOVRAMs are designed to minimize the 
number of changes an E?PROM bit cell undergoes during 
store operations. Only those bits in the E7PROM that are 
different from their corresponding location in the RAM will 
be “cycled” during a nonvolatile store. This characteristic 
reduces unnecessary cycling of any of the rest of the bits 
in the array, thereby increasing the potential endurance of 
each bit and increasing the potential endurance of the 
entire array. Reliability data documented in RR504, the 
Xicor Reliability Report on Endurance, and additional 
reports are available from Xicor. 


Data Changes 
Part Number Store Cycles Per Bit 


X2001 100,000 10,000 
X20011 100,000 10,000 
















NOTES 
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PRELIMINARY 
Commercial X2002 256 . 
x 8 Bit 
2K Industrial X2002!1 
Nonvolatile Static RAM 
FEATURES X2002 is fabricated with the same reliable N-channel float- 
@ Nonvolatile Data Integrity ing gate MOS technology used in all Xicor 5 volt program- 


Automatic Store Timing 

Store and Array Recall Combined on 
One Line (NE) 

Enhanced Store Protection 

Infinite E27PROM Array Recall, and RAM 
Read and Write Cycles 

Single 5V Supply 

100 Year Data Retention 

JEDEC Approved Pinout for Byte-Wide 
Memories 

Fast Access Time: 200ns Max. 
Automatic Recall on Power-Up 


DESCRIPTION 


The Xicor X2002 is a byte-wide NOVRAM* featuring a 
high-speed static RAM overlaid bit-forbit with a non- 
volatile electrically erasable PROM (E?PROM). The 


mable nonvolatile memories. The X2002 features the 
JEDEC approved pinout for byte-wide memories, compati- 
ble with industry standard RAMs, ROMs, EPROMs and 
E*?PROMs. 


The NOVRAM design allows data to be easily transferred 
from RAM to E*PROM (store) and E7PROM to RAM 
(recall). With NE LOW, these functions are performed in 
the same manner as RAM read and write operations. The 
store operation is completed in 10ms or less and the recall 
operation is completed in 5ys or less. 


Xicor NOVRAMs are designed for unlimited write opera- 
tions to RAM, either from the host or recalls from 
E?PROM, and a minimum 100,000 store operations to the 
EPROM. Data retention is specified to be greater than 
100 years. 


*NOVRAM is Xicor's nonvolatile static RAM device. 





PIN CONFIGURATION 








Address inputs 
Data Inputs/Outputs 
Chip Enable 

Output Enabie 
Write Enable 
Nonvolatile Enable 


+5V 
Ground 
No Connect 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias X2002 .............. —10°C to +85°C 
X20021 ............ —65°C to +135°C 
Storage Temperature ..................005. -65°C to +150°C 
Voltage on any Pin with 
Respect to Ground .............0 ccc eee eeee —1.0V to +7V 
D.C. Output Current ......... 0. cc cece ee eee eee ee 5mA 
Lead Temperature (Soldering, 
10: Seconds) coo. 5 ce aeieie See Sela dak oes 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


X2002 Ta = 0°C to +70°C, Voc = +5V +5%, unless otherwise specified. 
X20021 Ta = —40°C to +85°C, Voc = +5V +10%, unless otherwise specified. 





ae 


Voc Current (Active) 
Voc Current (Standby) 


“iin 
st 
| pat aakage Canert | 

aoe 
20 
lama 





Output Leakage Current 
Lov | Input Low Voltage 


Input High Voltage 
Output Low Voltage 


1.0 
2.0 
2.4 


CAPACITANCE T, = 25°C, f = 1.0 MHz, Voc = 5V 
Test 


X2002 Limits X2002I Limits 


| Min 
_ |" 
Pod 


=o | os | -10 | 


, 
Soil. od | wee | 
ouput righ Votae | ea || 2 | | v1 






imal Test Conditions 
mA cE = Vit» 
All Other Inputs = Vcc 
lwo = OMA 
70 mA All Inputs = Voc 
Ivo =OmA 


pA Vin = GND to Vcc 
pA Vout = GND to Voc 





lon = —400 pA 


Input/Output Capacitance pF 





Note: (1) This parameter is periodically sampled and not 100% tested. 


A.C. CONDITIONS OF TEST 


Input Pulse Levels 0 to 3.0 Volts 


Input Rise and 
1.5 Volts 
1 TTL Gate and 
C. = 100 pF 







Input and Output 
Timing Levels 


Output Load 





racers 


MODE SELECTION 


|CE|WE|NE|OE| Mode | v0 Power _| 
PTH Tw Tr Tred ant [oupet Oa Aote — 
| uc | t | H | xX | Write “1” RAM 
Cea wt a 
pt 








Active 
Active 
Active 










Active 





X2002, X2002I 





A.C. CHARACTERISTICS 
X2002 Ta = 0°C to +70°C, Voc = +5V +5%, unless otherwise specified. 
X2002I Ta = —40°C to +85°C, Voc = +5V +10%, unless otherwise specified. 


Read Cycle Limits 


X2002!-20 X20021-25 X2002I 
a 


P tue [Read Oye Time Sato 
Sma a a 
tan | Adress Access Time | +20 || a0 | +d ooo | ns | 
toe | Output Enable Access Tine || _70 | | 10 [| 150 | ns 
tz | Chip Enable Ouputin Low2 | 10 
tee | Chip Disab to Output in High Z| 10 | 
Pos [oupatenie mOveaiew [vo [fe |e 
eal 03 

eo 



















tounz | Output Disable to Output in High Z 
| tee. | Output Hold from Address Change 


Read Cycle 


ADDRESS 


WE 


ies im 
— | torz ton tyz— 


DATA 1/0 Sos OO 


—_——_ tan 
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Write Cycle Limits 


X2002-20 X2002-25 X2002 
X2002I-20 X20021-25 X20021 
— Write Cycle Time 


ee es a 
tam | WiteRecovey Tine fo 
"Bata Vaid to End of wito ‘| a0 
[Beta HoldTine 
7 | Wite Enable to Oupatin High 2 | 10 | 
| Output Active fom End of Wrte [10 
= [ot rae io unin on 2 [10 


ADDRESS 


\AANAAAS AK ALL LL LL LLLLL 


WE poe ee bus 
at — tow 
DATA OUT SSI II NOS (i ee ML MP a a 


LL LE A A WAS SA NLA 


ton 
aj ——- tow 


DATA IN 





CE Controlled Write Cycle 


ADDRESS 
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twz 
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Store Cycle Limits 


X2002-20 X2002-25 X2002 
X2002I-20 X20021-25 X20021 
Symbol Parameter 


iin, [ Max [Min | wax. 
tere [Soweto 
tee? [Stowe Puse With SSCs wg 
wz | Nonvolatile Enable to Oupatin igh |_| 100 |_| 100 
ia qo a 
Teo [pe 
soesee ere a 











Output Active from End of Store 
| tsoe_| OE Disable to STORE Function 
NE Setup Time from WE | oo | 


Note: (2) Once tsp has been satisfied by (NE, OE, WE, CE) the store cycle is completed automatically, while ignoring all inputs. 


150 
10 
20 





Store Cycle 








DATA 1/0 
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Array Recall Cycle Limits 


X2002I-20 X20021-25 X2002I 
bee cae ix | win. [wax | win, | Max 
Tso [| 


Array Recall Cycle Time Wesel 
Recall Pulse Width to Initiate Recall 











Recall to Output in Low Z 
WE Setup Time to NE 






Note: (3) The X2002 features internal control of the Recall Cycle time. tacp is the minimum input pulse width required to initiate a 
recall. Once initiated the Recall Cycle will have a completion time of tapy which varies. As tcp is increased above its 
minimum value, the cycle time tacc remains constant and tapy is reduced accordingly until reaching its minimum value. If 
trcp is increased further, tapy remains constant and the entire cycle time will increase. 


Array Recall Cycle 


Se 
Sh 
wae 


tRwe 


owe, | 


: taov (3) 
NLZ—2> 


DATA 1/0 DATA UNDEFINED DATA VALID 
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PIN DESCRIPTIONS 


Addresses (A,—A;) 


The address inputs select an 8-bit word during a read or 
write operation. 


Chip Enable (CE) 
The Chip Enable input must be LOW to enable all 


read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read and recall operations. Output 
Enable LOW disables a store operation regardless of the 
state of CE, WE or NE. 


Data In/Data Out (I/O,-1/0,) 


Data is written to or read from the X2002 through the I/O 
pins. The I/O pins are placed in the high impedance state 
when either CE or OE is HIGH or when NE is LOW. 


Write Enable (WE) 


The Write Enable input controls the writing of data to both 
the static RAM and stores to the E7PROM. 


Nonvolatile Enable (NE) 


The Nonvolatile Enable input controls all accesses to the 
E?PROM array (store and recall functions). 


DEVICE OPERATION 


The CE, OE, WE and NE inputs control the X2002 opera- 
tion. The X2002 byte-wide NOVRAM uses a 2-line control 
architecture to eliminate bus contention in a system envi- 
ronment. The I/O bus will be in a high impedance state 
when either OE or CE is HIGH, or when NE is LOW. 


RAM OPERATIONS 

RAM read and write operations are performed as they 
would be with any static RAM. A read operation requires 
CE and OE to be LOW with WE and NE HIGH. A write 
operation requires CE and WE to be LOW with NE HIGH. 
There is no limit to the number of read or write operations 
performed to the RAM portion of the X2002. 


NONVOLATILE OPERATIONS 


With NE LOW, recall and store operations are performed 
in the same manner as RAM read and write operations. A 
recall operation causes the entire contents of the E7PROM 
to be written into the RAM array. The time required for the 
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operation to complete is 5us or less. A store operation 
causes the entire contents of the RAM array to be stored in 
the nonvolatile E7PROM. The time for the operation to 
complete is 10ms or less, typically 5ms. 


POWER-UP RECALL 

Upon powerup (Vcc), the X2002 performs an automatic 
array recall. When Vcc minimum is reached, the recall is 
initiated, regardless of the state of CE, OE, WE and NE. 


WRITE PROTECTION 


The X2002 has four write protect features that are 

employed to protect the contents of both the nonvolatile 

memory and the RAM. 

® Noise Protection—A WE pulse of less than 20ns will not 
initiate a write cycle. 

© Combined Signal Noise Protection—A combined WE 
and NE (WE ° NE) pulse of less than 20ns will not 
initiate a store cycie. 

® Vcc Sense—All functions are inhibited when Voc 
is < 3v, typically. 

@ Write Inhibit—Holding either OE LOW, WE HIGH, CE 
HIGH or NE HIGH during power-up or power-down, will 
prevent an inadvertent store operation. 


ENDURANCE 


The endurance specification of a device is characterized 
by the predicted first bit failure to occur in the entire 
memory (device or system) array rather than the average 
or typical value for the array. Since endurance is limited by 
the number of electrons trapped in the oxide during data 
changes, Xicor NOVRAMs are designed to minimize the 
number of changes an E*PROM bit cell undergoes during 
store operations. Only those bits in the E7PROM that are 
different from their corresponding location in the RAM will 
be “cycled” during a nonvolatile store. This characteristic 
reduces unnecessary cycling of any of the rest of the bits 
in the array, thereby increasing the potential endurance of 
each bit and increasing the potential endurance of the 
entire array. Reliability data documented in RR504, the 
Xicor Reliability Report on Endurance, and additional 
reports are available from Xicor. 


Store er aor Bit 


| x2002— | | 100,000 | 000 10, | 10,000 


X2002! 100,000 10,000 






Data Changes 








NOTES 
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Commercial X2004 ; 
4K industrial X2004I 512 x 8 Bit 


Nonvolatile Static RAM 











FEATURES X2004 is fabricated with the same reliable N-channel float- 
e Nonvolatile Data Integrity ing gate MOS technology used in all Xicor 5 volt program- 
e Automatic Store Timing mable nonvolatile memories. The X2004 features the 
e Store and Array Recall Combined on JEDEC approved pinout for byte-wide memories, compati- 
One Line (NE) ble with industry standard RAMs, ROMs, EPROMs and 
e Enhanced Store Protection Ee nOMs: 
@ Infinite E27PROM Array Recall, and RAM The NOVRAM design allows data to be easily transferred 
Read and Write Cycles from RAM to E7PROM (store) and E27PROM to RAM 
@ Single 5V Supply (recall). With NE LOW, these functions are performed in 
e 100 Year Data Retention the same manner as RAM read and write operations. The 
@ JEDEC Approved Pinout for Byte-Wide store operation is completed in 10ms or less and the recall 
Memories operation is completed in 5ys or less. 
e@ Fast Access Time: 200ns Max. Xicor NOVRAMs are designed for unlimited write opera- 
e Automatic Recall on Power-Up tions to RAM, either from the host or recalls from 
DESCRIPTION E?PROM, and a minimum 100,000 store operations to the 


E?PROM. Data retention is specified to be greater than 


The Xicor X2004 is a byte-wide NOVRAM* featuring a 100 years. 


high-speed static RAM overlaid bit-for-bit with a non- 
volatile electrically erasable PROM (E2PROM). The 
*NOVRANM is Xicor’s nonvolatile static RAM device. 





PIN CONFIGURATIONS FUNCTIONAL DIAGRAM 
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MEMON Vell 
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ANT} nc A ot Ys Y 
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ey % 
AYR ER ne ——— y 
Z 
ee a = = L 4 
nc S33" 7330 107 controt | ARRAY — yh 
Lik THK we ONTROL | RECALL UU y 
Oo Yi} “30 NOs a ys 
13 224 NE Z 
lo ee PTO % 
tf Fa ah Ja fh Sa VMI, % 
Hay pst fet 7 a4 tro} tot Oe = Z 
oe a ee HR a a | pe y 
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Oy VOz Vss NC 1/03 /O« NOs vor i omy =o 
vO2 Y vocmeurs Y 
A IT: Y 
ZA | ; 
oe yA Y 
WO« Z % 
Z| Z 
“Os Z Yj 
Z % 
Oe Y z 
PIN NAMES 4 y 
VOr y COLUMN SELECT 


ES LS as 


Ao—Ag Address Inputs 
VOo-VO7 Data Inputs/Outputs 
CE Chip Enable 
Output Enable 
Write Enable 


Az AL Ae 









































NE Nonvolatile Enable 





Voc +5V 
Ground 
No Connect 
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ABSOLUTE MAXIMUM RATINGS* *COMMENT 
Temperature Under Bias X2004 .............. —10°C to +85°C Stresses above those listed under “Absolute Maximum Ratings” 
X20041 ............ ~65°C to + 135°C may cause permanent damage to the device. This is a stress rating 
Storage Temperature ...................04. —65°C to +150°C only and the functional operation of the device at these or any 
Voltage on any Pin with other conditions above those indicated in the operational sections 
Respect to Ground .................0--. eee —1.0V to +7V of this specification is not implied. Exposure to absolute maximum 
D.C. Output Current ....... 0... eee eee eee 5mA rating conditions for extended periods may affect device reliability. 
Lead Temperature (Soldering, 
10 Seconds) ........... 0. ccc cece eee ee ee ete eees 300°C 


D.C. OPERATING CHARACTERISTICS 


X2004 Ta = 0°C to +70°C, Voc = +5V +5%, unless otherwise specified. 
X20041 T, = —40°C to +85°C, Veco = +5V +10%, unless otherwise specified. 


X2004 Limits X20041 Limits 
is Voc Current (Active) 100 120 mA CE = Vi, 
All Other Inputs = Vcc 
Ivo =OmA 
Voc Current (Standby) 55 mA All Inputs = Veco 

lvo = 0 mA 

Input Leakage Current, | | to | | 10_| vA | Vw = GND to Voc 

Output Leakage Current | | 10 | | 10_| HA _| Vour = GND t0 Voc 

Input Low Voltage rae ew ee ee ee oe ee 

Input High Voltage | 20 Nec +05| 20 Noto vi | 


[Va | Guiptuow votage [| oa [| 04 |v | mcaima 
vow | Outpt igh Votage | 2a [| 2a [|v [n= -400ya | 


CAPACITANCE T, = 25°C, f = 1.0 MHz, Voc = 5V 


Note: (1) This parameter is periodically sampled and not 100% tested. 













<j;<j<j< 










A.C. CONDITIONS OF TEST MODE SELECTION 


Input Pulse Levels 0 to 3.0 Volts 


Input Rise and 





Ce a a ok 
Write “1” RAM —_| Input Data High 
| X | Write “o” RAM —_|.Input Data Low 
Output High Z 


] Input and Output 
Timing Levels 1.5 Volts 


Output Load 1 One oo bly 





No Operation Output High Z 





GG RBG 


Output High Z 





1-74 


X2004, X2004I 





A.C. CHARACTERISTICS 


X2004 T, = 0°C to +70°C, Veco = +5V +5%, unless otherwise specified. 
X2004I Ta = —40°C to +85°C, Vec = +5V +10%, unless otherwise specified. 1 


Read Cycle Limits 


X2004-20 
X20041-20 


tr 


Cc 

Chip Enable Access Time 
E 
IZ 


tc 
nes Gaeaboninone [om IL. ea haa 
BRE Serer err Tr DET 
rer lommeuienanenoaae |i IC. 1 





Read Cycle 


ADDRESS EEE EES 


<< tce—_—_> 


Vin ime 


<¢——t 7 —_»>-| etouz 


WE 
— P| torz ~*— ton thz— | 


<— 
parki7o OK oat vatio KX OK vara 


—_$_t a. ,—_————_ 
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Write Cycle Limits 


X2004-20 X2004-25 X2004 
X2004I-20 X20041-25 X2004I 


ew | Chip Enable io End of Wits input | 200 |_| 










as 
3 
ine | Wite Recovery Tine ito | 
toy [Osta todting | 
tow | Outpt Active trom End of wite | 10 | 

[ter | Output Enabie to Oubutin ign | 10 | 100 | 10 | 100 | 10 | 100 


E Controlled Write Cycle 


1 
1 
1 


ADDRESS 
oE 
cE 

WE 


= A A A A A A A 
DATA OUT >>>) ESSA CACR UR 


ton 


DATA IN 





CE Controlled Write Cycle 


ADDRESS 


two 
7 


DATA OUT SSSSS3S539535553_-33-5 TD A A A APA A 
ILI LL I APL LL DL PD? SS 


‘4 
twr 
tow 


ton 
tow | 


DATA IN DATA VALID 
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Store Cycle Limits 


X2004-20 X2004-25 X2004 
X20041-20 X20041-25 X2004I 
Symbol Parameter | Max. | Min. | Max. | Min. | Max. | 


| Min. | 

| tere | Store Cycle Time | | to | | to | toms 

| twiz | Nonvolatile Enable to OutputinwighZ | | 100 
ae 














Output Active from End of Store 
OE Disable to STORE Function 
tee 4 NE Setup Time from WE 


Note: (2) Once tgp has been satisfied by (NE, OE, WE 


150 | | a0 | | ns | 
|| 00 | | 100 | ns _| 
Pata Wa Se ie 
| 20 | | ao || ls | 
el a ae ae ee 





E, CE) the store cycle is completed automatically, while ignoring all inputs. 


Store Cycle 








DATA 1/0 
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Array Recall Cycle Limits 


X2004-20 X2004-25 X2004 
X2004!-20 X20041-25 X2004I 


Array Recall Cycle Time Pl 
Recall Pulse Width to Initiate Recall 
(3) 









Note: (3) The X2004 features internal control of the Recall Cycle time. tacp is the minimum input pulse width required to initiate a 
recall. Once initiated the Recall Cycle will have a completion time of tapy which varies. As tacp is increased above its 
minimum value, the cycle time tacc remains constant and tapy is reduced accordingly until reaching its minimum value. If 
tacp is increased further, tapy remains constant and the entire cycle time will increase. 


Recall to Output in Low Z 





Array Recall Cycle 


trwe 


es Oe 


trov (3) 


tyrz—p> 


DATA I/O DATA UNDEFINED DATA VALID 
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PIN DESCRIPTIONS 


Addresses (A,—Asg) 
The address inputs select an 8-bit word during a read or 
write operation. 


Chip Enable (CE) 

The Chip Enable input must be LOW to enable all 
read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 

The Output Enable input controls the data output buffers 
and is used to initiate read and recall operations. Output 
Enable LOW disables a store operation regardless of the 
state of CE, WE or NE. 


Data In/Data Out (I/O,—I/07) 
Data is written to or read from the X2004 through the I/O 


pins. The I/O pins are placed in the high impedance state 
when either CE or OE is HIGH or when NE is LOW. 


Write Enable (WE) 


The Write Enable input controls the writing of data to both 
the static RAM and stores to the E7PROM. 


Nonvolatile Enable (NE) 


The Nonvolatile Enable input controls all accesses to the 
E?PROM array (store and recall functions). 


DEVICE OPERATION 

The CE, OE, WE and NE inputs control the X2004 opera- 
tion. The X2004 byte-wide NOVRAM uses a 2-line control 
architecture to eliminate bus contention in a system envi- 
ronment. The I/O bus will be in a high impedance state 
when either OE or CE is HIGH, or when NE is LOW. 


RAM OPERATIONS 


RAM read and write operations are performed as they 
wouid be with any static RAM. A read operation requires 
CE and OE to be LOW with WE and NE HIGH. A write 
operation requires CE and WE to be LOW with NE HIGH. 
There is no limit to the number of read or write operations 
performed to the RAM portion of the X2004. 


NONVOLATILE OPERATIONS 


With NE LOW, recall and store operations are performed 
in the same manner as RAM read and write operations. A 
recall operation causes the entire contents of the E7PROM 
to be written into the RAM array. The time required for the 


operation to complete is 5us or less. A store operation 
causes the entire contents of the RAM array to be stored in 
the nonvolatile E7PROM. The time for the operation to 
complete is 10ms or less, typically 5ms. 


POWER-UP RECALL 


Upon power-up (Vcc), the X2004 performs an automatic 
array recall. When Vcc minimum is reached, the recall is 


initiated, regardless of the state of CE, OE, WE and NE. 


WRITE PROTECTION 


The X2004 has four write protect features that are 
employed to protect the contents of both the nonvolatile 
memory and the RAM. 


© Noise Protection—A WE pulse of less than 20ns will not 
initiate a write cycle. ne 

@ Combined Signal Noise Protection—A combined WE 
and NE (WE « NE) pulse of less than 20ns will not 
initiate a store cycle. 

® Voc Sense—All functions are inhibited when Vcc is 
= 3V, typically. a Soe 

®@ Write Inhibit—Holding either OE LOW, WE HIGH, CE 
HIGH or NE HIGH during power-up or power-down, will 
prevent an inadvertent store operation. 


ENDURANCE 


The endurance specification of a device is characterized 
by the predicted first bit failure to occur in the entire 
memory (device or system) array rather than the average 
or typical value for the array. Since endurance is limited by 
the number of electrons trapped in the oxide during data 
changes, Xicor NOVRAMs are designed to minimize the 
number of changes an E*PROM bit cell undergoes during 
store operations. Only those bits in the E7PROM that are 
different from their corresponding location in the RAM will 
be “cycled” during a nonvolatile store. This characteristic 
reduces unnecessary cycling of any of the rest of the bits 
in the array, thereby increasing the potential endurance of 
each bit and increasing the potential endurance of the 
entire array. Reliability data documented in RR504, the 
Xicor Reliability Report on Endurance, and additional 
reports are available from Xicor. 


Data Changes 
Part Number Store Cycles Per Bit 


X2004 100,000 10,000 
X20041 100,000 10,000 









NOTES 
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4K Military X2004M 512 x 8 Bit 
Nonvolatile Static RAM 
FEATURES X2004 is fabricated with the same reliable N-channel float- 


@ Nonvolatile Data Integrity 

e Automatic Store Timing 

© Store and Array Recall Combined on 
One Line (NE) 

Enhanced Store Protection 

Infinite E7PROM Array Recall, and RAM 
Read and Write Cycles 

Single 5V Supply 

100 Year Data Retention 

JEDEC Approved Pinout for Byte-Wide 
Memories 

e@ Fast Access Time: 250ns Max. 

@ Automatic Recall on Power-Up 


DESCRIPTION 


The Xicor X2004 is a byte-wide NOVRAM* featuring a 
high-speed static RAM overlaid bit-forbit with a non- 
volatile electrically erasable PROM (EPROM). The 


ing gate MOS technology used in all Xicor 5 volt program- 
mable nonvolatile memories. The X2004 features the 
JEDEC approved pinout for byte-wide memories, compati- 
ble with industry standard RAMs, ROMs, EPROMs and 
E?PROMs. 


The NOVRAM design allows data to be easily transferred 
from RAM to E?PROM (store) and E7PROM to RAM 
(recall). With NE LOW, these functions are performed in 
the same manner as RAM read and write operations. The 
store operation is completed in 10ms or less and the recall 
operation is completed in 5ys or less. 


Xicor NOVRAMs are designed for unlimited write opera- 
tions to RAM, either from the host or recalls from 
E?PROM, and a minimum 100,000 store operations to the 
EPROM. Data retention is specified to be greater than 
100 years. 


*NOVRANM is Xicor’s nonvolatile static RAM device. 





PIN CONFIGURATIONS 





1/0; 1/02 Vss NC 1/03 O04 /O5, 





Address Inputs 
Data Inputs/Outputs 
Chip Enable 

Output Enable 


Write Enable 
Nonvolatile Enable 
+5V 

Ground 

No Connect 
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ABSOLUTE MAXIMUM RATINGS* *COMMENT 

Temperature Under Bias ................... —65°C to +135°C Stresses above those listed under “Absolute Maximum Ratings” 

Storage Temperature ..................000- —65°C to +150°C may cause permanent damage to the device. This is a stress rating 

Voltage on any Pin with only and the functional operation of the device at these or any 
Respect to Ground ...................2 eae —1.0V to +7V other conditions above those indicated in the operational sections 

D.C. Output Current... 20.06. 5mA of this specification is not implied. Exposure to absolute maximum 

Lead Temperature (Soldering, rating conditions for extended periods may affect device reliability. 
10-S@CONS) soins Si wie tweeter Plantae acne edsaaepaee te en 300°C 


D.C. OPERATING CHARACTERISTICS 
Ta = —55°C to +125°C, Voc = +5V +10%, unless otherwise specified. 












re 
Parameter Test Conditions 


Voc Current (Active) CE = 
All Cthat inputs = Voc 
lwo = OmA 
Voc Current (Standby) or =f All Inputs = Voc 
Ivo io 


a ee ea) oe ee 
Tvs | tput tow votage i Doe pv 
Ve | put High Votage id BO Nee stop vf 
Tvor_| Outpt iow votags iit os |v fam 
Vor [Outpt igh votage ke [| Vee = 00 A 


CAPACITANCE T, = 25°C, f = 1.0 MHZ, Vcc = 5V 


[symool [test | Max ant —Conaons 


Note: (1) This parameter is periodically sampled and not 100% tested. 
A.C. CONDITIONS OF TEST MODE SELECTION 


input Pulse Loves cE [WE| NE [OE Mode [10 | Power 
Pie Tac | wt RAM [input Data High Active 
i ee 
Pepa Pe Dt [Arey Roca [output High 2 [Active 
TET et [a Nomoto sing] Cuput High Z [Active 
PED HH [ouput oisebied [Outpt High 2 [Active 
Pee Pe 1 [No Operation | Output High 2 [Acti 
Pi [a Pt [a [No Operation | Output High 2 [Acti 
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Input and Output 
Timing Levels 1.5 Volts 

1 TTL Gate and 
Output Load C, = 100 pF 
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A.C. CHARACTERISTICS 
Ta = —55°C to +125°C, Voc = +5V +10%, unless otherwise specified. 


Read Cycle Limits 


ree 5 
















| Mins 
| 250 _| 
ae 
Pees 
| Output Enable Access Time | 
|__Chip Enable to Output intowZ | 10 | 
| to | 100 _| 
| 10 | 
| 10 
Pees 





Output Enable to Output in Low Z 
Output Disable to Output in High Z 
Output Hold from Address Change 


Chip Disable to Output in High Z 10 


RC 
E 
LZ 
HZ 
OLZ 
OH 


Read Cycle 
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Write Cycle Limits 
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WE Controlled Write Cycle 
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CE Controlled Write Cycle 
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Store Cycle Limits 


| ram a 


tere [See Goeting | tt 
is? [ Store Pulso wah ———SSSCSCiC wo ee 
tw | Nonolatie Enabisto Ouutin nz | tao|Pto|ne 
ost | Outnt Active tom End ot sine | 10 | | of |e 
T tsoe | OE Diablo to STORE Function [| a0 [| | eo [| re 
tus [NE SeupTinetomwe | 0 | [| o | | ws _| 


Note: (2) Once tsp has been satisfied by (NE, OE, WE, CE) the store cycle is completed automatically, while ignoring all inputs. 
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Array Recall Cycle Limits 


Symbol 


Array Recall Cycle Time PF 
Recall Pulse Width to Initiate Recall 







Recall to Output in Low Z 
WE Setup Time to NE 


Note: (3) The X2004 features internal control of the Recall Cycle time. tacp is the minimum input pulse width required to initiate a 
recall. Once initiated the Recall Cycle will have a completion time of tapy which varies. As tacp is increased above its 
minimum value, the cycle time tacc remains constant and tapy is reduced accordingly until reaching its minimum value. If 
tacp is increased further, tapy remains constant and the entire cycle time will increase. 






Array Recall Cycle 
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PIN DESCRIPTIONS 


Addresses (A,—As) 


The address inputs select an 8-bit word during a read or 
write operation. 


Chip Enable (CE) 

The Chip Enable input must be LOW to enable all 
read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 

The Output Enable input controls the data output buffers 
and is used to initiate read and recall operations. Output 
Enable LOW disables a store operation regardless of the 
state of CE, WE or NE. 


Data In/Data Out (I/O,—I/0,) 


Data is written to or read from the X2004 through the I/O 
pins. The I/O pins are placed in the high impedance state 
when either CE or OE is HIGH or when NE is LOW. 


Write Enable (WE) 


The Write Enable input controls the writing of data to both 
the static RAM and stores to the E7PROM. 


Nonvolatile Enable (NE) 


The Nonvolatile Enable input controls all accesses to the 
E?PROM array (store and recall functions). 


DEVICE OPERATION 

The CE, OE, WE and NE inputs control the X2004 opera- 
tion. The X2004 byte-wide NOVRAM uses a 2-line control 
architecture to eliminate bus contention in a system envi- 
ronment. The I/O bus will be in a high impedance state 
when either OE or CE is HIGH, or when NE is LOW. 


RAM OPERATIONS 


RAM read and write operations are performed as they 
would be with any static RAM. A read operation requires 
CE and OE to be LOW with WE and NE HIGH. A write 
operation requires CE and WE to be LOW with NE HIGH. 
There is no limit to the number of read or write operations 
performed to the RAM portion of the X2004. 


NONVOLATILE OPERATIONS 


With NE LOW, recall and store operations are performed 
in the same manner as RAM read and write operations. A 
recall operation causes the entire contents of the E7PROM 
to be written into the RAM array. The time required for the 
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operation to complete is 5s or less. A store operation 
causes the entire contents of the RAM array to be stored in 
the nonvolatile E7PROM. The time for the operation to 
complete is 10ms or less, typically 5ms. 


POWER-UP RECALL 


Upon power-up (Voc), the X2004 performs an automatic 
array recall. When Vcc minimum is reached, the recall is 


initiated, regardless of the state of CE, OE, WE and NE. 


WRITE PROTECTION 


The X2004 has four write protect features that are 
employed to protect the contents of both the nonvolatile 
memory and the RAM. 

® Noise Protection—A WE pulse of less than 20ns will not 
initiate a write cycle. — 
Combined Signal Noise Protection—A combined WE 
and NE (WE « NE) pulse of less than 20ns will not 
initiate a store cycle. 

Vcc Sense—All functions are inhibited when Vcc is 

< 3y, typically. eats Ao 
Write Inhibit—Holding either OE LOW, WE HIGH, CE 
HIGH or NE HIGH during powerup or power-down, will 
prevent an inadvertent store operation. 


ENDURANCE 


The endurance specification of a device is characterized 
by the predicted first bit failure to occur in the entire 
memory (device or system) array rather than the average 
or typical value for the array. Since endurance is limited by 
the number of electrons trapped in the oxide during data 
changes, Xicor NOVRAMs are designed to minimize the 
number of changes an E?PROM bit cell undergoes during 
store operations. Only those bits in the E7PROM that are 
different from their corresponding location in the RAM will 
be “cycled” during a nonvolatile store. This characteristic 
reduces unnecessary cycling of any of the rest of the bits 
in the array, thereby increasing the potential endurance of 
each bit and increasing the potential endurance of the 
entire array. Reliability data documented in RR504, the 
Xicor Reliability Report on Endurance, and additional 
reports are available from Xicor. 


Data Changes 
Part Number Store Cycles Per Bit 


X2004M 100,000 10,000 
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. Commercial X2444 . 
256 Bit Industrial X2444| 16 x 16 Bit 
Nonvolatile Static RAM 
FEATURES DESCRIPTION 


e@ Low Cost 8-Pin Mini-Dip 

e Ideal for use with Single Chip 
Microcomputers 
— Static Timing 
— Minimum |/O Interface 


— Serial Port Compatible (COPS™, 8051) 
— Easily Interfaces to Microcontroller Ports 


— Minimum Support Circuits 
Software and Hardware Control of 
Nonvolatile Functions 

— Maximum Store Protection 
TTL Compatible 

16 x 16 Organization 

Low Power Dissipation 

— Active Current: 15mA Typ. 
— Store Current: 8mA Typ. 

— Standby Current: 6mA Typ. 
— Sleep Current: 5mA Typ. 


PIN CONFIGURATION 





PIN NAMES 










Chip Enable 
SK Serial Clock 
DI Serial Data In 
DO Serial Data Out 
RECALL Recall 
STORE Store 
Vec +5V 









Ground 






The Xicor X2444 is a serial 256 bit NOVRAM* featuring a 
static RAM configured 16 x 16, overlaid bit for bit with a 
nonvolatile E7PROM array. The X2444 is fabricated with 
the same reliable N-channel floating gate MOS technology 
used in all Xicor 5 volt nonvolatile memories. 


The Xicor NOVRAM design allows data to be transferred 
between the two memory arrays by means of software 
commands or external! hardware inputs. A store operation 
(RAM data to E27PROM) is completed in 10ms or less and 
a recall operation (E7PROM data to RAM) is completed in 
2.5us or less. 


Xicor NOVRAMs are designed for unlimited write opera- 
tions to RAM, either from the host or recalls from E7PROM 
and a minimum 100,000 store operations. Data retention 
is specified to be greater than 100 years. 


*NOVRANM is Xicor’s nonvolatile static RAM device. 
COPS™ is a trademark of National Semiconductor Corp. 


FUNCTIONAL DIAGRAM 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias X2444 .............. —10°C to +85°C 
X24441 2.2... ee. —65°C to +135°C 
Storage Temperature ................-.000- -65°C to + 150°C 
Voltage on any Pin with 
Respect to Ground ...............-2200ee eee -1.0V to +7V 
D.C. Output Current ........ 0... cee eee eens 5 mA 
Lead Temperature (Soldering, 
10° SeCOndS)* 3-22 os Gas ES eka idatinte bes 2 oe ok as 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


X2444 T, = O°C to +70°C, Veco = +5V +5%, unless otherwise specified. 
X2444| T, = —40°C to +85°C, Voc = +5V +10%, unless otherwise specified. 


fle Power Supply Current — 


ise [Standby Curent 
Mag) pot Load Curent 


| os | -10 | 08 | 


Output Low Voltage 


pe 
fed 
loeeed 
esd 
Output Leakage Current |_| 
Ee 


loc 
Pies 
lu 


Input/Output Capacitance 
Input Capacitance 


Pea 








Note: (1) This parameter is periodically sampled and not 100% tested. 


A.C. CONDITIONS OF TEST 


Input Rise and 
Input and Output 
1g Sas se 
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NONVOLATILE OPERATIONS 





WRITE 
ENABLE Previous 
RECALL 
x 








Note: (2) NOP designates when the X2444 is not currently executing an instruction. 


A.C. CHARACTERISTICS 


X2444 Ty = O°C to +70°C, Vocg = +5V +5%, unless otherwise specified. 
X2444I T, = —40°C to +85°C, Veg = +5V +10%, unless otherwise specified. 


Read and Write Cycle Limits 


SK Frequency 
H 









in 
mel 
Se Sc 
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Fino | SKt0 Data vad SCC 
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Chip Enable Hold 


Write Cycle 
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SK ~\_to Data 0 Valid 
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SK CYCLE # 
SK 
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Read Cycle 


SK CYCLE # 


9 


8 
i = 
tp 


n 
D’ 
1 \) Soon T CARED). 
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Array Recall Cycle Limits 


Recall Cycle Time 
trace Recall Pulse Width® 


Note: (3) Recall rise time must be <10ys. 





Recall Cycle 
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Store Cycle Limits 


[Symbol | Parameter «die a Un 
fee Geet te 
a 
ies [Sure ToQupanighz Sid Sd 
Lc 


Note: (4) Typical values are for Ty=25°C and nominal supply voltage. 







Hardware Store 





Figure 1: RAM Read 


bo Mone CXEKEKEY] 


*Bit 8 of Read Instructions is Don’t Care 
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Figure 2: RAM Write 





Figure 3: Non-Data Operations 


Di TNX KXKXKXX 2 XK to \ | 





TABLE 1: INSTRUCTION SET 


[instruction | Format hl | Operation —SSSSC=~—~S*~SCS 
Set Write Enable Latch (Enables writes and stores) 
1XXXX101 Recall E?PROM Data into RAM 

TAAAATIX 


X=Don't Care 
A=<Address Bit 
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PIN DESCRIPTIONS 


Chip Enable (CE) 

The Chip Enable input must be HIGH to enable all 
read/write operations. CE LOW resets the instruction reg- 
ister and places the X2444 in the standby low power 
mode. 


Serial Clock (SK) 
The Serial Clock input is used to clock all data into and out 
of the device. 


Data In (Dl) 
Data In is the serial data input. 


Data Out (DO) 

Data Out is the serial data output. It is in the high im- 
pedance state except during data output cycles in 
response to a READ instruction. 


STORE 


STORE LOW will initiate an internal transfer of data from 
RAM to E27PROM. 


RECALL 


RECALL LOW will initiate an internal transfer of data from 
E?PROM to RAM. 


DEVICE OPERATION 


The X2444 contains an 8-bit instruction register. It is 
accessed via the Di input, with data being clocked in on 
the rising edge of SK. CE must be HIGH during the entire 
data transfer operation. 


Table 1 contains a list of the instructions and their opera- 
tion codes. The most significant bit (MSB) of all instruc- 
tions is a one, bits 6 through 3 are either RAM address (A) 
or don’t care (X) and bits 2 through 0 are the operation 
codes. The X2444 requires the instruction to be shifted in 
with the MSB first. 


After CE is HIGH, the X2444 will not begin to interpret the 
data stream until a one has been shifted in on DI. 
Therefore, CE may be brought HIGH with SK running and 
DI LOW. DI must then go HIGH to indicate the start condi- 
tion of an instruction before the X2444 will begin any 
action. 


In addition, the SK clock is totally static. The user can 
completely stop the clock and data shifting will be stopped. 
Restarting the clock will resume shifting of data. 


WRDS and WREN 

Internally the X2444 contains a “write enable” latch. This 
latch must be set for either writes to the RAM or store 
operations to the E7PROM. The WREN instruction sets 
the latch and the WRDS instruction resets the latch, disa- 
bling both RAM writes and E?PROM stores. The write 
enable latch is automatically reset on power-up. 


SLEEP 


The SLEEP instruction removes power from the RAM, 
placing the X2444 in a very low power quiescent state. 
Data in the RAM is lost once a SLEEP instruction is 
issued; however, data from the last store operation is 
retained in the E7PROM. The sleep mode can be exited by 
either a software or hardware recall operation. 


RCL and RECALL 

Either the RCL instruction or a LOW on the RECALL input 
will initiate a transfer of E7PROM data into RAM. A recall 
operation must be performed after a power-up before any 
store or RAM write operation can be enabled. This recall 
operation and the recall recovery from the sleep mode 
guarantees a known state of data in RAM. Both recall 
operations set an internal “previous recall” latch which 
must be set to enable any write or store operations. 


STO and STORE 


Either the STO instruction or a LOW on the STORE input 
will initiate the transfer of data from RAM to E7PROM. In 
order to safeguard against unwanted store operations, the 
following conditions must be true: 


1. STO instruction issued or STORE input is LOW; 


2. The internal write enable latch must be set (WREN 
instruction issued); 


3. The “previous recall” latch must be set. 


Once the store cycle is initiated, all other device functions 
are inhibited. Upon completion of the store cycle, the write 
enable latch is reset. 
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WRITE 


The write instruction contains the 4 bit address of the word 
to be written. The write instruction is immediately followed 
by the 16-bit word to be written. CE must remain HIGH 
during the entire operation. If CE is brought LOW prema- 
turely (after the instruction but before 16 bits of data are 
transferred), the instruction register will be reset and the 
data that was shifted in will be written to RAM. If CE is kept 
HIGH for more than 24 SK clock cycles (8-bit instruction 
plus 16-bit data) the data already shifted in will be 
overwritten. 


READ 


The read instruction contains the 4 bit address of the word 
to be accessed. Unlike the other six instructions, Ip is a 
“don’t care” for the read instruction. This provides two 
advantages. In a design that ties both DI and DO together, 
the absence of an eighth bit in the instruction allows the 
host time to convert an I/O line from an output to an input. 
Secondly, it allows for valid data output during the ninth SK 
clock cycle. 


DO, the first bit output during a read operation, is trun- 
cated. That is, it is internally clocked by the falling edge of 
the eighth SK clock; whereas, all succeeding bits are 
clocked by the rising edge of SK (refer to Read Cycle 
Diagram). 

WRITE PROTECTION 

The X2444 provides four hardware and software write 


protection mechanisms to prevent inadvertent stores of 
unknown data. 


Power-down Condition 


(when “write enable” latch and “previous recall” latch are 
not in the reset state): 


® Voc Sense—All functions are inhibited when Vcc is 
<3y, typically. 

@ Write Inhibit—Holding either RECALL LOW, CE LOW 
or STORE HIGH during power-down will prevent an in- 
advertent store. 





Power-up Condition 


@ Write Enable Latch—Upon powerup the “write enable” 
latch is in the reset state, disabling any store operation. 


Unknown Data Store 


@ Previous Recall Latch—The “previous recall” latch 
must be reset after power-up and after exiting the sleep 
mode. It may be reset only by performing a recall opera- 
tion, which assures that data in all RAM locations is 
valid. 


LOW POWER MODES 

The X2444 provides two power conservation modes. 
When CE is LOW, non-critical interna! devices are 
powered-down, placing the device in the standby power 
mode. Entering the sleep mode removes power from the 
entire RAM array, placing the device in a very low power 
quiescent state (sleep mode). 


ENDURANCE 


The endurance specification of a device is characterized 
by the predicted first bit failure to occur in the entire 
memory (device or system) array rather than the average 
or typical value for the array. Since endurance is limited by 
the number of electrons trapped in the oxide by data 
changes, Xicor NOVRAMs are designed to minimize the 
number of changes an E*PROM bit cell undergoes during 
store operations. Only those bits in the E7PROM that are 
different from their corresponding location in RAM will be 
“cycled” during a nonvolatile store. This characteristic 
reduces unnecessary cycling of any of the rest of the bits 
in the array, thereby increasing the potential endurance of 
each bit and increasing the potential endurance of the 
entire array. Reliability data documented in RR504, the 
Xicor Reliability Report on Endurance, and additional 
reports are available from Xicor. 


Data Changes 
Part Number Per Bit 
X2444 100,000 1,000 
X2444/10 100,000 10,000 
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PRELIMINARY 
256 Bit Military X2444M 16 x 16 Bit 
Nonvolatile Static RAM 

FEATURES DESCRIPTION 


e@ Low Cost 8-Pin Mini-Dip 

Ideal for use with Single Chip 
Microcomputers 

— Static Timing 

— Minimum I/O Interface 

— Serial Port Compatible (COPS™, 8051) 
— Easily Interfaces to Microcontroller Ports 
— Minimum Support Circuits 

Software and Hardware Control of 
Nonvolatile Functions 

— Maximum Store Protection 

TTL Compatible 

16 x 16 Organization 

Low Power Dissipation 

— Active Current: 25mA Typ. 

— Store Current: 15mA Typ. 

— Standby Current: 15mA Typ. 

— Sleep Current: 10mA Typ. 


PIN CONFIGURATION 





CE&(1) 
Di(3) 
SK(2) 


PIN NAMES 
Chip Enable 






The Xicor X2444 is a serial 256 bit NOVRAM* featuring a 
static RAM configured 16 x 16, overlaid bit for bit with a 
nonvolatile E7PROM array. The X2444 is fabricated with 
the same reliable N-channel floating gate MOS technology 
used in all Xicor 5 volt nonvolatile memories. 


The Xicor NOVRAM design allows data to be transferred 
between the two memory arrays by means of software 
commands or external hardware inputs. A store operation 
(RAM data to E7PROM) is completed in 10ms or less and 
a recall operation (E7PROM data to RAM) is completed in 
2.5ps or less. 


Xicor NOVRAMS are designed for unlimited write opera- 
tions to RAM, either from the host or recalls from E7PROM 
and a minimum 100,000 store operations. Data retention 
is specified to be greater than 100 years. 


*NOVRANM is Xicor’s nonvolatile static RAM device. 
COPS™ is a trademark of National Semiconductor Corp. 


FUNCTIONAL DIAGRAM 






NONVOLATILE 
E2PROM 









STATIC ~t—— _ RECALL(6) 
RAM 





ROW 
DECODE ate 
256-BIT STORE(7) 





INSTRUCTION 
REGISTER 


INSTRUCTION 
DECODE 





COLUMN 


DECODE pea) 





















Serial Clock 
Serial Data In 
Serial Data Out 


Recall 
Store 
+5V 
Ground 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias ................... —65°C to +135°C 
Storage Temperature ..................0005 —65°C to + 150°C 
Voltage on any Pin with 

Respect to Ground .............. 0.0 cece eee —1.0V to +7V 
D.C. Output Current ........ 0... eee eee eee 5 mA 
Lead Temperature (Soldering, 

10: Seconds): 6... isccs cee ae nae aba tae eee eae ene ences 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may Cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


Ta = —55°C to +125°C, Voc = +5V +10%, unless otherwise specified. 










Power Supply Current 


Sleep Current 


tesa 
[ew [Store Curent 
Pay fp Load Curent | 
The | OatputLeskage Curent | 
Tn | thput High Vane | 
Tv [output Low votage | 






Symbol Parameter | Max. | 


| to | mj 
| ts [ma 
a ae 
Ee ek 
eae ee 
ea ae 
Moo #10 | ov | 
ae 


25 
10 
15 
15 
10 
10 
0.4 














lot = 2.0mA 
lon = —0.8 mA 


Veco +1.0 


All Inputs=Vec, 
lvo= OMA 


mA 
mA 
mA 
mA 
pA 
pA 
V 
V 
V 





Input Capacitance 


Note: (1) This parameter is periodically sampled and not 100% tested. 


A.C. CONDITIONS OF TEST 


Input Pulse Levels 0 to 3.0 Volts 


Input Rise and 


Input and Output 
Timing Levels 1.5 Volts 
Output Load pie ons om 
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NONVOLATILE OPERATIONS 


pee eie Sa e ee WRITE 
Operation STORE RECALL INST ENABLE Previous 
LATCH oe 


Serer aa SEE RS Rs 


Note: (2) NOP designates when the X2444 is not currently executing an instruction. 










A.C. CHARACTERISTICS 
Ta = —55°C to +125°C, Veco = +5V +10%, unless otherwise specified. 


Read and Write Cycle Limits 


[Symbol | arameter SiS 
fe ees I ee 
tec [SK Posve Pus Wah ———SSCS~C~—~—rCi ls 
toa. [SK Negative Pues With ———SSSCSCiC ws 
fos OsapTing = 
ie Belen: 8 oe 
inn [SKU to Daa Vaid ———SSSCSCii es 
Dino [Skt Data Vals ———SCSCiCi as sd 
re | Cnp erabet» Oupstrign@ | ts 
toes | Chip nate Seugp iw 
toon [Chip natiodd ————SSSSCSCSC~SCw sd 
fips venipeeia 


Write Cycle 

















SK CYCLE # 
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Read Cycle 


SK CYCLE # 


SK 


tep 


1 \SDONT CARED) Dy 
LTTTNVITTITTIT IITA TTT TT 


HIGH Z HIGH Z 
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Array Recall Cycle Limits 


Ce 
ince [Fecal vdotme SS tw sd 
incr [Reval Puzo wen tw 
rtace [Reval Guptighz———SCSC~C~dCSC~<~*~rdSC~i SSCS 


troz 
Note: (3) Recall rise time must be <10us. 






Recall Cycle 


RECALL 
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Store Cycle Limits 


fsymbol | Parameter SS [ee | Ut 
x [Sowtme Cd me 


eps eeprom <I eg 
tere [Stor To Ouipatrighz———SCSCS~—~sSCSC“‘“‘rsSCSSSC~*dSCO 
"Veo [Serommt ——SSSC~iS Si 


Note: (4) Typical values are for T,=25°C and nominal supply voltage. 





Hardware Store 





Figure 1: RAM Read 


D0 non OXE XE XE] 


*Bit 8 of Read Instructions is Don’t Care 





2-13 





X2444M 





Figure 2: RAM Write 





Figure 3: Non-Data Operations 


DI TNX KXX*XKXX KNX b \ 





TABLE 1: INSTRUCTION SET 


asia 3 Inver evcia= Jermepamt 2 
Recall EPROM Data into RAM 


X=Don't Care 
A=Address Bit 
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PIN DESCRIPTIONS 


Chip Enable (CE) 

The Chip Enable input must be HIGH to enable all 
read/write operations. CE LOW resets the instruction reg- 
ister and places the X2444 in the standby low power 
mode. 


Serial Clock (SK) 
The Serial Clock input is used to clock all data into and out 
of the device. 


Data In (Dl) 
Data In is the serial data input. 


Data Out (DO) 

Data Out is the serial data output. It is in the high im- 
pedance state except during data output cycles in 
response to a READ instruction. 


STORE 


STORE LOW will initiate an internal transfer of data from 
RAM to E2PROM. 


RECALL 


RECALL LOW will initiate an internal transfer of data from 
E?PROM to RAM. 


DEVICE OPERATION 


The X2444 contains an 8-bit instruction register. It is 
accessed via the DI input, with data being clocked in on 
the rising edge of SK. CE must be HIGH during the entire 
data transfer operation. 


Table 1 contains a list of the instructions and their opera- 
tion codes. The most significant bit (MSB) of all instruc- 
tions is a one, bits 6 through 3 are either RAM address (A) 
or don't care (X) and bits 2 through O are the operation 
codes. The X2444 requires the instruction to be shifted in 
with the MSB first. 


After CE is HIGH, the X2444 will not begin to interpret the 
data stream until a one has been shifted in on DI. 
Therefore, CE may be brought HIGH with SK running and 
DI LOW. DI must then go HIGH to indicate the start condi- 
tion of an instruction before the X2444 will begin any 
action. 


In addition, the SK clock is totally static. The user can 
completely stop the clock and data shifting will be stopped. 
Restarting the clock will resume shifting of data. 


WRDS and WREN 


Internally the X2444 contains a “write enable” latch. This 
latch must be set for either writes to the RAM or store 
operations to the E7PROM. The WREN instruction sets 
the latch and the WRDS instruction resets the latch, disa- 
bling both RAM writes and E?PROM stores. The write 
enable latch is automatically reset on power-up. 


SLEEP 

The SLEEP instruction removes power from the RAM, 
placing the X2444 in a very low power quiescent state. 
Data in the RAM is lost once a SLEEP instruction is 
issued; however, data from the last store operation is 
retained in the E7PROM. The sleep mode can be exited by 
either a software or hardware recall operation. 


RCL and RECALL 


Either the RCL instruction or a LOW on the RECALL input 
will initiate a transfer of E27PROM data into RAM. A recall 
operation must be performed after a power-up before any 
store or RAM write operation can be enabled. This recall 
operation and the recall recovery from the sleep mode 
guarantees a known state of data in RAM. Both recall 
operations set an internal “previous recall” latch which 
must be set to enable any write or store operations. 


STO and STORE 


Either the STO instruction or a LOW on the STORE input 
will initiate the transfer of data from RAM to E27PROM. In 
order to safeguard against unwanted store operations, the 
following conditions must be true: 


1. STO instruction issued or STORE input is LOW; 


2. The internal write enable latch must be set (WREN 
instruction issued); 


3. The “previous recall” latch must be set. 


Once the store cycle is initiated, all other device functions 
are inhibited. Upon completion of the store cycle, the write 
enable latch is reset. 
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WRITE 


The write instruction contains the 4 bit address of the word 
to be written. The write instruction is immediately followed 
by the 16-bit word to be written. CE must remain HIGH 
during the entire operation. If CE is brought LOW prema- 
turely (after the instruction but before 16 bits of data are 
transferred), the instruction register will be reset and the 
data that was shifted in will be written to RAM. If CE is kept 
HIGH for more than 24 SK clock cycles (8-bit instruction 
plus 16-bit data) the data already shifted in will be 
overwritten. 


READ 


The read instruction contains the 4 bit address of the word 
to be accessed. Unlike the other six instructions, Ip is a 
“don’t care” for the read instruction. This provides two 
advantages. In a design that ties both DI and DO together, 
the absence of an eighth bit in the instruction allows the 
host time to convert an 1/O line from an output to an input. 
Secondly, it allows for valid data output during the ninth SK 
clock cycle. 


DO, the first bit output during a read operation, is trun- 
cated. That is, it is internally clocked by the falling edge of 
the eighth SK clock; whereas, all succeeding bits are 
clocked by the rising edge of SK (refer to Read Cycle 
Diagram). 


WRITE PROTECTION 


_The X2444 provides four hardware and software write 
protection mechanisms to prevent inadvertent stores of 
unknown data. 


Power-down Condition 


(when “write enable” latch and “previous recall” latch are 
not in the reset state): 


® Voc Sense—All functions are inhibited when Vcc is 
<3yv, typically. 

Write Inhibit—Holding either RECALL LOW, CE LOW 
or STORE HIGH during power-down will prevent an in- 


advertent store. 
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Power-up Condition 


e@ Write Enable Latch—Upon power-up the “write enable” 
latch is in the reset state, disabling any store operation. 


Unknown Data Store 


@ Previous Recall Latch—The “previous recall” latch 
must be reset after power-up and after exiting the sleep 
mode. It may be reset only by performing a recall opera- 
tion, which assures that data in all RAM locations is 
valid. 


LOW POWER MODES 


The X2444 provides two power conservation modes. 
When CE is LOW, non-critical internal devices are 
powered-down, placing the device in the standby power 
mode. Entering the sleep mode removes power from the 
entire RAM array, placing the device in a very low power 
quiescent state (sleep mode). 


ENDURANCE 


The endurance specification of a device is characterized 
by the predicted first bit failure to occur in the entire 
memory (device or system) array rather than the average 
or typical value for the array. Since endurance is limited by 
the number of electrons trapped in the oxide by data 
changes, Xicor NOVRAMs are designed to minimize the 
number of changes an E?PROM bit cell undergoes during 
store operations. Only those bits in the E7PROM that are 
different from their corresponding location in RAM will be 
“cycled” during a nonvolatile store. This characteristic 
reduces unnecessary cycling of any of the rest of the bits 
in the array, thereby increasing the potential endurance of 
each bit and increasing the potential endurance of the 
entire array. Reliability data documented in RR504, the 
Xicor Reliability Report on Endurance, and additional 
reports are available from Xicor. 
Data Changes 


Part Number Store Cycles Per Bit 


X2444M 100,000 1,000 
X2444M/10 100,000 10,000 
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TYPICAL FEATURES DESCRIPTION 
e Low Cost The X2404 is a 4096 bit serial E7PROM, internally or 
@ Internally Organized as Two Pages ganized as two 256 x 8 pages. The X2404 is fabricated 
— Each 256 x 8 with the same reliable N-channel floating gate MOS tech- 
e 2 Wire Serial Interface nology used in all Xicor 5 volt programmable nonvolatile 
e Provides Bidirectional Data Transfer MeEMOnes: 
Protocol The X2404 features a serial interface and software 
e Eight Byte Page Write Mode protocol allowing operation on a two wire bus. 


— Minimizes Total Write Time per Byte 
P y Xicor E7PROMs are designed and tested for applications 


Self Timed Write Cycle requiring extended endurance. Refer to Device Operation 


— Typical Write Cycle Time of Sms for further endurance information. Data retention is speci- 
Data Retention Greater Than 100 Years fied to be greater than 100 years. 


PIN CONFIGURATION FUNCTIONAL DIAGRAM 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias X2404 .............. —10°C to +85°C 
X24041 ............ —65°C to +135°C 
Storage Temperature ............... 2.0000. -—65°C to +150°C 
Voltage on any Pin with 
Respect to Vsg ..... eee cece ee eee eee enna —1.0V to +7V 
D.C. Output Current 0.0... cece cece eee eee ees 5 mA 
Lead Temperature (Soldering, 
10: Seconds) \is-0.kecg secs cos vas a pentaeieanetea eau awes 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may Cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


X2404 T, = 0°C to +70°C, Voc = +5V +5%, unless otherwise specified. 
X24041 T, = —40°C to +85°C, Veco = +5V +10%, unless otherwise specified. 













Symbol Parameter 


Power Supply Current 


io [Outpt Leakage Current | 
re [Test Pin Pul Down Curent | 
20 
aes! 






Input High Voltage 
Output Low Voltage 


| Min. | Typ. | Max. | Test Conditions 


1 ee me mae 
Vien [Standby Curent | its | mm | CS 
us [input Leakage Gurent || ano 


: 
fer ee 
Tea |v 


Note: (1) Typical values are for Ta = 25°C and nominal supply voltage. 
(2) Test pin has on chip pull down device which sinks 16,A (typical) to Vgg. 


CAPACITANCE Ty, = 25°C, f = 1.0 MHz, Voc = 5V 


fsymtot [teat 





Input/Output Capacitance (SDA) 
Input Capacitance (Ao, Ai, Az, SCL) 


Note: (3) This parameter is periodically sampled and not 100% tested. 


Bus Timing 
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A.C. CHARACTERISTICS 


X2404 Ta = O°C to + 70°C, Voc = +5V +5%, unless otherwise specified. 
X2404I1 Ta, = —40°C to +85°C, Veco = +5V +10%, unless otherwise specified. 


Read & Write Cycle Limits 


SCL clock frequency 


T Noise suppression time 
constant at SCL, SDA inputs 
taa SCL low to SDA data out 
valid 
taur Time the bus must be free 
before a new transmission 
can start 
Start condition hold time : 
Clock low period : 
Clock high period 


tsu:sta_| Start condition set-up time 
(for a repeated start 
condition) 








Typ. 


Test Conditions 





KH 


_ 
jo) 


i) 
or 





0.3 
7 


4 




















& 
oO 


oS 
oO 





Cin [SDA and SOL rise fine 


tsu:sto | Stop condition set-up time 
Note: (1) Typical values are for Ta==25°C and nominal supply voltage. 
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Write Cycle Limits 


Note: (1) Typical values are for Ty=25°C and nominal supply voltage. 

The write cycle time is the time from a valid stop condition interface circuits are disabled, SDA is allowed to remain 
of a write sequence to the end of the internal erase/ high, and the device does not respond to its slave address. 
program cycle. During the write cycle, the X2404 bus 
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Write Cycle Timing 


8th BIT 





PIN DESCRIPTIONS 


Serial Clock (SCL) 

The SCL input is used to clock all data into and out of the 
device. 

Serial Data (SDA) 


SDA is a bidirectional pin used to transfer data into and out 
of the device. It is an open drain output and may be wire- 
ANDed with any number of open drain or open collector 
outputs. 


Address (Aj) 

Ag is unused by the X2404, however, it must be tied to Vss 
to ensure proper device operation. 

Address (A,, A.) 


The Address inputs are used to set the least significant 
two bits of the six bit slave address. The inputs are static, 


Figure 1: Data Validity 


STOP 
CONDITION 


START 
CONDITION 


X2404 
ADDRESS 


and should be tied HIGH or LOW, forming one unique 
address per device. 


DEVICE OPERATION 


The X2404 supports a bidirectional bus oriented protocol. 
The protocol defines any device that sends data onto the 
bus as a transmitter, and the receiving device as the 
receiver. The device controlling the transfer is a master 
and the device being controlled is the slave. The master 
will always initiate data transfers, and provide the clock for 
both transmit and receive operations. Therefore, the 
X2404 will be considered a slave in all applications. 


Clock and Data Conventions 

Data states on the SDA line can change only during SCL 
LOW. SDA state changes during SCL HIGH are reserved 
for indicating start and stop conditions. Refer to Figures 1 
and 2. 


DATA STABLE DATA 
CHANGE 
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Figure 2: Definition of Start and Stop 





START BIT 


Start Condition 

All commands are preceded by the start condition, which 
is a HIGH to LOW transition of SDA when SCL is HIGH. 
The X2404 continuously monitors the SDA and SCL lines 
for the start condition and will not respond to any com- 
mand until this condition has been met. 


Stop Condition 


All communications are terminated by a stop condition, 
which is a LOW to HIGH transition of SDA when SCL is 
HIGH. 


Figure 3: Acknowledge Response From Receiver 


STOP BIT 





Acknowledge 

Acknowledge is a software convention used to indicate 
successful data transfers. The transmitting device, either 
master or slave, will release the bus after transmitting 
eight bits. During the ninth clock cycle the receiver will pull 
the SDA line LOW to acknowledge that it received the 
eight bits of data. Refer to Figure 3. 


The X2404 will always respond with an acknowledge after 
recognition of a start condition and its slave address. If 
both the device and a write operation have been selected, 
the X2404 will respond with an acknowledge after the 
receipt of each subsequent eight bit word. 
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In the read mode the X2404 will transmit eight bits of data, 
release the SDA line and monitor the line for an acknowl- 
edge. If an acknowledge is detected and no stop condition 
is generated by the master, the X2404 will continue to 
transmit data. If an acknowledge is not detected, the 
X2404 will terminate further data transmissions and await 
the stop condition. 


DEVICE ADDRESSING 


Following a start condition the bus master must output the 
address of the slave it is accessing. The most significant 
four bits of the slave address are the device type identifier 
(see Figure 4). For the X2404 this is fixed as 1010[B]. 


Figure 4: Slave Address 


DEVICE TYPE PAGE 
IDENTIFIER SELECT 
EE —— 


0 A2 At AO RWW 


ee ae 


DEVICE 
ADDRESS 


1 o 61 


The next two significant bits address a particular device. A 
system could have up to four X2404 devices on the bus 
(see Figure 10). The four addresses are defined by the 
state of the A, and Az inputs. 


The next bit of the slave address field (bit 1) is the page 
select bit. It is used by the host to toggle between the two 
256 word pages of memory. 


The last bit of the slave address defines the operation to 
be performed. When set to one a read operation is se- 
lected; when set to zero a write operation is selected. 





Following the start condition, the X2404 monitors the SDA 
bus comparing the slave address being transmitted with its 
address (device type and state of A,, and A> inputs). Upon 
acompare the X2404 outputs an acknowledge on the SDA 
line. Depending on the state of the R/W bit, the X2404 will 
execute a read or write operation. 


WRITE OPERATIONS 

Byte Write 

For a write operation, the X2404 requires a second ad- 
dress field. This address field is the word address, com- 
prised of eight bits, providing access to any one of the 256 
words of memory. Upon receipt of the word address the 
X2404 responds with an acknowledge and awaits the next 
eight bits of data, again responding with an acknowledge. 
The master then terminates the transfer by generating a 
stop condition, at which time the X2404 begins the internal 
write cycle to the nonvolatile memory. While the internal 
write cycle is in progress the X2404 inputs are disabled, 
and the device will not respond to any requests from the 
master. Refer to Figure 5 for the address, acknowledge 
and data transfer sequence. 


Page Write 

The X2404 is capable of an eight byte page write opera- 
tion. It is initiated in the same manner as the byte write 
operation, but instead of terminating the write cycle after 
the first data word is transferred, the master can transmit 
up to seven more words. After the receipt of each word, 
the X2404 will respond with an acknowledge. 


After the receipt of each word, the three low order address 
bits are internally incremented by one. The high order five 
bits of the address remain constant. If the master should 
transmit more than eight words prior to generating the stop 
condition, the address counter will “roll over” and the pre- 
viously written data will be overwritten. As with the byte 
write operation, all inputs are disabled until completion of 
the internal write cycle. Refer to Figure 6 for the address, 
acknowledge and data transfer sequence. 
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Figure 5: Byte Write 
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Figure 6: Page Write 
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Acknowledge Polling 


The disabling of the inputs can be used to take advantage 
of the typical 5ms write cycle time. The bus master can 
continually transmit the slave address and no acknowl- 
edge will be returned if the X2404 is internally writing to the 
EPROM array. As soon as the internal cycle is complete 
the X2404 will respond to its slave address. 


Read Operations 


Read operations are initiated in the same manner as write 
operations with the exception that the R/W bit of the slave 
address is set to a one. There are three basic read opera- 
tions: current address read, random read and sequential 
read. 


WORD 
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DATA n DATA n+1 DATA n+7 
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Current Address Read 


Internally the X2404 contains an address counter that 
maintains the address of the last word accessed, incre- 
mented by one. Therefore, if the last access (either a read 
or write) was to address n, the next read operation would 
access data from address n+1. Upon receipt of the slave 
address with R/W set to one, the X2404 issues an ac- 
knowledge and transmits the eight bit word. The master 
does not acknowledge the transfer but does generate a 
stop condition and the X2404 discontinues transmission. 
Refer to Figure 7 for the sequence of address, acknowl- 
edge and data transfer. 
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Figure 7: Current Address Read 
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Random Read 


Random read operations allow the master to access any 
memory location in a random manner. Prior to issuing the 
slave address with the R/W bit set to one, the master must 
first perform a “dummy” write operation. The master is- 
sues the start condition, and the slave address followed by 
the word address it is to read. After the word address 
acknowledge, the master immediately reissues the start 
condition and the slave address with the R/W bit set to 
one. This will be followed by an acknowledge from the 
X2404 and then by the eight bit word. The master does not 
acknowledge the transfer but does generate a stop condi- 
tion and the X2404 discontinues transmission. Refer to 
Figure 8 for the address, acknowledge and data transfer 
sequence. 


Sequential Read 


Sequential reads can be initiated as either a current ad- 
dress read or random access read. The first word is trans- 
mitted as with the other read modes, however, the master 
now responds with an acknowledge, indicating it requires 
additional data. The X2404 continues to output data for 


Figure 8: Random Read 
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ne 


SDA LINE 


BUS ACTIVITY: 
X2404 


WORD 
ADDRESS n 


each acknowledge received. The read operation is ter- 
minated by the master not responding with an acknow!l- 
edge and generating a stop condition. 


The data output is sequential, with the data from address n 
followed by the data from n+1. The address counter for 
read operations increments all eight address bits, allowing 
the entire memory contents of the current 256 word page 
to be serially read during one operation. If more than 256 
words are read, the counter “rolls over” and the X2404 
continues to output data from the same 256 word page for 
each acknowledge received. Refer to Figure 9 for the ad- 
dress, acknowledge and data transfer sequence. 


ENDURANCE 


Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. The process average for 
endurance of Xicor E7PROMs is approximately 1/2 million 
cycles, as documented in RR504, the Xicor Reliability Re- 
port on Endurance. Included in that report is a method for 
determining the expected endurance of the device based 
upon the specific application environment. RR504 and ad- 
ditional reliability reports are available from Xicor. 
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Figure 9: Sequential Read 
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Figure 10: Typical System Configuration 
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TYPICAL FEATURES 

e@ Low Cost 

e Internally Organized as Two Pages 

— Each 256 x 8 

2 Wire Serial Interface 

Provides Bidirectional Data Transfer 
Protocol 

Eight Byte Page Write Mode 

— Minimizes Tota! Write Time per Byte 
Self Timed Write Cycle 

— Typical Write Cycle Time of 5ms 

e Data Retention Greater Than 100 Years 


DESCRIPTION 

The X2404 is a 4096 bit serial E7PROM, internally or 
ganized as two 256 x 8 pages. The X2404 is fabricated 
with the same reliable N-channel floating gate MOS tech- 
nology used in all Xicor 5 volt programmable nonvolatile 
memories. 


The X2404 features a serial interface and software 
protocol allowing operation on a two wire bus. 


Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. Refer to Device Operation 
for further endurance information. Data retention is speci- 
fied to be greater than 100 years. 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias ..................- —65°C to +135°C 
Storage Temperature ...................00. —65°C to +150°C 
Voltage on any Pin with 

Respect to Vgg oo. eee eee eee eens —1.0V to +7V 
D.C. Output Current .......... 0. . cece cece ee eee eens 5 mA 
Lead Temperature (Soldering, 

10:Seconds) ssc csi. ss oes dean tie Yaa ieee eats 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may Cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


Ta = —55°C to +125°C, Vec = +5V +10%, unless otherwide specified. 


Power Supply Current 
Standby Current 






loc 
hu 
Vit 

Vin 








tt — 

[boo | es 

[tse | as 

Jt [input Leakage Current || t | 10 
pho | ee 

ee — 

Mn | | -1.0 | 

Mn | 


ed 
[Input High Voltage | 20 | Moo #1.0 
| | 


Test Conditions 


Vin = GND to Voc 
Vout = GND to Voc 


ara 
ara 
oo 
Level 
esl 










Note: (1) Typical values are for T, = 25°C and nominal supply voltage. 
(2) Test pin has on chip pull down device which sinks 16,A (typical) to Vgg. 


CAPACITANCE T, = 25°C, f = 1.0 MHz, Voc = 5V 


Symbol 
Input/Output Capacitance (SDA) 





input Capacitance (Ap, Ai, Az, SCL) 


Note: (3) This parameter is periodically sampled and not 100% tested. 


Bus Timing 
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A.C. CHARACTERISTICS 


Read & Write Cycle Limits 
Ta = —55°C to +125°C, Veco = +5V +10% unless otherwise specified. 


[symbol [Parameter | 
SCL clock frequency 
T 
taa 


Noise suppression time 
constant at SCL, SDA inputs 
SCL low to SDA data out 
valid 

taur Time the bus must be free 4 
before a new transmission 
can start 


tup-sta_ | Start condition hold time : 


Clock low period 
Clock high period 


tsu-sta | Start condition set-up time 4.7 
(for a repeated start 
condition) 


Fie [SDA and SCL seine | 
ie [SDA and SCL tal ime | 
) 


Note: (1) Typical values are for Ta = 25°C and nominal supply voltage. 


0.3 
7 


b 
oO 


bh 
N 


aN 
io) 





Write Cycle Limits 


Write Cycle Time 5 


Note: (1) Typical values are for T, = 25°C and nominal supply voltage. 





The write cycle time is the time from a valid stop condition interface circuits are disabled, SDA is allowed to remain 
of a write sequence to the end of the internal erase/ high, and the device does not respond to its slave 
program cycle. During the write cycle, the X2404 bus address. 
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Write Cycle Timing 


8th BIT 


PIN DESCRIPTIONS 


Serial Clock (SCL) 

The SCL input is used to clock all data into and out of the 
device. 

Serial Data (SDA) 


SDA is a bidirectional pin used to transfer data into and out 
of the device. It is an open drain output and may be wire- 
ANDed with any number of open drain or open collector 
outputs. 


Address (Ag) 

Ao is unused by the X2404, however, it must be tied to Vsg 
to insure proper device operation. 

Address (A,, A.) 


The Address inputs are used to set the least significant 
two bits of the six bit slave address. The inputs are static, 
and should be tied HIGH or LOW, forming one unique 
address per device. 


Figure 1: Data Validity 
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DEVICE OPERATION 


The X2404 supports a bidirectional bus oriented protocol. 
The protocol defines any device that sends data onto the 
bus as a transmitter, and the receiving device as the 
receiver. The device controlling the transfer is a master 
and the device being controlled is the slave. The master 
will always initiate data transfers, and provide the clock for 
both transmit and receive operations. Therefore, the 
X2404 will be considered a slave in all applications. 


Clock and Data Conventions 


Data states on the SDA line can change only during SCL 
LOW. SDA state changes during SCL HIGH are reserved 
for indicating start and stop conditions. Refer to Figures 1 
and 2. 


DATA STABLE DATA ° 
CHANGE 
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Figure 2: Definition of Start and Stop 





START BIT 


Start Condition 

All commands are preceded by the start condition, which 
is a HIGH to LOW transition of SDA when SCL is HIGH. 
The X2404 continuously monitors the SDA and SCL lines 
for the start condition and will not respond to any com- 
mand until this condition has been met. 


Stop Condition 


All communications are terminated by a stop condition, 
which is a LOW to HIGH transition of SDA when SCL is 
HIGH. 


Figure 3: Acknowledge Response From Receiver 
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Acknowledge 


Acknowledge is a software convention used to indicate 
successful data transfers. The transmitting device, either 
master or slave, will release the bus after transmitting 
eight bits. During the ninth clock cycle the receiver will pull 
the SDA line LOW to acknowledge that it received the 
eight bits of data. Refer to Figure 3. 


The X2404 will always respond with an acknowledge after 
recognition of a start condition and its slave address. If 
both the device and a write operation have been selected, 
the X2404 will respond with an acknowledge after the 
receipt of each subsequent eight bit word. 


ACKNOWLEDGE 





X2404M 





In the read mode the X2404 will transmit eight bits of data, 
release the SDA line and monitor the line for an acknowl- 
edge. If an acknowledge is detected and no stop condition 
is generated by the master, the X2404 will continue to 
transmit data. If an acknowledge is not detected, the 
X2404 will terminate further data transmissions and await 
the stop condition. 


DEVICE ADDRESSING 


Following a start condition the bus master must output the 
address of the slave it is accessing. The most significant 
four bits of the slave address are the device type identifier 
(see Figure 4). For the X2404 this is fixed as 1010[B]. 


Figure 4: Slave Address 
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The next two significant bits address a particular device. A 
system could have up to four X2404 devices on the bus 
(see Figure 10). The four addresses are defined by the 
state of the A, and Ao inputs. 


The next bit of the slave address field (bit 1) is the page 
select bit. It is used by the host to toggle between the two 
256 word pages of memory. 


The last bit of the slave address defines the operation to 
be performed. When set to one a read operation is se- 
lected; when set to zero a write operation is selected. 





Following the start condition, the X2404 monitors the SDA 
bus comparing the slave address being transmitted with its 
address (device type and state of A;, and Az inputs). Upon 
a compare the X2404 outputs an acknowledge on the SDA 
line. Depending on the state of the R/W bit, the X2404 will 
execute a read or write operation. 


WRITE OPERATIONS 

Byte Write 

For a write operation, the X2404 requires a second ad- 
dress field. This address field is the word address, com- 
prised of eight bits, providing access to any one of the 256 
words of memory. Upon receipt of the word address the 
X2404 responds with an acknowledge and awaits the next 
eight bits of data, again responding with an acknowledge. 
The master then terminates the transfer by generating a 
stop condition, at which time the X2404 begins the internal 
write cycle to the nonvolatile memory. While the internal 
write cycle is in progress the X2404 inputs are disabled, 
and the device will not respond to any requests from the 
master. Refer to Figure 5 for the address, acknowledge 
and data transfer sequence. 


Page Write 

The X2404 is capable of an eight byte page write opera- 
tion. It is initiated in the same manner as the byte write 
operation, but instead of terminating the write cycle after 
the first data word is transferred, the master can transmit 
up to seven more words. After the receipt of each word, 
the X2404 will respond with an acknowledge. 


After the receipt of each word, the three low order address 
bits are internally incremented by one. The high order five 
bits of the address remain constant. If the master should 
transmit more than eight words prior to generating the stop 
condition, the address counter will “roll over” and the pre- 
viously written data will be overwritten. As with the byte 
write operation, all inputs are disabled until completion of 
the internal write cycle. Refer to Figure 6 for the address, 
acknowledge and data transfer sequence. 
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Figure 5: Byte Write 
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Figure 6: Page Write 
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Acknowledge Polling 


The disabling of the inputs can be used to take advantage 
of the typical 5ms write cycle time. The bus master can 
continually transmit the slave address and no acknowl- 
edge will be returned if the X2404 is internally writing to the 
E?PROM array. As soon as the internal cycle is complete 
the X2404 will respond to its slave address. 


Read Operations 


Read operations are initiated in the same manner as write 
operations with the exception that the R/W bit of the slave 
address is set to a one. There are three basic read opera- 
tions: current address read, random read and sequential 
read. 
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Current Address Read 


Internally the X2404 contains an address counter that 
maintains the address of the last word accessed, incre- 
mented by one. Therefore, if the last access (either a read 
or write) was to address n, the next read operation would 
access data from address n+1. Upon receipt of the slave 
address with R/W set to one, the X2404 issues an ac- 
knowledge and transmits the eight bit word. The master 
does not acknowledge the transfer but does generate a 
stop condition and the X2404 discontinues transmission. 
Refer to Figure 7 for the sequence of address, acknowl- 
edge and data transfer. 
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Figure 7: Current Address Read 
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Random Read 


Random read operations allow the master to access any 
memory location in a random manner. Prior to issuing the 
slave address with the R/W bit set to one, the master must 
first perform a “dummy” write operation. The master is- 
sues the start condition, and the slave address followed by 
the word address it is to read. After the word address 
acknowledge, the master immediately reissues the start 
condition and the slave address with the R/W bit set to 
one. This will be followed by an acknowledge from the 
X2404 and then by the eight bit word. The master does not 
acknowledge the transfer but does generate a stop condi- 
tion and the X2404 discontinues transmission. Refer to 
Figure 8 for the address, acknowledge and data transfer 
sequence. 


Sequential Read 


Sequential reads can be initiated as either a current ad- 
dress read or random access read. The first word is trans- 
mitted as with the other read modes, however, the master 
now responds with an acknowledge, indicating it requires 
additional data. The X2404 continues to output data for 


Figure 8: Random Read 
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each acknowledge received. The read operation is ter- 
minated by the master not responding with an acknowl- 
edge and generating a stop condition. 


The data output is sequential, with the data from address n 
followed by the data from n+1. The address counter for 
read operations increments all eight address bits, allowing 
the entire memory contents of the current 256 word page 
to be serially read during one operation. If more than 256 
words are read, the counter “rolls over” and the X2404 
continues to output data from the same 256 word page for 
each acknowledge received. Refer to Figure 9 for the ad- 
dress, acknowledge and data transfer sequence. 


ENDURANCE 


Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. The Process average for 
endurance of Xicor E7PROMs is approximately 1/2 miilion 
cycles, as documented in RR504, the Xicor Reliability Re- 
port on Endurance. |Included in that report is a method for 
determining the expected endurance of the device based 
upon the specific application environment. RR504 and ad- 
ditional reliability reports are available from Xicor. 


SLAVE 
ADDRESS 





2-34 


X2404M 





Figure 9: Sequential Read 
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Figure 10: Typical System Configuration 
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FACT SHEET 
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4K 


X24C04 


512 x 8 Bit 





Electrically Erasable PROM 





TYPICAL FEATURES 

e Low Cost 

e Low Power CMOS 

— 2mA Active Current 

— 50.A Standby Current 

Internally Organized as Two Pages 

— Each 256 x 8 

2 Wire Serial Interface 

Provides Bidirectional Data Transfer 
Protocol 

Eight Byte Page Write Mode 

— Minimizes Total Write Time per Byte 
Self Timed Write Cycle 

— Typical Write Cycle Time of 5ms 
Data Retention Greater Than 100 Years 


PIN CONFIGURATION 


(8) Veco 


(4) Vss 





(5) SDA 


X24C04 





(6) SCL 


(3) A, 
(2) A, 
(1) Ay 


PIN NAMES 


Ao to Az Address Inputs 
Vss 

SDA Serial Data 

SCL Serial Clock 


Test Input — to Vss 
Vec 





r | START 
STOP 
LOGIC 
CONTROL 
SLAVE ADDRESS 
REGISTER 
+COMPARATOR 


— 


DESCRIPTION 

The X24C04 is a CMOS 4096 bit serial E7PROM, inter- 
nally organized as two 256 x 8 pages. The X24C04 
features a serial interface and software protocol allowing 
operation on a two wire bus. 


Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. Data retention is specified 
to be greater than 100 years. 


FUNCTIONAL DIAGRAM 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias ..............-..4.. —10°C to +85°C 
Storage Temperature ..................006. —65°C to +150°C 
Voltage on any Pin with 

Respect t0 Vgg ... 0. eee ccc eee tn eaee —1.0V to +7V 
D.C. Output Current ...... 0.6 cece eee eae 5 mA 
Lead Temperature (Soldering, 

TO Seconds) o.2oscvacsng ead dice cee Gade tad eel 300°C 
Bus Timing 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 





A.C. CHARACTERISTICS LIMITS 


SCL clock frequency | oo | 











t SCL low to SDA data out 


taur Time the bus must be free 
before a new transmission 
can start 
Start condition hold time 


. 


tsu:sta | Start condition set-up time 
(for a repeated start 
condition) 
Data in hold time el 
Data in set-up time 








SDA and SCL rise time 
SDA and SCL fall time 
Stop condition set-up time 






T, Noise suppression time 1 
constant at SCL, SDA inputs 

AA 0.3 1.5 3.5 
valid 





Test Conditions 







Note: (1) Typical values are for T, = 25°C and nominal supply voltage (5v). 
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Write Cycle Limits 


Write Cycle Time 


twr 


tye | Max. | Units | 
| | lms 


5 


Note: (1) Typical values are for Ta = 25°C and nominal supply voltage (5v). 


The write cycle time is the time from a valid stop condition 
of a write sequence to the end of the internal erase/ 
program cycle. During the write cycle, the X24C04 bus 
interface circuits are disabled, SDA is allowed to remain 
high, and the device does not respond to its slave address. 


Write Cycle Timing 


8th BIT 





PIN DESCRIPTIONS 


Serial Clock (SCL) 


The SCL input is used to clock all data into and out of the 
device. 


Serial Data (SDA) 

SDA is a bidirectional pin used to transfer data into and out 
of the device. It is an open drain output and may be wire- 
ANDed with any number of open drain or open collector 
outputs. 


Address (Ag) 

Ao is unused by the X24C04, however, it must be tied to 
Vgg to insure proper device operation. 

Address (A,, Ao) 


The Address inputs are used to set the least significant 
two bits of the six bit slave address. The inputs are static, 
and should be tied HIGH or LOW, forming one unique 
address per device. 


Ss 
co 
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START 


NDITION CONDITION 


DEVICE OPERATION 


The X24C04 supports a bidirectional bus oriented 
protocol. The protocol defines any device that sends data 
onto the bus as a transmitter, and the receiving device as 
the receiver. The device controlling the transfer is a master 
and the device being controlled is the slave. The master 
will always initiate data transfers, and provide the clock for 
both transmit and receive operations. Therefore, the 
X24C04 will be considered a slave in all applications. 


Clock and Data Conventions 

Data states on the SDA line can change only during SCL 
LOW. SDA state changes during SCL HIGH are reserved 
for indicating start and stop conditions. Refer to Figures 1 
and 2. 


Start Condition 

All commands are preceded by the start condition, which 
is a HIGH to LOW transition of SDA when SCL is HIGH. 
The X24C04 continuously monitors the SDA and SCL 
lines for the start condition and will not respond to any 
command until this condition has been met. 


X24C04 





Figure 1: Data Validity 


DATA STABLE 
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Figure 2: Definition of Start and Stop 


ee i eee eres en oy anal 
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1 | 
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Stop Condition 

All communications are terminated by a stop condition, 
which is a LOW to HIGH transition of SDA when SCL is 
HIGH. The stop condition is also used by the X24C04 to 
place the device in the standby power mode. 


Acknowledge 


Acknowledge is a software convention used to indicate 
successful data transfers. The transmitting device, either 
master or slave, will release the bus after transmitting 
eight bits. During the ninth clock cycle the receiver will pull 
the SDA line LOW to acknowledge that it received the 
eight bits of data. Refer to Figure 3. 


STOP BIT 


The X24C04 will always respond with an acknowledge 
after recognition of a start condition and its slave address. 
If both the device and a write operation have been se- 
lected, the X24C04 will respond with an acknowledge after 
the receipt of each subsequent eight bit word. 


In the read mode the X24C04 will transmit eight bits of 
data, release the SDA line and monitor the line for an 
acknowledge. If an acknowledge is detected and no stop 
condition is generated by the master, the X24C04 will con- 
tinue to transmit data. If an acknowledge is not detected, 
the X24C04 will terminate further data transmissions and 
await the stop condition to return to the standby power 
mode. 


2-40 


X24C04 





Figure 3: Acknowledge Response From Receiver 
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DEVICE ADDRESSING 


Following a start condition the bus master must output the 
address of the slave it is accessing. The most significant 
four bits of the slave address are the device type identifier 
(see Figure 4). For the X24C04 this is fixed as 1010[B]. 


Figure 4: Slave Address 


DEVICE TYPE PAGE 
IDENTIFIER SELECT 
$$ —_— 


1 1 0 A2 A1 AO R/W 


— no 


DEVICE 
ADDRESS 


The next two significant bits address a particular device. A 
system could have up to four X24C04 devices on the bus 
(see Figure 10). The four addresses are defined by the 
state of the A, and Az inputs. 


The next bit of the slave address field (bit 1) is the page 
select bit. It is used by the host to toggle between the two 
256 word pages of memory. 








i. ae See ae 


ACKNOWLEDGE 


The last bit of the slave address defines the operation to 
be performed. When set to one a read operation is se- 
lected, when set to zero a write operation is selected. 


Following the start condition, the X24C04 monitors the 
SDA bus comparing the slave address being transmitted 
with its address (device type and state of A,, and Az in- 
puts). Upon a compare the X24C04 outputs an acknowl- 
edge on the SDA line. Depending on the state of the R/W 
bit, the X24C04 will execute a read or write operation. 


WRITE OPERATIONS 


Byte Write 

For a write operation, the X24C04 requires a second ad- 
dress field. This address field is the word address, com- 
prised of eight bits, providing access to any one of the 256 
words of memory. Upon receipt of the word address the 
X24C04 responds with an acknowledge, and awaits the 
next eight bits of data, again responding with an acknowl- 
edge. The master then terminates the transfer by generat- 
ing a stop condition, at which time the X24C04 begins the 
internal write cycle to the nonvolatile memory. While the 
internal write cycle is in progress the X24C04 inputs are 
disabled, and the device will not respond to any requests 
from the master. Refer to Figure 5 for the address, ac- 
knowledge and data transfer sequence. 





X24C04 





Figure 5: Byte Write 
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Page Write 


The X24C04 is capable of an eight byte page write opera- 
tion. It is initiated in the same manner as the byte write 
operation, but instead of terminating the write cycle after 
the first data word is transferred, the master can transmit 
up to seven more words. After the receipt of each word, 
the X24C04 will respond with an acknowledge. 


After the receipt of each word, the three low order address 
bits are internally incremented by one. The high order five 
bits of the address remain constant. If the master should 
transmit more than eight words prior to generating the stop 
condition, the address counter will “roll over” and the pre- 
viously written data will be overwritten. As with the byte 
write operation, all inputs are disabled until completion of 
the internal write cycle. Refer to Figure 6 for the address, 
acknowledge and data transfer sequence. 


Acknowledge Polling 


The disabling of the inputs can be used to take advantage 
of the typical 5ms write cycle time. The bus master can 
continually transmit the slave address and no acknowl- 
edge will be returned if the X24C04 is internally writing to 


Figure 6: Page Write 
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the E?PROM array. As soon as the internal cycle is com- 
plete the X24C04 will respond to its slave address. 


Read Operations 


Read operations are initiated in the same manner as write 
operations with the exception that the bit of the slave ad- 
dress is set to a one. There are three basic read opera- 
tions: current address read, random read and sequential 
read. 


Current Address Read 


Internally the X24C04 contains an address counter that 
maintains the address of the last word accessed, incre- 
mented by one. Therefore, if the last access (either a read 
or write) was to address n, the next read operation would 
access data from address n+1. Upon receipt of the slave 
address with R/W set to one, the X24C04 issues an ac- 
knowledge and transmits the eight bit word. The master 
does not acknowledge the transfer but does generate a 
stop condition and the X24C04 discontinues transmission. 
Refer to Figure 7 for the sequence of address, acknowl- 
edge and data transfer. 
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Figure 7: Current Address Read 
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Random Read 


Random read operations allow the master to access any 
memory location in a random manner. Prior to issuing the 
slave address with the R/W bit set to one, the master must 
first perform a “dummy” write operation. The master is- 
sues the start condition, and the slave address followed by 
the word address it is to read. After the word address 
acknowledge, the master immediately reissues the start 
condition and the slave address with the R/W bit set to 
one. This will be followed by an acknowledge from the 
X24C04 and then by the eight bit word. The master does 
not acknowledge the transfer but does generate a stop 
condition and the X24C04 discontinues transmission. 
Refer to Figure 8 for the address, acknowledge and data 
transfer sequence. 


Sequential Read 


Sequential reads can be initiated as either a current ad- 
dress read or random access read. The first word is trans- 
mitted as with the other read modes, however, the master 


Figure 8: Random Read 
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now responds with an acknowledge, indicating it requires 
additional data. The X24C04 continues to output data for 
each acknowledge received. The read operation is ter 
minated by the master not responding with an acknowl- 
edge and generating a stop condition. 


The data output is sequential, with the data from address n 
followed by the data from n+1. The address counter for 
read operations increments all eight address bits, aliowing 
the entire memory contents of the current 256 word page 
to be serially read during one operation. If more than 256 
words are read, the counter “rolls over” and the X24C04 
continues to output data from the same 256 word page for 
each acknowledge received. Refer to Figure 9 for the ad- 
dress, acknowledge and data transfer sequence. 


SLAVE 
ADDRESS 
a 


A 
c 
K 


ee 





2-43 


X24C04 





Figure 9: Sequential Read 
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Figure 10: Typical System Configuration 
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FACT SHEET 
16K X24C16 2048 x 8 Bit 
Electrically Erasable PROM 

TYPICAL FEATURES DESCRIPTION 

e Low Cost The X24C16 is a CMOS 16,384 bit serial E7PROM, inter 

@ Low Power CMOS nally organized as eight 256 x 8 pages. The X24C16 
— 2mA Active Current features a serial interface and software protocol allowing 
— 50,.A Standby Current operation on a two wire bus. 

e Internally Organized as Eight Pages Xicor E7PROMs are designed and tested for applications 
— Each 256 x 8 requiring extended endurance. Data retention is specified 

@ 2 Wire Serial Interface to be greater than 100 years. 

e Provides Bidirectional Data Transfer 
Protocol 


Eight Byte Page Write Mode 

— Minimizes Total Write Time per Byte 
Self Timed Write Cycle 

— Typical Write Cycle Time of 5ms 
Data Retention Greater Than 100 Years 


PIN CONFIGURATION FUNCTIONAL DIAGRAM 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias .................... —10°C to +85°C 
Storage Temperature ..................-... —65°C to + 150°C 
Voltage on any Pin with 

Respect to Vg . 0... ccc eee cece teen ees —1.0V to +7V 
D.C. Output Current .......... 2.00... 5mA 
Lead Temperature (Soldering, 

JVO-SECONAS)! 5.5 cit scgesigites Meemiite Pee yeaidlns oa ye PS as 300°C 
Bus Timing 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 





A.C. CHARACTERISTICS LIMITS 






SCL clock frequency aoe 












taur Time the bus must be free 
before a new transmission 

can start 
Start condition hold time | 40 | 


Clock low period 
Clock high period 





Start condition set-up time 
(for a repeated start 


tsu:sTa 
condition) 


Data in hold time 


ta SDA and SCL rise time 
SDA and SCL fall time 
Stop condition set-up time 


tan SCL low to SDA data out 
valid 
F 





aad 
aes 
en 

4.7 


[Symbot | __ Parameter | win. | yo) | wax | Units [Test Conditions | 


|| 100 | te 
T Noise suppression time 1 LS 
constant at SCL, SDA inputs 
4.7 







KH 


Oe see ee 


a a 

aaa a a 

ae re aes 
 ntbeapdheamonctrcin! 
a a ee 
a a eee 
i ae eee 
ee eee 
eae i ene 


Note: (1) Typical values are for T, = 25°C and nominal supply voltage (5v). 
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Write Cycle Limits 





Symbol Parameter 


twr Write Cycle Time 


Note: (1) Typical values are for T, = 25°C and nominal supply voltage (5v). 


The write cycle time is the time from a valid stop condition 
of a write sequence to the end of the internal erase/ 
program cycle. During the write cycle, the X24C16 bus 
interface circuits are disabled, SDA is allowed to remain 
high, and the device does not respond to its slave address. 


Write Cycle Timing 


8th BIT 





PIN DESCRIPTIONS 


Serial Clock (SCL) 

The SCL input is used to clock all data into and out of the 
device. 

Serial Data (SDA) 


SDA is a bidirectional pin used to transfer data into and out 
of the device. It is an open drain output and may be wire- 
ANDed with any number of open drain or open collector 
outputs. 


Address (Ao, A,, Az) 


The Ag, A; and Az inputs are unused by the X24C16, 
however, they must be tied to Vss to insure proper device 
operation. 


DEVICE OPERATION 


The X24C16 supports a bidirectional bus oriented 
protocol. The protocol defines any device that sends data 
onto the bus as a transmitter, and the receiving device as 


CONDITION 


X24C16 
ADDRESS 


START 
CONDITION 


the receiver. The device controlling the transfer is a master 
and the device being controlled is the slave. The master 
will always initiate data transfers, and provide the clock for 
both transmit and receive operations. Therefore, the 
X24C16 will be considered a slave in all applications. 


Clock and Data Conventions 


Data states on the SDA line can change only during SCL 
LOW. SDA state changes during SCL HIGH are reserved 
for indicating start and stop conditions. Refer to Figures 1 
and 2. 


Start Condition 

All commands are preceded by the start condition, which 
is a HIGH to LOW transition of SDA when SCL is HIGH. 
The X24C16 continuously monitors the SDA and SCL 
lines for the start condition and will not respond to any 
command until this condition has been met. 
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Figure 1: Data Validity 
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Figure 2: Definition of Start and Stop 
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Stop Condition The X24C16 will always respond with an acknowledge 
All communications are terminated by a stop condition, after recognition of a start condition and its slave address. 
which is a LOW to HIGH transition of SDA when SCL is If both the device and a write operation have been se- 
HIGH. The stop condition is also used by the X24C16 to lected, the X24C16 will respond with an acknowledge after 
place the device in the standby power mode. the receipt of each subsequent eight bit word. 

Acknowledge In the read mode the X24C16 will transmit eight bits of 


Acknowledge is a software convention used to indicate data, release the SDA line and monitor the line for an 
successful data transfers. The transmitting device, either acknowledge. If an acknowledge is detected and no stop 
master or slave, will release the bus after transmitting condition is generated by the master, the X24C16 will con- 


eight bits. During the ninth clock cycle the receiver will pull _—‘tinue to transmit data. If an acknowledge is not detected, 

the SDA line LOW to acknowledge that it received the the X24C16 will terminate further data transmissions and 

eight bits of data. Refer to Figure 3. await the stop condition to return to the standby power 
mode. 
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Figure 3: Acknowledge Response From Receiver 
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DEVICE ADDRESSING 


Following a start condition the bus master must output the 
address of the slave it is accessing. The most significant 
four bits of the slave address are the device type identifier 
(see Figure 4). For the X24C16 this is fixed as 1010[B]. 


Figure 4: Slave Address 


DEVICE TYPE 
IDENTIFIER 
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1 1 0 A2 A1 AO R/W 


——— 


PAGE 
ADDRESS 


The next three bits of the slave address field are the page 
select bits. They are used by the master device to select 
which of the eight 256 word pages of memory are to be 
accessed. It should be noted, the protocol limits the size of 
memory to eight pages of 256 words; therefore, the 
protocol can support only one X24C16 per system. 








ACKNOWLEDGE 


The last bit of the slave address defines the operation to 
be performed. When set to one a read operation is se- 
lected, when set to zero a write operation is selected. 


Following the start condition, the X24C16 monitors the 
SDA bus comparing the slave address being transmitted 
with its slave address. Upon a compare the X24C16 out- 
puts an acknowledge on the SDA line. Depending on the 
state of the R/W bit, the X24C16 will execute a read or 
write operation. 


WRITE OPERATIONS 

Byte Write 

For a write operation, the X24C16 requires a second ad- 
dress field. This address field is the word address, com- 
prised of eight bits, providing access to any one of the 256 
words in the selected page of memory. Upon receipt of the 
word address the X24C16 responds with an acknowledge, 
and awaits the next eight bits of data, again responding 
with an acknowledge. The master then terminates the 
transfer by generating a stop condition, at which time the 
X24C16 begins the internal write cycle to the nonvolatile 
memory. While the internal write cycle is in progress the 
X24C16 inputs are disabled, and the device will not 
respond to any requests from the master. Refer to Figure 5 
for the address, acknowledge and data transfer sequence. 
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Figure 5: Byte Write 
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Page Write 

The X24C16 is capable of an eight byte page write opera- 
tion. It is initiated in the same manner as the byte write 
operation, but instead of terminating the write cycle after 
the first data word is transferred, the master can transmit 
up to seven more words. After the receipt of each word, 
the X24C16 will respond with an acknowledge. 


After the receipt of each word, the three low order address 
bits are internally incremented by one. The high order five 
bits of the word address remain constant. If the master 
should transmit more than eight words prior to generating 
the stop condition, the address counter will “roll over” and 
the previously written data will be overwritten. As with the 
byte write operation, all inputs are disabled until comple- 
tion of the internal write cycle. Refer to Figure 6 for the 
address, acknowledge and data transfer sequence. 


Acknowledge Polling 

The disabling of the inputs can be used to take advantage 
of the typical 5ms write cycle time. The bus master can 
continually transmit the slave address and no acknowl- 
edge will be returned if the X24C16 is internally writing to 


Figure 6: Page Write 
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the E?PROM array. As soon as the internal cycle is com- 
plete the X24C16 will respond to its slave address. 


Read Operations 


Read operations are initiated in the same manner as write 
operations with the exception that the R/W bit of the slave 
address is set to a one. There are three basic read opera- 
tions: current address read, random read and sequential 
read. 


Current Address Read 


Internally the X24C16 contains an address counter that 
maintains the address of the last word accessed, incre- 
mented by one. Therefore, if the last access (either a read 
or write) was to address n, the next read operation would 
access data from address n+1. Upon receipt of the slave 
address with R/W set to one, the X24C16 issues an ac- 
knowledge and transmits the eight bit word. The master 
will not acknowledge the transfer but does generate a stop 
condition and the X24C16 discontinues transmission. 
Refer to Figure 7 for the sequence of address, acknowl- 
edge and data transfer. 
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Figure 7: Current Address Read 
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Random Read 


Random read operations allow the master to access any 
memory location in a random manner. Prior to issuing the 
slave address with the R/W bit set to one, the master must 
first perform a “dummy” write operation. The master is- 
sues the start condition, and the slave address followed by 
the word address it is to read. After the word address 
acknowledge, the master immediately reissues the start 
condition and the slave address with the R/W bit set to 
one. This will be followed by an acknowledge from the 
X24C16 and then by the eight bit word. The master will not 
acknowledge the transfer but does generate the stop con- 
dition and the X24C16 discontinues transmission. Refer to 
Figure 8 for the address, acknowledge and data transfer 
sequence. 


Sequential Read 


Sequential reads can be initiated as either a current ad- 
dress read or random access read. The first word is trans- 
mitted as with the other read modes, however, the master 


Figure 8: Random Read 
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now responds with an acknowledge, indicating it requires 
additional data. The X24C16 continues to output data for 
each acknowledge received. The read operation is ter- 
minated by the master not responding with an acknowl- 
edge and generating a stop condition. 


The data output is sequential, with the data from address n 
followed by the data from n+1. The address counter for 
read operations increments all eight word address bits, 
allowing the entire memory contents of the current 256 
word page to be serially read during one operation. If more 
than 256 words are read the counter “rolls over” and the 
X24C16 continues to output data from the same 256 word 
page for each acknowledge received. Refer to Figure 9 for 
the address, acknowledge and data transfer sequence. 
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Figure 9: Sequential Read 
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Figure 10: Typical System Configuration 


RECEIVER 


MASTER SLAVE MASTER 
SLAVE MASTER 
TRANSMITTER/ RECEIVER TRANSMITTER’ | | tRaNSMITTER TRANSMITTER’ 


RECEIVER RECEIVER 





2-52 





X2804A, X2804Al ..............2008. ia gta Se ch acs 3-1 


RESOSAM ees stils pa chakras hag eee eh eotew ee 3-7 
AZBIGA, AZBIGAL: sc eee cet anees ewe tee ew ee anaes 3-13 
AZSIOAM sic trees ene aeme ors RY Oa ied sR eaes 3-19 
ROCIO B ee eioteiciaitacser i a miias ied acnchtn Dar eho Baer edna 3-25 
RAGIOM) oo Siecd wean pred ha Ee gale aaa Hee ale Seca 3-31 
X2864A-20, X2864AIl-20 ... 1. eee 3-33 
X2864A, X2864Al .. 1. ee ee 3-41 
RABOFAN G2 Oe veiw Sey aS Se exis bree aid Ciaran mateee 3-49 
RASCAAI 5 ois nt side shee ao aS alee Sadia awe ans Swe as 3-57 
A2G048 chatter seed ete alort aah eee ed 3-65 
MESOA ascend cis carte tad aete we Sae h O AO e eta 3-71 
RAO COA 55 bane chel y Rae ade Pe ae aS nae ale 3-73 
RAC 290 6 Goch Net aw y ay Pee CNS ee wee Swe 3-75 
KAO C250 kale be ip hb so ae he dee aes ROS 3-81 
ROCIO. Soa COU ei we hed een Mina Rae ee ey ete eg 3-83 





icor 
4K Commercial . X2804A 


Industrial X2804Al 512 x 8 Bit 
Electrically Erasable PROM 








FEATURES DESCRIPTION 

e@ Simple Byte Write Operation The Xicor X2804A is a 512 x 8 E2PROM, fabricated with 
— No High Voltages Necessary the same reliable N-channel floating gate MOS technology 
— Single TTL Level WE Signal Modifies Data used in all Xicor 5 volt programmable nonvolatile 
— Internally Latched Addresses and Data memories. The X2804A features the JEDEC approved 
— Self Timed Write pinout for byte-wide memories, compatible with industry 
— Noise Protected WE Pin standard RAMs, ROMs and EPROMs. 

e JEDEC Approved Pinout for Byte-Wide Xicor E7PROMs are designed and tested for applications 
Memories requiring extended endurance. Refer to Device Operation 

e Reliable N-Channel Floating Gate MOS for further endurance information. Data retention is speci- 
Technology fied to be greater than 100 years. 


Single 5 Volt Supply 

Byte Write Time: 10ms Max. 
Fast Access Time: 250ns Max. 
Low Power Dissipation 

— Active Current: 80mA Max. 
— Standby Current: 50mA Max. 





PIN CONFIGURATION FUNCTIONAL DIAGRAM 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias X2804A 
X2804Al 


—10°C to +85°C 
—65°C to + 135°C 
—65°C to + 150°C 


Storage Temperature 
Voltage on any Pin with 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 


Respect to Ground ................ cece eee ee —1.0V to +7V of this specification is not implied. Exposure to absolute maximum 
D.C. Output Current ............. 0. cee 5 mA rating conditions for extended periods may affect device reliability. 
Lead Temperature (Soldering, 

10 Seconds) 3.0055 Fe eek SIS eae Mies 300°C 


D.C. OPERATING CHARACTERISTICS 


X2804A T, = 0°C to +70°C, Voc = +5V +5%, unless otherwise specified. 
X2804Al Ta = —40°C to +85°C, Voc = +5V +10%, unless otherwise specified. 


X2804A Limits X2804Al Limits 








Test Conditions 


CE = OE = Vi 

All /O’s = Open 
Other Inputs = Voc 
CE = Vin: OE = Vit 
All I/O’s = Open 
Other Inputs = Vcc 
Vin = GND to Voc 


GND to Vcc 








| tu | imputteakage Curent | | 10 | 
| ho | Output Leakage Curent | | 10 | | 10 | HA _| 

Vit Input Low Voltage 
Vw | InputHigh Vottage | 20 Wao +08 22 Neo +rol v | 
Vox | Outputtow votage | | oa | | o4 | V [im=21mA 
Vow | Outputtigh votage | 24 | | 24 | | V | tw=—#00uA 


CAPACITANCE Ty, = 25°C, f = 1.0 MHz, Vcc = 5V 


‘symbol [eat Ma | unt Condon 


Note: (1) This parameter is periodically sampled and not 100% tested. 


Vout = 


<j< 









A.C. CONDITIONS OF TEST 


0 to 3.0 Volts 


Input Pulse Levels 


Input Rise and 
Fall Times 


Input and Output 
Timing Levels 


1.5 Volts 


1 TTL Gate and 


x Standby and High Z Standby 
Write Inhibit 
Write inhibit | | 


Output Load 
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A.C. CHARACTERISTICS 


X2804A Ta = 0°C to +70°C, Veco = +5V +5%, unless otherwise specified. 
X2804Al T, = —40°C to +85°C, Veco = +5V +10%, unless otherwise specified. 


Read Cycle Limits 


X2804A-25 X2804A-35 

X2804Al-25 | X2804Al | X2804Al-35 | X2804AI-45 
eae 
| [300 | [a0 {| | 40/ 


Chip Enable Access Time = | | ie i] | | 

toe [Output Enable Access Time | | 120 | | | |r| _| 

Miz [Chip Enable to OurputinuowZ | wo | || | wo) 
tue | Chip Disable 10 Outputin High Z| 10 | 100 | 10 | 100 | 10 | 100 | 10 | 100 | ns | 
tous [Output Enable to OutputinowZ | so | | so | | so | | so | | ne | 
Output Disable to Output in High Z | 10 | 100 | 10 | to0 | 10 | 100 | 10 | 100 | ns | 
Output Hold from Address Change [20 | | 2] |2{] | 2} | ns | 
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Write Cycle Limits ; 
X2804A-25 X2804A X2804A-35 X2804A-45 
X2804AlI-25 X2804Al X2804AI-35 | X2804Al-45 
Symbol Parameter 
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CE Controlled Write Cycle 
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PIN DESCRIPTIONS 


Addresses (Ao—Ag) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 
The Chip Enable input must be LOW to enable all 


read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data In/Data Out (I/O,-1/0,) 

Data is written to or read from the X2804A through the I/O 
pins. 

Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X2804A. 


DEVICE OPERATION 


READS 


Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITES 


Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X2804A supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. 
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A byte write operation, once initiated, will automatically 
continue to completion, typically within 5ms. In order to 
take advantage of the typical write time as opposed to the 
maximum specified time, the user can poll the X2804A. 
The I/O pins are placed in the high impedance state during 
the internal programming cycle. Once the internal cycle is 
complete, the X2804A may be accessed without any 
limitations. Therefore, the host can poll an address with 
known data (preferably with zeroes), as soon as a com- 
pare is true, the X2804A is ready for another write cycle. 


WRITE PROTECTION 


There are three features that protect the nonvolatile data 

from inadvertent writes. 

® Noise Protection—A WE pulse of less than 20ns will not 
initiate a write cycle. 

® Vcc Sense—All functions are inhibited when Vcc is 
<3v, typically. 

@ Write Inhibit—Holding either OE LOW, WE HIGH or CE 
HIGH during power-on and poweroff, will inhibit 
inadvertent writes. 


ENDURANCE 


Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. The Process average for 
endurance of Xicor E7PROMs is approximately 1/2 million 
cycles, as documented in RR504, the Xicor Reliability Re- 
port on Endurance. \ncluded in that report is a method for 
determining the expected endurance of the device based 
upon the specific application environment. RR504 and ad- 
ditional reliability reports are available from Xicor. 


MASS PROGRAM 


Mass chip program and erase modes may be used to 
accelerate test time when performing tests that require a 
large number of writes, such as device endurance testing. 
Additional information is available, upon request, from 
Xicor regarding these test modes. 
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4K Military X2804AM 512 x 8 Bit 





Electrically Erasable PROM 





FEATURES DESCRIPTION 

e Simple Byte Write Operation The Xicor X2804A is a 512 x 8 E?PROM, fabricated with 
— No High Voltages Necessary the same reliable N-channel floating gate MOS technology 
— Single TTL Level WE Signal Modifies Data used in all Xicor 5 volt programmable nonvolatile 
— Internally Latched Addresses and Data memories. The X2804A features the JEDEC approved 
— Self Timed Write pinout for byte-wide memories, compatible with industry 
— Noise Protected WE Pin standard RAMs, ROMs and EPROMs. 

e JEDEC Approved Pinout for Byte-Wide Xicor E7PROMs are designed and tested for applications 
Memories requiring extended endurance. Refer to Device Operation 

e@ Reliable N-Channel Floating Gate MOS for further endurance information. Data retention is speci- 
Technology fied to be greater than 100 years. 

@ Single 5 Volt Supply 

@ Byte Write Time: 10ms Max. 

e@ Fast Access Time: 300ns Max. 

e Low Power Dissipation 





— Active Current: 100mA Max. 
— Standby Current: 60mA Max. 





PIN CONFIGURATION FUNCTIONAL DIAGRAM 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias ................... —65°C to +135°C 
Storage Temperature ..............-20.005. —65°C to +150°C 
Voltage on any Pin with 

Respect to Ground ...............c cece eee —1.0V to +7V 
D.C. Output Current ........... 0... cece eee eee ee eee 5 mA 
Lead Temperature (Soldering, 

1O:SECONAS) 65.1 ewer see ated orbs ee edie ere aE eats 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may Cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


Ta = —55°C to +125°C, Voc = +5V +10%, unless otherwise specified. 


Parameter 


loc Vcc Current (Active) 


Vec Current (Standby) 


Input Leakage Current 
Output Leakage Current 


I 
I 
V Input High Voltage 

Vo. Output Low Voltage 

Vou Output High Voltage 


{ 
O 
Viv Input Low Voltage 
IH 
{e) 


A.C. CONDITIONS OF TEST 













Test Conditions 
CE = OE = Vit 
All /O’s = Open 
Other Inputs = Vcc 


CE = Vins OE = Vir 
All I/O’s = Open 
Other Inputs = Voc 


Vin = GND to Voc 
Vout = GND to Vcc 


lo. = 2.1 mA 


lou 





[wits [Dw ‘| tive | 


X Standby and High Z Standby 
Write Inhibit 


X2804AM 





A.C. CHARACTERISTICS 
Ta = —55°C to +125°C, Veg = +5V +10%, unless otherwise specified. 
Read Cycle Limits 
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Write Cycle Limits 
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CE Controlled Write Cycle 
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PIN DESCRIPTIONS 


Addresses (A,—Ag) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 

The Chip Enable input must be LOW to enable all 
read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data In/Data Out (1/O,—1/O7) 


Data is written to or read from the X2804A through the I/O 
pins. 


Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X2804A. 


DEVICE OPERATION 


READS 


Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITES 


Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X2804A supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. 
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A byte write operation, once initiated, will automatically 
continue to completion, typically within 5ms. In order to 
take advantage of the typical write time as opposed to the 
maximum specified time, the user can poll the X2804A. 
The I/O pins are placed in the high impedance state during 
the internal programming cycle. Once the internal cycle is 
complete, the X2804A may be accessed without any 
limitations. Therefore, the host can poll an address with 
known data (preferably with zeroes), as soon as a com- 
pare is true, the X2804A is ready for another write cycie. 


WRITE PROTECTION 


There are three features that protect the nonvolatile data 
from inadvertent writes. 

© Noise Protection—A WE pulse of less than 20ns will not 
initiate a write cycle. 

Vcc Sense—All functions are inhibited when Vcc is 
<3v, typically. — 

Write Inhibit—Holding either OE LOW, WE HIGH or CE 
HIGH during power-on and power-off, will inhibit 
inadvertent writes. 


ENDURANCE 


Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. The Process average for 
endurance of Xicor E7PROMs is approximately 1/2 million 
cycles, as documented in RR504, the Xicor Reliability Re- 
port on Endurance. \ncluded in that report is a method for 
determining the expected endurance of the device based 
upon the specific application environment. RR504 and ad- 
ditional reliability reports are available from Xicor. 


MASS PROGRAM 


Mass chip program and erase modes may be used to 
accelerate test time when performing tests that require a 
large number of writes, such as device endurance testing. 
Additional information is available, upon request, from 
Xicor regarding these test modes. 


iCOr 


Commercial X2816A : 
16K Industrial X2816Al 2048 x 8 Bit 


Electrically Erasable PROM 














FEATURES DESCRIPTION 

e Simple Byte Write Operation The Xicor X2816A is a 2K x 8 E2PROM, fabricated with the 
— No High Voltages Necessary same reliable N-channel floating gate MOS technology 
— Single TTL Level WE Signal Modifies Data used in all Xicor 5 volt programmable nonvolatile 
— Internally Latched Addresses and Data memories. The X2816A features the JEDEC approved 
— Self Timed Write pinout for byte-wide memories, compatible with industry 
— Noise Protected WE Pin standard RAMs, ROMs and EPROMs. 

e JEDEC Approved Pinout for Byte-Wide Xicor E7PROMs are designed and tested for applications 
Memories requiring extended endurance. Refer to Device Operation 

@ Reliable N-Channel Floating Gate MOS for further endurance information. Data retention is speci- 
Technology fied to be greater than 100 years. 

e Single 5 Volt Supply 

e Byte Write Time: 10ms Max. 

e Fast Access Time: 250ns Max. 

e Low Power Dissipation 


— Active Current: 110mA Max. 
— Standby Current: 50mA Max. 





PIN CONFIGURATIONS FUNCTIONAL DIAGRAM 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias X2816A ............. —10°C to +85°C 
X2816Al ........... —65°C to +135°C 
Storage Temperature .............-....006- —65°C to +150°C 
Voltage on any Pin with 
Respect to Ground ............0c cece ences —1.0V to +7V 
D.C. Output Current ..........0... eee eee ees 5 mA 
Lead Temperature (Soldering, 
10:Seconds) 242.525 Bates oil oa See ee oats Se 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any. 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


X2816A Ta = 0°C to +70°C, Voc = +5V +5%, unless otherwise specified. 
X2816Al Ta = —40°C to +85°C, Veg = +5V +10%, unless otherwise specified. 


par Parameter 
Voc Current (Active) 


Vec Current (Standby) 


Input Leakage Current 


Output Leakage Current 


Input Low Voltage - 
Input High Voltage 
Output Low Voltage 


lu 
lLo 
Vit 
Vin 
Vor 
OH 


1.0 


X2816A Limits X2816Al Limits 
Test Conditions 
mA 


All 1/O’s = Open 
Other Inputs = Voc 
mA CE = Vies OE = Vir 
All |/O’s = Open 
Other Inputs = Voc 


r 
Peg 
as eer 





Note: (1) This parameter is periodically sampled and not 100% tested. 


A.C. CONDITIONS OF TEST 


Input Pulse Levels 0 to 3.0 Volts 


Fall Times 


Input and Output 
Timing Levels 1.5 Volts 

1 TTL Gate and 
Output Load C, = 100 pe 








MODE SELECTION 







/O 
Twite [Dw | Aatve _| 


Standby and High Z Standby 
Write Inhibit 


X2816A, X2816Al 





A.C. CHARACTERISTICS 


X2816A Ta = —0°C to +70°C, Veco = +5V +5%, unless otherwise specified. 
X2816Al T, = —40°C to +85°C, Voc = +5V +10%, unless otherwise specified. 


Read Cycle Limits 


X2816Al-25 X2816Al X2816AI-35 | X2816AI-45 
end] nome 
ane 450 | 


=o | on ms 
ice [chp Enabie Acsse Tine [fan ooo a [0 Toe 
Fea fares Asena Tne a0 | s00 [ast [oo 
Fen lit ae Accretion | a | 
| | 10 | 
tuz i 










(=) 


Es 

io | p10 | 

"nz [hip Disable to Output in igh 2 | 10 | 100 | 10 | 10 | 10 | 160 | 10 | 160 | ne 
50 


Oo 


Ftowz [OutputEnabia to OupetintowZ [so | [so | so | | so | [re 
tow [Outpt Hot om Address Chango [20 | _ 


Read Cycle 


ADDRESS 


jet ouz 
— | torr <«— <—t 127 


DATA 1/0 OK earavane XXX OK baa vate > 


———_—_§|_§— t,,.———- 


WE 
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X2816A, X2816Al 





Write Cycle Limits 


X2816A-25 X2816A X2816A-35 X2816A-45 
X2816AI-25 X2816Al X2816AI-35 | X2816Al-45 
Parameter Min. | Max. | Min. | Max. | Min. | Max. | min. | Max. | 


Fie [Wits Oot Two | Po] fo) Pi] | me | 
tas laderess Setup Time i wo fp | | P| 0] de | 

Ct Ades Ho Tine | tao eo eso 
Fics [wits seturtine fo | }o| to] |o |} [rs| 
toe [witerotine ——+fo | po] fo] | o} [rs | 
Ftcw | chip Enable o End of Wite np | 160 | [160 | | as | [a0 | | re | 
toes [Outer Ena Setup time | 10 | 0 | | w | | 0 | [ns | 
toen [Outnt Enatie Hod Tine [10 |} | | [| | [ne | 
ue |wite Puse wan aso] veo | |e] am | [ne | 
wen [White Con Recovey + so | fo | fs | | 0 | [re 
tov [Daavarating {ta ~ [a] p+] 1a |os] 
tos [Data Setup time «diva |p wee |e amo | | 
toe [DaiaHodtime ts | pts | Po | de | 


WE Controlled Write Cycle 


















twe 


apDRESS XK KK OKOKER 


<p, s ————> | ~<a 4; ——> | 


SSO Ms SO PLLA 


ae ee 
—_—_—_§|_§{§_twe—_____» x Baw 


<t—— twen 


DATA IN XK Kear vats. >KXXXK KY RX KKO-— 


| <$—_————- ts ——__—__ > ton 


BA OUT SIC a 
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X2816A, X2816Al 





CE Controlled Write Cycle 


two 
ADDRESS SEE ED, 0-050 -6-050-6000°6°074, 
<<. t AS > |< t AH 
<a —_——tow 


i KRAANS 


aa =. 
aa 


= i ncncanl 
7 YZZZ LLL ZZ Z 
pata in XXX ae XXX] [KXXXK 


tos <b 


HIGH Z 





DATA OUT 
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X2816A, X2816AlI 





PIN DESCRIPTIONS 


Addresses (Ap—A10) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 
The Chip Enable input must_be LOW to enable all 


read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data In/Data Out (I/O,.-1/07) 

Data is written to or read from the X2816A through the I/O 
pins. 

Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X2816A. 


DEVICE OPERATION 


READS 


Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITES 


Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X2816A supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. 
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A byte write operation, once initiated, will automatically 
continue to completion, typically within 5ms. In order to 
take advantage of the typical write time as opposed to the 
maximum specified time, the user can poll the X2816A. 
The I/O pins are placed in the high impedance state during 
the internal programming cycle. Once the internal cycle is 
complete, the X2816A may be accessed without any 
limitations. Therefore, the host can poll an address with 
known data (preferably with zeroes), as soon as a com- 
pare is true, the X2816A is ready for another write cycle. 


WRITE PROTECTION 


There are three features that protect the nonvolatile data 
from inadvertent writes. 


© Noise Protection—A WE pulse of less than 20ns will 
not initiate a write cycle. 

®@ Vcc Sense—All functions are inhibited when Vcc is 
=v, typically. 

@ Write Inhibit—Holding either OE LOW, WE HIGH 
or CE HIGH during power-on and power-off, will 
inhibit inadvertent writes. 


ENDURANCE 


Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. The Process average for 
endurance of Xicor E7PROMs is approximately 1/2 million 
cycles, as documented in RR504, the Xicor Reliability Re- 
port on Endurance. \ncluded in that report is a method for 
determining the expected endurance of the device based 
upon the specific application environment. RR504 and ad- 
ditional reliability reports are available from Xicor. 


MASS PROGRAM 


Mass chip program and erase modes may be used to 
accelerate test time when performing tests that require a 
large number of writes, such as device endurance testing. 
Additional information is available, upon request, from 
Xicor regarding these test modes. 


ICOM 





16K Military X2816AM 2048 x 8 Bit 





Electrically Erasable PROM 





FEATURES DESCRIPTION 

e Simple Byte Write Operation The Xicor X2816A is a 2K x 8 E?7PROM, fabricated with the 
— No High Voltages Necessary same reliable N-channel floating gate MOS technology 
— Single TTL Level WE Signal Modifies Data used in all Xicor 5 volt programmable nonvolatile 
— Internally Latched Addresses and Data memories. The X2816A features the JEDEC approved 
— Self Timed Write pinout for byte-wide memories, compatible with industry 
— Noise Protected WE Pin standard RAMs, ROMs and EPROMs. 

e JEDEC Approved Pinout for Byte-Wide Xicor E7PROMs are designed and tested for applications 
Memories requiring extended endurance. Refer to Device Operation 

e@ Reliable N-Channel Floating Gate MOS for further endurance information. Data retention is speci- 
Technology fied to be greater than 100 years. 

e Single 5 Voit Supply 

e Byte Write Time: 10ms Max. 

e@ Fast Access Time: 300ns Max. 

@ Low Power Dissipation 





— Active Current: 140mA Max. 
— Standby Current: 60mA Max. 





PIN CONFIGURATIONS FUNCTIONAL DIAGRAM 


Az NC NC NC Vcc WE NC 
















x 
BUFFERS 
LATCHES 


16,384-BIT 
E? PROM 
ARRAY 









AND 
DECODER 












Ao[ ]6 19 A,-A 
: X2816A ADDRESS 
ie INPUTS 
aC] 8 
vO,L 19 
Y 
vo, [[] 10 
BUFFERS 
WO. (911 1/0; UO2 Vss NC 1/03 1/04/05 LATCHES VO BUFFERS 
AND ANO LATCHES 
es mo DECODER 
CE 
= CONTROL 
PIN NAMES OE LOGIC ¥ 
WE 1109-110, 
Ao-Aio Address Inputs DATA INPUTS/OUTPUTS 
VOo-VOz Data Input/Output Vec O—> 
WE Write Enable Ves O 


Chip Enable 
Output Enable 


+5V 
Ground 
No Connect 
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X2816AM 





ABSOLUTE MAXIMUM RATINGS* *COMMENT 

Temperature Under Bias ................... —65°C to +135°C Stresses above those listed under “Absolute Maximum Ratings” 

Storage Temperature ...................06. -65°C to +150°C may cause permanent damage to the device. This is a stress rating 

Voltage on any Pin with only and the functional operation of the device at these or any 
Respect to Ground ................00. serene —1.0V to +7V other conditions above those indicated in the operational sections 

D.C. Output Current... 0.6... eee eee eee 5mA of this specification is not implied. Exposure to absolute maximum 

Lead Temperature (Soldering, rating conditions for extended periods may affect device reliability. 
10 Seconds) ....... 0. ccc ccc eee eee eee eee ees 300°C 


D.C. OPERATING CHARACTERISTICS 
Ta = —55°C to +125°C, Veco = +5V +10%, unless otherwise specified. 


lee Vec Current (Active) 140 mA CE = OF = Vi 
All VO's = Open 
Other Inputs = Voc 
Voc Current (Standby) mA CE = Vay, OE = Vi 
All /O's = Open 
Other Inputs = Voc 


Tr pat teakage Gamer to pa W = ND Ves 
he | Outpt tatage Curent | toa | Vor = GND Veo | 
Lr i ipleriomee eter | oa 
Wn [tnt high votage «de [vee sto | vp 
Tver [Ouputtow vonage +t ion | eam 
Vou [Outpt righ votage 2a ton = a0 A 


CAPACITANCE T, = 25°C, f = 1.0 MHz, Voc = 5V 


Note: (1) This parameter is periodically sampled and not 100% tested. 

















<i<cj</[< 
















A.C. CONDITIONS OF TEST MODE SELECTION 


Input Rise and 
all Times 
me TH [+ [waite [dw | Aatve_| 
Input and Output ; 
Timing Levels 15: VONS Eacs Sane High Z Standby 
1 TTL Gate and 
Output Load C, = 100 pF 












< 


Pw ne | 
a Pw ine [| 
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X2816AM 





A.C. CHARACTERISTICS 
Ta = —55°C to +125°C, Veco = +5V £10%, unless otherwise specified. 


Read Cycle Limits 
X2816AM X2816AM-35 X2816AM-45 
Parameter 
Read Cycle Time 
Chip Enable Access Time 
HZ 
O 
OH 













iin 
Ee 
tan | Adress Access Time 
toe | Out Enabe access Tmo 
iz | Ghip Erato Outin wz sp wo |p w]e] | 
nz | Ghip Dsabe to Output nigh ‘| 10 

= 


Output Disable to Output in High Z 


Output Hold from Address Change 


a 





Read Cycle 


ADDRESS 


j<e-t HZ 
<_t yz 


pxtatvo OOK brava XX KOK bara vat» 


+ —_ tp, —_———_> 


WE 
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Write Cycle Limits 


X2816AM X2816AM-35 X2816AM-45 
Parameter 


r 
3 
: 


E Controlled Write Cycle 


avpress XK ——~| SSSS~<S IN 
2 SN Line SILI LA 
| 
i a _[E-SSSSSSSJ 
WE aay YSN] 


150 
50 
10 
10 
150 
50 
135 
15 





Cin. 
s 
Po pf | 
aa 
os | 
cal 
Eo 
“a 


ee 
ie 
aes 
ae 


<t——— twen 


VV 
DATA IN KKK arava O>*KXXKX KKH KXIIOO-— 


——_——_—_—— tps-——_——> ton 


HIGH Z 
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X2816AM 





CE Controlled Write Cycle 


ADDRESS 


DATA IN 


DATA OUT 





twe 
SRE EEE COO OOOO 
<+—_\_ tas» |<1#*—— tan 
+ _——-tow 


ZZ | {XNNSNSfSS7 
0 ae i IPRA | OITA 
es Sek ee a XXXK]/[XXKXK 


<= t py > >| <§—— t 


HIGH Z 





X2816AM 





PIN DESCRIPTIONS 


Addresses (A >—Aio) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 
The Chip Enable input must be LOW to enable all 


read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data In/Data Out (1/0,-1/0,) 


Data is written to or read from the X2816A through the I/O 
pins. 


Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X2816A. 


DEVICE OPERATION 


READS 


Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITES 

Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X2816A supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. 


A byte write operation, once initiated, will automatically 
continue to completion, typically within 5ms. In order to 
take advantage of the typical write time as opposed to the 
maximum specified time, the user can poll the X2816A. 
The I/O pins are placed in the high impedance state during 
the internal programming cycle. Once the internal cycle is 
complete, the X2816A may be accessed without any 
limitations. Therefore, the host can poll an address with 
known data (preferably with zeroes), as soon as a com- 
pare is true, the X2816A is ready for another write cycle. 


WRITE PROTECTION 


There are three features that protect the nonvolatile data 

from inadvertent writes. 

® Noise Protection—A WE pulse of less than 20ns will 
not initiate a write cycle. 

® Voc Sense—All functions are inhibited when Vcc is 
<3v, typically. 

®@ Write Inhibit—Holding either OE LOW, WE HIGH 
or CE HIGH during power-on and power-off, will 
inhibit inadvertent writes. 


ENDURANCE 


Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. The Process average for 
endurance of Xicor E7PROMs is approximately 1/2 million 
cycles, as documented in RR504, the Xicor Reliability Re- 
port on Endurance. \ncluded in that report is a method for 
determining the expected endurance of the device based 
upon the specific application environment. RR504 and ad- 
ditional reliability reports are available from Xicor. 


MASS PROGRAM 


Mass chip program and erase modes may be used to 
accelerate test time when performing tests that require a 
large number of writes, such as device endurance testing. 
Additional information is available, upon request, from 
Xicor regarding these test modes. 
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iCor 


16K X2816B 2048 x 8 Bit 


ADVANCED INFORMATION 








Electrically Erasable PROM 





TYPICAL FEATURES DESCRIPTION 
@ 150ns Access Time The Xicor X2816B is a 2K x 8 E7PROM, fabricated with an 
e@ High Performance Advanced NMOS advanced, high performance N-channel floating gate MOS 
Technology technology. Like all Xicor programmable nonvolatile 
e Fast Write Cycle Times memories it is a 5 volt only device. The X2816B features 
— Byte or Page Write Cycle: 2ms Typical the JEDEC approved pinout for byte-wide memories, 
compatible with industry standard RAMs, ROMs and 


— 32 Byte Page Write Operation 











— Complete Memory Rewrite: 128ms EPHOMS: 
— Effective Byte Write Cycle Time of 63s The X2816B supports a 32-byte page write operation, ef- 
e@ DATA Polling fectively providing a 63ys/byte write cycle and enabling 
— Allows User to Minimize Write Cycle Time the entire memory to be written in less than 128ms. The 
® Reduced Power X2816B also features DATA Polling, a system software 
—60mA Active Current support scheme used to indicate the early completion of a 
— 30mA Standby Current wile-<yee. 
e JEDEC Approved Byte-wide Pinout Xicor E7PROMs are designed and tested for applications 
e Direct Replacement for X2816A requiring extended endurance. Data retention is specified 
to be greater than 100 years. 
PIN CONFIGURATIONS FUNCTIONAL DIAGRAM 


Ar NC NC NC Vcc WE NC 
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a AND 
DECODER 


: X2816B : nag pee Ay-Arw 
7 CE Ay Ye] (Ta46 Aro ADDRESS 
Ao Yi} rit CE INPUTS 


Y 
BUFFERS 
LATCHES 


ANDO 
DECODER 


bet fst fel fot fat fot fo 
pel det Bed th pet bet ot WO BUFFERS 
AND LATCHES 














701 1/02 Vss NC 1/03 1/04 /O5 





CONTROL ‘ / 
LOGIC 
1Oo-0 


PIN NAMES : 
DATA INPUTS/OUTPUTS 
Ao—Ato Address Inputs 

VOo-VO, Data Input/Output Vec O77 

WE Write Enable Vss O— 

CE Chip Enable 


OE Output Enable 


Voc +5V 
Vss Ground 
NC No Connect 
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ABSOLUTE MAXIMUM RATINGS* *COMMENT 

Temperature Under Bias X2816B ............. —10°C to +85°C Stresses above those listed under “Absolute Maximum Ratings” 

Storage Temperature ...................02. —65°C to +150°C may cause permanent damage to the device. This is a stress rating 

Voltage on any Pin with only and the functional operation of the device at these or any 
Respect to Ground ............... 0. eee ee eee —1.0V to +7V other conditions above those indicated in the operational sections 

D.C. Output Current ....... 0.0... ee cee eee 5mA of this specification is not implied. Exposure to absolute maximum 

Lead Temperature (Soldering, rating conditions for extended periods may affect device reliability. 
10 Seconds) ......... ccc cece cette eee ees 300°C 


C. OPERATING CHARACTERISTICS 
= 0°C to +70°C, Voc = +5V +10%, unless otherwise specified. 


Vcc Current (Active) CE = OF = Vy 
All 1/O’s = Open 
Other Inputs = Voc 
Voc Current (Standby) 30 CE = Vin, OF = Vi 
All 1/O’s = Open 
Other Inputs = Voc 


vn [input righ votage | 20 | [Veo +10) _v 


_— 





Note: (1) Typical values are for T, = 25°C and nominal supply voltage. 


CAPACITANCE Ta = 25°C, f = 


1.0 MHz, Voc = 5V 


[symbot [teat 


L_Sio® | tnputiOutput Capacitance 
Input Capacitance a 


Note: (2) This parameter is periodically sampled and not 100% tested. 





A.C. CONDITIONS OF TEST 


0 to 3.0 Volts 


1.5 Volts 


1 TTL Gate and 
C, = 100 pF 
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A.C. CHARACTERISTICS 
Ta = —0°C to +70°C, Veg = +5V +10%, unless otherwise specified. 
Read Cycle Limits 


[symbol [Parmer win |e Ute] 
tn [Read Oydotme SiC twos 
tee (Chip enable anes Tine || tg 
Ming |r Aonees Tine) igs 
toe | Outpt Erle Aocess Tine | too 
us | CE Low to aati Outi Ps 
tor | OF Low to Ache Oust’ =| 
te | CE High to High 2 Out Sd 
tows | OE Highto High Z Oupst Sse 
ton [Out Ha From Adress Ghange [+d | «de | 


Note: (1) Typical values are for T, = 25°C and nominal supply voltage. 
















Read Cycle 


ADDRESS ee ee 


<¢——___—_tcoe 


j<g—tiz j~e-tonz 
—_ torz << —— < tyz > 


HIGH Z 
DATA 1/0 SOK para vatio KKK bata vat 


——ta,——_——_- 


Vin 
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X2816B 





Write Cycle Limits 


two | Wie Gye tne 
tne | Aes Setup Tine 
ton | Atos Hold Tine 
ey i 


two i 
tas ; 

tan 

WE High Recovery 

aaa (5 ea Ra AT 


Note: (1) Typical values are for Ta = 25°C and nominal supply voltage. 





E Controlled Write Cycle 


twe 
appResS XK RK OOOOOOOKOXKKXKMKM 
|<¢-———- t 45 ———> |~a--—- t 4 ——>| 


<a t os 


Sik VTL LLL 


LL HK WKAAANANAN 


<t—toes 


SANG 


XXKIOO KXXKY KXXXX— 


<t-———-— tos tou 


HIGH Z 
Sata Out SO 


DATA IN 
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CE Controlled Write Cycle 


two: 


ADDRESS SEE BED, OOOO OOOO 


|< t 4s ———> |<4—$—— tay 
<—4—_—__—___- tow 


cE 


| E Racal 
= aie VZZZLZ LL ZZ ZS 
DATA IN sapaiaaitioraes: KOK eaten «OK KK KK /RKKKK 


<§——__——-t ns: 4— ton 


HIGH Z 
DATA OUT 





Page Mode Write Cycle 


*ADDRESS 


BYTEO BYTE1 BYTE2 BYTE n BYTE n+1 BYTE n+2 


twe 


*The page address, addresses As-A19, must remain the same throughout the page write cycle (tp) w). if a 
page violation occurs, writes to an unknown address could result. 
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PIN DESCRIPTIONS 


Addresses (Ap—A\9) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 

The Chip Enable input must be LOW to enable all 
read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data In/Data Out (I/O,-I/0,) 


Data is written to or read from the X2816B through the I/O 
pins. 


Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X2816B. 


DEVICE OPERATION 


READ 


Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITE 


Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X2816B supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. A 
byte write operation, once initiated, will automatically con- 
tinue to completion, typically within 2ms. 


PAGE WRITE OPERATION 


The page write feature of the X2816B allows the entire 
memory to be written in 128ms. Page write allows two to 
thirty-two bytes of data to be consecutively written to the 
X2816B prior to the commencement of the internal pro- 
gramming cycle. The destination addresses for a page 
write operation must reside on the same page; that is, As 
through A,o must not change. 


The page write mode can be entered during any write 
operation. Following the initial byte write cycle, the host 
can write an additional one to thirty-one bytes in the same 
manner as the first byte was written. Each successive byte 
load cycle, started by the WE HIGH to LOW transition, 
must begin within 100s of the falling edge of the preced- 
ing WE. If a subsequent WE HIGH to LOW transition is 
not detected within 100s the internal automatic program- 
ming cycle will commence. There is no page write window 
limitation. The page write window is infinitely wide so long 
as the host continues to access the device within the byte 
load cycle time of 100us. 


DATA POLLING 


The X2816B features DATA Polling as a method to indi- 
cate to the host system that the byte write or page write 
cycle has completed. DATA Polling allows a simple bit test 
operation to determine the status of the X2816B, eliminat- 
ing additional interrupt inputs or external hardware. During 
the internal programming cycle, any attempt to read the 
last byte written will produce the complement of that data 
on W/O; (i.e., write data = Oxxx xxxx, read data = 1xxx 
Xxxx). Once the programming cycle is complete, |/O7 will 
reflect true data. 


PROGRAMMABLE Vcc SENSE 


All Xicor products have a default Vcc Sense set point. This 
inhibits all device operations during power transitions and 
is typically 3v. The X2816B provides an additional Vcc 
Sense feature that allows the user to program the set point 
at which write operations are disabled. This feature al- 
lows a user to program the sense level in the range of 
+3v to Voc +1v. The set point is nonvolatile and 
reprogrammable. 
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FACT SHEET 


iCOP 








16K 


X2816H 


2048 x 8 Bit 





Electrically Erasable PROM 





TYPICAL FEATURES 
e 45ns Access Time 
e High Performance Advanced NMOS 
Technology 
e Fast Write Cycle Times 
— Byte or Page Write Cycle: 2ms Typical 
— 32 Byte Page Write Operation 
— Complete Memory Rewrite: 128ms 
— Effective Byte Write Cycle Time of 63s 
e@ DATA Polling 
— Allows User to Minimize Write Cycle Time 
e@ Low Power Operation 
— 80mA Active Current 
e JEDEC Approved Byte-wide Pinout 





PIN CONFIGURATIONS 


Ay NC NC NC Vcc WE NC 


6 19 
7 X2816H 


“HY 1/06 





O14 Oz Vss NC O03 1/04 1/05 





PIN NAMES 


Ao-A1o 
VO-V/0, 
WE 

CE 

OE 


Address Inputs 
Data Input/Output 
Write Enable 
Chip Enable 
Output Enable 


+5V 
Ground 
No Connect 





DESCRIPTION 

The Xicor X2816H is a high speed 2K x 8 E?7PROM, fabri- 
cated with Xicor’s advanced, high performance N-channel 
floating gate MOS technology. The X2816H features the 
JEDEC approved pinout for byte-wide memories, compati- 
ble with industry standard RAMs, ROMs and EPROMs. 


The X2816H supports a 32-byte page write operation, ef- 
fectively providing a 63s/byte write cycle and enabling 
the entire memory to be written in less than 128ms. The 
X2816H also features DATA Polling, a system software 
support scheme used to indicate the early completion of a 
write cycle. 





Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. Data retention is specified 
to be greater than 100 years. 


FUNCTIONAL DIAGRAM 
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PIN DESCRIPTIONS 


Addresses (A,—A9) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 


The Chip Enable input must be LOW to enable all 
read/write operations. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data In/Data Out (I/O —-1/0;9) 


Data is written to or read from the X2816H through the I/O 
pins. 


Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X2816H. 


DEVICE OPERATION 


READ 


Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITE 

Write operations are initiated wnen both CE and WE are 
LOW and OE is HIGH. The X2816H supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. A 
byte write operation, once initiated, will automatically con- 
tinue to completion, typically within 2ms. 


PAGE WRITE OPERATION 


The page write feature of the X2816H allows the entire 
memory to be written in 128ms. Page write allows two to 
thirty-two bytes of data to be consecutively written to the 
X2816H prior to the commencement of the internal pro- 
gramming cycle. The destination addresses for a page 
write operation must reside on the same page; that is, As 
through Ai) must not change. 


The page write mode can be entered during any write 
operation. Following the initial byte write cycle, the host 
can write an additional one to thirty-one bytes in the same 
manner as the first byte was written. Each successive byte 
load cycle, started by the WE HIGH to LOW transition, 
must begin within 100ys of the falling edge of the preced- 
ing WE. If a subsequent WE HIGH to LOW transition is 
not detected within 100s the internal automatic program- 
ming cycle will commence. There is no page write window 
limitation. The page write window is infinitely wide, so long 
as the host continues to access the device within the 
100s byte load cycle time. 


DATA POLLING 


The X2816H features DATA Polling as a method to indi- 
cate to the host system that the byte write or page write 
cycle has completed. DATA Polling allows a simple bit test 
operation to determine the status of the X2816H, eliminat- 
ing additional interrupt inputs or external hardware. During 
the internal programming cycle, any attempt to read the 
last byte written will produce the complement of that data 
on I/O, (i.e., write data = Oxxx xxxx, read data = 1xxx 
xXxxx). Once the programming cycle is complete, I/O; will 
reflect true data. 


PROGRAMMABLE Vcc. SENSE 


Ail Xicor products have a default Vcc Sense set point. This 
inhibits all device operations during power transitions and 
is typically 3v. The X2816H provides an additional Voc 
Sense feature that allows the user to program the set point 
at which write operations are disabled. This feature al- 
lows a user to program the sense level in the range of 
+3v to Voc +1v. The set point is nonvolatile and 
reprogrammable. 
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ADVANCED INFORMATION 


iCOr 














Commercial X2864A-20 ‘ 
64K industrial X2864Al-20 8192 x 8 Bit 
Electrically Erasable PROM 

FEATURES DESCRIPTION 


© Simple Byte and Page Write 
— Single TTL Level WE Signal 
— Latched Address and Data 
— Automatic Write Timing 
— DATA Polling Verification 

e Fast Byte Write: 5ms Typical 

@ Automatic Page Write 
— 5ms Typical per page 
— Chip Rewrite in 2.6 sec Typical 
— Effective 300 .sec/Byte 

@ Fast Access Time: 200ns Max. 

@ Single 5 Volt Supply 

e JEDEC Approved Pinout for Byte-Wide 
Memories 





PIN CONFIGURATIONS 


Ary Aiz NC NC Vcc WE NC 


; X2864A 


UO1 WO2z Vss NC 1/03 04 VOs 





Ao~Ai2 Address Inputs 
VO,-V/O, Data Input/Output 
E Write Enable 
Chip Enable 
Output Enable 


+5V 
Ground 
No Connect 








The Xicor X2864A is an 8K x 8 E?PROM, fabricated with 
the same reliable N-channel floating gate MOS technology 
used in all Xicor 5 volt programmable nonvolatile 
memories. The X2864A features the JEDEC approved 
pinout for byte-wide memories, compatible with industry 
standard RAMs, ROMs and EPROMs. 


The X2864A supports a 16-byte page write operation, ef- 
fectively providing a 300,s/byte write and enabling the 
entire memory to be written in less than 2.6 seconds. The 
X2864A also features DATA Polling, a system software 
support scheme used to indicate the early completion of a 
write cycle. 





Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. Refer to Device Operation 
for further endurance information. Data retention is speci- 
fied to be greater than 100 years. 


FUNCTIONAL DIAGRAM 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias X2864A-20 .......... —10°C to +85°C 
X2864AI-20 ........ —65°C to +135°C 
Storage Temperature ..................005. —65°C to + 150°C 
Voltage on any Pin with 
Respect to Ground ............ cece cece eee —1.0V to +7V 
D.C. Output Current ..... 0... cc eee eens 5 mA 
Lead Temperature (Soldering, 
10:Seconds) s:3 sc ads0d sa ase nawet in cchaaalexeease 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may Cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


X2864A-20 Ta = 0°C to +70°C, Voc = +5V +5%, unless otherwise specified. 
X2864AI-20 T, = —40°C to +85°C, Voc = +5V +5%, unless otherwise specified. 






Parameter 
Voc Current (Active) 


Vec Current (Standby) 


Input Leakage Current 


ILo Output Leakage Current 


CAPACITANCE Tp = 25°C, f = 1.0 MHz, Voc = 5V 








Input Low Voltage 
Input High Voltage 
Output Low Voltage 
Output High Voltage 





X2864A-20 Limits |X2864AlI-20 Limits 


ee 











cc Test Conditions 
CE = OF = Vu 
All /O’s = Open 
Other Inputs = Vcc 
CE = Vin, OE = Vit 
All /O’s = Open 
Other Inputs = Vec 


Vin = = GND to Voc 
Vout = GND to Vec, 
CE = Vn 

lo. = 2.1. mA 

lou = —400 pA 


or +0.5 


Input/Output Capacitance 


Vin = OV 





pF 
Input Capacitance eee Saar ae eee 


Note: (1) This parameter is periodically sampled and not 100% tested. 


A.C. CONDITIONS OF TEST 


Input Pulse Levels 0 to 3.0 Volts 


Input Rise and 












Fall Times 


Input and Output 
Timing Levels 1.5 Volts 

1 TTL Gate and 
Output Load C, = 100 pF 


MODE SELECTION 


[ce | OF | We | Mode | v0 Power _| 

pe | tL {| Hw [Read [Dor | Active 

Pe fw [it [wite [on _—(| Aative 
Write Inhibit 

Px [et | x [wate nnn  [  — | — 

x Lx | # [wien [  — | — 






X2864A-20, X2864AI-20 





A.C. CHARACTERISTICS 









X2864A-20 Ta = 0°C to + 70°C, Voc = +5V +5%, unless otherwise specified. 
X2864AI-20 T, = —40°C to +85°C, Vocg = +5V +5%, unless otherwise specified. 
Read Cycle Limits 
X2864A-20 
X2864AlI-20 
i a =. 
Ftc | Read GyieTime —SSC~*d;C*Ci CS 
| tcc | ChipEnable Access Time | 
Tua | Address Access Time TSC 
| toc | Output Enable AccessTime | | 180 
Tz | ChipEnabieto OuputintowZ——=SSC~YSCiOSCdTS 
| tz | Chip Disable to OutputinHighZ | to] 
tour | Output Enable to OulputinowZ——S—S«dYSCiSdYSSCS 
| tow | Output Disable to OutputinHighZ | ts] 
ie OO 


Output Hold from Address Change bn 





Read Cycle 


ADDRESS 


toe 


Vin e [aes See | 


WE 
tonz 
tz 


HIGH Z 
DATAI/O SOK paravane XK KK pana 


tan 
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Byte Write Cycle Limits 


Write Cycle Time Ne dO. ut 

Address Set-Up Time ha ae 

Address Hold Time 
1 





| Max. | units | 
7 he ee fl ee 

i ce et P| 
| WriteSetUpTime | Cts 
| WriteHold Time | ts 
Output Enable Set-Up Time | oto)0COU|tti“‘;;';'t es 
| Output EnableHoldTime | S| | Cts 
| Write Pulse Width =| || ss 
|__Write Control Recovery | SCT Ts 


E Controlled Write Cycie 


t 
t 
t 
t 


10 
10 
00 
10 
10 
150 


wo 
tas 
‘AH 
cS 
tou 
tow 
WP 
tov 





twe 
appress XK KOOKS 


<—— tas ——_—> |< —— tay 


ow Mls SIOOLA 


LLN WKANANANS 


~—a—toes toen 


$$$ twp ——______> 


WAN 


~<t——— twer 


DATAIN KXKKX XXKXY KKXXX— 


————— tos ——— ton 


HIGH Z 
BARA Oe Oe ee 
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CE Controlled Write Cycle 


two: 
ADDRESS CoRR KK OOOO 


|< t 4s ———_> t——— t 444 > 


cE 


SSN NN 


WZZZZZY ZZ ZS 


pata in XXXXXXXXKKN XKXK/[KKXKK 


<¢—_—_— t 1) >————> ~—tpoy 





: HIGH Z 
DATA OUT 





3-37 
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Page Mode Write Cycle Limits 


two Write Cycle Time 
Write Pulse Width 


taic Byte Load Cycle 
tpiw Page Load Width 


Write Pulse Width High 
Note: (2) Typical values are for T, = 25°C and nominal supply voltage. 





Page Mode Write Cycle 


*ADDRESS 


BYTEO BYTE1 BYTE 2 BYTE 13 BYTE 14 BYTE 15 
teiw 


twe 


*The page address, addresses Rag ret remain the same throughout the page write cycle (tp, w). If a 
n 


page violation occurs, writes to an unknown address could result. 
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PIN DESCRIPTIONS 


Addresses (A,—A,2) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 

The Chip Enable input must be LOW to enable all 
read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data In/Data Out (I/O,—I/07) 


Data is written to or read from the X2864A through the 1/O 
pins. 


Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X2864A. 


DEVICE OPERATION 


READS 

Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITES 

Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X2864A supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. A 
byte write operation, once initiated, will automatically con- 
tinue to completion, typically within 5ms. 


PAGE WRITE OPERATION 


The page write feature of the X2864A allows the entire 
memory to be written in 2.6 seconds. Page write allows 
two to sixteen bytes of data to be consecutively written to 
the X2864A prior to the commencement of the internal 
programming cycle. The destination addresses for a page 
write operation must reside on the same page; that is, A, 
through A,2 must not change. 
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The page write mode can be entered during any write 
operation. Following the initial byte write cycle, the host 
can write an additional one to fifteen bytes in the same 
manner as the first byte was written. Each successive byte 
write cycle must begin within 20s of the falling edge of 
WE of the preceding cycle. If a subsequent WE HIGH to 
LOW transition is not detected within 20s the internal 
automatic programming cycle will commence. 


DATA POLLING 


The X2864A features DATA Polling as a method to indi- 
cate to the host system that the byte write or page write 
cycle has completed. DATA Polling allows a simple bit test 
operation to determine the status of the X2864A, eliminat- 
ing additional interrupt inputs or external hardware. During 
the internal programming cycle, any attempt to read the 
last byte written will produce the complement of 
that data on I/O; (i.e., write data = Oxxx xxxx, read data = 
1xxx xxxx). Once the programming cycle is complete, |/O, 
will reflect true data. 


WRITE PROTECTION 


There are three features that protect the nonvolatile data 

from inadvertent writes. 

® Noise Protection—A WE pulse of less than 20ns will 
not initiate a write cycle. 

® Voc Sense—All functions are inhibited when Vcc is 
<3v, typically. _— 

@ Write Inhibit—Holding either OE LOW, WE HIGH or 
CE HIGH during power-on and poweroff, will inhibit 
inadvertent writes. 





ENDURANCE 


Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. The Process average for 
endurance of Xicor E7PROMs is documented in RR504, 
the Xicor Reliability Report on Endurance. |ncluded in that 
report is a method for determining the expected en- 
durance of the device based upon the specific application 
environment. RR504 and additional reliability reports are 
available from Xicor. 


MASS PROGRAM 


Mass chip program and erase modes may be used to 
accelerate test time when performing tests that require a 
large number of writes, such as device endurance testing. 
Additional information is available from Xicor regarding 
these test modes. 








NOTES 
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Commercial X2864A F 
64K industrial X2864Al 8192 x 8 Bit 
Electrically Erasable PROM 

FEATURES DESCRIPTION 


© Simple Byte and Page Write 
— Single TTL Level WE Signal 
— Latched Address and Data 
— Automatic Write Timing 
— DATA Polling Verification 
@ Fast Byte Write: 5ms Typical 
@ Automatic Page Write 
— 5ms Typical per page 





— Chip Rewrite in 2.6 sec Typical 


— Effective 300 .sec/Byte 
e Fast Access Time: 250ns Max. 
e@ Single 5 Volt Supply 


e JEDEC Approved Pinout for Byte-Wide 


Memories 


The Xicor X2864A is an 8K x 8 EPROM, fabricated with 
the same reliable N-channel floating gate MOS technology 
used in all Xicor 5 volt programmable nonvolatile mem- 
ories. The X2864A features the JEDEC approved pinout 
for byte-wide memories, compatible with industry standard 
RAMs, ROMs and EPROMs. 


The X2864A supports a 16-byte page write operation, ef- 
fectively providing a 300ys/byte write and enabling the 
entire memory to be written in less than 2.6 seconds. The 
X2864A also features DATA Polling, a system software 
support scheme used to indicate the early completion of a 
write cycle. 





Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. Refer to Device Operation 
for further endurance information. Data retention is speci- 
fied to be greater than 100 years. 





PIN CONFIGURATIONS 





Ao—Aj2 Address Inputs 
VO g-V/07 Data Input/Output 
E Write Enable 
Chip Enable 
Output Enable 


+5V 
Ground 
No Connect 





A7 As2 NC NC Vcc WE NC 


es eo ee pery ce 


Rad bed bes fob bed bee be 





4/01 1/02 Vss NC 1/03 1/04 1/05 


FUNCTIONAL DIAGRAM 
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ABSOLUTE MAXIMUM RATINGS* *COMMENT 
Temperature Under Bias X2864A ............. —10°C to +85°C Stresses above those listed under “Absolute Maximum Ratings” 
X2864Al ........... —65°C to + 135°C may Cause permanent damage to the device. This is a stress rating 
Storage Temperature ............... cece —65°C to +150°C only and the functional operation of the device at these or any 
Voltage on any Pin with other conditions above those indicated in the operational sections 
Respect to Ground ........-.......0..e seus -1.0V to +7V of this specification is not implied. Exposure to absolute maximum 
D.C. Output Current ......... 2... cee eee eee eee 5mA rating conditions for extended periods may affect device reliability. 
Lead Temperature (Soldering, 
10 Seconds) ...... 0... cece cece eee tenes 300°C 


D.C. OPERATING CHARACTERISTICS 


X2864A Ta = 0°C to +70°C, Voc = +5V +5%, unless otherwise specified. 
X2864Al T, = —40°C to +85°C, Voc = +5V +5%, unless otherwise specified. 
All /O’s = Open 


it | pao a | a 
loc Voc Current (Active) 140 mA 
ie i cal ial Other Inputs = Voc 
Vial Unaecrancanale I Hh A Bo 
Other Inputs = Voc 
| =1.0 | 
| 20 | 










tos Input Leakage Current 
Ito Output Leakage Current 


[va | tpt tow vonage | 10 | oa 
Tor] Output Low votage | | 







lo. = 2.1 MA 
lou = —400 pA 









Note: (1) This parameter is periodically sampled and not 100% tested. 


A.C. CONDITIONS OF TEST MODE SELECTION 


Input Pulse Levels 0 to 3.0 Volts | vo ——|- Power 


Fall Times 


ane [Dy | Active 
nput and Output ; 

Timing Levels 1.5 Volts teadhy ard High Z Standby 
Output Load 1 c Bee ar 
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A.C. CHARACTERISTICS 

X2864A Ta, = 0°C to +70°C, Voc = +5V +5%, unless otherwise specified. 
X2864Al T, = —40°C to +85°C, Veco = +5V +5%, unless otherwise specified. 
Read Cycle Limits 


X2864A-25 X2864A X2864A-35 | X2864A- - 
X2864AI-25 | X2864Al | X2864AI-35 | X2864Al-4 
Parameter Min. | Max. | in | Max. es 


Pin. [Max |Win, 
inc [Read GycieTime + aso | | oo] foo] [ao] | 
tux [Address Access Time | | 260 | | soo [| oso | | 80 | 
Px [Omen ess Tne [feo [en [Peo | 
uz [Chip Enable to Ouputinuow2 [wo [wl] twl [wl] 
Pie etn debe ic Ouitn nz | 10 | wo | v0 | | v0 | we | w | 
Pies [Output Enable tw OupstintowZ | 10 | [| [w} [| | 
our | Output Disable o Outputin High Z| 10 | 60 | 10 | eo [10 | 60 | 10 | 100 | 
Pion [Output Hold rom Address Chango | 20 | | 2 | la} [a] | 





Read Cycle 


ADDRESS 


tonz 
<i t47 


HIGH Z 
DATA I/O XK paravate KX KKK oara vat > 


<t——$§ tag 
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Byte Write Cycle Limits 


Write Cycle Time 
Address Set-Up Time 


Write Set-Up Time 


Address Hold Time 


2 


WE Controlled Write Cycle 





two 
appResSs XT KKK KKK KOE 


<¢—_—— t 4s ———> |< ——_ f 4, —> 


SATAN, me FOG ILA 


CL WKAAAANAG 


~<t—toes toen 


—_——_——twe-—_______» 


YJ 
[ee pais 
KXKKOK evan KX KK KX KKK 


——<—_<_—_—— tos-——_---—> tou 


DATA IN 


DATA OUT xKXK>-—-__-_-_________ s$ 
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CE Controlled Write Cycle 


two 
ADDRESS KR KKK KKK KK) 


<g> | <4 tay, 


{XNASAVfSNS7 


LS LITA OIA 


pata in XXXXXXXXXXXN XKKK/[RXXXK 


<j ———— t ps >| ton 





DATA OUT — 
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Page Mode Write Cycle Limits 


[Parameter id] 
a 
wits Puse wath ——SOsC=~“‘*‘*“‘dCSSCdESCCidCS 
ee 
eee 












t 


wc 
twe 


terw Page Load Width 


tweu Write Pulse Width High 
Note: (2) Typical values are for T, = 25°C and nominal supply voltage. 





Page Mode Write Cycle 


*ADDRESS 


BYTEO BYTE1 BYTE 2 BYTE 13 BYTE 14 BYTE 15 
tow 


twe 


*The page address, addresses Ag—A,9, must remain the same throughout the page write cycle (tp, yw). Ifa 
page violation occurs, writes to an unknown address could result. 
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PIN DESCRIPTIONS 


Addresses (Ay—Aj2) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 

The Chip Enable input must be LOW to enable all read/ 
write operations. When CE is HIGH, power consumption 
is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data In/Data Out (I/O,—I/0,) 


Data is written to or read from the X2864A through the I/O 
pins. 


Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X2864A. 


DEVICE OPERATION 


READS 

Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITES 


Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X2864A supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. A 
byte write operation, once initiated, will automatically con- 
tinue to completion, typically within 5ms. 


PAGE WRITE OPERATION 


The page write feature of the X2864A allows the entire 
memory to be written in 2.6 seconds. Page write allows 
two to sixteen bytes of data to be consecutively written to 
the X2864A prior to the commencement of the internal 
programming cycle. The destination addresses for a page 
write operation must reside on the same page; that is, A, 
through A;2 must not change. 
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The page write mode can be entered during any write 
operation. Following the initial byte write cycle, the host 
can write an additional one to fifteen bytes in the same 
manner as the first byte was written. Each successive byte 
write cycle must begin within 20s of the falling edge of 
WE of the preceding cycle. If a subsequent WE HIGH to 
LOW transition is not detected within 20ys the internal 
automatic programming cycle will commence. 


DATA POLLING 


The X2864A features DATA Polling as a method to indi- 
cate to the host system that the byte write or page write 
cycle has completed. DATA Polling allows a simple bit test 
operation to determine the status of the X2864A, eliminat- 
ing additional interrupt inputs or external hardware. During 
the internal programming cycle, any attempt to read the 
last byte written will produce the complement of that data 
on I/O; (i.e., write data = Oxxx xxxx, read data = 1xxx 
XXxxx). Once the programming cycle is complete, |/O;7 will 
reflect true data. 


WRITE PROTECTION 


There are three features that protect the nonvolatile data 

from inadvertent writes. 

® Noise Protection—A WE pulse of less than 20ns will 
not initiate a write cycle. 

® Vcc Sense—All functions are inhibited when Vec is 
<8v, typically. 

@ Write Inhibit—Holding either OE LOW, WE HIGH or 
CE HIGH during power-on and power-off, will inhibit 
inadvertent writes. 





ENDURANCE 


Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. The Process average for 
endurance of Xicor E7PROMs is documented in RR504, 
the Xicor Reliability Report on Endurance. included in that 
report is a method for determining the expected en- 
durance of the device based upon the specific application 
environment. RR504 and additional reliability reports are 
available from Xicor. 


MASS PROGRAM 


Mass chip program and erase modes may be used to 
accelerate test time when performing tests that require a 
large number of writes, such as device endurance testing. 
Additional information is available from Xicor regarding 
these test modes. 








NOTES 
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ADVANCED INFORMATION 


ICOM 








64K Military 


X2864AM-25 


8192 x 8 Bit 





Electrically Erasable PROM 





FEATURES 

@ Simple Byte and Page Write 

— Single TTL Level WE Signal 
— Latched Address and Data 

— Automatic Write Timing 

— DATA Polling Verification 

Fast Byte Write: 5ms Typical 
Automatic Page Write 

— 5ms Typical per page 

— Chip Rewrite in 2.6 sec Typical 
— Effective 300 .sec/Byte 

Fast Access Time: 250ns Max. 
Single 5 Volt Supply 

JEDEC Approved Pinout for Byte-Wide 
Memories 





PIN CONFIGURATIONS 


Ar Aiz NC NC Vcc WE NC 


f4r 334 42 


H : 
H H 
Bed bus beef 


| ia SE ae Se ins 
1 ft fot 


WO; 1/02 Vss INC 1/03 104 1/05 





Address Inputs 
VOo-VO7 Data Input/Output 
E Write Enable 
Chip Enable 
Output Enable 


+5V 
Ground 
No Connect 








DESCRIPTION 

The Xicor X2864A is an 8K x 8 E7PROM, fabricated with 
the same reliable N-channel floating gate MOS technology 
used in all Xicor 5 volt programmable nonvolatile 
memories. The X2864A features the JEDEC approved 
pinout for byte-wide memories, compatible with industry 
standard RAMs, ROMs and EPROMs. 


The X2864A supports a 16-byte page write operation, ef- 
fectively providing a 300ys/byte write and enabling the 
entire memory to be written in less than 2.6 seconds. The 
X2864A also features DATA Polling, a system software 
support scheme used to indicate the early completion of a 
write cycle. 





Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. Refer to Device Operation 
for further endurance information. Data retention is speci- 
fied to be greater than 100 years. 


FUNCTIONAL DIAGRAM 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias ................... —65°C to +135°C 
Storage Temperature .................0000. —65°C to +150°C 
Voltage on any Pin with 

Respect to Ground .............0cc cece eens —1.0V to +7V 
D.C. Output Current ....... 0. ccc eee eee ees 5mA 
Lead Temperature (Soldering, 

10 Seconds): «ise scs cae sniw 20) aedents oe ee ed ea are ee ae 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


Ta = —55°C to +125°C, Voc = +5V +5%, unless otherwise specified. 





Voc Current (Active) 
Vec Current (Standby) 


Output Leakage Current 


Input Low Voltage —1.0 
Input High Voltage 
Output Low Voltage 








Input/Output Capacitance 


[10 | a 


oy a 
— 
Tia | pat csatage Gonee | 
td 
ners 
[20 
ee 


Pos 
[Outpt igh Votage | 2a 








Test Conditions 


CE cal OE = Vit 

All I/O’s = Open 
Other Inputs = Vcc 
CE = Vin: OE = Vit 
All I/O’s = Open 
Other Inputs = Voc 
Vin = GND to Voc 


Vout = GND to Vcc; 
CE =Vin 


lot = 2.1 MA 
lon = —400 pA 


140 mA 









Input Capacitance 


Note: (1) This parameter is periodically sampled and not 100% tested. 


A.C. CONDITIONS OF TEST 


ing tov 
Bes 












OE 
se 


| xX | H | Write Inhibit 


MODE SELECTION 











fread [Oar [Pate 


Read 


Standby 


Xx Standby and High Z 
Write Inhibit 


V0 
Write Inhibit = | 
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A.C. CHARACTERISTICS 
Ta = —55°C to +125°C, Voc = +5V +5%, unless otherwise specified. 


Read Cycle Limits 


[symbol | SSP arameter —CdSCm | a | t 
a TO 
tee [Chip Enable Aoooss Tne Sidi 
te | Aeros Aoooss Time ——SSSSC*iESSCSC*dtCa ts 
toe | Output Enabio Aacess Tine ——SSSC~dCSCSSCSC*dSC tte 
iz | Chip Enable tw Ouputintow2 sd) Cdr 
Te [hip Disable to Outpt in igh2——S~d—Sito te 
tour | Output Enable to OutputintowZ do ide 
tone | Output sabe to Oubutin ghz ito) |e 
ton [Output Hot tom Adress Change deo dt 











Read Cycle 


ADDRESS 


CE 


WE 
tonz 
tz 
HIGH Z 
CX —sCDATAVALID sD Se DATA VALID 


DATA 1/0 
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Byte Write Cycle Limits 


' Write Cycle Time 
Address Set-Up Time 1 












[Symbol | vin] 

ee 

ees | 

we Adress Hold Timed 

ion [Wit Hodtine ———SSCSCSC~—~SC~iC 

iow [hip Enable to End of wits nt ———SS=dY 

ices | Oulput nate Setuptime —————SSC*dYSCt 
eee 3 

; 

C0 | 

a 

3 


Fie | Wte Puke wath id 
: 
[bata Hod Tine ——SSCSC=~“‘~“‘*~*éidSCi 


WE Controlled Write Cycle 


1 
Output Enable Hold Time ae it 
1 


| 


two 
appRess XK KKK) 


<—_—— t as ——> |< ——- tg} —— > 


SN ml SILI LA 


LL KAAANAAN 


~—¢— toes toen 


——_§_§_—__——- twp —________» TSN 


—————— twey 


DATA IN KXKKX XK KX KKO— 


<+—_————— tps -—~___> tou 


DATA OUT OX - —*—>——______—__——— 
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CE Controlled Write Cycle 


two 
ADDRESS SE ED 00-0500. 0065656054 
<¢—_—— t 45 > |< —__—_t ‘AH 
<—_—_—__—_-tcw 


cae 


= mend 
<= eae VZZZZZ{ZZZ~ 


DATA IN XX) eS Se CC oaravanio KX KKK KXK 


tos———>| <—$ I py, 





DATA OUT nen 
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Page Mode Write Cycle Limits 


[Symbol | _Parameter | Min. | Typ? | Max. | Units | 
| twc | Write CycleTime TL Tt 
| twe | Write Pulse width| tc | ts 
| tec | Byteload cyte TT Ts 
| tow | PageLoadwieth | ts 
| twen | Write Pulse widtnHigh | sf | ts 


Note: (2) Typical values are for T, = 25°C and nominal supply voltage. 














Page Mode Write Cycle 


*ADDRESS 


BYTEO BYTE1 BYTE 2 BYTE 13 BYTE 14 BYTE 15 
teiw 


two 


“The page address, addresses Ag-A,5, must remain the same throughout the page write cycle (tp; w). ff a 
page violation occurs, writes to an unknown address could result. 
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PIN DESCRIPTIONS 


Addresses (A,—A,2) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 
The Chip Enable input must be LOW to enable all 


read/write Operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


_ Data In/Data Out (I/O 9-1/0,) 


Data is written to or read from the X2864A through the 1/O 
pins. 


Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X2864A. 


DEVICE OPERATION 


READS 


Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITES 


Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X2864A supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. A 
byte write operation, once initiated, will automatically con- 
tinue to completion, typically within 5ms. 


PAGE WRITE OPERATION 


The page write feature of the X2864A allows the entire 
memory to be written in 2.6 seconds. Page write allows 
two to sixteen bytes of data to be consecutively written to 
the X2864A prior to the commencement of the internal 
programming cycle. The destination addresses for a page 
write operation must reside on the same page; that is, A, 
through A,2 must not change. 
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The page write mode can be entered during any write 
operation. Following the initial byte write cycle, the host 
can write an additional one to fifteen bytes in the same 
manner as the first byte was written. Each successive byte 
write cycle must begin within 20us of the falling edge of 
WE of the preceding cycle. If a subsequent WE HIGH to 
LOW transition is not detected within 20us the internal 
automatic programming cycle will commence. 


DATA POLLING 


The X2864A features DATA Polling as a method to indi- 
cate to the host system that the byte write or page write 
cycle has completed. DATA Polling allows a simple bit test 
operation to determine the status of the X2864<A, eliminat- 
ing additional interrupt inputs or external hardware. During 
the internal programming cycle, any attempt to read the 
last byte written will produce the complement of 
that data on I/O; (i.e., write data = Oxxx xxxx, read data = 
1xxx xxxx). Once the programming cycle is complete, I/O, 
will reflect true data. 


WRITE PROTECTION 


There are three features that protect the nonvolatile data 
from inadvertent writes. 


© Noise Protection—A WE pulse of less than 20ns will 
not initiate a write cycle. 

® Vcc Sense—All functions are inhibited when Vcc is 
<8v, typically. =o 

@ Write Inhibit—Holding either OE LOW, WE HIGH or 
CE HIGH during power-on and power-off, will inhibit 
inadvertent writes. 





ENDURANCE 


Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. The Process average for 
endurance of Xicor E7PROMs is documented in RR504, 
the Xicor Reliability Report on Endurance. \Included in that 
report is a method for determining the expected en- 
durance of the device based upon the specific application 
environment. RR504 and additional reliability reports are 
available from Xicor. 


MASS PROGRAM 


Mass chip program and erase modes may be used to 
accelerate test time when performing tests that require a 
large number of writes, such as device endurance testing. 
Additional information is available from Xicor regarding 
these test modes. 








NOTES 
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ICOM 





64K Military X2864AM 8192 x 8 Bit 





Electrically Erasable PROM 











FEATURES DESCRIPTION 
e Simple Byte and Page Write The Xicor X2864A is an 8K x 8 E?PROM, fabricated with 
— Single TTL Level WE Signal the same reliable N-channel floating gate MOS technology 
— Latched Address and Data used in all Xicor 5 volt programmable nonvolatile mem- 
— Automatic Write Timing ories. The X2864A features the JEDEC approved pinout 
— DATA Polling Verification for byte-wide memories, compatible with industry standard 
© Fast Byte Write: 5ms Typical RAMs, ROMs and EPROMs. 
: pica 
e Automatic Page Write The X2864A supports a 16-byte page write operation, ef- 
— 5ms Typical per page fectively providing a 300ys/byte write and enabling the 
— Chip Rewrite in 2.6 sec Typical entire memory to be written in less than 2.6 seconds. The 
— Effective 300 ,sec/Byte X2864A also features DATA Polling, a system software 
e Fast Access Time: 300ns Max. support scheme used to indicate the early completion of a 
© Single 5 Volt Supply WES Cyee: 
e JEDEC Approved Pinout for Byte-Wide Xicor E7PROMs are designed and tested for applications 
Memories requiring extended endurance. Refer to Device Operation 
for further endurance information. Data retention is speci- 
fied to be greater than 100 years. 
PIN CONFIGURATIONS FUNCTIONAL DIAGRAM 


Ay Ayz NC NC Vcc WE NC 
Pete tot tel fad teat foot loot 
(Pep EE PE ee ey Bs 
i] 
{ 










































As [BUA x 
As "HCAs BUFFERS 65,536-BIT 
As PHP An LATCHES E2PROM 
As rad ne AND ARRAY 
oc cs Agaks DECODER 
zs = ADDRESS 
A 24 Ato 
i cada INPUTS 
NC WOr Y 
pe um TATOnEs VO BUFFERS 
AND AND LATCHES 
U0; O02 Veg NC 1/03 1/04 1/05 DECODER 
cE CONTROL 
x= LOGIC —_—— 
PIN NAMES OE AND /O9-1/07 
WE TIMING DATA INPUTS/OUTPUTS 
Address Inputs Veo O—> 
VO o-VO,7 Data Input/Output Vs 0 


Write Enable 
E Chip Enabie 
OE Output Enable 


Voc +5V 
Vss Ground 
NC No Connect 








3-57 May 1985 





X2864AM 





ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias ................... —65°C to +135°C 
Storage Temperature .................-005. -65°C to + 150°C 
Voltage on any Pin with 

Respect to Ground .................00e eee —1.0V to +7V 
D.C. Output Current ...... 0... ccc ene eee 5 mA 
Lead Temperature (Soldering, 

10:Seconds)i <5. oe. s che seh oem alt ose eleaulysae seas a5 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


Ta = —55°C to +125°C, Veg = +5V +5%, unless otherwise specified. 











Vcc Current (Active) 


Voc Current (Standby) 


Input Leakage Current 


Vou 


140 mA CE =OEFE=V 
All /O’s = Open 
Other Inputs = Voc 
70 mA CE = Vins OE = Vit 
All /O’s = Open 
Other Inputs = Voc 
ln | Input Leakage Current =| =| to | A 
CE = Vin 
input Low Voltage Se a ee ee ee eee 


[Outpt high Votage | aa a0 


Output Low Voltage ee a. 





Vin = GND to Voc 









< 





< 









Note: (1) This parameter is periodically sampled and not 100% tested. 


A.C. CONDITIONS OF TEST 


Input Pulse Levels 0 to 3.0 Volts 


Input Rise and 


Fall Times ae neee 


1.5 Volts 


1 TTL Gate and 
C,_ = 100 pF 


Input and Output 


Timing Leveis 


Output Load 


MODE SELECTION 


| WE | Mode =| v0‘ Power | 

i [write ~([Dy —‘| Active _| 
Write Inhibit 

[Write init =| — | 


Write Inhibit 
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A.C. CHARACTERISTICS 
Ta = —55°C to +125°C, Voc = +5V +5%, unless otherwise specified. 


Read Cycle Limits 


X2864AM X2864AM-35 X2864AM-45 
Parameter 


| Min. 
3 
eae 
eed 












| tos | Output Enable Access Time | 
| ton | 


300 


Chip Enable to Output in Low Z 
Chip Disable to Output in High Z 
Output Enable to Output in Low Z 


Output Disable to Output in High Z 


Output Hold from Address Change 


0 





| Min. | Max. | Min | Max. | 
| 360 | | 40 | ns 
| | a50 || 450 | ns 
| | 50 | | 450 | ns 
a ee 
ee eee ee ee 
08a 
ae ae ee 
| to | go | to | 100 | ns | 
| 20 | ff ao | ts 


00 
10 
10 
10 
10 
20 





: 





Read Cycle 


ADDRESS 


CE 


Vin eee 


WE 
tonz 
<———t ,7—> 
HIGH Z = —a- 
DATA 1/0 SOK Bava —_KXSOK IO BAA vate 
<_———. 


tan 





3-59 





X2864AM 





Byte Write Cycle Limits 


symbol [Parameter id 









| Min. | Max. 
two | a a a 
Las | es a Pees 
ten | ae re eer ee, 
[ics | _Wrtesetuptime | ts 
ee eee ee ee 
Rete Chip Enable to End of Write Input | 100d fti(‘;;*é‘is 
| toss | ! as ee 
| toc I es paar 
es as eee 
et ae 
inet 
LOO | 


two 10 
tas 10 
tax 
tes 
tox 
iy 5 

r 
r 
z 
a SN il 


E Controlled Write Cycle 





twe 
ADDRESS XK KK KKK ARKNKY 


<3 —— t ag ——_——> | ~<a ———— 9; ——> 


SUR Sale as SHILA 


LLH KAAAAAN 


~t—toes toeH 


+ ——_—_—_|_—— t wp_-—_—_______» 


WAN 


<t———— tween 


\/ 
DATA IN OOOO CAXKKN RXXXX- 


<—_—_- tos > ton 


HIGH Z 
DATA OUT OO 
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CE Controlled Write Cycle 


twe 


appress — Xd) SSC KX XXXXXXXXKXXK 


<A\§_— tgs ——_ > |—_$_t , 


KANN 


p= ee 
oo aaa 


a Rmmancel 
aes MES 0 SMA OTL 
pata in XD ee XROK_paravaio KX XK KI [XKXKKK 


-<¢——— t pg ——_> |] <4#—- ty, 





DATA OUT =a 
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Page Mode Write Cycle Limits 


fsynbol | ___ Parameter 
Write Cycle Time 
| twe _| Write Pulse Width 


taic Byte Load Cycle 
Page Load Width 
Write Pulse Width High 50 


Note: (2) Typical values are for T, = 25°C and nominal supply voltage. 





Page Mode Write Cycle 


*ADDRESS 


BYTEO BYTE1 BYTE2 BYTE 13 BYTE 14 BYTE 15 
toiw 


twe 


*The page address, addresses ey Hg Fa remain the same throughout the page write cycle (tp, w). If a 
n 


page violation occurs, writes to an unknown address could result. 
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PIN DESCRIPTIONS 


Addresses (A,—Aj;>) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 

The Chip Enable input must be LOW to enable all 
read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data In/Data Out (I/O,—1/07) 


Data is written to or read from the X2864A through the I/O 
pins. 


Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X2864A. 


DEVICE OPERATION 


READS 


Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line contro! architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITES 

Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X2864A supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. A 
byte write operation, once initiated, will automatically con- 
tinue to completion, typically within 5ms. 


PAGE WRITE OPERATION 

The page write feature of the X2864A allows the entire 
memory to be written in 2.6 seconds. Page write allows 
two to sixteen bytes of data to be consecutively written to 
the X2864A prior to the commencement of the internal 
programming cycle. The destination addresses for a page 
write operation must reside on the same page; that is, A, 
through A,2 must not change. 


The page write mode can be entered during any write 
operation. Following the initial byte write cycle, the host 
can write an additional one to fifteen bytes in the same 
manner as the first byte was written. Each successive byte 
write cycle must begin within 20us of the falling edge of 
WE of the preceding cycle. If a subsequent WE HIGH to 
LOW transition is not detected within 20us the internal 
automatic programming cycle will commence. 


DATA POLLING 


The X2864A features DATA Polling as a method to indi- 
cate to the host system that the byte write or page write 
cycle has completed. DATA Polling allows a simple bit test 
operation to determine the status of the X2864A, eliminat- 
ing additional interrupt inputs or external hardware. During 
the internal programming cycle, any attempt to read the 
last byte written will produce the complement of 
that data on I/O; (i.e., write data = Oxxx xxxx, read data = 
1xxx xxxx). Once the programming cycle is complete, I/O7 
will reflect true data. 


WRITE PROTECTION 


There are three features that protect the nonvolatile data 
from inadvertent writes. 


@ Noise Protection—A WE pulse of less than 20ns will 
not initiate a write cycle. 

® Vcc Sense—All functions are inhibited when Vcc is 
<3v, typically. oe a 

@ Write Inhibit—Holding either OE LOW, WE HIGH or 
CE HIGH during power-on and power-off, will inhibit 
inadvertent writes. 





ENDURANCE 


Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. The Process average for 
endurance of Xicor E7PROMs is documented in RR504, 
the Xicor Reliability Report on Endurance. \ncluded in that 
report is a method for determining the expected en- 
durance of the device based upon the specific application 
environment. RR504 and additional reliability reports are 
available from Xicor. 


MASS PROGRAM 


Mass chip program and erase modes may be used to 
accelerate test time when performing tests that require a 
large number of writes, such as device endurance testing. 
Additional information is available from Xicor regarding 
these test modes. 








NOTES 
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ADVANCED INFORMATION 


ICOM 








64K Commercial 


X2864B 


8192 x 8 Bit 





Electrically Erasable PROM 





TYPICAL FEATURES 

e 150ns Access Time 

@ High Performance Scaled NMOS Technology 
@ Fast Write Cycle Times 

— Byte or Page Write Cycle: 2ms Typical 

— 32 Byte Page Write Operation 

— Complete Memory Rewrite: 500ms 

— Effective Byte Write Cycle Time of 63s 
DATA Polling 

— Allows User to Minimize Write Cycle Time 
Reduced Power 

— 80mA Active Current 

— 30mA Standby Current 

JEDEC Approved Byte-wide Pinout 





PIN CONFIGURATIONS 


A7 Aiz2 NC NC Vcc WE NC 


mao SMA NAN 












“yor 
7 f 
14 
: 









- rea ren ren peg 
3 f 
H 
H5t tet S78 
‘ 


pr ee ee ia fa 
I1SE UE B73 TBE 19y 420; 
iW tA AE EAE TA 




















01 O02 Vss'NC 1/03 1/04 I/Os 





PIN NAMES 


Ao-Ai 2 
VOo-V/0, 


Address Inputs 
Data Input/Output 
Write Enable 
Chip Enable 
Output Enable 


+5V 
Ground 
No Connect 





DESCRIPTION 

The Xicor X2864B is an 8K x 8 E?PROM, fabricated with 
an advanced, high performance N-channel floating gate 
MOS technology. Like all Xicor programmable nonvolatile 
memories it is a 5 volt only device. The X2864B features 
the JEDEC approved pinout for byte-wide memories, com- 
patible with industry standard RAMs, ROMs and 
EPROMs. 


The X2864B supports a 32-byte page write operation, ef- 
fectively providing a 63ys/byte write cycle and enabling 
the entire memory to be written in less than 500ms. The 
X2864B also features DATA Polling, a system software 
support scheme used to indicate the early completion of a 
write cycle. 





Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. Data retention is specified 
to be greater than 100 years. 


FUNCTIONAL DIAGRAM 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias X2864B ............. —10°C to +85°C 
Storage Temperature ............-.....2005- —65°C to + 150°C 
Voltage on any Pin with 

Respect to Ground ................ es eee eee —1.0V to +7V 
D.C. Output Current ........0.. 0... cece e eee eee 5 mA 
Lead Temperature (Soldering, 

10:S@conds) 1.5.6.6 cs be Ee oe eae eae ooo eae oes 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


Ta = 0°C to +70°C, Veco = +5V +10%, unless otherwise specified. 


Symbol Parameter 
Vec Current (Active) 


Limits 


iis 
iin. Ty. Mas 


Test Conditions ~ 


mA CE = OE = Vir 
All 1/O’s = Open 
Other Inputs = Vcc 


Voc Current (Standby) 30 mA | CE = Vin, OF = Vi 
All /O’s = Open 
Other Inputs = Voc 


phi | input Leakage Current, | | | tw _ | Viv = GND t0 Vor 


[Output Leakage Current | | | 10 |_| 
fee 


Vour = GND to Voc, CE =Viy 


ve [put Low votags [10 | «d= 


esa 

1.0 
van [Input igh Votege 
aed 
Vox [Output High Votage [a4 


V 
aa 
a : 


Note: (1) Typical values are for Ta = 25°C and nominal supply voltage. 


CAPACITANCE Ta = 25°C, f = 1.0 MHz, Voc = 5V 





A.C. CONDITIONS OF TEST 


Input and Output 
1 TTL Gate and 














0 Power | 
L[wite [oy | Ave | 


/0 
X Standby and High Z Standby 
Write Inhibit 


H_— | Write Inhibit = 4 
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A.C. CHARACTERISTICS 
Ta = —0°C to +70°C, Voc = +5V +10%, unless otherwise specified. 
Read Cycle Limits 


[symbol | —iParameter 
Mtoe [Output nab Accoes Tino 
ue CE High to igh 2 Outpt ————*t 
ton [Output Hold From Adress Change | 


Note: (1) Typical values are for Ts = 25°C and nominal supply voltage. 





Read Cycle 


ADDRESS 


WE 


et onz 
— | torz ~~<— <a—t 4,7 —>| 


DATA I/O COOK paravauns KKK owas > 


<< ,,——_—__ > 
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Write Cycle Limits 


two Write Cycle Time 

tas Address Set-up Time 

tan Address Hold Time 

tes Write Set-up Time 

ton Write Hold Time 
tow i 
tov 
tox 


Note: (1) Typical values are for T, = 25°C and nominal supply voltage. 





WE Controlled Write Cycle 


twe 
appResS XK KOK) 


tas ———> |< ——_ tay: 


\ANS 


tcs—>> 


my IOLA 


LLY WAAAAANS 


t-—toes 
ep wi 
DATA In XXKXKK eae wat KX KKK RX KKXY— 


<i————— tos ton 


BAA: SCN 


WAN 
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CE Controlled Write Cycle 


two 
ADDRESS SE EE, 0-0-0000 0-00°0°6504 
gt 4g ——_—_—-> |< ‘AH F 


cE KAAN 


<t—— twer 
~<t— toes—> <> 


LZR a {XASANY/SSN7 
~ gee irnae! CH 


DaTAIN XXX XXX XK ox 


ZS 
G——_——tns M—toy 


HIGH Z 
DATA OUT 





Page Mode Write Cycle 


*ADDRESS PX XX KX 


BYTEO BYTE1 BYTE 2 BYTE n BYTE n+1 BYTE n+2 


two 


*The page address, addresses A5~A;9, must remain the same throughout the page write cycle (tp, yw). if a 
page violation occurs, writes to an unknown address could result. 
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PIN DESCRIPTIONS 


Addresses (Ay—A,2) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 

The Chip Enable input must be LOW to enable all 
read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data in/Data Out (I/O,-I/07) 


Data is written to or read from the X2864B through the I/O 
pins. 


Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X2864B. 


DEVICE OPERATION 


READ 


Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITE 


Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X2864B supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. A 
byte write operation, once initiated, will automatically con- 
tinue to completion, typically within 2ms. 


PAGE WRITE OPERATION 


The page write feature of the X2864B allows the entire 
memory to be written in 500ms. Page write allows two to 
thirty-two bytes of data to be consecutively written to the 
X2864B prior to the commencement of the internal pro- 
gramming cycle. The destination addresses for a page 


write operation must reside on the same page; that is, As 
through A,>2 must not change. 


The page write mode can be entered during any write 
operation. Following the initial byte write cycle, the host 
can write an additional one to thirty-one bytes in the same 
manner as the first byte was written. Each successive byte 
load cycle, started by the WE HIGH to LOW transition, 
must begin within 100s of the falling edge of the preced- 
ing WE. If a subsequent WE HIGH to LOW transition is 
not detected within 100s the internal automatic program- 
ming cycle will commence. There is no page write window 
limitation. The page write window is infinitely wide so long 
as the host continues to access the device within the byte 
load cycle time of 100ys. 


DATA POLLING 


The X2864B features DATA Polling as a method to indi- 
cate to the host system that the byte write or page write 
cycle has completed. DATA Polling allows a simple bit test 
operation to determine the status of the X2864B, eliminat- 
ing additional interrupt inputs or external hardware. During 
the internal programming cycle, any attempt to read the 
last byte written will produce the complement of that data 
on I/O; (i.e., write data = Oxxx xxxx, read data = 1xxx 
XXXX). Once the programming cycle is complete, 1/07 will 
reflect true data. 


WRITE PROTECTION 


There are four features that protect the nonvolatile data 
from inadvertent writes. 


@ Noise Protection—A WE pulse of less than 20ns will not 
initiate a write cycle. 

® Voc Sense—All functions are inhibited when Vec is 
<3v, typically. _ es, —_ 

@ Write Inhibit—Holding either OE LOW, WE HIGH or CE 
HIGH during power-on and power-off, will inhibit 
inadvertent writes. 

@ Programmable Vcc Sense—All Xicor products 
have a default Vcc Sense set point. This inhibits all 
device operations during power transitions and is 
typically 3v. The X2864B provides an additional Voc 
Sense feature that allows the user to program the set 
point at which write operations are disabled. This 
feature allows a user to program the sense level in the 
range of +3v to Voc +1v. The set point is nonvolatile 
and reprogrammable. 
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FACT SHEET 


ICO 








64K 


X2864H 


8192 x 8 Bit 





Electrically Erasable PROM 





TYPICAL FEATURES 

e 45ns Access Time 

@ High Performance Scaled NMOS Technology 
e Fast Write Cycle Times 

— Byte or Page Write Cycle: 2ms Typical 

— 32 Byte Page Write Operation 

— Complete Memory Rewrite: 500ms Typical 
— Effective Byte Write Cycle Time of 63,.s 
DATA Polling 

— Allows User to Minimize Write Cycle Time 
100mA Active Current 

JEDEC Approved Byte-wide Pinout 





PIN CONFIGURATIONS 


Az Ai2 NC NC Vcc WE NC 


X2864H 
8 2t 





WO; Oz Vss NC 1/03 1/04 1/05 





PIN NAMES 


Ao-Ai2 
VOo-VO, 
WE 

CE 

OE 


Address Inputs 
Data Input/Output 
Write Enable 
Chip Enable 
Output Enabie 


+5V 
Ground 
No Connect 
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DESCRIPTION 

The Xicor X2864H is a high speed 8K x 8 EPROM, fabri- 
cated with Xicor’s proprietary, high performance, 
N-channel floating gate MOS technology. The X2864H 
features the JEDEC approved pinout for byte-wide 
memories, compatible with industry standard RAMs, 
ROMs and EPROMs. 


The X2864H supports a 32-byte page write operation, ef- 
fectively providing a 63us/byte write cycle and enabling 
the entire memory to be written in less than 500ms. The 
X2864H also features DATA Polling, a system software 
support scheme used to indicate the early completion of a 
write cycle. 





Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. Data retention is specified 
to be greater than 100 years. 


FUNCTIONAL DIAGRAM 
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PIN DESCRIPTIONS 


Addresses (Ayp-A,2) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 

The Chip Enable input must be LOW to enable all 
read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data In/Data Out (1/O,-1/O7) 


Data is written to or read from the X2864H through the I/O 
pins. 


Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X2864H. 


DEVICE OPERATION 


READ 


Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITE 


Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X2864H supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. A 
byte write operation, once initiated, will automatically con- 
tinue to completion, typically within 2ms. 


PAGE WRITE OPERATION 


The page write feature of the X2864H allows the entire 
memory to be written in 500ms. Page write allows two to 
thirty-two bytes of data to be consecutively written to the 
X2864H prior to the commencement of the internal pro- 
gramming cycle. The destination addresses for a page 


write operation must reside on the same page; that is, As 
through A,2 must not change. 


The page write mode can be entered during any write 
operation. Following the initial byte write cycle, the host 
can write an additional one to thirty-one bytes in the same 
manner as the first byte was written. Each successive byte 
load cycle, started by the WE HIGH to LOW transition, 
must begin within 100s of the falling edge of the preced- 
ing WE. If a subsequent WE HIGH to LOW transition is 
not detected within 100s the internal automatic program- 
ming cycle will commence. There is no page write window 
limitation. Effectively the page write window is infinitely 
wide, so long as the host continues to access the device 
within the 100s byte load cycle time. 


DATA POLLING 


The X2864H features DATA Polling as a method to indi- 
cate to the host system that the byte write or page write 
cycle has completed. DATA Polling allows a simple bit test 
operation to determine the status of the X2864H, eliminat- 
ing additional interrupt inputs or external hardware. During 
the internal programming cycle, any attempt to read the 
last byte written will produce the complement of that data 
on W/O; {i.e., write data = Oxxx xxxx, read data = 1xxx 
Xxxx). Once the programming cycle is complete, 1/O7 will 
reflect true data. 


WRITE PROTECTION 


There are four features that protect the nonvolatile data 
from inadvertent writes. 


@ Noise Protection—A WE pulse of less than 15ns will not 
initiate a write cycle. 

® Voc Sense—All functions are inhibited when Vcc is 
<3v, typically. au 

@ Write Inhibit—Holding OE LOW, WE HIGH or CE HIGH 
during power-on and power-off, will inhibit inadvertent 
writes. 

e@ Programmable Vcc Sense—Aill Xicor products have a 
default Vcc Sense set point. This inhibits all device 
operations during power transitions and is typically 3v. 
The X2864H provides an additional Vcc Sense feature 
that allows the user to program the set point at which 
write operations are disabled. This feature al- 
lows a user to program the sense level in the range of 
+3v to Voc +1v. The set point is nonvolatile and 
reprogrammable. 
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FACT SHEET 


icor 








64K 


X28C64 


8192 x 8 Bit 





Electrically Erasable PROM 





TYPICAL FEATURES 
e 150ns Access Time 
e@ Low Power CMOS Technology 
— 60mA Active Current 
—— 75.A Standby Current 
@ Advance High Performance CMOS 
e Fast Write Cycle Times 
— Byte or Page Write Cycle: 2ms Typical 
— 32 Byte Page Write Operation 
— Complete Memory Rewrite: 500ms 
— Effective Byte Write Cycle Time of 63s 
e DATA Polling 
— Allows User to Minimize Write Cycle Time 
e JEDEC Approved Byte-wide Pinout 


DESCRIPTION 

The Xicor X28C64 is an 8K x 8 E?7PROM, fabricated with 
Xicor’s proprietary high performance CMOS process, 
providing high speed operation with low power consump- 
tion. The X28C64 features the JEDEC approved pinout for 
byte-wide memories, compatible with industry standard 
RAMs, ROMs and EPROMs. 


The X28C64 supports a 32-byte page write operation, 
effectively providing a 63ys/byte write cycle and enabling 
the entire memory to be written in less than 500ms. The 
X28C64 also features DATA Polling, a system software 
support scheme used to indicate the early completion of a 
write cycle. 





Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. Data retention is speci- 
fied to be greater than 100 years. 





PIN CONFIGURATIONS 


Az As2 A1a NC Voc WE A13 


yop 
pal isi 





WO; O02 Vss NC 1/03 1/04 Os 





PIN NAMES 


Ao-A; 2 
VOo-V/O, 
WE 


Address Inputs 
Data Input/Output 
WE Write Enable 
CE Chip Enable 
Output Enable 


Voc +5V 
Ground 
“No Connect 





FUNCTIONAL DIAGRAM 
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PIN DESCRIPTIONS 


Addresses (Ap—A,2) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 

The Chip Enable input must be LOW to enable all 
read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data In/Data Out (1/O,-1/07) 


Data is written to or read from the X28C64 through the I/O 
pins. 


Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X28C64. 


_ DEVICE OPERATION 


READ 


Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITE 


Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X28C64 supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. A 
byte write operation, once initiated, will automatically con- 
tinue to completion, typically within 2ms. 


PAGE WRITE OPERATION 


The page write feature of the X28C64 allows the entire 
memory to be written in 500ms. Page write allows two to 
thirty-two bytes of data to be consecutively written to the 
X28C64 prior to the commencement of the internal pro- 
gramming cycle. The destination addresses for a page 
write operation must reside on the same page; that is, As 
through A;2 must not change. 


The page write mode can be entered during any write 
operation. Following the initial byte write cycle, the host 
can write an additional one to thirty-one bytes in the same 
manner as the first byte was written. Each successive byte 
load cycle, started by the WE HIGH to LOW transition, 
must begin within 100s of the falling edge of the preced- 
ing WE. If a subsequent WE HIGH to LOW transition is 
not detected within 100s the internal automatic program- 
ming cycle will commence. There is no page write window 
limitation. The page write window is infinitely wide, so long 
as the host continues to access the device within the byte 
load cycle time of 100ps. 


DATA POLLING 


The X28C64 features DATA Polling as a method to indi- 
cate to the host system that the byte write or page write 
cycle has completed. DATA Polling allows a simple bit test 
operation to determine the status of the X28C64, eliminat- 
ing additional interrupt inputs or external hardware. During 
the internal programming cycle, any attempt to read the 
last byte written will produce the complement of that data 
on W/O; (i.e., write data = Oxxx xxxx, read data = 1xxx 
Xxxx). Once the programming cycle is complete, I/O; will 
reflect true data. 


PROGRAMMABLE Vcc SENSE 


All Xicor products have a default Voc Sense set point. This 
inhibits all device operations during power transitions and 
is typically 3v. The X28C64 provides an additional Voc 
Sense feature that allows the user to program the set point 
at which write operations are disabled. This feature al- 
lows a user to program the sense level in the range of 
+3v to Veco +1v. The set point is nonvolatile and 
reprogrammable. 
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ADVANCED INFORMATION 


icor 








256K 


X28256 


32K x 8 Bit 





Electrically Erasable PROM 





TYPICAL FEATURES 

@ 150ns Access Time 

e High Performance Advanced NMOS 
Technology 

Fast Write Cycle Times 

— Byte or Page Write Cycle: 2ms Typical 
— 64 Byte Page Write Operation 

— Complete Memory Rewrite: 1 sec 

— Effective Byte Write Cycle Time of 311s 
Software Write Protection 

DATA Polling 

— Allows User to Minimize Write Cycle Time 
Reduced Power 

— 100mA Active Current 

— 50mA Standby Current 

JEDEC Approved Byte-wide Pinout 





PIN CONFIGURATIONS 


Ar Az Ara NC Voc WE Ara 







As 
As 
An 
NC 
OE 
7 22 me 

X28256 rut CE 
1.220 VO7 
VO6 


O14 1/02 Vsg NC 1/03 1/04 1/05 


PIN NAMES 


Address Inputs 
Data Input/Output 
Write Enable 
Chip Enable 
Output Enable 
+5V 

Ground 

No Connect 


VOo-VO, 
WE 
CE 
OE 
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DESCRIPTION 


The Xicor X28256 is a 32K x 8 E7PROM, fabricated with 
Xicor’s proprietary, high performance, N-channel floating 
gate MOS technology. Like all Xicor programmable non- 
volatile memories the X28256 is a 5 volt only device. The 
X28256 features the JEDEC approved pinout for byte- 
wide memories, compatible with industry standard RAMs, 
ROMs and EPROMs. 


The X28256 supports a 64-byte page write operation, ef- 
fectively providing a 31us/byte write cycle and enabling 
the entire memory to be written in less than 1 second. The 
X28256 also features DATA Polling, a system software 
support scheme used to indicate the early completion of a 
write cycle. In addition, the X28256 includes a unique soft- 
ware write protect scheme that further enhances Xicor’s 
hardware write protect capability. 





Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. Data retention is specified 
to be greater than 100 years. 


FUNCTIONAL DIAGRAM 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias X28256 ............. —10°C to +85°C 
Storage Temperature ................000 00. —65°C to +150°C 
Voltage on any Pin with 

Respect to Ground .............. cece cerns —1.0V to +7V 
D.C. Output Current ...... 0.0... cece e es 5 mA 
Lead Temperature (Soldering, 

10 Seconds). occ cass ection eent bore aw ed teaee ans 300°C 


D.C. OPERATING CHARACTERISTICS 


*COMMENT 


Stresses above those listed under “Absolute Maximum Ratings” 
may cause permanent damage to the device. This is a stress rating 
only and the functional operation of the device at these or any 
other conditions above those indicated in the operational sections 
of this specification is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device reliability. 


Ta = —0°C to +70°C, Veco = +5V +5%, unless otherwise specified. 


Parameter 


Voc Current (Active) 
ame Vcc Current (Standby) 


Vo 


L Output Low Voltage 
Output High Voltage 


50 mA | CE = Vi, OE = Vit 
All !/O’s = Open 
Other Inputs = Voc 


a eee eae 


Test Conditions 


mA CE _ OE _ Vir 
All |/O’s = Open 
Other Inputs = Voc 


lo. = 2.1 mA 


lou = —400 mA 


Note: (1) Typical values are for T, = 25°C and nominal supply voitage. 


CAPACITANCE T, = 25°C, f = 1.0 MHz, Voc = 5V 
Test 





A.C. CONDITIONS OF TEST 


cae 












Write Inhibit 
Write Inhibit 
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A.C. CHARACTERISTICS 
T, = —0°C to +70°C, Veco = +5V +5%, unless otherwise specified. 


Read Cycle Limits 


tac Read Cycle Time 

toe Chip Enable Access Time 

taa Address Access Time 

toe Output Enable Access Time 
tiz i 
tuz 
OH 


7 


Note: (1) Typical values are for T, = 25°C and nominal supply voltage. 





Read Cycle 


ADDRESS 


j<a—tiz j<etouz 
— | torr ~<«— et 47> 


DATA 1/0 OK prawn KKK ota vat > 


6—$—$$$— t , ,. ——_—_———_ > 


WE 
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X28256 





Write Cycle Limits 


Note: (1) Typical vaiues are for Ta = 25°C and nominal supply voltage. 


thes OE High Set-up Time 





WE Controlled Write Cycle 


two 
ADDRESS XK TOK KKK KKK RKRKKMKXM 
<¢———— t 45 ———> |< t gp) ——> 


<—tes—> 


XS Mal COILS 


LL WKAAAANAT 


~a-—toes toen 


—————_ twp —_____> 


WAY 


<t-—— twen 


DATA IN KXKKOK era vatio —>KX KKK XXX 


———_—_— tps > tou 


HIGH Z 
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CE Controlled Write Cycle 


two: 


ADDRESS Ss ED 0-0-0°0°0.0.06.6-6-0-0% 
<< t , ——_»>|~<4—___1,,, 
<+—_§——\£§_ tow 


cE 


=a: Rican 
=) aaa YZZZZZI{[ZZZ~ 
DATA IN eS ee [XXXXX 


j~G———-ts — ton 


HIGH Z 
DATA OUT 





Page Mode Write Cycle 


*ADDRESS 


BYTEO BYTE1 BYTE 2 BYTE n BYTE n+1 BYTE n+2 


two 


*The page address, addresses Ag-A,4, must remain the same throughout the page write cycle (tp, w). If a 
page violation occurs, writes to an unknown address could result. 





3-79 


X28256 





PIN DESCRIPTIONS 


Addresses (A,—A,,) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 

The Chip Enable input must_be LOW to enable all 
read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data In/Data Out (I/O,-1/07) 


Data is written to or read from the X28256 through the I/O 
pins. 


Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X28256. 


DEVICE OPERATION 


READS 


Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITES 


Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X28256 supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. A 
byte write operation, once initiated, will automatically con- 
tinue to completion, typicaily within 5ms. 


PAGE WRITE OPERATION 


The page write feature of the X28256 allows the entire 
memory to be written in 1 second. Page write allows two to 
sixty-four bytes of data to be consecutively written to the 
X28256 prior to the commencement of the internal pro- 
gramming cycle. The destination addresses for a page 
write operation must reside on the same page; that is, Ag 
through A,, must not change. 

The page write mode can be entered during any write 
operation. Following the initial byte write cycle, the host 
can write an additional one to sixty-three bytes in the same 
manner as the first byte was written. Each successive byte 
load cycle, started by the WE HIGH to LOW transition, 


must begin within 100s of the falling edge of the preced- 
ing WE. If a subsequent WE HIGH to LOW transition is 
not detected within 100s, the internal automatic program- 
ming cycle will commence. There is no page write window 
limitation. Effectively the page write window is infinitely 
wide, so long as the host continues to access the device 
within the byte load cycle time of 100s. 


DATA POLLING 


The X28256 features DATA Polling as a method to indi- 
cate to the host system that the byte write or page write 
cycle has completed. DATA Polling allows a simple bit test 
operation to determine the status of the X28256, eliminat- 
ing additional interrupt inputs or external hardware. During 
the internal programming cycle, any attempt to read the 
last byte written will produce the complement of that data 
on I/O; (i.e., write data = Oxxx xxxx, read data = 1xxx 
Xxxx). Once the programming cycle is complete, 1/07 will 
reflect true data. 


SOFTWARE WRITE PROTECT 


Software write protection provides certain options to the 
designer in selecting the level of protection required by the 
application. In the default mode the device is accessible 
(once Vcc is stable) at all times, the write protection fea- 
ture is transparent. Protection can be enabled at anytime 
by performing a short (three byte write operation) software 
algorithm. Once enabied, the system is allowed to perform 
one write operation, either a single byte write or page write 
operation. At the conclusion of the write cycle the X28256 
will disable any further write operations until the device is 
reenabled through the software algorithm. If a total 
memory rewrite is necessary, the protection mode can be 
exited allowing unrestrained write access to the X28256. 


HARDWARE WRITE PROTECTION 


The X28256 provides four additional hardware features 

that protect nonvolatile data from inadvertent writes. 

@ Noise Protection—A WE pulse less than 20ns will not 
initiate a write cycle. 

® Voc Sense—All functions are inhibited when Voc is 
<3v, typically. 

®@ Write Inhibit—Holding either OE LOW, WE HIGH, or 
CE HIGH will prevent an inadvertent write cycle during 
power-on and power-off, maintaining data integrity. 

@ Programmable Vcc Sense—All Xicor products have a 
default Voc Sense set point. This inhibits all device 
operations during power transitions and is typically 3v. 
The X28256 provides an additional Vcc Sense feature 
that allows the user to program the set point at which 
write operations are disabled. This feature allows a user 
to program the sense level in the range of +3v to Vcc 
+1v. The set point is nonvolatile and reprogrammable. 
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FACT SHEET 


ICOM 








256K 


X28C256 


32K x 8 Bit 





Electrically Erasable PROM 





TYPICAL FEATURES 
e 150ns Access Time 
e@ LOW Power CMOS 
— 80mA Active Current 
— 100A Standby Current 
@ High Performance 
e Fast Write Cycle Times 
— Byte or Page Write Cycle: 2ms Typical 
— 64 Byte Page Write Operation 
-—- Complete Memory Rewrite: 1 sec Typical 
— Effective Byte Write Cycle Time of 31s 
e Software Write Protection 
@ DATA Polling 
— Allows User to Minimize Write Cycle Time 
e JEDEC Approved Byte-wide Pinout 


PIN CONFIGURATIONS 


Az Ai2 Ata NC Vcc WE Ais 





WO1 UO2 Vss NC 1/03 1/04 1/05 





Address Inputs 
Data Input/Output 
Write Enable 
Chip Enable 
Output Enable 
+5V 


Ground 
‘No Connect 





DESCRIPTION 


The Xicor X28C256 is a 32K x 8 E7PROM, fabricated with 
Xicor’s proprietary, high performance, floating gate CMOS 
technology. Like all Xicor programmable nonvolatile 
memories the X28C256 is a 5 volt only device. The 
X28C256 features the JEDEC approved pinout for byte- 
wide memories, compatible with industry standard RAMs, 
ROMs and EPROMs. 


The X28C256 supports a 64-byte page write operation, 
effectively providing a 31s/byte write cycle and enabling 
the entire memory to be written in less than 1 second. The 
X28C256 also features DATA Polling, a system software 
support scheme used to indicate the early completion of a 
write cycle. In addition, the X28C256 includes a software 
write protect scheme that further enhances Xicor’s hard- 
ware write protect capability. 





Xicor E7PROMs are designed and tested for applications 
requiring extended endurance. Data retention is specified 
to be greater than 100 years. 


FUNCTIONAL DIAGRAM 
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X28C256 





PIN DESCRIPTIONS 


Addresses (Ap—A,,) 


The Address inputs select an 8-bit memory location during 
a read or write operation. 


Chip Enable (CE) 

The Chip Enable input must be LOW to enable all 
read/write operations. When CE is HIGH, power con- 
sumption is reduced. 


Output Enable (OE) 


The Output Enable input controls the data output buffers 
and is used to initiate read operations. 


Data In/Data Out (I/O,-1/0;) 


Data is written to or read from the X28C256 through the 
/O pins. 


Write Enable (WE) 


The Write Enable input controls the writing of data to the 
X28C256. 


DEVICE OPERATION 


READ 

Read operations are initiated by both OE and CE LOW. 
The read operation is terminated by either CE or OE 
returning HIGH. This 2-line control architecture eliminates 
bus contention in a system environment. The data bus will 
be in a high impedance state when either OE or CE is 
HIGH. 


WRITE 


Write operations are initiated when both CE and WE are 
LOW and OE is HIGH. The X28C256 supports both a CE 
and WE controlled write cycle. That is, the address is 
latched by the falling edge of either CE or WE, whichever 
occurs last. Similarly, the data is latched internally by the 
rising edge of either CE or WE, whichever occurs first. A 
byte write operation, once initiated, will automatically con- 
tinue to completion, typically within 5ms. 


PAGE WRITE OPERATION 


The page write feature of the X28C256 allows the entire 
memory to typically be written in 1 second. Page write 
allows one to sixty-four bytes of data to be consecutively 
written to the X28C256 prior to the commencement of the 
internal programming cycle. The destination addresses for 
a page write operation must reside on the same page; that 
is, Ag through A,4 must not change. 


The page write mode can be entered during any write 
operation. Following the initial byte write cycle, the host 
can write an additional one to sixty-three bytes in the same 
manner as the first byte was written. Each successive byte 
load cycle, started by the WE HIGH to LOW transition, 
must begin within 100s of the falling edge of the preced- 
ing WE. If a subsequent WE HIGH to LOW transition is 
not detected within 100s, the internal automatic program- 
ming cycle will commence. There is no page write window 
limitation. The page write window is infinitely wide, so long 
as the host continues to access the device within the byte 
load cycle time of 100s. 


DATA POLLING 


The X28C256 features DATA Polling as a method to indi- 
cate to the host system that the byte write or page write 
cycle has completed. DATA Polling allows a simple bit test 
operation to determine the status of the X28C256, 
eliminating additional interrupt inputs or external hard- 
ware. During the internal programming cycle, any attempt 
to read the last byte written will produce the complement of 
that data on I/O; (i.e., write data = Oxxx xxxx, read data = 
1Xxx xxxx). Once the programming cycle is complete, !/O7 
will reflect true data. 


SOFTWARE WRITE PROTECT 


Software write protection provides certain options to the 
designer in selecting the level of protection required by the 
application. In the default mode the device is accessible 
(once Vcc is stable) at all times and the write protection 
feature is transparent. Protection can be enabled at 
anytime by performing a short (three byte write operation) 
software algorithm. Once enabled, the system is allowed 
to perform one write operation, either a single byte write or 
page write operation. At the conclusion of the write cycle 
the X28C256 will disable any further write operations until 
the device is reenabled through the software aigorithm. Ifa 
total memory rewrite is necessary, the protection mode 
can be exited allowing unrestrained write access to the 
X28C256. 


PROGRAMMABLE Vcc SENSE 


All Xicor products have a default Vcc Sense set point. This 
inhibits all device operations during power transitions and 
is typically 3v. The X28C256 provides an additional Voc 
Sense feature that allows the user to program the set point 
at which write operations are disabled. This feature al- 
lows a user to program the sense level in the range of 
+3v to Voc +1v. The set point is nonvolatile and 
reprogrammable. 
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FACT SHEET 
16K X2616 2048 x 8 Bit 
Electrically Erasable PROM 
High Speed Bipolar PROM Replacement 
TYPICAL FEATURES DESCRIPTION 
e@ 45ns Access Time The Xicor X2616 is a very high speed 2K x 8 E2PROM. It is 
e Reprogrammable Bipolar PROM fabricated with Xicor's proprietary, high performance, 
Replacement N-channel floating gate MOS technology. The X2616 
e High Performace NMOS Technology features the industry standard bipolar PROM pinout. 
@ Low Power — Xicor E2PROMs are designed and tested for applications 
— 80mA Active Current requiring extended endurance. Data retention is specified 
e JEDEC Approved 2K x 8 Bipolar PROM to be greater than 100 years. 
Pinout 
PIN CONFIGURATION FUNCTIONAL DIAGRAM 
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X2616 





PIN DESCRIPTIONS 


Addresses (Ap—Ajo) 

The address inputs select an 8-bit memory location during 
a read operation. 

Chip Selects (CS,, CS., CS.) 

CS, must be LOW and both CS. and CS3 must be HIGH 
to enable a read operation. 

DATA (D o-~D-) 

Data is read from the X2616 on the Data pins. 


DEVICE OPERATION 


After programming, stored information is read on outputs 
D,-D7 by applying binary addresses to Ap—Ajo and hold- 


ing CS, LOW and CS, and CS, HIGH. All other input 
combinations on the Chip Select inputs place the Data 
lines in the high impedance state. 


DEVICE PROGRAMMING 


The X2616 is an E7PROM allowing it to be reprogrammed. 
There are no fuseable links to be blown, therefore the 
programming operation is similar to a standard E7PROM 
write operation. Reprogramming operations are initiated 
by selecting the memory location to be altered with the 
address inputs. Then CS, is raised above 12v, CS. and 
CS, to a TTL HIGH and then presenting TTL levels at the 
Data pins. The entire write cycle is typically completed in 
ams. 
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FACT SHEET 
64K X2664 8192 x 8 Bit 
Electrically Erasable PROM 
High Speed Bipolar PROM Replacement 
TYPICAL FEATURES DESCRIPTION 
e@ 45ns Access Time The Xicor X2664 is a very high speed 8K x 8 E7PROM. It is 
e Reprogrammable Bipolar PROM fabricated with Xicor’s proprietary, high performance, 
Replacement N-channel floating gate MOS technology. The X2664 
e High Performance NMOS Technology features the industry standard bipolar PROM pinout. 
e Low Power — Xicor E27PROMs are designed and tested for applications 
— 80mA Active Current requiring extended endurance. Data retention is specified 
e JEDEC Approved 8K x 8 Bipolar PROM to be greater than 100 years. 
Pinout 
PIN CONFIGURATION FUNCTIONAL DIAGRAM 
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X2664 





PIN DESCRIPTIONS 


Addresses (A,—A,,2) 


The address inputs select an 8-bit memory location during 
a read operation. 


Chip Select (CS) 

CS must be LOW to enable a read operation. 
DATA (Do~D-) 

Data is read from the X2664 on the Data pins. 


DEVICE OPERATION 


After programming, stored information is read on outputs 
Do —D7 by applying binary addresses to Ap—A;2 and hold- 
ing CS LOW. Chip Select HIGH places the Data lines in 
the high impedance state. 


DEVICE PROGRAMMING 


The X2664 is an E?PROM allowing it to be reprogrammed. 
There are no fuseable links to be blown, therefore the 
programming operation is similar to a standard E7PROM 
write operation. Reprogramming operations are initiated 
by selecting the memory location to be altered with the 
address inputs. Then CS is raised above 12v, and TTL 
levels are presented at the Data pins. The entire write 
cycle is typically completed within 2ms. 
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[> E°POT™ Data Sheets 








FACT SHEET 


ICT 








X9MME 


E?POT™ 





Digitally Controlled Potentiometer 


DEVICE DESCRIPTION 

The Xicor X9MME is a family of solid state nonvolatile 
potentiometers. Each device is packaged in an 8 pin mini- 
dip and is ideal for digitally controlled resistance trimming. 


There are 100 tap points on a serial array composed of 99 
resistive elements. Each tap point increments the wiper 
value by 1/99th of the total value of the device. The 
X9MME uses a single 5 volt supply. 


The X9MME is controlled through the CS, U/D and INC 
inputs. These inputs are used to select a value of resis- 
tance within the range of the device. The desired resis- 
tance value is automatically stored in a nonvolatile array. 
The Vi, (High Terminal), Vw (Wiper Terminal), and V,__ (Low 
Terminal) outputs are equivalent to the three pins of a 
trim-pot. Additionally, the X9MME resistance is internally 
temperature compensated. 


The resolution of the X9MME is equal to the maximum 
resistance value (refer to Device Numbering Diagram) 
divided by 99. For the X9503 (50K ohms) each tap point 
represents 505 ohms. The wiper location is controlled with 
the use of the three control inputs and an internal non- 
volatile counter. The U/D input is TTL level sensitive and 
controls the direction of the wiper movement. The INC 
input is used to move the wiper a desired number of tap 
points. The wiper moves on falling edges of the input to the 
INC pin. The CS input controls the operational state of the 
device. 


EPOT is a trademark of Xicor, Inc. 





PIN CONFIGURATION 
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PIN NAMES 


High Terminal of Pot 
Wiper Terminal of Pot 
Low Terminal of Pot 
Ground 


System Power 

Up/Down Control 

Wiper Movement Control 
Chip Select for Wiper 
Movement 





FUNCTIONAL DIAGRAM 
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X9MME 





PIN DESCRIPTIONS 

Vu 

The high terminal of the X9MME is capable of handling an 
input voltage from 0 to 5 volts. 


UP/DOWN (U/D) 


The U/D input controls the direction of the wiper move- 
ment and the value of the nonvolatile counter. 


INCREMENT (INC) 


Vi The INC input is negative-edge triggered. Toggling INC 

The low terminal input is limited from —5 to Vj4—1 volts. will move the wiper and either increment or decrement the 

Vv counter in the direction indicated by the logic level on the 
w 


U/D input. 
CHIP SELECT (CS) 


The device is selected when the CS input is LOW. The 
current counter value is stored when CS is returned HIGH. 


The wiper terminal series resistance is typically less than 
40 ohms. The value of the wiper is controlled by the use of 
U/D and INC. 


Standard Parts 


Device Numbering 









X9MME 


XICOR | | Ll MULTIPLIER 
PART 1D - 


9 
. } RESISTOR VALUE 
0-9 


For example; a 33,000 ohm full resistance device the number would be X9333 
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Introduction 


The purpose of this application note is to take the 
user through the internal operation of NOVRAMs as 
well as their external operation. These devices are find- 
ing their way into many diverse applications due to 
their ease of use. The major features of the XICOR 
family of NOVRAMS are 1) only 5 volts is required for all 
operations including programming, 2) only TTL signals 
are required and 3) all pulse widths are short (< 450 ns). 

Basically a NOVRAM is a memory device that has a 
static RAM overlaid with an EEPROM (Electrically Eras- 
able Programmable ROM). The operation of the RAM is 
identical with other popular static RAMs such as the 
2102A and the 2114. Figure 1 shows the block diagram 
of the XICOR NOVRAM family. NOVRAMs have CS and 
WE pins in common with their standard static RAM 
cousins but also have two additional control pins: 
STORE and RECALL. The STORE and RECALL pins 
control movement of data between the RAM and the 
EEPROM. 














NONVOLATILE 
E?7PROM 







STATIC RAM 
MEMORY ARRAY 


‘+ Vc 


4 Vss 


uo 








Figure 1) Block diagram of the XICOR NOVRAM family. 


The STORE pin is used to transfer the contents of 
the RAM to the EEPROM in a single operation. The 
entire contents of the RAM are transferred with one 
STORE operation. After a STORE operation is com- 
‘pleted the original data is still in the RAM as well as 
the EEPROM. 

The RECALL pin is used to transfer the contents 
of the EEPROM back to the RAM. When this is done, 
whatever data were in the RAM prior to the RECALL 
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operation are totally replaced by the contents of the 
EEPROM. The STORE and RECALL operations function 
on the entire contents of the memory and not ona 
word by word basis. After either operation the contents 
of both the RAM and the EEPROM will be the same. 

This may seem too good to be true; however, with 
XICOR’s family of NOVRAMs the life of the systems 
designer is made even easier. Only a single five volt 
power supply is required for all operations including the 
STORE and RECALL operations. All addresses, data 
lines and control pins are TTL compatible and all pulse 
widths are short enough that most microprocessors do 
not require wait states. There are no high voltages or 
long pulse widths required which will inhibit the design- 
er from designing a system with clean operation. 


Technology 


The XICOR NOVRAM stores its nonvolatile data 
during periods of power off by the absence or presence 
of charges on floating polysilicon gates. This is the 
same structure that is widely used in UV-EPROMS. The 
floating gate is an island of polysilicon surrounded by 
oxides with thicknesses of about 800 A°. Charge can 
be injected or removed from the floating gate by apply- 
ing electric fields of sufficient strength to cause elec- 
tron tunneling through the oxides. At normal field 
strengths the charges are permanently trapped on 
the floating gate even when power is removed. 

The XICOR family of NOVRAMs uses three layers of 
polysilicon; the second layer is the floating gate. This 
structure employs a phenomenon known as Fowler- 
Nordheim tunneling. This form of tunneling is described 
in Vol. 40 No. 1 (Jan. 1969, pg. 278) of the Journal of 
Applied Physics and Vol. 27 No. 9 (Nov. 1975, pg. 505) 
of the Applied Physics Letters. In XICOR NOVRAMs 
this tunneling is enhanced by the use of textured poly- 
silicon surfaces to generate higher field strengths at 
the surface to enhance electron injection into the 
oxide. The alternative to field enhancement by textured 
surfaces is to use ultrathin oxide layers in order to 
conduct the charge. The use by XICOR of standard 
oxide thickness gives XICOR a very manufacturable 
product, thus ensuring its low cost and volume delivery. 

Figure 2. shows the circuit of the NOVRAM cell con- 
taining a conventional 6 transistor static RAM cell and 
a floating gate EEPROM cell with 2 additional transistors 
to control the action of data transfer. The floating gate 
(POLY 2) is connected to the rest of the circuit only 
through capacitance. Electrons are moved to the float- 
ing gate by tunneling from POLY 1 to POLY 2 and 
removed by tunneling from POLY 2 to POLY 3. 

The capacitance ratios are the key to the operation 
of the transfer of data from RAM to EEPROM. If node 


N1 is LOW, transistor Q7 is turned OFF. This allows the 
junction between CC2 and CC3 to float. Since the com- 
bined capacitance of CC2 and CC3 are larger than CP 
the floating gate follows the Internal Store Voltage 
node. When the voltage on the floating gate is high 
enough electrons are tunneled from POLY 1 to POLY 2 
and the floating gate is negatively charged. 
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Figure 2) Circuit diagram of a NOVRAM cell. 


If node N1 is HIGH, transistor Q7 is turned ON which 
grounds the junction between CC2 and CC3. Since CC2 
is larger than CE, CC2 holds the floating gate near 
ground when the Internal Store Voltage node is pulled 
HIGH. This creates a sufficient field between POLY 2 
and POLY 3 to tunnel electrons away from the floating 
gate leaving it with a positive charge. 

The RECALL operation also takes advantage of 
capacitance ratios. The value of C2 in Figure 2 is larger 
than that of C1. When the external RECALL command 
is received, the internal power supply, VCCA, is first 
pulled LOW to equalize the voltage on N1 and N2. 
When the internal power node is allowed to rise, the 
node which has the lighter loading will rise more rapidly 
and the gain of the flip-flop will cause it to latch HIGH 
and the opposite node to latch LOW. If the floating gate 
has a positive charge C2, is connected to N2 through 
Q8 and N2 will latch LOW. If the floating gate has a 
negative charge Q§8, is turned OFF and N1 will have the 
heavier loading. 


The Xicor NOVRAM Family 


XICOR’s family of NOVRAMs contains three 
members with identical operating characteristics. The 
three parts offer the designer a choice of memory 
organization. The X2201A, X2210 andX2212 are organ- 
ized 1024 x 1,64 x 4 and 256 x 4 respectively. All three 
devices are packaged in 18 pin DIPs with 300 mil 


centers. Figure 3 shows the pin configuration of the 
three different NOVRAMs. 
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Figure 3) Pin configuration of the XICOR NOVRAM family. 


The only functional difference between the three 
devices is that the X2201A has separate Data I/O lines 
while the two 4 bit wide parts have common 1/O. Addi- 
tionally, the X2210 and the X2212 are pin compatible. 
The two unused pins on the X2210 are used for the two 
higher order addresses on the X2212. The control pins 
STORE, RECALL, CS and WE operate identically on all 
three parts. 


Write Operation 


The WRITE operation is initiated by applying valid 
addresses followed by both CS and WE going LOW. On 
the 300ns version access time version, at least one of 
these two signals must remain HIGH until the address- 
es are valid. CS and WE must remain LOW simulta- 
neously for 100ns. 

An easy way to look at this is to consider the internal 
write command as the simultaneous LOW of CS and 
WE. The internal write commandiis started by the last 
edge down and terminated by the first edge up. Valid 
addresses must overlap this internal write command. 
Data must be referenced to the first positive edge of 
CS or WE. The timing required for writing to the RAM is 
shown in Figure 4. 
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Figure 4) Timing diagram for Writing to the RAM. 








Read Operation 


The READ operation is the easiest of the four oper- 
ations performed by the NOVRAM. In the case of the 
300ns access time version, data will be valid at the___ 
outputs 300ns after valid addresses or 200ns after CS 
goes LOW, whichever is later. 


1c" 
E : 
He DATA VALID 


Figure 5) Timing diagram for Reading from the RAM. 
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Store Operation 


The STORE operation is initiated by the application 
of an active LOW TTL pulse of 100ns or greater on the 
STORE pin. As long as the power supply remains within 
its specification for 10ms after the beginning of the 
STORE pulse the contents of the RAM will have been 
transferred to the EEPROM in total. The STORE oper- 
ation cannot be terminated once initiated except by 
removing the power supply. This can not be counted 
upon to rapidly terminate the STORE operation since 
the user cannot determine how far the STORE opera- 
tion the device has progressed. Additionally, if the 
power supply drops below the specification during the 
10ms the integrity of the STORE operation is not 
assured. Figure 6 shows the timing diagram for trans- 
ferring data from the RAM to the EEPROM. 











DATA I/O 





Figure 6) Timing diagram for the STORE operation where data is 
transferred from the RAM to the EEPROM. 


The STORE operation takes precedence over all 
other operations except the RECALL operation. If the 
RECALL operation has begun, any STORE command 
is ignored as long as the RECALL pin remains LOW. 
Once the STORE operation has started, taking the 
RECALL pin LOW has no effect and the STORE opera- 
tion will be completed. If a READ or WRITE cycle is in 
. progress when a STORE command is received, that 
cycle is terminated. The data in the selected RAM 
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address during an interrupted WRITE cycle would be 
indeterminate. 

During the 10ms of the STORE operation the 
NOVRAM should not be accessed for any other opera- 
tion as it would not be known if the internal STORE 
operation was completed or not. If the internal STORE 
operation was completed before the 10ms and another 
operation command was entered, that command would 
be executed. However, if the internal STORE operation 
was not completed and another operation command 
was received, the later command would be ignored. 
During the STORE operation the outputs of the 
NOVRAM are in the floating state. 


Recall Operation 


The RECALL operation is initiated by the application 
of an active LOW TTL pulse of 450ns or greater on the 
RECALL pin. The positive going edge of this pulse 
determines when it is possible to read data from the 
RAM. Valid data from the RAM can be viewed on the 
outputs of the NOVRAM 750ns after the rising edge of 
RECALL or 300ns after application of valid addresses, 
whichever comes latest. FIGURE 7 shows the timing 
requirements for transferring data from the EEPROM 
to the RAM. 
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Figure 7) Timing diagram for the RECALL operation. 


The RECALL operation takes precedence over all 
other operations. RECALL will terminate a READ or 
WRITE cycle if applied in the middle of either cycle. 
The RECALL operation can take precedence over the 
STORE operation only if the RECALL command was 
received prior to the STORE command. 


Hooking up the NOVRAM 


Now that the basics of the four NOVRAM operations 
have been described, we may discuss using these 
unique parts in a system. Let’s first discuss a system in 
in which we connect the NOVRAMs to a 6502. We'll 
assume that the system powers up and down cleanly. 
The problem of systems where this does not occur will 
be dealt with later. 


The 6502 microprocessor uses memory space for 
I/O functions. The design uses one set of addresses for 
the READ and WRITE operations and other blocks of 
addresses to initiate the STORE and RECALL opera- 
tions. An APPLE II* computer was used as the 6502 
computer because it has address space already de- 
coded for I/O functions and convenient card slots to 
communicate with these decoder outputs. 

The RAM was placed in the address space starting 
at HEX address $C800 by connecting pin 20 on the 
APPLE II peripheral connector to the CS on the 
NOVRAM. This pin is activated when any of the 2048 
bytes starting at $C800 are accessed. Peripheral slot 2 
was selected for the NOVRAM design. On slot 2 pin 41 
is activated whenever the 16 bytes located at HEX 
address $COAO are accessed. This address space is 
sent only to slot 2 and was tied to the STORE pin on 
the NOVRAM. PIN 1 also has a unique address space 
for slot 2 and was tied to the RECALL pin. This space 
is the 256 bytes starting at HEX address $C200. 

Figure 8 shows the connections of the card to be 
plugged into peripheral card slot 2. Reading and writing 
are accomplished from the BASIC programming |an- 
guage by PEEK and POKE instructions to HEX address- 
es starting at $C800. The STORE operation is called by 
either a PEEK or a POKE instruction to any of the 16 
addresses starting at $COAO. RECALL is initiated by 
accessing any of the 256 bytes starting at $C200. 
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Figure 8) Connections for operating the NOVRAM on the I/O Bus of an 
APPLE |i computer. 


The APPLESOFT* program in Table 1 demonstrates 
how a NOVRAM can be accessed easily. The state- 
ment 210 is a Write operation to HEX address $C200 
while statement 310 is a Write to HEX address $COAO. 
The CS pin is activated with statement 430 and state- 


* APPLE || and APPLESOFT are trademarks of Apple Computers. 


ment 580 respectively. This program was written for 
the X2210 but it could be easily modified for the X2212 
or even eight X2201s. 
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20° Be "#2 ONLY A SINGLE 5. VOLT 
POWER SUPPLY. 1S REQUIRED FOR 
OPERATLONS! 

SO C8 = "WS ALL ineuré @ND. OUTPUT © 
S REQUIRE ONLY TTL INTERFAC. 

- & SIGNALS?! none 
40 Fe = "88 BLL TIMING SIGNALS 











2O1PLO24X1, AMZ 2T2)Z56K4 
+ (X2210) 64Xa" j 
40 -VTAB S: HTAB 11s PRINT * “XICOR 


xe DEMO": 
PRD 


Table 1) An APPLESOFT BASIC program for demonstrating the four 
operations of NOVRAMs. 





Protection Against 
inadvertent Store 


The circuit described in the previous section 
assumes that the system is powered up and down in an 
orderly manner. This would mean that the microproces- 
sor would never generate addresses unless they were 
part of the program. Unfortunately real systems do not 
operate in this ideal manner. Although the circuit 
described above has not produced a fault during exten- 
sive testing, the possibility exists that the hex address- 
es $COAO-$COAF could come up during power up, or 
during a brown out when the supply dropped below the 
operating specification, or during a power failure. 

Several methods can be used to insure that the 
NOVRAM does not react to errors produced by the 
system when it is out of its operating specification. Set- 
ting the RECALL pin LOW to block a STORE operation 
is the easiest. Holding the STORE pin between VIH MIN 
and the falling power supply is another. 

Most microprocessors are not totally under control 
for the first few cycles after power up. Their early 
addresses depend on what is in the registers after the 
System Reset pulse terminates. There is a possibility 
that these registers can cause one of the early ad- 
dresses to be the same-selected for a STORE oper- 
ation. In this case the circuit shown in Figure 8 could 
cause the EEPROM to be written with false data during 
the power up operation. Figure 8 allows the STORE 
operation to be initiated if any of 16 addresses is 
selected for either a read or a write. 

Although microprocessors can put out uncontrolled 
addresses they do not put out uncontrolled write com- 
mands. By ANDing the System Write line with the 
System STORE command, the NOVRAM would recog- 
nize a STORE operation only on a machine write cycle. 

A potential danger in the use of the above schemes 
is the fact that three state TTL gates are not under total 
control while the power supply is coming up. This could 
produce glitches on the STORE pin even though no 
Write command was received at the input of the gate. 
A more positive way to insure that the STORE pin 
follows the power supply as the voltage increases is to 
use an open collector NAND gate with one of the in- 
puts provided by a signal that determines power supply: 
status (Circuitry for power supply status will be covered 
later in this application note). If one input of an open 
collector NAND gate is held LOW the output transistor 
is turned OFF since it can not receive base current. 
Pulling the output of this gate to the power supply of the 
NOVRAM through a pullup resistor will then insure that 
the output follows the power supply with no glitches. 

Carrying the use of a power supply status signal one 
step further, would be to use it to hold the RECALL pin 
LOW in addition to holding the STORE pin HIGH. A dir- 
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ect connection of this status signal to the RECALL pin 
is all that is necessary as shown in Figure 9. This circuit 
has a more positive control of the NOVRAM since it 
takes two actions to prevent an inadvertent STORE 
operation. 


System STORE 





WE STORE 






Power Status RECALL 


Figure 9) A power supply status line held LOW can insure that both the 
RECALL pin is held LOW and the STORE pin is held HIGH. 


An example of a basic circuit to monitor the power 
supply status is shown in Figure 10. The output of this 
two-stage circuit is held LOW whenever the power sup- 
ply is below 4.5 Volts. This same technique can be used 
with a Zener diode and an operational amplifier. The 
designer is cautioned to consider temperature effects. 







OF RECALL 
a NOVRAM 


Cy STORE 


Figure 10) The Zener power supply detector is used in combination with 
the open collector on the STORE pin to provide protection against an 
inadvertent STORE operation during power up and power down. 





Another method of power supply status is to assume 
that the only power supply fault which requires insuring 
that wrong data is not stored is the loss of the AC line 
voltage. Many commercially available AC line fault 
monitors are on the market. Two of these line fault 
monitors are the MID 400 Power Line Monitor from 
General Instrument and the SG1547 from Silicon 
General. Additionally, many commercially available 
power supplies have a power fail signal either as a 
standard feature or as an option. 

The circuit shown in Figure 11 shows another type of 
power supply status detector. This circuit is a low cost 
solution but it should be used only to take the RECALL 





pin LOW because it does not provide adequate drive 
for a TTL gate.. 


NOVRAM 





Figure 11) Another form of power supply status detector to drive the 
RECALL pin LOW when the supply drops below 4.5Volts. 


Some other schemes to protect against inadvertent 
STORE operations are the use of jumpers, cables 
and/or switches. The STORE signal is transmitted 
through the jumper or switch which is normally open 
unless it is desired to change the data in the EEPROM. 
During normal operation the only component attached 
to the STORE pin is a resistor to the power supply. 

Amore comprehensive discussion of power supply 
status circuitry can be found in XICOR’s Ap Note #102. 
This note covers those requirements that STORE data 
at power failure. 





Applications 


Most microprocessor systems have need for some 
form of nonvolatile memory to store important data 
such as: 


1) Calibration constants 

2) Set-up configuration information 
3) User system ID 

4) Changeable programs/firmware 
5) System status 

6) Accounting information 

7) Error conditions 


The types of equipment that are today being designed 
to include NOVRAMs vary through the complete line of 
electronic equipment. Some of these systems are: 


1) Computer peripherals/terminals etc. 

2) Automatic tellers/transaction terminals 

3) Point-of-sale terminals 

4) Smart scales 

5) Vending machines and games (i.e. arcade 
games, slot machines) 


5-7 


6) Meters (i.e. utilities, taxi, gas pumps) 

7) Process control 

8) Robots 

9) Instruments (musical, medical, test, avionics) 
10) Communications 
11) Transducers/load cells 
12) Automotive: odometers, engine control 
13) Office equipment: copiers, word processors 
14) Military products: 


Some of the competitive products being replaced by 


NOVRAMSs in systems are: 
1) DIP switches 
2) Thumbwheel switches 
3) CMOS with batteries 
4) EAROM 
5) EEPROM 
6) Potentiometers 


One should let his imagination soar when thinking 
applications for these unique NOVRAMs. XICOR is 
always interested in application ideas that represent 
both normal and off-beat uses of these NOVRAMs. Any 
ideas sent to XICOR will be greatly appreciated. 





NOTES 
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STORING DATA 
IN XICOR NOVRAMS 
DURING POWER FAILURE 


BY APPLICATIONS STAFF 





introduction 


Many systems require that some data be saved at 
the time of a power failure. This can be a wide variety 
of data such as accounting information, system status, 
program counter or register contents, or security infor- 
mation. The XICOR NOVRAM family is ideal for appli- 
cations of this type as a NOVRAM* memory can save 
the entire contents of its RAM into an on-chip EEPROM 
in only 10ms and with a single 5V power supply. 

This application note addresses several methods of 
detecting a power failure and insuring that the regu- 
lated +5 Volts supply remains within specification for 
at least the 10ms required to complete the STORE 
operation. Various schemes of detecting the absence 
of ac and the decline of unregulated de are discussed. 
The use of either hardware or software control is also 
covered. Since each system and power supply has 
individual requirements, it will be up to the system 
designer to select the circuit approach best suited to 
the application. None of the circuits shown are neces- 
sarily better in all cases and indeed the ideal circuit for 
a particular situation may not even be shown. 


Store Requirements 


The requirements to save data in the NOVRAM 
memory are very straightforward. It is only required 
that a low level TTL pulse, 100ns or greater duration, 
be applied to the STORE pin and the power supply 
remain above 4.5 Volts for 10ms after the beginning of 
the STORE pulse. Figure 1 shows the relationship 
between the STORE pulse and the + 5 Volt power sup- 
ply. Once the STORE operation has started it can not 
be terminated unless the supply drops below + 4.5V. 





= - 5.5V 


*5V SUPPLY 











STORE PULSE | | 


Figure 1) The +5 Volt power supply must remain above + 4.5 Volts for 
10ms after the STORE pulse starts. 


During the STORE operation, the NOVRAM memory 
is not on the bus allowing the microprocessor to com- 
plete other tasks that may be required by the system 
for an orderly shutdown. The STORE operation is 
determined by the falling edge of the STORE pulse. If 
the STORE pin is held LOW, another STORE cycle will 





not be started. The STORE pin must be brought HIGH 
before another STORE operation can occur. 

Since the regulated +5 Volt power supply must 
remain above + 4.5 Volts for 10ms, some other point 
must be monitored for power failure. The detection of 
regulated dc dropping is already too late to provide an 
assured 10ms of at least + 4.5 Volts. Two possible 
points to monitor for an early indication of declining 
power are the ac to the power supply and/or the raw 
or unregulated dc to the regulator itself. 

Detecting the absence of ac can be performed 
either before or after the transformer. If it is done in 
front of the transformer, it is necessary that the signal 
be electrically decoupled from the dc portions of the 
system. This can be accomplished by using optoelec- 
tronic components which transmit light signals 
between two points with differing electrical references. 

If detection is accomplished after the transformer, it 
needs to be isolated from the heavily filtered unregu- 
lated de of the main power supply as the response 
time there is very slow. This is done by using either a 
separate transformer tap or two extra diodes to isolate 
the signal from the bridge. Figure 2 shows the relation- 
ship necessary between the ac, the + 5 Volt supply 
and the STORE pulse. 


VG == 


+5V SUPPLY 

















STORE PULSE | | 


Figure 2) Missing ac must trigger a STORE pulse at least 10ms prior to 
the regulated dc dropping below specification. 


The other technique for early detection of failing 
power is to sense the unregulated or raw dc in front of 
the regulator The regulator has a range of input volt- 
age for which it will maintain the output within fixed 
limits. If a trip point is set up below the normal input 
voltage, a STORE signal can be sent to the NOVRAM 
memory with enough time to insure that the +5 Volts 
stays within specification for at least 10ms as shown in 
Figure 3. 


*NOVRAM is Xicor’s nonvolatile static RAM device. 
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TRIP POINT 
RAW DC 
MIN. VOLTAGE 


= SiS ee 5.5V 





+5V SUPPLY 
ee eee = 45V 


10ms : 
STORE PULSE | | 


Figure 3) Falling dc is detected to trigger a STORE pulse at least 10ms 
before the +5 Volt supply drops below 4.5 Volts. 











AC Power Failure Detect 
Circuits 


It is possible to detect the loss of ac power with 
some very simple circuits. Four differing approaches 
are discussed in this section. These include a simple 
transistor zero crossing detector, two optoelectronic 
detectors and a CMOS Schmitt trigger method. 

The circuit shown in Figure 4 is a low cost tech- 
nique for detecting the loss of ac. It uses two diodes to 
isolate the circuit from the filter capacitor in front of 
the regulator. The resistor R2 is selected to limit the 
base current of Q1 and is dependent on the value of 
the ac signal. 


Ac VOLTAGE 
REGULATOR 
Cr R3 
® rs R2 
R ade 


1 








© +5V SUPPLY 


TO INTERRUPT 





Figure 4) A circuit to detect the absence of ac. 


When the full wave rectified ac drops toward zero, 
the transistor Q1 loses base current and the output 
goes HIGH. If the capacitor is not used, the circuit pro- 
duces a short HIGH pulse every 8.3ms. This signal is 
then used to interupt the microprocessor. Since the ac 
has probably not been lost, the microprocessor starts 
a subroutine to determine if this is a true power loss 
event. This subroutine produces a short delay (2ms) 
and looks at the detector again. If the output of the 
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detector is still HIGH the power loss is real and the 
microprocessor issues to the NOVRAM memory a 
STORE pulse. The waveform produced by the circuit 
without the capacitor is shown in Figure 5. 


WITHOUT CAPACITOR 


Figure 5) Waveforms in the circuit of Figure 4 without the capacitor The 
microprocessor is interupted every 8.3ms and must check 2ms later to 
determine if the power loss is real. 


The disadvantage of using an interupt every haif 
cycle is that the available processing time is reduced 
by nearly 25%. In many applications this is undesir- 
able. A capacitor in the circuit of Figure 4 eliminates 
the pulses every half cycle. The value of that capacitor 
depends on many factors. Among these are the 
holdup time of the power supply, the desired delay of 
missing ac before triggering STORE and the values of 
R1 and R2. Figure 6 shows the signals under these 
conditions. In the lab circuit the values were R1 = 33K 
Ohms, R2 = 10K Ohms, C1 = .1 microfarad and a full 
wave rectified ac of 20 volts peak. This combination 
produced a delay of 2ms from the time that a half 
cycle was missing. 





WITH CAPACITOR 


Figure 6) A capacitor in the circuit of Figure 4 fills in the valley in the recti- 
fied ac to produce a pulse only when ac disappears. 


Care should be taken to insure that the time rise of 
the output of any detector circuit is fast enough for the 
microprocessor. Extra logic gates can be used to 
improve the timerise. 








An approach that allows direct connection to the ac 
power line is shown in Figure 7. In this circuit the ac 
line is connected through a resistor to two optoelec- 
tronic isolators connected with their diodes back to 
back. 


+5V 


R1 To 
INTERRUPT 


2x 4N25 


Figure 7) Two optoelectronic isolators are connected with their diodes 
back to back to provide an interupt signal. 


This circuit produces a positive pulse each time that 
ac line has a Zero crossing as shown in Figure 8. 


ac 


INTERRUPT 
SIGNAL 


Figure 8) The circuit of Figure 7 produces positive pulses every 8.3ms 
until ac power failure and then remains HIGH until the dc decays. 


This circuit is similar to the one in Figure 4 in that it 
produces an interupt every 8.3 ms. This ties up the 
microprocessor during the delay time when the output 
of the detector must be resampled. In addition to the 
method of adding a capacitor to the circuit in Figure 4, 
a missing pulse detector similar to that shown in Fig- 
ure 9 can be used. 


PULSE 
INPUT 


TO INTERRUPT 





Figure 9) A 555 timer connected as a missing pulse detector. 


Another circuit for connecting directly to the ac 
power line is shown in Figure 10. This circuit uses the 
MiD400 from General Instruments. It requires only two 
resistors to provide a clean interupt signal. 


MID 400 





Figure 10) The MiD400 requires only two resistors to connect directly to 
the ac power line. 


The waveforms are shown in Figure 11. The turn on 


and turn off delays can be adjusted with a capacitor. 
(see the G.l. data sheet for details) 


AC 


aa 
ST eee eee 


Figure 11) Waveforms for the MID400. 
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The last ac detect circuit to be discussed uses a 
CMOS Schmitt Trigger as both a full wave ac low volt- 
age detector and a missing pulse detector. This circuit 
is shown in Figure 12. 





Figure 12) Two CMOS Schmitt Triggers are used to detect the absence 
of ac. 


Care should be taken to insure that the input voltage 
of the CMOS Schmitt Triggers does not exceed the 5 
Volt power supply. If this occurs, the possibility of latch- 
up exists which can be destructive to the CMOS cir- 
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cuits. A resistor in series between the bridge and R1 desired trip point minus 5 Volts plus .7 Volts for the 
will limit the input voltage. base-emitter drop. 
The ac input voltage should be as high as possible 
to provide narrow pulsewidths out of the first gate. The 
values of R3 and C1 determine the delay from the out: 
put. The waveforms can be seen in Figure 13. 
<S 





RAW DC O O+5V SUPPLY 





TO INTERRUPT 
AC 


R2 


(Seo Ee DS fs ee Figure 15) A dropping unregulated dc turns on the PNP transistor. 
© a ae ee a ne Care should be used with these last two circuits to 


insure that ail tolerances and temperature coefficients 


have been considered. 
© [ee eee The last circuit that will be discussed in this applica- 
tion note uses an operational amplifier and a Zener 
diode with some resistors as shown in Figure 16. The 
ie ee circuit trips when the raw de drops the junction of Rt 
and R2 to the value of the Zener diode. This circuit can 
provide either a positive or negative interupt signal 


DC Power Failure Detect depending on the connection of the two amplifier 
Circuits al 
Detecting the decline of the raw dc does not involve 









VOLTAGE 


REGULATOR © +5V SUPPLY 


missing pulses or capacitor delays. The first circuit RAW DC O 
shown in Figure 14 uses a Zener diode to set a trigger 
point. This trigger point should be as high as possible 
without being high enough for the normal range of 
unregulated dec to trip it. The value of the diode should 
be selected to be equal to the trip point desired minus 


/ Volts for the base-emitter drop. 


VOLTAGE 
REGULATOR 





O TO INTERRUPT 


R2 





RAW DC O 


Figure 16) R1 and R2 with the Zener diode determine the trip point 
of this circuit. 






TO INTERRUPT 


Figure 14) A Zener diode in series with a base-emitter diode establishes 
the trip point of this dc detector. 


A PNP transistor can be used as shown in Figure 
15. In this circuit the value of the Zener diode is the 
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Notes On Filter Capacitors 


The value of the filter capacitor on the unregulated 
dc to ground should be high enough to ensure that the 
regulator remains in regulation for at least 10ms after 
the STORE pulse has been sent. This is dependent on 
the value of the trip point, the lowest input voltage to 
the regulator and the load. For an example consider a 
system with a 300mA load, a 15 Volt trip point and a 7 
Volt lowest regulation voltage. Using the | = CdV/dT 
equation we have: C= 300 x (10/8) x 10°&= 
3/75microfarads. 


Notes On Software 


When using a microprocessor interupt to issue the 
STORE command, the program should branch to a 
STORE subroutine. This subroutine contains a short 
delay followed by a test of the power supply detector 
to insure that the power failure is valid. This can be 
seen in Figure 17. 


MAIN 
PROGRAM 






DELAY 


TLL 
BAD 


Figure 17) The program branches to a STORE subroutine when a power 
failure is detected. 


Note: The exact values of components in the preceding 
drawings depend on system conditions such as secondary 
AC voltage and power supply hold-up time. 

Some lab values for the drawings to use as starting points 
are as follows: 

Figure 7, Ry =12kQ, Rp = 2kQ, AC = 120V 

Figure 9, R, =5kQ, Ry =3.3kQ, C = 1pF Time delay = 2msec 
Figure 10. R, = 22kQ, R, = 2kQ, AC = 120V 

Figure 12. R, = 20kQ, Ro = 20kQ, Rg = 10kQ, C, = .2pF, 
Rectified AC = 20V, Time Delay = 2msec 

Figure 14. Zener = 10V, R, = 1kQ, Rp = 2kQ, Rg = 2kQ, 

Trip Point = 10.7V 

Figure 15. Zener = 10V, R, = 2kQ, R= 2kQ, Trip Point = 14.3V 
Figure 16. Zener = 3.3V, R, = 20kQ, R, = 6kQ, Rg = 2kQ, 

Trip Point = 14.3V 
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XICOR REPLACES 
DIP SWITCHES AND TRIMMERS 
WITH NOVRAM MEMORIES 


BY APPLICATIONS STAFF 
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introduction 


The desire to replace mechanical components in 
electronic systems for purposes of increased reliability, 
lower costs and ease of maintainability has spread to 
DIP switches and trimming potentiometers or trim- 
mers. The component that makes this replacement 
possible is the NOVRAM memory from Xicor. The 
NOVRAM memory is a device that has two memories 
in parallel, a standard static RAM and a nonvolatile 
electrically erasable programmable read only memory 
(EEPROM). The EEPROM portion of the NOVRAM 
memory holds data that is equivalent to the settings of 
the now obsolete DIP switches and trimmers. 


What Is A NOVRAM 
Memory? 


A NOVRAM memory, as stated previously, is two 
memories in a single unit. The standard static RAM 
has a nonvolatile EEPROM cell associated with each 
RAM cell. Figure 1 shows a block diagram of a typical 
NOVRAM memory. 


NONVOLATILE 
E?PROM 











Figure 1) NOVRAM memory block diagram. 


There are two additional pins on a NOVRAM 
memory device that do not appear on an ordinary 
static RAM. These two pins are called STORE and 
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RECALL. The STORE pin is used to transfer the entire 
contents of the RAM to the EEPROM as a single block. 
This operation is performed in parallel. The RECALL 
pin is used to transfer the entire contents of the 
EEPROM back to the RAM. At the end of either opera- 
tion, the contents of the two memories are identical. 

Access to the EEPROM data is through the RAM 
portion. To alter the contents of the EEPROM, the data 
must first be written into the RAM and then transferred 
to the EEPROM with a Store operation. To use the 
contents of the EEPROM in the system, perform a 
Recall operation and then the contents of the RAM 
may be read. Once data is stored in the EEPROM, the 
RAM can be used as an entirely separate and indepen- 
dent memory. Some users put configuration data into 
the EEPROM and then use the RAM as a separate 
scratchpad. 

Besides these operational features, the NOVRAM 
memory has some unique electrical features. These 
devices are the world’s easiest-to-use nonvolatile 
components in that they operate with only a single 5- 
volt power supply, simple TTL level pulses and short 
pulse widths (< 450 ns). Even for operations such as 
the Store operation, which takes 10 ms to complete, it 
only requires a low level TTL pulse of 100 ns or greater 
to initiate. During the remaining time, the NOVRAM 
memory is not on the bus, which frees the microproc- 
essor and the bus for other tasks. Complete details of 
the operation of NOVRAM memories can be found in 
the individual data sheets and application note AN101. 


Replacing DIP Switches 
With NOVRAM Memories 


DIP switches and thumbwheel switches have been 
used in systems to provide alterable, nonvolatile data. 
Some uses of this data are to set up configuration 
parameters and to provide calibration constants. The 
apparent low cost of these components is one of their 
attractive features. The drawback is that costs of these 
components do not end with installation. 

The biggest cost of these mechanical, nonvolatile 
components is in post-installation service. A simple 
change of a DIP switch setting can require a techni- 
cian to visit the equipment, disassemble the unit, throw 
the switch and reassemble the equipment. This could 
easily run the total use costs to well over 10 times the 
installed cost. A solution to the problems presented by 
DIP switches is to use a NOVRAM memory to hold 
valuable configuration or calibration data. In addition to 
a lower-cost, easier, and more secure method of 
changing data, NOVRAM memories cost less at the 
installed level. 





The disadvantages of using DIP switches in modern 
electronic systems accumulate through each step of 
the manufacturing process. The first stage of 
NOVRAM memory advantages starts right at system 
concept and design. Since the density of NOVRAM 
memories is significantly greater (up to 1024 switches 
in a single low-cost DIP package), more functional 
options can be added to enhance the total value of the 
system. Features such as electronic unit type signa- 
ture can be added for a small software cost, with no 
extra components. No special access needs to be 
provided to change the NOVRAM memory, as all 
changes can be made from a keyboard or over phone 
lines. This can not be said for DIP switches, which 
require disassembly or special doors or hatches to 
provide access. 

At incoming inspection it is difficult to completely 
test a package of DIP switches for all possible combi- 
nations, or even as individual switches. The NOVRAM 
memory, on the other hand is tested by automatic test 
equipment both quickly and thoroughly. The NOVRAM 
memories are 100% tested by Xicor and can be 
further tested at whatever levels the user desires, 
including the quick testing of all the options that were 
designed into the equipment. In the case of the DIP 
switch, this would require manually setting each 
option, rather than have the final system test equip- 
ment take care of the task. 

The assembly operation is made more difficult when 
trying to wave solder or clean a board containing DIP 
switches. These operations can cause contamination 
in the degreasing step. This is true, even on the 
components that have tape or other cover for protec- 
tion, as these are extra items to handle or become 
lost. Again, the NOVRAM memory exhibits none of 
these problems in that they are in sealed packages like 
the rest of the semiconductor components that make 
up the bulk of the system. 

Once the system is in the field, the advantages of 
the NOVRAM memory are further enhanced. The 
basic reliability improvement of semiconductors over 
mechanical components is well known. Equipment 
warranties can be enforced since there is no need for 
a customer to open the equipment. The greatest 
advantage of all comes in service. No longer is it 
necessary for a technician to travel to the users site to 
change the setting on DIP switches as this can be 
accomplished over a phone hookup. 

In addition to all of the above cost savings and 
system benefits in using NOVRAM memories, the 
basic component cost is also very low. Figure 2 shows 
a typical interface for DIP switches in a microproces- 
sor system. Each package of 8 switches requires a 
decoder port and 8 diodes to provide isolation from 
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Figure 2) Typical DIP switch interface for multiple packages. 


An octal buffer and 8 pull up resistors are required 
for any quantity of switch packages in a given system. 
Matrix schemes could be applied to reduce the 
decoder ports at the cost of more buffers but, by then, 
the costs will be much greater than those of using 
NOVRAM memories. 

The assembly costs include incoming inspection, 
handling, inventory, board real estate, and final inspec- 
tion. These costs are variable depending on volume 
and other factors. 

The interface of a NOVRAM memory to a micropro- 
cessor is shown in Figure 3. 


NOVRAM 


a 
RECALL 


DATA BUS 





Figure 3) The typical NOVRAM memory interface requires only 3 decoder 
ports for any number of switches up to 1024. 


This setup requires 3 decoder ports for any number 
of switches up to 1024 and then starts adding a single 
port for each additional package of 256 or 1024 
switches. 

The plot in Figure 4 shows that system costs using 
NOVRAM memories remain constant as the equivalent 
packages of DIP switches required are increased. 
These costs include the costs of all associated compo- 
nents, assembly and testing. 
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Figure 4) Relative costs of using NOVRAM memories as opposed to DIP 
switches as a function of packages of 8 switches required. 





The plot shows that whenever the required number 
of DIP switch packages of 8 switches exceeds 1, the 
NOVRAM approach is lower in cost at the systems 
level. 

The cost of using DIP switches rises constantly as 
the number of required packages increases. An actual 
cost crossover occurs between 1 and 2 packages of 8 
switches. Designers can derive their actual costs by 
calculating the two approaches based on the costs at 
their firm. These costs should include, in addition to 
the component costs, all costs associated with incom- 
ing inspection, warehousing, assembly and system 
tests. One will find that the crossover between 1 and 2 
packages of 8 switches is consistent and favors the 
NOVRAM memory approach. 


Where And Why Trimmers 
Are Used 


The trimming potentiometer or trimmer is a 3- 
terminal device that can be connected in many differ- 
ent configurations. The purpose of the trimmer in the 
analog circuit is to make a fine adjustment of a current 
or a voltage. This current or voltage is then used in 
analog circuits to compensate for component varia- 
tions in frequency, gain, offset, voltage or current. 

Like the DIP switch, the trimmer appears quite inex- 
pensive when one considers only the purchased price. 
In actuality it can be one of the most expensive 
components on the card when the costs of field cali- 
bration are taken into consideration. It takes only one 
service call (considered by some to cost approximately 
$200) due to a changed setting caused by vibration, 
humidity or even well-intentioned user tampering, to 
run the cost of using the trimmer to high levels. In 
addition, the trimmer requires equipment disassembly 
and the skilled use of a screwdriver. This skill adds to 
the cost of owning the equipment. 

Taking an ‘all costs considered’ approach is one 
way manufacturers are reducing the cost of equip- 
ment ownership as a function of performance. 
Although the end customer wants equipment that is 
low in purchase price and service costs while deliver- 
ing a high level of performance, they will purchase a 
more expensive piece of equipment if they believe that 
the service costs and possible downtime will be 
reduced. 

The functions of the trimmer can be duplicated quite 
well by a NOVRAM memory combined with a Digital- 
to-Analog Converter (DAC). A DAC is a device that 
delivers a voltage at the output that is a function of a 
digital signal at the input. In a microprocessor system, 
this is a variable voltage source that is under the 


control of the program. While the DAC cannot exactly 
duplicate the 3 terminals of the trimmer, the circuit can 
be modified to provide equivalent results. 

The NOVRAM memory provides settings for the 
DAC that are free from problems of humidity and vibra- 
tion, as well as holding onto those settings during 
times of no power. Once the NOVRAM memory/DAC 
combination is in the circuit, the calibration can be 
made automatic by closing the loop since all mechani- 
cal adjustments are eliminated. A self-calibrating 
system can eliminate all expensive service calls for 
recalibration. 


Duplicating The Function 
Of The Trimmer 


This section will demonstrate a few simple concepts 
for using a NOVRAM memory and a DAC in combina- 
tion to modify important circuit parameters. As previ- 
ously mentioned, a trimmer adjusts small variations of 
frequency, gain, offset, voltage or current. By properly 
interfacing the output voltage of a DAC in the analog 
circuit, these functions can be easily duplicated. 

The first example shown will demonstrate how to 
effect a small adjustment in voltage that can be used 
as a reference or for some other need. Figure 5 shows 
an operational amplifier connected to provide a small 
amount of trim to the output. The 9.9k and 100 ohm 
resistors provide a division by 100 of the DAC output. 


= ~y, 4 DAC VOLTAGE 
Vo Vit 100 
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Figure 5) The DAC output provides up to 100 millivolts of trim for the 
operational amplifier output voltage. 


If the DAC can be adjusted from 0 to 10 volts, this 
voltage divider provides an offset of up to 100 millivolts. 
The operational amplifier offset adds this amount to 
the output, providing up to 100 millivolts of reference 
voltage trim. 

The next example will show how to provide a small 
offset for a fixed gain amplifier. Figure 6 shows the 
operational amplifier connected as an inverting ampli- 
fier with a gain of 10. 
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Figure 6) The DAC output provides an offset of 0.5 volt for a fixed gain 
amplifier. 


The fixed gain is established by the 1K and 10K 
resistors. As the DAC output is varied from 0 through 
10 volts, this voltage, combined with the —5 volts, 
reduces the amplifier output by 1/10 of the difference. 
This gives a fixed offset of up to 0.5 volt in either 
direction. 

The third example will show a different use of a DAC 
to change the operational amplifier gain. This example 
uses a CMOS DAC with the ladder network in the 
amplifier feedback loop. 

A short course in CMOS DACs is in order at this 
time. Figure 7 shows a simple 3-switch CMOS DAC. 


Vaer (-8 VOLTS) 


1 


Vo = 0 VOLTS TO +7 VOLTS 
IN STEPS OF 1 VOLT 


pa 





Figure 7) A simplified 3-switch CMOS DAC. 


The outputs of a CMOS DAC are in the form of current. 
The sum of the two output currents is always a 
constant. In the case of Figure 7, this sum is % x 
Veer/R. Both current outputs must look into a ground 
potential. In Figure 7 the louri pin is tied to the 
summing junction of an operational amplifier while the 
louTe2 pin is tied to system ground. The internally 
provided feedback resistor should be used with an 
amplifier since its temperature coefficient is identical to 
the other resistors on the DAC chip. The DAC switches 
are operated by standard 5 volt logic levels. The 
amplifier output in Figure 7 will vary from 0 to 7 volts in 
1 volt increments depending on the setting of switches 
SO, S1 and S2. These switches in the ‘up’ position add 
1, 2 and 4 volts, respectively, to the amplifier output. In 
the positions shown, the amplifier output is 7 volts. 

Figure 8 shows the CMOS DAC of Figure 7 in a 
slightly different configuration. 
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Vo = ~8-y, 


WHERE X = DIGITAL 
CODE (1-7) 





Figure 8) ACMOS DAC used in the amplifier feedback loop to adjust the 
amplifier gain. 


The ladder network provides the feedback to the 
amplifier while the internal feedback resistor is used as 
the input resistor. lf one goes through the equations, 
the result for Figure 8 is VO=VI x 8/ x, where x is 
the digital code for the switch settings from 1 to 7. The 
circuit gain runs from a low of 8/7 for the switches in 
the indicated position, to a gain of 8 when SO is high 
and the other switches are low. Table 1 shows a listing 
of the gains obtainable. 
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Table 1) Gains of the circuit in Figure 5 as a function of the switch 
settings. 


Analog Circuit Examples 


This section will present some actual circuit exam- 
ples for using a NOVRAM memory combined with a 
DAC. The circuits that appear in this section have been 
built and tested. The concepts presented may be 
useful to stimulate ideas which will help to solve the 
reader’s system problems and may even be of immedi- 
ate use. Figure 9 shows how the NOVRAM memory/ 
DAC combination provides a voltage or a current for 
the application. 
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Figure 9) A NOVRAM memory DAC combination provides a voltage or a 
current to correct analog circuits. 








It is, of course, possible for a single NOVRAM memory 
to provide the address setting for multiple DACs. The 
DAC size used is selected for the user's application, 
depending on the accuracy and resolution required. 
There are even multiple DACs available in a single 
package such as the SAB 3013 from Philips for more 
cost sensitive applications. 


Tuneable Crystal Oscillator 


The first application example of a NOVRAM memory 
used in combination with a DAC is that of a quartz 
crystal oscillator. These circuits find application in 
many areas, including aviation and nautical navigation, 
as well as time measuring due to high stability. The 
oscillator is normally trimmed with a small padding 
capacitor in shunt or series with the crystal. This trim 
is used to ‘pull’ the resonance point of the crystal by a 
few parts per million (PPM) to set the operating 
frequency of the circuit. The capacitor may have to be 
adjusted in the field to retrim for the aging effects of 
the crystal and its associated circuitry. 

The circuit in Figure 10 uses a NOVRAM memory/ 
DAC combination to provide the trim voltage for a 
varacior. 
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Figure 10) Tuneable crystal oscillator 


A varactor is a diode whose capacitance is a function 
of the applied voltage. This varactor in series with the 
crystal provides the actual trim function. The fixed 
operating point for the varactor is supplied through the 
100K resistor. Variable bias for the diode is supplied by 
the DAC through the 470K resistor. Figure 11 shows 
that a 50 PPM frequency trim range is achievable with 
the 12-bit DAC used. 


DAC STEP CODE 


0 -6 ~12 ~18 -23 -30 -3%6 -42 -48 -54 -60 
NEGATIVE FREQUENCY SHIFT IN PPM 


Figure 11) Tuning range of the tuneable crystal oscillator of Figure 10. 


The frequency shift is down so it is recommended to 
specify the crystal approximately 25 PPM higher than 
the desired frequency. Initial trimming and re-trimming 
is easily accomplished by changing the DAC address 
settings as stored in the NOVRAM memory. 


Software Programmable 
Voltage Reference 


Many systems (such as DVMs, test equipment, data 
acquisition systems and most forms of measurement 
and control apparatus) require a voltage reference that 
places a limit on total system performance. Figure 12 
shows how a NOVRAM memory/DAC combination can 
provide a means of adjusting the ouput of a precision 
10 volt reference. 
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Figure 12) Software programmable voltage reference. 
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An LM399A 6.95 volt reference is used in a bootstrap 
configuration to supply bias to the LF412 amplifier 
which in turn drives the LM399A. The 100K resistor 
insures start-up. The reference supplies bias to the 
LM11 amplifier, which supplies the circuit's output. 

The NOVRAM memory/DAC-1000 combination 
supplies an offset voltage for the LM11 of 1 millivolt full 
scale in 1 microvolt increments. The 0.1 UF capacitor 
insures dynamic stability and low noise at the LM11 
output. To calibrate the output to within 1 microvolt, 
one sets the DAC to half scale and selects the feed- 
back resistor of the LM11 until the output is within a 
few hundred microvolts of the desired value. Then the 
RAM portion of the NOVRAM memory is exercised, 
providing new inputs for the DAC until the desired 
value is achieved. This setting is then stored in the 
EEPROM portion of the NOVRAM memory. If a wider 
trim range is desired, the 1 megohm resistor can be 
reduced, but this degrades the setpoint resolution 
appropriately. 


Self-Calibrating, 
Interchangeable Probe 
Thermometer 


A standard industrial temperature sensor with high 
linearity and long term stability is obtained using plati- 
num resistance temperature detectors (RTDs). The 
RTD is specified in terms of its resistance at 0° centi- 
grade (as this is a function of the manufacturing proc- 
ess), while the gain slope is relatively constant from 
unit to unit. A constant gain amplifier with an offset to 
compensate for the changing impedance at 0° centi- 
grade is shown in Figure 13. 





Revarinum = ROSEMOUNT, INC. TYPE 118MA 
*FILM TYPES 1% TOLERANCE 
**FILM TYPES .1% TOLERANCE 


Figure 13) Self-calibrating, interchangeable probe thermometer. 
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The NOVRAM memory/DAC combination is used to 
modify the offset voltage of the amplifier to allow full 
interchangeability of probes in the field. 

The plantinum RTD shown has a + 3% tolerance at 
0°C (+7.5°C) and is driven with a 1 milliampere 
constant current source by placing it in the feedback 
loop of the LF412 amplifier. The constant current is 
provided by the 10 volt reference IC. The amplifier 
output will be a linear function of the sensed tempera- 
ture at the RTD. The 1 uF capacitor limits noise pick- 
up and also insures that the RTD, a wirewound device 
with parasitic inductance, does not cause amplifier 
oscillations. The second half of the LF 412 provides a 
fixed gain to the signal. 

The 90.9K resistor provides a current to the 
summing junction of the amplifier to move beyond the 
correction for the worst case sensor. The NOVRAM 
memory/DAC pair then pull enough current from the 
summing junction to correct for the inserted RTD. 
Over a 0°C to 55°C range, this circuit is accurate to 
within + 0.25°C while allowing the use of probes with 
a +7.5°C tolerance specification. 


Automatic Scale Calibration 


The scale normally does not worry about a zero- 
level reading from its sensor, since it may have a wide 
variety of items on the platform such as wrapping 
paper or containers. An algorithm is usually required to 
automatically zero the scale before loading the mate- 
rial into the container. The transducer used in scale 
applications has a large variation in gain slope which 
must be corrected before shipping the scale or when 
changing the load cell. Figure 14 shows a circuit for 
providing these necessary corrections for the gain 
slope of the sensor. 
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Figure 14) Automatic scale calibration. 





The transducer shown, combined with the fixed gain 
amplifier, can produce outputs of 7.424 volts to 9.075 
volts for full load depending on the transducer 
selected. To bring this result to the required value, the 
NOVRAM memory/DAC combination is used to vary 
the reference of an analog-to-digital converter. Since 
the DAC and the platform bridge are driven from the 
same supply, the measurement is ratiometric and no 
stable voltages are necessary. As the — 15 volt supply 
changes, the readout on the display will not vary. To 
calibrate a new platform, the scale is first zeroed out 
using the internal algorithm and then a fixed known 
weight is added to the platform. Then the NOVRAM 
memory/DAC unit is exercised until the correct readout 
is obtained. This calibration can be called from the 
scale’s keyboard. Security for this adjustment can be 
in a software access code which is also stored in the 
NOVRAM memory. 


Gain Trimming For 
Photomultiplier Tube 


The last example handles gain variations in a slightly 
different manner. The gain of a photomultiplier tube 
varies over time, temperature and power supply for a 
given input level. The output is a current from a high 
impedance source. A circuit to trim the changing gain 
is shown in Figure 15. 
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Figure 15) Gain trimming for photomultiplier tubes. 


This current is converted to a voltage by the amplifier 
on the left side of the figure. For a full scale current of 
100 A, the output voltage of this amplifier is 12 volts. 
This voltage output is used as the reference input for a 
NOVRAM memory/8-bit DAC combination which ampli- 
fies the reference from ‘'/zse through 1 depending on 
DAC setting. This gain can be varied in steps of "/256. 
The currents out of the photomultiplier tube are 
normally accurate to only 1% once the calibration is 
complete. Some applications, however, may require 
smaller steps in resolution. If this is the case, one 
could use a 10-bit DAC. Another method of obtaining 


fine resolution is to use an 8-bit DAC connected as 
shown in Figure 8 in place of the DAC arrangement of 
Figure 15. lf the feedback resistor of the left-hand 
amplifier is changed to 50K, very fine tuning (around a 
voltage gain of 2) is possible. This gain of 2 is estab- 
lished when the DAC is set for midrange of the digital 
value which gives a fine tuning range. 


Conclusion 


This application note has shown how the NOVRAM 
memory can be used to replace commonly used 
mechanical components such as trimmers and DIP 
switches. This replacement improves reliability and 
reduces service costs for recalibration and resetting. 
In addition, actual equipment costs can be reduced. 

Once a single NOVRAM memory is in the system, it 
is easy to include additional features in the unused 
portions. For example, a system designer could use a 
NOVRAM memory to replace DIP switches used for 
configuration data and then place calibration data for 
DACs in the unused memory. If even more unused 
space exists, storage of other desired data such as ID 
numbers or a service log would be possible. 

The possible uses of NOVRAM memories are limit- 
less. The designer is encouraged to build upon the 
ideas presented by this application note. 


NOVRAN _ is a trademark of Xicor, Inc., for its nonvolatile RAM devices. 
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introduction 


The EEPROM has been available for several years 
and performs the very useful function of storing data 
or programs on a nonvolatile basis, while still allowing 
alteration of that information in the system. Many 
designers have wanted to use EEPROMs, but have 
been limited by the support circuitry needed by 
currently available products. With the announcement 
of ‘The World's Easiest-To-Use EEPROM’, Xicor has 
removed these limitations. This new product family 
operates with the simplicity of a standard static RAM. 

Much has been said about the ease-of-use of 
EEPROMs. Most EEPROMs are indeed very easy to 
use during the read operation but, when it comes to 
the write operation, the term ‘easy-to-use’ applies only 
loosely. All EEPROMs introduced prior to the Xicor 
components described in this application note require 


one or more of the following during the write operation: 


1. One or more high voltage power supplies may be 
required in addition to the +5 volt power supply. 
A specially shaped high voltage pulse may be 
needed. 

Addresses and data may be required for the entire 
write time. 

It may be necessary for data stored in an address 
location to be preconditioned before writing new 
information. 

Additional timing components such as capacitors 
may be necessary. 


The Xicor EEPROMs require none of these for opera- 

tion, and exhibit the following features: 

1. Only a single +5 volt power supply is required for 

any operation including the write operation. 

Only TTL level signals are required to control the 

part. 

The write operation requires that addresses and 

data be stable for less than 200nsec to initiate the 

self controlled 10msec internal write cycle. 

. The write operation accepts random data to be 
changed to random data with no preconditioning. 

. An optional mode is available that allows the Xicor 
parts to plug into an existing socket for some of the 
older EEPROMs requiring shaped high voltage 
pulses. . 


2. 
3. 


4. 


5. 


2. 
3. 


The Xicor EEPROM Family 


The Xicor family of EEPROMs presently consists 
of two pin-compatible members: the X2816A, which 
is organized 2048 x 8 and the X2804A, which is orga- 
nized 512 x 8. Figure 1 shows the pinouts of these 
two components. 
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Figure 1) Pinouts of the Xicor family of EEPROMs. 


Parts conform to the JEDEC standard pinouts for 
byte-wide memories. These two different chips use the 
same design rules. The smaller chip was designed in 
response to many requests for a smaller, more cost 
effective part for those applications requiring fewer 
bytes of storage. 

The X2816A and the X2804A are manufactured 
using the same proven process used in Xicor’s popular 
5 volt programmable NOVRAM™ memories. The proc- 
ess is a reliable n-channel floating gate MOS technol- 
ogy using triple polysilicon. The method of data 
storage utilizes charge trapped on a floating gate, 
similar to the popular 2716 UV-EPROM. The charge 
is added and removed from the floating gate utilizing 
Fowler-Nordheim tunneling, enhanced by textured 
polysilicon surfaces. This enhancement allows 
fabrication with thicker oxides than other EEPROMs 
which don’t employ textured emission surfaces. A 
more thorough treatment of positive reliability and data 
retention implications of textured surfaces is available 
in Xicor Reliability Report RR501. 


Operation of the Xicor 
EEPROMs 


The X2816A will be used to demonstrate the use 
and features of the Xicor EEPROM family. The X2804A 
works identically to the X2816A and fits all those appli- 
cations that require smaller segments of memory. The 
X2816A uses a three line control structure to ease 
interface requirements. These three lines are: 

CE: Chip Enable is activated (LOW) whenever it is 
desired to access the part for a read or a write 
operation. When CE is HIGH the power is 

___ reduced to a standby level. 

WE: Write Enable is activated (LOW) whenever it is 
desired to write new data into a byte. OE must 
be HIGH to allow a write to start. 





OE: Output Enable is activated (LOW) whenever it is 
desired to read data from a byte. This eliminates 
all chances of data bus contention. 

The mode selection chart in Figure 2 shows the 
required setting of the control signals to select the 
various modes of operation. 
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Figure 2) Mode selection chart for the Xicor EEPROM family. 
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The one possible state of the inputs not shown (all 
three control lines LOW) is also an inhibit mode. 


Read Cycle 
The read cycle for the X2816A is shown in 
Figure 3. 


ROO} OX) 


Pete | pee | 
DATA OUT ¥ Es 


Vee 
SUPPLY 
CURRENT 





Figure 3) Timing diagram for the Xicor EEPROM read cycle. 


This cycle is totally static. It is level sensitive and 
requires no clocking. Addresses must be stable for 
the entire read cycle. If CE and OE are both LOW, a 
change of address produces new data on the output 
buffers. The CE pin also controls the power level. 
When CE is HIGH, the power dissipation is at a 
standby level increasing to operating level only during 
the time that the CE pin is LOW Most EEPROMs on 
the market operate in a similar manner. 


Write Cycle 

The byte write cycle on the Xicor X2816A gives 
new meaning to the term ‘easy-to-use’ regarding 
EEPROMs. A standard microprocessor write cycle, a 
single +5 volt power supply and TTL level signals are 
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byte. No other hardware support is necessary. Most 
systems will not require extra wait states for this oper- 
ation, because times required are short. All timing can 
be completed within 200nsec. The addresses, data 
and controls can be removed entirely as the chip 
latches addresses, data and the write command at the 
end of the 200nsec. The X2816A takes 10msec to 
complete the internal byte write cycle but, once initi- 
ated, is totally self timed and does not use the data 
bus. This latching feature allows the microprocessor to 
use the bus for other purposes during these self timed 
write cycles. During the internal write cycle, power 
consumption is at the operating level. 

All byte write cycle timing is referenced to an inter- 
nal write pulse, which is generated by the simultane- 
ous LOW of both CE and WE. Figure 4 shows the 
internal write cycle_ timing for all possible combina- 
tions of CE and WE. 
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Figure 4) The internal write pulse is generated by the simultaneous. LOW 
of both CE and WE. 


The internal write pulse is initiated by the last edge 
of CE or WE to go LOW and is terminated by the first 
of those two edges to go HIGH. The specific relation- 
ship of each of the two symbols is not important. 
Timing depends on the last edge down and the first 
edge up. 

Figure 5 shows the byte write cycle for the X2816A 
with the internal write pulse used as the timing 
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Figure 5) Timing diagram for the Xicor EEPROM byte write cycle. 


The addresses are latched by the falling edge of the 
internal write pulse, while data is latched by the rising 








edge. Once the addresses and data are latched on- 
chip, all further tasks are self timed. The internal byte 
write cycle, averaging 4 to 6msec, takes a maximum 
of 10msec to complete. Any attempt to read the 
X2816A during the internal write cycle will result in 
open state outputs. The last internal write cycle action 
releases control of the output buffers to the three 
control lines. It is necessary that the power supply 
remain within specification during the entire internal 
write cycle time. Once initiated, the internal byte write 
cycle cannot be terminated by any signa! and will 
complete under its own control. __ 

The write cycle is inhibited by holding either the OE 
pin LOW or CE HIGH. Write protection can be 
achieved during power-up and power-down by holding 
OE pin LOW. If OE goes LOW after the write has 
started, the write cycle will complete. 

Unlike most other EEPROMs, it is not necessary to 
precondition the byte prior to writing new data. The 
byte write cycle allows the change from random data 
directly to random data. Separate byte erase and 
program cycles are unnecessary. To change data, one 
writes as in a static RAM. 

It is necessary to refer to the data sheet for the 
latest timings; however, Table 1 shows the byte write 
cycle timing for the 300nsec part. 
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Table 1) Timing requirements for the 300 nsec X2816A. 


Optional High Voltage Write Cycle 

Although high voltage power supplies and/or pulses 
are not necessary for the X2816A, Xicor has added an 
additional mode for customer convenience. This is the 
optional high voltage write mode. The Xicor X2816A 
option provides a plug-in replacement for the Intel 
2816, NMC 2816, NMC 9716 and similar devices, with 
no extra interfacing required. The Xicor X2816A 
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eliminates complicated timing required by similar 
devices as shown in Figure 6. 





INTEL 2816 XICOR X2816A 


Figure 6) Comparison of timing and level requirements of the high voltage 
pulse between the Intel 2816 and the Xicor X2816A. The shaded portion 
indicates the operating range of each part. 


The X2816A uses no current from the high voltage 
pulse. Bringing pin 21 above 12 volts is sufficient to trig- 
ger the internal byte write cycle. All actual timing is 
executed by the part itself. Since the X2816A can write 
directly from random data to random data without an 
intervening erase, the user can make software 
changes to shorten the code by removing the preced- 
ing byte erase cycle, although this is not necessary if 
complete compatibility is desired. 


Optional Chip Erase Cycle 

Another mode available on the X2816A as a user 
option is the chip erase cycle, during which all bytes 
are simultaneously changed to 1's or HIGH. Since the 
part does not require that data in the byte be precondi- 
tioned, the only use for a chip erase is for setting the 
unused bytes to a known HIGH state. This operation 
requires that high voltage pulses be applied to OE and 
WE. The high voltage provides a third state on the OE 
pin, enabling an extra function without adding pins. 
This function is provided tc make the X2816A compati- 
ble to all modes of operation on the high voltage 2816. 
It is not a required mode for the majority of applica- 
tions. No time is saved by using the chip erase mode. 
It takes 20sec total to write every byte on the Xicor 
X2816A, regardless of whether the chip is totally 
erased or not. On the other hand, the Intel or similar 
2816 requires 20 sec to completely write an erased 
chip and up to 40 sec to overwrite a chip with 
random data. 


implications of the 
X2816A Improvements 


In the introduction of this application note there 
were five major features listed for the Xicor X2816A. 
These were: 

1. 5 volts only 
2. TTL level signals 
3. Short signals 


4. Random data to random data 

5. Optional high voltage mode 

The implications of each one will be discussed in this 
section. One of the major goals of Xicor is to design as 
much support requirement into the chip as practical. 


5 Volts Only 

The only power supply requirement for the Xicor 
X2816A is a single +5 volt supply. No other power 
supply is required, either by the chip or any support 
circuitry that may be used. This makes the board 
design considerably easier and less costly. Many 
EEPROMs require one or more high voltage supplies 
to provide necessary signal levels for writing. This high 
voltage Is applied either as dc voltage directly to the 
chip or as the source of the levels for an external 
pulse. Xicor has chosen to make the designer's task 
easier by including the necessary high voitage levels 
for tunneling on-chip. This high voltage, generated on 
command during the internal byte write cycle, is totally 
transparent to the user. 

High voltage is present on the X2816A only during 
the time of an actual internal byte write cycle. This 
considerably reduces the quiescent field strengths, 
thereby decreasing the stress on internal nodes and 
oxides. Figure 7 shows a comparison of the on-chip 
voltages using internal or external high voltage pulses 
as opposed to a high voltage power supply. 
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a) USING HIGH VOLTAGE PIN 
(STRESS 1S FULL TIME) 


b) USING ON-CHIP GENERATOR 
OR OFF-CHIP PULSE 
(STRESS IS ONLY DURING WRITE) 


Figure 7) Comparison of on-chip voltages between an EEPROM using 
a) high voltage power Supplies and b) internal or external high voltage 
pulses. 


Since constant high voltage on the chip has deleteri- 
ous reliability implications, an EEPROM with a high 
voltage pulse generator on-chip offers two benefits. 
These being the elimination of boardspace and design 
time for external components, and reduced stress-time 
levels on the chip to avoid a potential reliability hazard. 
In addition, parts requiring multiple power supplies can 
lead to power supply Sequencing problems. If the high 
voltage supply is present without the lower voltage 
supply the part may be destroyed. 


TTL Level Signals 
Some EEPROMs require specially shaped high volt- 
age pulses. These pulses usually last the entire period 


of the write cycle. The Xicor X2816A provides on-chip 
all necessary high voltage functions totally transparent 
to the user. When an external high voltage pulse is 
required by an EEPROM, it may require controlled rise 
and fall times (which may be different, as well as 
requiring unusual signal levels). Taking this external 
pulse requirement away Saves design complexity, 
costs and reliability problems. 


Short Signals 

Some EEPROMs require that address and data be 
held valid during the entire write cycle. This may 
require the use of wait states or, more usually, external 
latches to capture the addresses and data as well as 
the control signals. The Xicor X2816A requires only a 
200nsec signal to initiate the internal byte write cycle. 
Once started it will complete by itself. The elimination 
of external latches saves considerable cost and 
boardspace. 

These first three feature advantages can be seen in 
the evolution of EEPROMs shown in Figure 8. 
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Figure 8) Evolution of easy-to-use EEPROMs from the Intel 2816 and 2817 
to the Xicor X2816A. 


From requiring an external high voltage pulse and 
latches, to a high voltage power supply, this evolution 
shows finally, no external Support requirement (other 
than possible optional buffering in layer systems). 

Internal latches also allow tremendous write time 
savings for large systems. Different data may be 
programmed into multiple parts. Multiple parts may be 
programmed in parallel instead of sequentially. In a 
system using 100 parts without latches, 2000sec 
would be required to write all locations, as opposed to 
20sec for a system using the X2816A, because, while 
the first part is on its internal write cycle, the other 
parts may be written simultaneously. 


Random Data To Random Data 

Some EEPROMs require that the byte be precondi- 
tioned to a specific state before writing new data into 
the byte. Again, this is not the case for the Xicor 
X2816A. All byte erase requirements are performed 
transparently as part of the internal byte write cycle. 
When data must be preconditioned, a full write cycle 
to the required starting data must be performed. This 
leads to extra software to reduce as much time as 
possible. An example of possible extra software is 


shown in Figure 9. 
ANY BITS | 
GO FROM 
corner 


a@) PRECONDITIONED DATA BEFORE WRITE 










TO SAVE TIME 








WRITE NEW DATA WRITE NEW DATA 


b) RANDOM DATA BEFORE WRITE 


Figure 9) Comparison of software requirements for minimum write time 
systems between a) preconditioned data and b) random data prior to the 
write cycle. 


Optional High Voltage Mode 

In addition to ail aforementioned benefits, the Xicor 
X2816A can also substitute directly for the Intel or 
similar 2816 as shown in Figure 10. 





5 VOLTS ONLY 
2K x 
EEPROM SOCKET 


HIGH VOLTAGE 
2816 SOCKET 


Figure 10) The Xicor X2816A works equally well in three environments. 


Designers have the option of using the Xicor X2816A in 
a standard low voltage RAM socket, or a high voitage 


EEPROM socket, designed for the high voltage 2816. 
No other EEPROM offers such flexibility. It is important 
to keep pin 21 above 2.4 volts in this mode. Otherwise, 
a second false write can be triggered at the comple- 
tion of the high voltage pulse. 


The X2816A Can Be Used 
Like A RAM 


The only EEPROM currently able to plug into a 
standard 2K x 8 RAM socket is the Xicor X2816A. The 
X2816A will operate with all signals provided by that 
conventional socket. The device becomes fully func- 
tional with a simple read or write operation. The only 
restriction being to wait at least 10msec, or until the 
internal byte write cycle is completed, whichever 
comes first, before starting another EEPROM cycle. 

It is possible, however, to use the bus for other tasks 
during this wait. 


Programming Optimization 

Several methods can be used to determine when 
one can command another EEPROM cycle. The 
system designer can use either a software or hard- 
ware time-out or use an interrogation scheme. The 
time-out can be derived from a software loop, a 
16.7msec AC marker or some other timed interrupt. 

It is possible to speed up writing blocks of data into 
the X2816A by using the interrogation method. Since 
the average part completes its internal byte write cycle 
in 4 to 6msec, it is quicker to initiate the next write 
cycle as soon as control of the output buffers is turned 
back to the CE and OE pins. The output buffers go to 
the high impedance mode during write and can return 
to the low impedance mode, under control of CE and 
OE, only after the internal write cycle completes. In 
this manner, the part can signal the system that a write 
cycle has finished. 
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Interfacing To 
Microprocessors 


Since the Xicor X2816A will operate in a 2K x 8 
RAM socket, interface to a microprocessor is simple. 
The connections to an 8085 microprocessor are 
shown in Figure 11. 
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Figure 11) Interfacing the X2816A to the 8085 microprocessor. 


The 8 bit latch captures the low order addresses from 
the combined address/data bus. The latch and a 
decoder are the only additional circuitry required for 
this interface, normally found in any system using 
standard RAM or ROM. These are the same connec- 
tions required by a fully static RAM. 
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Conclusion 


Each improvement made in EEPROMs provides 
extended potential applications. By eliminating the 
need for any hardware support, the Xicor family of 
EEPROMs makes it as easy to alter nonvolatile data 
as it is to write to a static RAM. Clearly, this unprece- 
dented ease-of-use widens standard EEPROM applica- 
tions through lower costs and reduced boardspace. A 
5 volt power supply requirement improves reliability 
and lowers the damage risk to other components, 
unlike EEPROMs that require a fixed high voltage 
power supply. In addition to download type applica- 
tions, where a remote system is reprogrammed over 
a phone line, these smarter EEPROMs will eventually 
be used in machines that adjust themselves to their 
particular environment. The Xicor EEPROM family 
allows designers freedom from former limitations. 





NOTES 
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THE X2444 SERIAL NOVRAM 
TEAMS UP WITH THE 8051 
MICROCONTROLLER FAMILY 


Add scratch pad RAM and nonvolatile parameter 
store via the 8051 serial port and still maintain 
full use of the serial port as a UART. 


Application from Rick Orlando 
Written by Richard Palm 





INTRODUCTION 


The X2444 is a 256 bit serial NOVRAM internally 
configured as sixteen 16-bit words of RAM overlaid 
bit for bit with a nonvolatile E7PROM. The X2444 
has the standard hardware RECALL and STORE 
inputs plus the ability to perform these same oper- 
ations under software control, thereby freeing two 
microcontroller port pins for other tasks. The serial 
interface allows the X2444 to be packaged in a low 
cost space saving 8-pin mini DIP. 

When teamed with the 8051 family of micro- 
controllers, the X2444’s small physical size, software 
instruction set and serial interface make it an ideal 
parameter store and scratch pad memory while 
maintaining full use of the 8051 serial port as a UART. 


SCOPE 


This application note describes interfacing the 
X2444 with the 8051 family of microcontrollers. 
Emphasis will be placed on the timing considerations 
of the interface, and explaining the modifications to 
the instruction words for normal device operation. 
This note assumes the reader has access to a Xicor 
Data Book and Intel Microcontroller Handbook. 


8051 / 2444 
PIN PIN 
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SERIAL PORT OPERATION 


Port 3 on the 8051 provides a serial port that can 
be used in two basic configurations, full duplex and 
half duplex. This note examines the half duplex 
(mode 0) operation in interfacing to the X2444. Port 
3 pin 1 (P3.1) is the clock output for both transmit 
and receive modes and Port 3 pin 0 (P3.0) is used 
for bidirectional data transfers. 

The clock output frequency is “2 of the XTAL 
oscillator input frequency. To simplify timing calcula- 
tions this note will assume an input frequency of 
12 MHz resulting in a symmetrical 1 MHz output 
on P3.1. 

The P3.1 and P3.0 pins when inactive (neither 
transmitting nor receiving) are always a logic 1 
(HIGH). When a data transfer commences P3.1 will 
be LOW during machine cycle states S3, S4 and 
S5 and will be HIGH during states S6, S1 and S2. 
When transmitting, data is shifted out on P3.0 during 
S6P2 (state 6 phase 2) LSB first. When receiving, 
data is sampled during S5P2. Refer to Figure 1 for 
the basic 8051 serial port timing. 


bal ton (84 ns) 


tsxi 
———— 
P3.1/SK re 
tps (916 ns) 
soo YF 
P3.0/D0 


Figure 1. 12 MHz 8051 Serial Port Mode 0 and X2444 Timing 
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HARDWARE 
CONNECTIONS 


The X2444 directly interfaces with the 8051 with 
no external circuitry required. DI and DO of the 
X2444 are both tied to P3.0, SK is tied to P3.1, 
CE is tied to any free port pin configured as an 
output and STORE and RECALL are tied to Voc 
(see Figure 2). 


+5V 








X2444 
Vee 
STORE 


RECALL 






Figure 2. Basic Configuration 


X2444 OPERATIONS 
REVIEW 


The X2444 is a serial device and in this application 
all chip functions are handled via the software in- 
structions. The 8051 transmits data LSB first but 
the instruction format for the X2444 shows the 
instruction to be transmitted MSB first. This requires 
a simple transposition of the instruction, MSB for 
LSB. The memory is effectively a FIFO, so the data 
to be stored need not be transposed. 

Internally the X2444 increments a bit (clock) 
counter. This is used to indicate the end of an 
instruction and if a read or write instruction is re- 
ceived, to increment a bit position pointer. This 
pointer enables individual RAM cells for writing and 
reading. The counter for the pointer increments from 
zero to fifteen. If CE remains HIGH and SK continues 
to clock, the counter will rollover from fifteen to zero. 
The word address does not increment; therefore, 
during a write operation if SK continues to clock 
and CE is HIGH, a 25" rising clock edge (8 edges 
for instruction + 16 edges for the data word + 1) 
would cause bit position zero to be overwritten. 
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SYSTEM 
CHARACTERISTICS 


Under normal operating conditions the X2444 ex- 
pects CE to transition LOW to HIGH when SK is 
LOW in order that the first bit of data can be clocked 
into the X2444 on the first rising edge of SK. The 
data is sampled to see if it is “O” (a don’t care state) 
or a “1” which is recognized as an instruction start. 
The 8051, however, places both P3.1 and P3.0 
in the HIGH state when not actively transmitting. 
THIS IS OK. The X2444 internally gates CE and 
SK; therefore, toggling the port pin controlling CE to 
a HIGH effectively generates the first rising edge of 
SK, and also clocks in the HIGH present at P3.0 (Dl). 

What this does is clock a “1” into the X2444 
indicating the start of an instruction prior to any 
shifting operation by the 8051 serial port. This will 
require dropping the leading “1” from the instruction. 
See Table 1 for the WAS/IS conditions for the equi- 
valent instructions to be used by the 8051. 


INSTRUCTION WAS Is 
76543 21 0 76543210 

WRDS 1X XX X000 % 000 X X X X 
STO 1X XX X00 1 xX 100 %X X X X 
SLEEP 1X XX X01 0 Xx 01 0X X X X 
WRITE 1 AAAAO 1.1 X110AAAA 
WREN 1 XX XX 100 X 001 X X XK X 
RCL 1X XXX1t01 %X%¥ 101% XX X 
READ* 1AAAATt41X 1X11AAAA 
*Note: bit 7 of the READ command should be a “1” to avoid bus 


contention. 


Table 1. Reconfigured Instruction Format 


The 8051 will still generate eight rising clock edges 
on P3.1 for each byte loaded into the shift register 
(SBUF), effectively providing the X2444 with nine 
clocks for the first byte. For the single byte instruc- 
tions the ninth clock and data are ignored by the 
X2444. Refer to Figure 3 for the single byte instruc- 
tion timing. 
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Figure 3. Single Byte Instructions 


WRITING 


Writing to the RAM array is straightforward. The 
write instruction is issued by the 8051 in the same 
manner as the single byte instructions. The MSB 
(eighth bit) of the instruction byte is clocked in on 
the equivalent ninth clock rising edge. This bit is 
recognized as the first data bit transfer and is initially 
written into the addressed word's bit position zero. 
The 8051 will continue to transmit two more bytes 
of actual data. The LSB (bit “O”) of the first byte 
will be physically located in bit position “1” and all 
subsequent bits will also be offset by one. The MSB 
(sixteenth data bit) of the word will be written into 
bit position zero, overwriting the last bit of the instruc- 
tion byte. Refer to Figure 4 for the sequence of 
operations. 
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READING 


Reading data back from the RAM array is quite 
similar. The X2444 begins to shift data out during 
the instruction cycle (more on this later). After the 
instruction is shifted out, the 8051 must turn around 
P3.0 and configure it as an input. CE and SK are 
static during this period and the DO output will 
remain unchanged until after the rising edge of the 
first 8051 receive data clock. Therefore, the first 
data shifted into the 8051 will be from bit position 
“4”, equivalent to the LSB originally written. Refer 
to Figure 5 for the sequence of operations. 
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Figure 5. Read Cycle Sequence 
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BUS CONTENTION 


There will not be any bus contention for single 
byte instructions or the write command. However, 
for the Read command there could be contention. 
While the 8051 is still shifting out the instruction 
byte the X2444 begins to output data on the same 
line. Refer to Figure 5, just after the falling edge of 
clock eight. 

The 8051 shifts out data at S6P2. If the data 
changes state from “0” to “1” a high current enhance- 
ment FET is turned on for two 8051 system clock 
cycles. This is used to provide a fast rise time. 
At the end of this two cycle period, the enhancement 
FET is turned off and the output is held HIGH by 
a depletion mode FET that essentially looks like a 
resistor pullup (Refer to Intel’s Microcontroller Hand- 
book [1984] pages 6-6 and 6-7). Note that the high 
drive circuit is enabled only for data state changes 
from “O” to “1”; therefore, if the output is already a 
“1” and another “1” is shifted out on P3.0, the high 
drive will not be turned on. This depletion FET can 
source a maximum of 250yA if the port pin is 
grounded. 

The instruction table indicates that bit seven for 
the READ instruction should be a “1”. The reason 
for this is to guarantee that the high drive period is 
off before the X2444 begins to output data. If bit 
seven were a “0”, the 8051 would turn on the high 
drive circuit to return P3.0 to the inactive state, 
possibly generating a high current contention prob- 
lem with the DO output of the X2444. Figure 6 
illustrates the timing involved during clock eight. 
The high drive period of the 8051 is turned off well 
before the X2444 begins to output data. 


CLK8 


HIGH DRIVE 
PERIOD 


_— 


P3.1/SK 


VERSATILITY 


The DO output of the X2444 is always in the high 
impedance state unless it is outputting data in re- 
sponse to a READ command. Therefore, the serial 
port of the 8051 need not be dedicated solely to a 
serial memory interface. 

Figure 7 illustrates the versatility this affords. This 
figure depicts the basic system components required 
in a remote location controller. Notice that the 8051 
serial port has access to both the X2444 and through 
the use of the CE control line maintains full use of 
the serial port as a UART. Therefore, it can receive 
downloaded parameters from a host, re-enable the 
serial port for X2444 communication, then store the 
data either temporarily in the X2444 RAM array or 
permanently in the X2444 E?PROM array. 


HOST 
SERIAL 
INTERFACE 





Figure 7. Shared Serial Port 
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Figure 6. Worst Case Bus Contention 











CONCLUSION 


This application note has shown that with no extra) maintaining full 8051 UART capabilities. It is the 
hardware the X2444 interfaces directly with the ideal solution for applications where extra memory 
8051 family of microcontrollers, providing a non- is required but few port pins are available for 
volatile memory store and scratch pad memory and _ implementation. 
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NONVOLATILE DATA INTEGRITY: 
INADVERTENT WRITE/STORE ELIMINATION 


By Applications Staff 


Vol. 1, No. 1 


Xicor’s nonvolatile memory products are backed 
by designed-in protection features which ensure data 
integrity. These include: 


= Onboard V,, Sensor 
All operations inhibited when Voc < 3.0V. 

= Noise Filter 
A feature which blocks noise spikes on control 
lines. 


= Orderly Power Transition 
The device will not self-generate inadvertent 
write/store operations. 


Write/Store Inhibited Control Pins 
Multi-pin write/store command signal requirements 
provide both data security and design flexibility. 


New Design Features 


# Software Write Protection 
= Previous Recall Latch 
= Command Sequence 


With Xicor nonvolatile memories, data is maintained 
through power-on, power-off, power-down, system 
crash, and the entire range of system conditions 
when some simple design rules are observed. Often 
nonvolatile system designers are frustrated by inad- 
vertent system command signals during power-up 
and power-down operations. Being nonperiodic in 
nature, these elusive culprits can lead the designers 
to the false conclusion that the memory device is 
malfunctioning. This, however, is rarely the case. 
The system is more often sending an unintended 
write/store command. This problem can be easily 
resolved as shown in this application brief. 
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GIGO' Going to Sleep 


Just as a person falling asleep at the wheel can 
inadvertently command his vehicle into an undesirable 
situation, digital systems transitioning from normal 
operation to a power-off state or vice versa can 
distribute random data, addresses, and control signals 
along the way. 

Since Xicor nonvolatile memories accurately and 
reliably store data as instructed, data stored at power- 
down will be impeccably retained and available upon 
power-up. (That's nonvolatile GIGO.) 


Protection-Conscious Design 


Data integrity is a major criterion with Xicor products 
and several superb features were designed into 
Xicor’s memories to ensure it. 


= Voc Sensor 
An onboard sensor establishes a threshold supply 
voltage of 3.0V below which write operations on 
E*PROMs and store operations on NOVRAMs are 
blocked. Above this voltage, write and store oper- 
ations are available and therefore must be pro- 
tected from unplanned instructions. 


Orderly Supply Transitions 

‘As a system powers up or down, the possibility of 
unintentional, internally generated control signals 
increases dramatically. The Xicor nonvolatile 
memory family has designed-in protection to elim- 
inate self-generated write/store commands. 


Noise Filter 

An additional feature designed into Xicor’s E7PROM 
family is a noise filter to prevent glitches on the 
WE line from initiating a write cycle. This feature 
filters pulses of less than 20ns duration insuring 
noise spikes are not misconstrued as write 
commands. 





= Write/Store Inhibit Control Pins 
Xicor nonvolatile memories require combinational 
contro! pin conditions in order to execute a 
write/store command. By disallowing any one of 
the required pin conditions, the user can prevent 
unplanned nonvolatile data changes so that data 
integrity is maintained. 


Write/Store Pin Conditions 








STORE CAPABILITY 
STORE OPERATION DISABLED 


ARRAY RECALL BLOCKS STORE INITIATION 
(SEE FOOTNOTE 2) 


STORE OPERATION EXECUTED? 























“| __ WRITE CAPABILITY 
(WE) WRITE INHIBIT 
(OE) WRITE INHIBIT 
(CE) WRITE INHIBIT 


WRITE OPERATION EXECUTED? 



























Figure 2: E2PROM Family 


External Hardware Implementations 
Solution |—“Hold-Low” Protection 
The simplest solution is to pull the OE (or ARRAY 


RECALL) to a logic “0” whenever the supply voltage 
is below the (5.0-10%) system threshold. 


Vcc 


91KQ 





OE 
(OR ARRAY RECALL) 


Figure 3: “Hold-Low” Protection 
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The Intersil* ICL 8211 programmable voltage ref- 
erence is an inexpensive 8-pin mini DIP which will 
sense a selected voltage threshold and output a logic 
“OQ” when the supply is below that threshold. Con- 
versely, as the sensed voltage rises above the 
selected threshold, the 8211 outputs a logic “1” 
following its supply voitage level. 


Solution II—“Hold-High” Protection 

The second method of data protection during 
power supply transitions is to keep the NOVRAM 
STORE pin (or the WE and/or CE pins in the E7PROM 
family) near the power supply voltage. By preventing 
the low condition of these pins which is necessary 
for a write or store operation, inadvertent stores will 
be eliminated. 





Vcc 


NOVRAM 


2, & 
E*PROM 


91KQ 
CE OR 


STORE) 





CE or WE (OR STORE) 


Figure 4: “Hold-High” Protection 


The graph in Figure 5 shows the performance of 
the Intersil ICL 8211. The top plot is a sawtooth 
which is connected to “5V supply” as shown in the 
Solution | and Solution 1] schematic diagrams. The 
bottom plot is the output of the ICL 8211. Note that 
when the supply is above 4.50V, the ICL 8211 output 
tracks it at logic “1”. When the supply sawtooth is 
below 1.56V, the ICL 8211 output tracks the power 
supply. However, since the Xicor memory family has 
internal protection inhibiting write/store operations 
when V¢z is below 8V, no inadvertent write/stores will 
occur in this range. In the critical range between 3V, 
where internal protection stops, and 4.5V, where 
normal operation begins, the ICL 8211 insures a OV 
output. 


5.00V 


Vec 


Vout (PIN 4) 








0.00V 


Figure 5: Intersil ICL 8211 Programmable Voltage Reference/Supply 
and Output Waveforms 


As an alternate approach to the 8211, some 
designers may prefer to incorporate the SGS L487. 
This device is a 500 mA precision 5V voltage 
regulator which includes an open collector power-on, 
power-off reset output pin, which can protect the 
nonvolatile memories just as the 8211 does. The 
timing diagram in Figure 6 shows the voltage on this 
reset output pin as the supply voltage transitions 
through power-up and power-down. 
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Figure 6: SGS L487 Precision Voltage Regulator/Output and Reset 
Waveforms 


New Protect Features 
Serial Device Protection X2444 
A Previous Recall latch and Write Enable latch 
have been incorporated in the X2444 Serial NOVRAM. 
Upon power-up, both latches will be in the reset 
state. Both latches must be set in order to enable 
either a write RAM operation or store to E7PROM 
operation. 
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A recall operation copies data from the E7PROM 
array into the RAM array. This operation places 
known data in all RAM locations and sets the 
previous recall latch. This prevents the user from 
inadvertently writing one word to RAM and performing 
a store operation with unknown data in all other 
locations. 

The WREN instruction sets the Write Enable latch, 
enabling (if the Previous Recall latch is set) write and 
store operations. The WRDS instruction resets the 
latch, disabling write and store operations. 

Therefore, total data integrity can be maintained 
through the use of software commands. The device 
is inherently protected during power-up and, through 
proper software control, is protected during power- 
down. 


X2404 Serial E7PROM 

Due to the nature of the software protocol involved 
in writing to the X2404, inadvertent stores are highly 
unlikely. During power-up or power-down the possi- 
bility of the bus duplicating the start condition, slave 
address and transmitting data successfully is so 
remote as to be unmeasurable. 


Software Write Protection 

Future E7PROM products will contain a register 
which is accessible through a software sequence 
algorithm. This feature provides the user control in 
selecting the level of write protection required by 
their application. 


Mode Selection 
Write Lock-Out 


In the lock-out mode, all write operations will be 
disabled. 


Open Access Writes 

In the open access write mode, the lock-out is 
disabled, and the host system can write in both byte 
and page modes unimpeded. 


Single Write 

In the single write mode the host can execute only 
one byte or page mode write cycle. When the internal 
write cycle is completed, the device will automatically 
reset the register, disabling any further attempts to 
write. 

Figure 7 indicates the write protection features 
incorporated in all Xicor products. 
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Figure 7: Product Protection Matrix 
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Footnotes 


1 GIGO is an acronym popular in the computer world 
for “Garbage In Garbage Out”. 

2 ARRAY RECALL biocks all control inputs but does 
not halt a store in process. 

3 These are the only conditions allowing nonvolatile 
data change. 

4 See Intersil ICL 8211, ICL 8212 Programmable 
voltage reference data sheet in Intersil Data Book. 
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DATA POLLING AND PAGE WRITE COMBINE TO OFFER 
IMPROVED WRITE TIMING CHARACTERISTICS 


By Applications Staff 


Vol. 1, No. 2 
DATA Polling 


Xicor E7PROMs normally complete the nonvolatile 
Write Cycle substantially faster than the maximum 
time specified on the data sheet. In order to take 
advantage of this faster Write Cycle potential, Xicor 
developed DATA Polling. 

DATA Polling provides a simple software technique 
of testing for the early completion of a nonvolatile 
Write Cycle. DATA Polling uses the most significant 
bit (MSB) of the last byte written to indicate to the 
microprocessor when the write operation is complete. 
During the internal nonvolatile Write Cycle. I/O, is the 
complement of the last D, written. Thus, the micro- 
processor can simply read the last byte written and 
compare the result with the actual data written 
(generally stored in a register or RAM location). 
When the values are equal, the Write Cycle is 
complete. . 

The flow chart below shows the minimal software 
necessary to “Poll” for “Data”, thereby testing for 
nonvolatile Write Cycle completion. 








DATA Polling 











WRITE 1-16 BYTES 
LEAVING LAST BYTE IN 
ACCUMULATOR 


COMPARE LAST 
ADDRESS TO 


ACCUMULATOR 


During Write Cycle 

1/07 is the complement of bit written 
© 1/0 through 1/Og are floating 

® A compare with byte written fails 


After Write Cycle is Completed 
e@ All bits are correct 
e@ A compare with byte written passes 





EQUAL 


WRITE 
COMPLETE 


Figure 1: Testing for Nonvolatile Write Cycle Completion 





Prior to nonvolatile Write Cycle completion, the 
comparison test will continue. When the Write Cycle 
is complete, the comparison test will succeed and 
control will fall out of the loop. The user may then 
access the memory for the next read or write 
operation. 


8080/8085 Microprocessor Instructions 
Retain last byte written in the accumulator and the 
last address written to in HL 


COMPARE MEMORY TO ACCUMULATOR 
JUMP IF NO MATCH 
RETURN FROM SUBROUTINE 


XXX CMP M 
JNZ XXX 
RET 


6502 Microprocessor Instructions 
Retain the last byte written in the accumulator 


XXX CMP CLAST),Y COMPARE MEMORY TO ACCUMULATOR 
BNE XXX BRANCH IF NO MATCH 
RTS RETURN FROM SUBROUTINE 


Figure 2: DATA Polling Subroutine Examples 


Growth Path 


DATA Polling has a side benefit in that no additional 
pins are required to implement the feature. Therefore, 
a board populated with X2864’s can easily accom- 
modate the X28256 when the user needs to expand 
their system. 


The X2864 package shown in Figure 3 reveals the 
two unconnected pins on the 28 pin package. This 
allows for board designs which accommodate the 
64K E?PROM to upgrade to 256K with the only 
change being the addition of high order address 
signals. 





Figure 3: X2864 64K EPROM 


Page Write Operation 


Xicor E7PROMs currently feature Page Write op- 
eration. It was first implemented by Xicor to enhance 
the effective byte Write Cycle time. As Xicor’s 
experience in the design of nonvolatile memories 
has increased, so has the capability of the Page 
Write feature. 


*ADDRESS 


1/0 


BYTEO BYTE1 BYTE 2 





The X2864A currently supports a 16-byte Page 
Write feature. The manner in which this was imple- 
mented provides a host processor a 150us window 
in which to write one to sixteen bytes of data. Refer 
to Figure 4 for the sequence of an X2864A Page 
Write operation. Using the worst case Write Cycle 
time of 10ms, this method of writing data to the 
X2864A yields an effective byte Write Cycle of 
625us. The effective Write Cycle time can typically 
be halved by implementing DATA Polling, yielding a 
byte write time of 312us. 

The next generation of E7PROMs (X2864B, 
X2864H, X2816B etc.) have been implemented with 
the latest Xicor proprietary technology, speeding the 
Write Cycle time. They have also been designed to 
expand the page size. For example, the X2864B 
maximum Write Cycle time is 2ms, and the page 
size has been increased to 32 bytes, yielding an 
effective byte Write Cycle of 62us. This too, can 
typically be halved by implementing a DATA Polling 
software routine, yielding a 32us byte Write Cycle 
time. 

In addition the Page Write window%has been 
eliminated on the new generation. For example, the 
X2864B page size is defined as 32 bytes, the host 
can theoretically perform as many writes to that one 
page as it requires. In order to keep the page window 
open the host must initiate subsequent write opera- 
tions, WE falling edge, within 20us of the previous 
WE falling edge. Refer to Figure 5 for an illustration 
of AC Page Write characteristics. 















BYTE 13 BYTE 14 BYTE 15 


twe 








*The page address, addresses A,~A;5, must remain the same ble ic the page write cycle (tp, yw). Ifa 
page violation occurs, writes to an unknown address could result. 


Figure 4: X2864A Page Write Timing Diagram 
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*ADDRESS 








1/0 


BYTEO BYTE1 BYTE 2 BYTE n BYTE n+1 





*The page address, addresses As~A15, must remain the same throughout the page write cycle (tp; w). If a 


page violation occurs, writes to an unknown address could result. 


Figure 5: X2864B Page Write Timing Diagram 





BYTE n+2 










Figure 6 is across reference table for Xicor products mode and page mode with DATA Polling imple- 
featuring Page Write operation. For each device the mented. As a further comparison, entire device 
maximum and typical byte Write Cycle times are rewrite times are listed for single byte maximum 
listed, and effective byte Write Cycle times for page cycle time and page write using DATA Polling. 











Device Type | Byte Write Write Page Size Effective Byte Write 





Device Rewrite 


Polling Single Byte 
Typical Without Polling 














X2864A | 5ms_| 


X2816B 
X2864B 





























X2864H 




















X28256 


Page 
With Polling 
82sec 2.58ec 
4.1sec 64ms 
16.4sec 256ms 
16.4sec 256ms 
163sec 1sec 











Figure 6: Cross Reference for Xicor Products Featuring Page Write Operation 
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X2816A DESIGN ALLOWS UPGRADE 
TO X2864A AND BEYOND 


By Rick Orlando 


Vol. 1, No. 5 


With the announcement of the X2864A, customers 
have expressed a desire to design an X2816A 
socket that can be upgraded to accept the X2864A. 
The 28-pin footprint of the X2864A allows eventual 
migration up to the 256K bit level. If a board design 
is done properly, the socket can accept the entire 
product family. 


First, let us look at the “universal socket”. 


X28XXXA 
(64K, 128K, 256K) 


Vec 


fe | 16K POSITION. 
—e 


WE 








Ar 11 (3) — te 
As TT] 2 «a (25)23 [] As (A13) 64K & ABOVE POSITION 

As (13 (6) (222 TP) As (a1) 16K POSITION 

AsC]4 6 | WE —-—} 

AsE]s i —@2)20 [7] GE *GaK & ABOVE POSITION” 

Az 16 (8) (21)19 [7] Aro 

AA? (20) 18 [7] CE SWITCH (OR JUMPER) CONFIGURATION 
Ao [}8 (10) (19) 17 F] Oz 

"Oo [49 (11) (18) 16 |} 106 

Or (7) 40(12) (17) 15] Os 

WO2 [_] 11(13) (16) 14 [7] 104 

Vss (_}12(14) VO3 


X2816A 


Figure 1. Universal Socket for 16K Thru 256K E7PROMs 


One can see that the socket will accept Xicor 
E?PROMs from the 16K level through the 256K level 
with essentially two jumpers determining which 
footprint the socket is to be. 
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The next question is how can one minimize the 
address decoding logic for a board populated with 
the above “universal” sockets. We will assume that 
we have a board with eight “universal” sockets. We 
would like to design the address decoding logic to 
allow the eight X2816As to be replaced by two 
X2864As. 


Now, we look at the addresses that each chip will 
be mapped into: 


Chip # Address Range 


X2816A (1) 0000 - O7FF 
(2) 0800 - OFFF 
(3) 1000 - 17FF 
(4) 1800 - 1FFF 
(5) 2000 - 27FF 
(6) 2800 - 2FFF 
(7) 3000 - 37FF 
(8) 3800 - 3FFF 
Chip #_ Address Range 
X2864A (1) 0000 - 1FFF 
(2) 2000 - 3FFF 


Figure 2. Address Map Comparison 


The breakdown of the decoding for such a scheme 
is listed as follows: 


X2816A Chip Selects* X2864A Chip Selects* 
Ais Are Argz-— Arn Ans 1 2 3 4 5 6 7 8 4 2. 
0 0 0 0 0 Oo 411 14 4 14 «14 «41 Oo 1 
0 0 0 0 1 We Ol De ae Oo 1 
0 0 0 1 0 1 $1031 4 14 «4 ~4 Oo 1 
0 0 0 1 1 1 $114 014 4 4 4 Oo 1 
0 0 1 0 0 1 1474 14 0 14 4 «41 1 0 
0 0 1 0 1 1 #1414 17 14 0 474 1 1 #0 
0 0 1 1 0 1 41 1 14 14 0 1 1 0 
0 0 1 1 1 1 4 1 14 4 14 ~71 ~0 1 O 


*Chip Select is active low. 


Figure 3. Address Decode Comparison 


One possible solution is to use two 74LS138’s with 
one being wired for the X2816A and one for the 
X2864A. If the X2816As are used in the board, 
LS138-A is installed and LS138-B is omitted. Con- 
versely, if X2864A’s are being used, LS138-B is in- 
stalled and LS138-A is omitted. 


1-OF-8 DECODER 





VMA*—@———-——___—_E, 9 
Ais E2 04 
mf E3 “h’ 02 

Q3 

04 
Az A2 Os 
Ar——_ AY 


06 


An———_J Ao 
LS 138 07 


X2816A 
: i X2816A 
ie % CE (2)|x2816A 


“B” Lee X2816A 


| Ao I 


CE (4)|X2816A 


<a] 
a CE (5)/X2816A 


CE (7), X2816A/X2864A 






































Ey 








poo Ee 


5 


= LS 138 




















*VMA = VALID MEMORY ADDRESS. 


Figure 4. 74LS138 Decode Wiring Option 


The two X2864Ass are placed in sockets 6 and 7. 


Another solution for the address mapping ques- 
tions is to use a 32x8 bipolar PROM for address 
decoding. 
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CE (LOW) 





























Ais 2345678 
ho, L_ 
: AS sorenou D4 
Ai2 A2 D3 
A141 A1 D2 
D1 
VMA Ao Do 








Figure 5. Bipolar PROM Mapping 


One simply changes the PROM for replacing the 
X2816As with X2864As. 


Another related case is where the designer would 
like to increase the memory capacity of the board by 
upgrading to the X2864A. In this case, we need to 
replace the eight X2816As (128K bits/board) with 
eight X2864As (512K bits/board). 


Using the “universal” sockets, this is relatively 
easy. We use the following circuit, again using a 
32x8 bipolar PROM. 





CE (LOW) 












































VMA ho 12345678 
cs a 

A15 Aa =| 

A14 > 

: A3 sans PROM D4 

A13 A2 D3} —— 

Ai2 At D2 | 

D 
Ait Ao : 






Do 








Figure 6. Bipolar PROM Mapping for Memory Expansion 


One simply changes the program in the PROM to 
go from using X2816As to X2864A's. The listing 
below shows the PROM program for the X2816As 
and the X2864As. 


The PROM decode method allows a mixed combi- 
nation of X2816A’s and X2864A’s to be used on the 
same board. It also allows different types of memory 
to be used such as X2816A's and 64K CMOS RAMs 
on the board. If the board is to be used with either 
16K or larger devices, then only two jumpers are 
needed per board to configure all of the “universal” 
sockets. 


The address decoding can be extended even fur- 
ther to incorporate expansion to the 256K bit 
E?PROM. 


One can see that through using foresight in 
design, a modern designer can implement a 
memory socket that is truly universal in allowing the 
use of the most cost-effective E7PROM densities 
available. 


16K Bytes 64K Bytes 
X2816A Program X2864A Program 
0000 - 3FFF 0000 - FFFF 
Air Ariz Ais Ara Ais Do D; D2 D3 Dy Ds De D, Do Dy, Dz Dz Dy Ds Dg D, 
0 0 0 0 1 1 #14 14 «1 1 1 1 1 14 1 =41 


ea Or aan i. Molo lolol ooo le al a a a a a a Molo lo MoMoMomo) 
ee Ne ee a | 
en nO i i Sn nn OO On Se Ck op En ao 3 


awe ee OQoonrcedxvawat +1 0d0co0ccd + = = sa aodaonooaonoe=za =a 3s aon9ncnad 
a oa st sO es ss ot Ot CoC ot UC COCO COO OCOCOlcCOlcCUOolMlcCCUcCOCUCUOCCOOoOoCo Oo 


a ee eC SO ee Sc Cn on cn oe co Sr no co Cio ro co Sr ap } 


-—-oj--o0O+0+rfd0eo0oero-+-oqaor+o-oco+ortoco+rt0eH OF OF =-+=0 
— =-=-oOoOd0o--nA oO 0fr {20 0 42 0024 0o0ff+-00 2+0e0+ 0 
en a en ee Se CE CCS COR CR CC En CRC CC COs Cs gp EO SE 


Figure 7. PROM Contents for Memory Expansion Mapping 


Saar Cee Cons CO Cras Cs OC CORE Cun Cn Con Cour Cn CE CO CR CEs CEOS CR Cae CEO CO Ce CO CEOS CT ST ce, DE Cr CG 
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Oe CR CO TO Sos CC CR SE CE CE RES CE CIO GR cop DEEN’ CRIT Dens Cn GOs 
ee A a ee o> Ee a a) 
Cee en een ne > ae > EE 6 ee 


a i i con Ci i con Cre Oc Cr ice Cie Sk ap ire Cra Cir Sir Cares Gane o 
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oOo Qo 0 = 2B Se a ae ae SB se as es ae se se ss oe es Se eS oe Ss ee eS 


=a st as ses sa se ss sa se tes ss et ee ot COCO CCOOCOUONCc tll tl t 
ee a o> ae om a > a a a nd 
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REPLACING DIP SWITCHES WITH NONVOLATILE 
TECHNOLOGY 


By Rick Orlando 


Vol. 1, No. 7 


One of the most prevalent applications for small 
nonvolatile memories is that of replacing DIP 
switches. The advantages of the nonvolatile 
memories is clear. They take up less room, are 
easier to use, and lend themselves to automated 
board assembly. 256 bits of information, or the 
equivalent of 32, 8-bit DIP switches can be imple- 
mented in a single package. 

Xicor’s new X2444 Serial NOVRAM adds yet an- 
other feature—low cost. When coupled with the 
serial device’s minimal interface requirements, the 
X2444 takes DIP switches head on, and is obviously 
the cost/performance leader. The purpose of this 
brief is to describe how easy it is to replace a DIP 
switch with an X2444 NOVRAM. 


DIP Switch Interface 


There are two common types of DIP switch in- 
terfaces. 


/O 
PORT 1 


a) 


/O Port 


The first uses an I/O port with internal pullup resis- 
tors. Figure 1a shows a typical circuit that could be 
used either with a single chip microcomputer or with 
an I/O port on a microprocessor bus. In either case, 
the internal pullups present a logic “1” to the input as 
long as the DIP switch is open. To use an X2444 
Serial NOVRAM in the DIP switch socket, one only 
needs to tie pins 14, 15, and 16 of the 16-pin socket 
to Voc: 

One then plugs an X2444 part in the uppermost 
half of the socket, and the circuit becomes that 
shown in Figure 1b. Voc, STORE, and RECALL are 
tied hard to 5 volts, so that all nonvolatile operations 
are controlled through software. The four interface 
lines from the X2444 are connected to the four least 
significant I/O lines of the port. 





Figure 1. Microcomputer with Internal Pullups 
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No Internal Pullups 

The second type of interface uses ports which do 
not have internal pullups. In this instance, the X2444 
can be plugged into the top section of the pullup 
resistor socket, with a jumper from pin 13 of the 
16-pin site to ground, for the Vsg on the serial part. 


Again, Vcc, STORE, and RECALL are tied to +5V 
through the connections used for the resistor pack. 
The DIP switch socket simply remains empty. See 
Figure 2. 





Figure 2. Microcomputer without Internal Pullups 


Both of these implementations free up four more 
I/O lines to be used elsewhere. They also require the 
same software to drive the X2444. 

Assume that the processor is a 6801 with the 
X2444 replacing a DIP switch. The procedure “INIT” 
initializes the port (see Section 1, “X2444 Driver Pro- 
gram for 6801”). 

Serial output is accomplished by loading the data 
to be output into the A Accumulator. A loop routine 
then shifts a bit into the carry, sets the serial data out 
(Data in for X2444) to either a “1” or “O” depending 
upon the state of the carry and toggles the clock. 
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(See Section 2 Procedure “SHIFT1” of X2444 Driver 
Program for further details). 

The serial input is performed by a loop which ex- 
amines the state of the serial data in, (Data out for 
X2444) sets the carry accordingly, shifts the carry 
into the accumulator and toggles the clock. (See 
Section 3 Procedure “SHIFTIN” of X2444 Driver 
Program for further details). 

The complete software is as follows, and it oc- 
cupies about 100 bytes of code. As one can see, the 
X2444 is indeed a value replacement for DIP 
switches. 


[ROO ICO IO IK IK IOC IOIOK ICICI ICICI CK COICO KDC IOC OIC I 0K OO 
6801 X2444 DRIVER 
SSUME THAT FORTL IS USED AS THE 2444 INTERFACE 


















STL'S REGISTERS AK AL OCA WSS 
DATA DIRE! 0000 
FORT 0002 


ASSED 
WHI. 


AME TIN THE. 
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A ACCUMULATOR » 


% 
3 
$ 
$ 
3 
3 
$ 
$ 
3 
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? 
3 
3 
3 
; SERIAL. 
> 
3 
3 
3 
3 
3 
3 
x 
3 
3 
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3 
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0 


LAAAALLX 
LAGAGOL 








AND 


€ 
“1"s ARE USED INS D GF DONT T Car 
NON DATA OFERATILONS » 












OG. 

O2. 

080H 
082H 
O84H 
O086H 
O83H 





KEKE CRANE ARE RARE AMER KAKA RAK AK RK NAKA AOR A RIK AL DOOR CIO IOKOIOK OK OK 









3 
; 
$ THIS FPROCE 3 THE X2444 TNTERF ACK 

Hy OOOOOOIOOOIOOOIIIOO IOI IIIT I A I AKIO I A KAI HII IH IAI I AIA AHIR IOI 


INIT EvAR T/0 Ov4 TINFUT 
TO DATA 










TO 0 


FORT. 





JOO ORO OK IORI IOKOIOK OK OK OKK OK I KIOIIK KOK OK OK 10K 1K 1K 4K KCK CROCCO DOK KOCK 
$ SHIF TL 

; : DATA TIN THE A ACCUMLUT ATOR oe CLOCKS ET MOST 
+ SIGNIFICANT ELT FIRST INTO THE X2444,.  T i ; Ty TOGGIE 
; 
> 














THE SERTAL OUTFUT(6801) ACCORDING TO STATE, AND 1 TOGGI .. CLOCK 
OOO IOI IO IOK KOK OO OOOO OKO OC OOOO OOK OCI OKO, 





COUNT WITH 8 











9 OS, 
COUNT SOUNT 
TO OXNTC ( 
#AGH “ DATA OUT 






TRANS 





FORT A 


aL At POUT TO O»9 IST 


























+ 

3 THIS SUb TINE SH: J bara INTO THE A ACCUMULATOR FROM THE 
3 XZA44, ME THOD TS TO E 4 Kk LOW» TO 

OE t (NEUT DATA» AND SHY YY INTO" i 

> ROUTIN WITH THE 

; AMT IN | pales ATOR 





#8. 
COUNT 


NEXT #04 


PORTA 





CHR 





FE A ONE 


CLOCK 


CLOCK #154 * AIIGH 
PORT 1 
#144 


FORT 1 


3 


xa 










SHIFT TED 


RY ATO. LSE OF ACCUMULATOR ¢4 
COUNT 


NEXT E NOT DONE, GET NEXT 





5-49 
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THE NINE MOST FREQUENT NOVRAM 
QUESTIONS 


By Rick Orlando 


Vol. 2, No. 10 


CONTROL 






STORE | 


I 
SHADOW 


MEMORY 


Figure 1: Xicor NOVRAM SRAM Functionality with Nonvolatile 
E-PROM 


The NOVRAM (Nonvolatile RAM) from Xicor is 
being utilized in a multitude of systems and applica- 
tions today. As engineers throughout the industry 
become aware of its availability, their appreciation 
for this state of the art technology, and the design 
flexibility which it affords them, is demonstrated by 
its rapidly expanding use. NOVRAMs have become 
the “secret” of many winning product designs by 
providing the technical edge which defines the industry 
leader. 

Although the X2200 series NOVRAMs are very 
easy to use, the possibilities created by their simplicity 
and versatility bring forth questions regarding their 
more subtle characteristics. Frequently, the clarifica- 
tion of these points provides creative engineers with 
insights into new and unique applications. 


Question No. 1: Will the RAM portion of the 
NOVRAM be accessible during the 10ms Store 
cycle? 


Answer: No. From initiation of the Store cycle until 
its completion, the data outputs are in a high 
impedance state and the control inputs are inhibited. 
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This provides a completely free bus, so that the 
processor can utilize the store cycle period performing 
other tasks. In order to maximize NOVRAM accessi- 
bility, the actual Store cycle completion can be 
detected by monitoring this high impedance condition. 
For example, if using a “pulled-up” bus, a specific 
RAM location can be repeatedly read until its non- 
FF contents are acquired. At that point, the system 
knows that the Store cycle is complete and the 
NOVRAM is accessible. 


INITIATE STORE 
OPERATION 


Cee 7 
| OPTIONAL | 
i. __ USER CODE 





| = 
READ 
REFERENCE BYTE 


REFERENCE 
BYTE = 
EXPECTED? 


YES 
NOVRAM 
ACCESSIBLE 











Figure 2: Early Write Completion Flowchart 





Question No. 2: Will the application of voltage to 
pins marked NC (Not Connected) damage the part? 


Answer: No. The pins are literally not electrically 
connected to the die. 


Question No. 3: Will the RAM be accessible for 
either reading or writing while the ARRAY RECALL 
pin is held low protecting the nonvolatile data? 





Answer: No. While ARRAY RECALL is low, the data 
outputs are placed in a high impedance state and all 
control inputs are inhibited. This feature is particularly 
useful for preventing inadvertent Store operations 
during power transitions. Pulling ARRAY RECALL 
low in these periods prevents unintentional data 
changes. See Application Brief No. 1: Nonvolatile 
Data integrity. 









up RESET 


* Intersil 1CL8211 
ARRAY RECALL 


Figure 3: Power-up/Power-down Write Protection Circuit 


Question No. 4: What happens if Voc falls below 
4.50V before the Store cycle is complete? 


Answer: A complete and accurate Store operation 
is only guaranteed while Vog is within spec (i.e., 5.0V 
+ 10%). If the supply voltage drops out of that range 
during a Store operation, the result of the Store is 
not predictable. The Store operation typically com- 
pletes in less than 5ms, and if it is completed before 
Voc falls out of range, the data will be secure. 
However, the many internal system factors involved 
as the supply voltage diminishes make Storing 
without sufficient time a potential catastrophy. Always 
allow at least 10ms between the Store cycle initiation 
and Vcc dropping below 4.50V for certainty in your 
“data perfect” system crash designs. 


Question No. 5: How does Store time vary with 
device temperature? 


Answer: The duration of the Store cycle time is a 
function of the operating temperature. In general, 
higher temperatures cause a longer store cycle time, 
but, within specified limits, does not exceed 10ms. 


+5V SUPPLY 





|} 10ms ————__—_—_—_—> 


STORE PULSE | | 


Figure 4: Initiate Store to Power-down Condition Timing 


Question No. 6: We found the NOVRAM to be the 
perfect memory device for our plug-in cartridge 
application. Is any precaution necessary to protect 
the data while the cartridge is handled out of the 
system? 


Answer: The best protection is simply to use a pull- 
down resistor in the cartridge tying ARRAY RECALL 
to the Vsg pin. This will prevent any unanticipated 
cartridge power (like decaying capacitors and external 
static voltages) from modifying NOVRAM data. 

Although in a strictly 5V environment, “hot socket” 
insertion will not harm the NOVRAM, precautions 
should be taken to ensure that cartridge insertion 
and removal does not generate inadvertent Write or 
Store commands. 





Note that these two are the last contacts made 
during insertion. 


Figure 5: Typical Cartridge Write Protect Scheme 


Question No. 7: Two distinct “endurance” parameters 
are specified on the NOVRAM data sheet. What is 
the difference between them, and how may this 
distinction be advantageously used? 


Answer: The X2200 data sheets specify a minimum 
of 10,000 Store cycles and 1000 changes per bit. 
Xicor NOVRAM technology is implemented differently 
than standard E7PROM technology. E7PROMs gen- 
erally require an erase before write cycle (Xicor 
E?PROMs automatically perform the chore.) This can 
unnecessarily cycle a bit cell: i.e, when a cell 
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currently programmed as “O” and new data is also a 
“OQ”, would require the cell to be erased to a “1” then 
back to a “0”. This is equivalent to two write cycles 
that effect no change. 

The Xicor NOVRAM design “cycles” only those 
bits in the E7PROM array that are in a different state 
than their corresponding bit in the RAM array, 
reducing the average cycling of individual bit cells 
per Store operation. Therefore, the 10,000 store 
operations and 1000 bit changes specified are not 
contradictory. 


Question No. 8: The imminent-power-failure signal 
in my system is designed to pull STORE low and 
keep it there throughout the power-down. Will sub- 
sequent store cycles be initiated once the first one 
completes? 





Answer: No. The STORE input is falling edge 
sensitive, so the pin would have to be raised through 
V4 and lowered through V,, to start another cycle. 


Question No. 9: The X2212 features are perfect for 
my application. However, the 8048 «uP has separate 
R and W pins and uses a multiplexed data bus which 
creates bus contention between the higher order 
address bits and the X2212 output. How can | 
interface these two? 
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Answer: By conditioning the CS of the NOVRAMs 
with an active R or W signal, the built-in NOVRAM 
output buffer may be utilized. Figure 6 shows the 
simple NAND gate logic required. The NOVRAM CS 
is only low when the device is selected and R or W 
are low CS*(R + W). This way the NOVRAM data 
buffer is tri-stated unless it is being accessed. This 
makes NOVRAMs static-RAM-simple even in a mul- 
tiplexed bus environment. 


POWER UP-DOWN 
PROTECTION 


AUTOMATIC 
POWER-ON 
RECALL 





Figure 6: 8048 Microcontroller Implementation 


The tremendous versatility of these X2200 dual 
array memory devices has yet to be fully utilized. 
Xicor applications engineers are available to address 
any questions regarding NOVRAMs that you might ' 
have. 





NOTES 


5-54 















AM doe | | 
a bP No 
= 

















USING DATA POLLING IN AN INTERRUPT DRIVEN 
ENVIRONMENT 


By Rick Orlando 


Vol. 2, No. 12 

The use of interrupt driven system design has The interrupt intensive applications may not have 
become increasingly popular in many applications. a main control loop nor can they usually afford the 
Interrupt driven systems usually can achieve higher processing time for the processor to sit and loop until 
performance and improved user friendliness. An the Write Cycle is complete. In these applications, it 


interrupt driven system can perform a variety of tasks would be ideal if the Write Cycle completion notifica- 
while waiting for a certain condition to occur, rather tion could be interrupt controlled. Although it is not . 





than constantly looping and waiting for the occurrence. obvious, DATA Polling can be used in these appli- 
Writing to E“PROMs is no exception. Since the cations as well. 

devices take a relatively long period to complete a It should be noted that the whole reason for Write 
Write Cycle, the system could perform a variety of Cycle notification is because the typical write times 
tasks in the meantime. for the E7PROMs are substantially shorter than the 





DATA Polling was introduced on the X2864A to specified maximums. The magnitude of the delta 
allow notification to the processor of Write Cycle between the typical and the maximum values deter- 


completion. The manner in which it works is quite mines the importance of the Write Cycle notification. 
simple. The processor first writes a byte of data into One can easily see that if the maximum Write Cycle 
the E°7PROM. Any subsequent reads to any location time and the typical were equal, one would only have 


of the chip will produce the complement of the data to time a fixed interval for each Write Cycle, either 
last written (hence, the name DATA Polling) until the from a software loop or a hardware timer. The 
E*PROM's internal Write Cycle is complete. At this hardware timer would generate an interrupt 10 msec 
point, reads to any location in the E7PROM will result after the Write Cycle was initiated, and the next byte 





in the valid data at that location. It can be seen that could be written. Keep in mind that the discussion of 
one can simply write a byte, and then perform write times for E7PROMs are in terms of msec rather 
frequent compares of the data in the location just than the usec in which the processor executes 
written. The data will not be correct until the chip has instructions. A few musecs here or there are not 
completed its internal Write Cycle, and the Data important when compared to the Write Cycle time of 
circuitry is disabled. about 10 msec. 

In applications where the processor does not have DATA Polling does not require any additional 
anything to do during the Write Cycle, the software hardware interface in order to be used. It is an 
can simply perform compare loops until the Write exclusively software oriented method for determining 
Cycle is complete, and then write the next byte. In Write Cycle completion. Even in an interrupt environ- 
applications which are more processing time limited, ment, no additional circuitry is required, since all of 
a test loop can be placed in the main program loop, the interface to the chip occurs through the data and 
which will check the status of a previous Write Cycle address bus. 


on each pass through the main or outermost software 
loop. Almost all microprocessor applications software 
has such a top level loop. DATA Polling is obviously 
adequate in these environments. 
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In order to use DATA Polling in an interrupt driven 
system, one only needs a time-based interrupt 
generator. This could be a programmable timer or 
even something as simple as an AC frequency 
interrupt. The key is that the processor does not 
check to see if the device has completed the Write 
Cycle until the interrupt occurs. The interrupt routine 
simply compares the data last written to the E7PROM 
to the data coming from the E?PROM. If the two 
match, the device can be written again. If not, the 
processor simply returns from the interrupt routine to 
where it was and continues processing until the next 
interrupt. The interrupt source is maskable which 
prevents the overhead of servicing the periodic 
interrupt during the intervals when a write has not 
been performed. 

A programmable timer or counter is the most 
elegant solution. Figure 1 shows the hardware config- 
uration of a typical system with the E7PROM and the 
programmable timer on the bus. It should be noted 
that no unusual circuitry is needed from the E7PROM 
socket, which preserves its usefulness as a truly 
universal socket. The timer interrupt output drives 
one of the processor's interrupt lines. Many systems 
already have such a timer on the bus, and as a 
result require no additional hardware changes to 
implement this method. 


a 6800 
INT MICROPROCESSOR 
PROGRAMMABLE 
TIMER 
X2B64A 
£2PROM 














aew penmnOo~anav oer aap 


Figure 1; Hardware Configuration of a Typical System with the 
E*PROM and the Programmable Timer on the Bus 
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The software implementation is rather simple. 
Figure 2 shows an example of how it might be done 
using a 6800 microprocessor and a simple timer. 
The timer control and data registers are mapped into 
the memory locations described in the initial header 
along with the temporary RAM variables, which are 
used to store the last data written and its address. 

The write routine (WEEPROM) initially checks to 
see if the E7PROM is ready to perform a write. If not, 
it simply exits with an error code to show that the 
write has not taken place. If the write is performed, 
the timer is loaded with the initial count for 4 msec, 
and the timer interrupt is enabled. The processor 
then goes off and performs its normal duties until the 
interrupt takes place. At that point, the interrupt 
routine (CKEEP) is entered. It first checks for the 
proper data that_was written to see if the write is 
complete, using DATA Polling. If it is, the ready flag 
is set, and the routine is exited. If not, the counter is 
loaded with a smaller increment, such as 500 usec 
until the chip’s Write Cycle is completed. This 
essentially allows the majority of the Write time to 
pass (4 msec) before the processor checks at the 
more frequent interval of every 500 psec. 

Five hundred wsec has been chosen in this 
example for the interrupt granularity. The value used 
for a particular application should be chosen based 
upon the actual system requirements. 

One can see that this implementation is rather 
easy and can be performed with hardware that 
already may exist in the system. By using the periodic 
interface approach, the system has the advantage of 
using an interrupt driven write algorithm, while main- 
taining only a software interface to the E°PROM. 
Most of the “bookkeeping” sections of the example 
code are the same as one would use with any 
method of write termination notification. The end 
result of using DATA Polling in an interrupt environ- 
ment is optimization of the Write Cycle period as well 
as preservation of the pinout of the universal 28-pin 
socket for expansion through the 256K bit level for 
E*PROMs. 
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Figure 2: Software implementation for 6800 Microprocessor and a Simple Timer 
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E’PROM PROVIDES THE SOLUTION TO FIELD 
ALTERABLE SOFTWARE 


By Rick Orlando 


Vol. 2, No. 15 


The advent of the 5-volt E7PROM has brought 
about many changes in the manner in which the 
designer views his software. Such devices allow for 
in-field reprogrammability, which greatly reduces the 
cost and impact of software changes or upgrades. 
The 5 volt E°7PROM allows the designer the capability 
to completely upgrade or change his software from a 
remote location rather than through the replacement 
of the system ROMs or EPROMS, a costly and 
inconvenient method at best. Complete infield pro- 
grammability requires that the entire program store 
of the system be implemented in E*PROM. An 
alternative is a “hybrid” system. 

A “hybrid” approach refers to a design which 
utilizes both EPROMs or ROMs in conjunction with 
E*PROMs to yield a design which features the best 
of both approaches: the low cost of a full ROM 
implementation, while maintaining the flexibility of a 
full E7PROM approach. 

The secret to this approach is to analyze the 
software requirements of the end system from two 
distinct levels. That of the machine code routines 
which perform the simple tasks, and that of the 
higher level routines which call the lower level 
routines to perform an algorithm. The order in which 
the low level routines are called is determined by the 
higher level routines or program flow. This “Top- 
Down” programming approach is more efficient and 
structured, and is the basis for many high level 
languages. The fact that it can be used in machine 
language coding should not come as a surprise to 
designers, since the decomposition of a complex 
task into many simple tasks is quickly learned in 
programming, even if it is not called “structured 
programming” per se. The decomposition of the end 
task can sometimes lead to many different levels of 
program structure, but for the simplicity of discussion, 
this brief will limit itself to the most simple approach, 
that of two level program structure. 

The lower level code consists of the machine 
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dependent routines such as that required to fetch a 
character from an I/O link. The buffering of multiple 
characters from this link might also be a low level 
routine. The interpretation of the buffered character 
string will be implemented in the higher level code, 
since it simply calls the lower level routines and 
determines the action to take based upon their 
results. 

A basic example is that of the executing of multiple 
character command entered by the operator from a 
keyboard. The lowest level routine simply gets a 
character from the keyboard if a key is depressed. 
The next level of the software “buffers” the input to 
make the system more “user-friendly”. This routine 
looks at the input string, eliminates misplaced blanks 
or other characters, and forms a character string 
which the high level program can understand. As a 
result, the “parsing” task is broken into three distinct 
levels. 

The first involves the inputting of a single character 
from the keyboard into a character buffer. The second 
level continually calls the first routine until an end-of- 
input character is detected (such as a Carriage 
Return). The top most level of the code takes the 
parsed command and determines if it is a valid 
command by searching a table of valid commands. 
If the command is valid, the address of the routine to 
execute is fetched out of the table, and the processor 
performs a jump. Most of the input processing is 
handled at the lowest levei, thereby reducing the 
overhead in the outermost routine. 

As more and more of the processing tasks are 
pushed “down” into low level routines, the main 
procedure in the high-level segment becomes very 
short and simple. In fact, it can be reduced to a 
simple list of jump-to-subroutine instructions. This 
structured approach not only eases the software 
development task, but it also minimizes the debugging 
time required for the software since it is built upon 
other routines which have already been debugged. 





If one completely decomposes the task to be 
performed by a particular segment of the systems 
main program, it becomes a list of procedure calls to 
lower level segments. This method lends itself very 
well to a system which can use E?PROM. Since the 
“outermost” program store is quite compact, it can 
be implemented in E7PROM while the majority of the 
machine code in the lower levels can be implemented 
in ROM or EPROM. Changes to the software then 
become as simple as changing the jump location in 
the E?7PROM, and the order of execution of the lower 
level routines can be altered in such a manner. 

Using this method, one can also reserve a section 
of the E7PROM for low-level “patch” alterations to 
the software. If a low level routine is found to be in 
error or needs updating, the new version of the 
machine code is loaded into the reserved section of 
the E7PROM. The jump instructions in the high level 
code in the E7PROM are simply changed to “jumps” 
to the new routine now residing in the E7PROM as 
opposed to the old routine in the ROM or EPROM. 
Figure 1 shows a typical memory map where the 
E*PROM is used to store the high-level routines 
which perform a variety of jump to subroutines to 
control the program flow. The low level machine 

‘language routines are stored in the EPROM as 
shown. Figure 2 shows how a patch is made to 
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Figure 1: Memory Map Original Configuration 
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Figure 2: Memory Map After Routine Patch 
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replace the old routine in EPROM called “PARSE” 
with a new version loaded into the E°PROM. The 
jump-to-subroutine addresses in the E7PROM are 
updated to point to the new routine in E7PROM. The 
actual update or “patch” can be performed remotely, 
thereby eliminating the need for in field EPROM 
replacements for both the remedying of software 
bugs as well as the upgrading of systems in the field 
to take advantage of new features or capabilities. 

Since both the valid character and the valid 
command tables reside in the E7PROM, new entries 
can be made to allow for additional command 
selection. New command character strings are simply 
added to the valid command list. The low-level code 
for the new command can either be loaded into the 
E?PROM patch area or utilize routines which already 
exist in the ROM or EPROM. The appropriate 
address is appended to the new command string. 

If an error is discovered in an existing command, 
the valid command list is updated to point to the new 
command routine which is loaded into the patch area 
of the E?7PROM. Figure 3 depicts the memory map 
after such a change has been made. 
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Figure 3: Memory Map After New Command Patch 


Ultimate flexibility can be attained through a com- 
plete E7PROM design. It can also be shown that a 
minimal amount of E7PROM can add great flexibility 
to the system not only in terms of software alteration, 
but also in its intrinsic ability to store user alterable 
parameters such as configuration data. The actual 
ratio of EPROM to E?7PROM must be determined 
based upon the systems’ requirements. The advan- 
tage of the “hybrid” approach is that it requires that 
only the “top level” portion of the code be resident in 
E?PROM, and as such is usually limited to a series 
of procedure calls, which are very code efficient. 

In the cases where the software is to be updated 
remotely, perhaps through the use of a modem, 
certain factors must be considered. The key point is 
that while the processor is executing programs in the 
EPROM, it is unadvisable to write into that particular 
device. The reason for this is that while the device is 
performing the write cycle, any reads, such an 
opcode fetch, will result in a high impedance bus. 


The important issue is that the download of the new 
code must not reside in the E7PROM to be modified. 

This can be accomplished in two different ways. 
The first implements the download program segment 
in the low level ROM or EPROM. In this case, the 
actual instructions will be present from the memory 
throughout the download sequence. Figure 4 shows 
such an approach where the download software is 
kept in the ROM. This routine writes the new bytes 
into the E7PROM and then enters a software loop to 
time out the E7PROM write cycle. 


E’PROM 


PROCEDURE TO BE 
MODIFIED 


ROM 


“DOWNLOAD” 
ROUTINE 










LOW 
LEVEL 
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Figure 4: Memory Map-Download and Timing Resident in ROM 


In some applications, this method may not be 
adequate, especially if the actual download routine 
is to be modified. In these cases, this program 
segment must be stored in the E7PROM, and hence, 
cannot be directly executed from the E7PROM to be 
modified. In this situation, a possible approach is to 
copy the download program segment from the 
E2PROM into RAM. The program then jumps to the 
RAM location, where the copy of the old code 
resides. This RAM routine loads the new program 
segment into the proper E7PROM locations, timing 
out the necessary E7PROM write cycle. Once the 
download is complete, the program executing out of 
the RAM then jumps back to the main program, and 
the download routine section of the E?7PROM will 
contain the new code. Figure 5 shows the various 
stages of this operation in terms of the contents of 
the various memories and the program execution 
flow. 
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Figure 5a: Memory Map Prior to Download 
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Figure 5b: Memory Map Download Routine Transferred to RAM 







E’PROM 


RAM 
SYSTEM STACK “DOWNLOAD” 
AND DATA STORAGE ROUTINE 
NEW VERSION OF 
PROCEDURE 


Figure 5c: Memory Map RAM Erased After Transfer Complete 










As one can see, the “hybrid” approach to software 
design, utilizing a combination of both E7PROMs and 
ROMs or EPROMs, can result in a system which 
exhibits the advantages of the field alterability of 
E?PROMs. As the cost of the development and 
maintenance of the system software becomes more 
dominant in the overall cost of the system, such 
methods as those presented in this brief will become 
more commonplace in system design. 
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FIFTEEN COMMON E?PROM QUESTIONS ANSWERED 
By Rick Orlando 


Vol. 2, No. 17 


The wide variety of applications for E7PROM 
devices includes remotely alterable control stores 
and look up tables, calibration parameters, configu- 
ration data, nonvolatile counters, user programmable 
software storage, and artificial intelligence systems 
which update their algorithms as they learn. The 
EPROM device features making these applications 
easier to implement include: 


= 5 Volt Only Operation 
= TTL Compatible Interface 


= Noise Filtered Control Inputs 


10 Year Nonvolatile Data Retention 


Self-Timed Write Cycle with On-Chip Latches 
Inadvertent Write Protection (Voc Sensor) 
Transparent Byte Erase (Automated in Write Cycle) 


This brief includes fifteen common E?PROM ques- 
tions asked of the Xicor applications department. 
Frequently, the clarification of these points provides 
creative engineers with insights into new and unique 
applications. Should you need additional information, 
don’t hesitate to contact us. 


Question No. 1: | am concerned about the possibility 
of inadvertent Write commands being generated on 
my system bus during power transitions. Is there an 
easy way to protect the data in the E7PROM device? 


Answer: YES!! Xicor E7PROM devices protect against 
this occurence. First, there is an on-chip Voc sensor 
which inhibits the control inputs when the supply 
voltage drops below 3 volts. Second, noise protection 
is standard on the WE input pins. This blocks out 
spikes and glitches that might otherwise indicate a 
Write Cycle. Third, a control pin combination is 
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required so external power-up/down protection is 
easy to implement. For detailed information on data 
protection, please refer to Application Brief Vol. 1, 
No. 1, NONVOLATILE DATA INTEGRITY: Inadver- 
tent Write/Store Elimination. 


Question No. 2: The Write Cycle timing diagrams 
on the X2804A and X2816A data sheets show that 
the internal data latch secures the data upon the first 
rising edge of WE or CE. In an existing design, 
external latches supporting the E7PROM socket hold 
these two control signals LOW for the full 10ms 
period. How can the X2804A and X2816A devices 
be used without hardware changes to my system? 


Answer: The Xicor E7PROM family is compatible 
with existing industry standard sockets. The internal 
data latches on the X2804A and X2816A devices are 
transparent so that, while not latched, the data on 
their inputs is passed directly through. This feature 
makes X2804A and X2816A use in externally latched 
sockets plug-in simple. Data may be held constant 
by an external latch, along with the control signals, 
and the Xicor devices will write perfectly. An econo- 
mizing suggestion in this case would be to leave the 
external latches and timers off the board and jumper 
the control, data, and address busses directly to the 
E*PROM socket. Since Xicor designed all of these 
functions on-chip, the expense of support hardware 
required by some competing E7PROM manufacturers 
is eliminated. 


Question No. 3: The Standby current requirements 
of the X2804A and X2816A devices is too great for 
our portable CMOS system. If the Vcc line is switched 
open, will the E7PROM I/O lines load the bus? 


Answer: No. The output driver for each 1/O pin is 
composed of a matched series pair of enhancement 
mode NMOS FETs as shown in Figure 1. During 
normal power-up operation, these drivers are in the 
HIGH-Z mode whenever the E*PROM is not selected. 





While the device has no power applied, these FETs 
are not conducting so the output pin presents a 
HIGH-Z load to the bus. The device input pins are 
simply V and | protected FET gates, so there is no 
loading beyond the input capacitance, and minimal 
leakage current. The Zener diode input protection 
allows for signals to be applied to the X2804A and 
X2816A when the Vgg line is open. The internal Voc 
sensor designed into the X2804A and X2816A 
E?PROMs ensures that the control inputs are inhibited 
whenever Voc = 3V. Therefore, data integrity is 
maintained even while Vcc is switched open. 
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Figure 1a: Input Circuit Model 
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Figure 1b: 1/O Circuit Model 


Many remote and portable system designs have 
taken advantage of E7PROM nonvolatility through 
the use of a low on-resistance Power FET which 
switches supply current to the Vcc line as shown in 
Figure 2a. The algorithm is shown in Figure 2b. Note 
that the Power FET must remain enabled for at least 
10ms after the initialization of the most recent Write 
Cycle so that the E7PROM power supply remains in- 
spec for the duration of the nonvolatile Write Cycle. 


Since the device is off the bus during this period, the 
system may optionally perform other tasks while the 
nonvolatile Write Cycle completes. Where maximum 
power conservation is necessary, the 10ms power- 
up period may be reduced to typical (5ms) nonvolatile 
Write periods by polling the E7PROM for HIGH-Z 
10ms I/O lines on the X2804A and X2816A (see next 
question) or utilizing the DATA Polling feature 
designed into the X2864A see Application Brief Vol. 
1, No. 2, DATA Polling and Page Write Combine to 
Offer Improved Write Timing Characteristics. 
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Figure 2a: Use of Low On-Resistance Power FET 


Question No. 4: The maximum nonvolatile Write 
Cycle period is specified over the temperature range 
as 10ms on the X2804A and X2816A E*PROMs. 
What is the typical time required and how might it be 
utilized? 


Answer: Typically, these devices complete the non- 
volatile Write Cycle in less than 5ms. The cycle is 
initiated by a standard microprocessor write cycle. 
As the last of CE or WE falls LOW, the address to 
be written to is latched into the on-chip address 
latches. When the first of CE or WE transitions back 
to HIGH, the data latches lock the data to-be-written 
on board the chip (see Figure 3). These features 
make the Xicor E7PROM appear as a standard static 
RAM to the system. The on board timer is initiated 
when the address is latched and once the data is 
latched, the device inputs are inhibited and the 
outputs placed in their HIGH-Z mode, thereby freeing 
the system to perform other tasks. The E7PROM 
outputs remain floating until the internal operations 
are complete, at which point, the X2804A and 
X2816A are immediately available for access. 

To take advantage of typical Write times and 
maximize the multiple byte Write speeds, simply poll 
the E7PROM looping until the floating outputs are no 
longer detected (see Figure 4). For example, in a 
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Figure 4: Flow Chart for Interrogation 
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system with a pulled up bus, 00 (Hex) could be 
permanently stored in the last address in the E7PROM. 
After the nonvolatile Write Cycle is initiated, the 
system attempts to read the last location. While the 
device is stillinternally occupied, the pullup resistors 
combined with the HIGH-Z state of the E°PROM 
output buffer, will provide FF (Hex) in response. 
Immediately upon completion of the nonvolatile Write 
Cycle, the inputs are again enabled and the Read 
Cycle will provide valid data from the E7PROM. In 
this example, the software would loop until the data 
acquired is 00 (Hex). 

The X2864A has a software feature designed into 
it for this purpose. DATA Polling inverts D, of the last 
byte written, and routes it to the output buffer while 
the device is internally occupied. This way the user 
simply reads the last address written, comparing the 
data to the last data written, until they match 
indicating nonvolatile Write Cycle completion. Refer 
to Application Brief Vol. 1, No. 2, DATA Polling and 
Page Write Combine to Offer Improved Write Timing 
Characteristics for details. 





Question No. 5: How do the Read Access and Write 
Cycle times change as the E?PROM operating 
temperature varies? 


Answer: Xicor maximum and minimum specifications 
are guaranteed over the full operating temperature 
range of the device. These values are established 
under worst case conditions and specified with a 
conservative margin. This means that, invariably in a 
systems environment, Xicor products perform much 
better than the data sheet indicates. In terms of 
actual parameter variation, Read Access time varies 
proportionately to temperature, and Write Cycle time 
varies inversely with temperature. They each stay 
well within their respective maximum specifications 
throughout the allowable temperature range of the 
device. 


Question No. 6: Will signals applied to E7*PROM 
pins designated NC (not connected) damage the 
devices? 


Answer: No. NC pins have no connections to the 
device. 


Question No. 7: How much drive current is required 
to hold the CE, OE, and WE inputs low? 


Answer: The input configuration of Xicor E7PROMs 
is shown in Figure 1a and is standard NMOS. Only 
the leakage current (max 10a) and enough charge 
for the 6 pF input must be capacitance driven. 


Question No. 8: Can the E?PROM be read during 
the 10ms nonvolatile Write Cycle? 


Answer: No. During the internally timed write, the 
device inputs are inhibited and its outputs are in a 





high impedance state. However, once the nonvolatile 
Write Cycle is complete, (typically <5ms), normal 
data access may be resumed. 


Question No. 9: The X2804A and X2816A data 
sheets make no mention of the standard byte-erase 
cycle which precedes an E*PROM byte-write. Is 
there something about Xicor E7PROMs which elimi- 
nates this requirement? 


Answer: Yes! On Xicor E7PROMs, an automatic and 
user transparent byte erase cycle is initiated as a 
normal part of the nonvolatile Write Cycle. This 
feature eliminates the extra time and software required 
by the other E°7PROMs. 


Question No. 10: When interfacing the Xicor 
E?PROMs with a CMOS system are pullup resistors 
required? 


Answer: Yes. The V,,, min specification on the Xicor 
devices is 2.4V, and the V,, min for CMOS technology 
(when Vpp = 5V) is 3.5V. To ensure that E7PROM 
HIGH outputs are recognized by the CMOS inputs, 
pullup resistors are necessary. Of course, CMOS 
outputs can drive the E?7PROM inputs directly with 
no pullup assistance. 


Question No. 11: We are using an entire bank of 
military X2864A devices on a common bus. If some 
of these are enabled and some not when high 
voltage chip erase cycle is executed, will the not- 
enabled devices be affected? 


Answer: No. Those chips which are not enabled will 
not be modified. 


Question No. 12: During the Read cycle, the Xicor 
E*PROM outputs go low before stabilizing with valid 
data. Although the data is valid long before the 
specified access time, | wonder if this phenomenon 
is normal? 


Answer: This operation is perfectly normal when 
clocking with CE. While CE is HIGH, the device is in 
a standby state with the power to the_output buffers 
and sense amps turned off. When CE goes LOW, 
the output buffers are turned on and the sense amps 
are reading a LOW until the actual cell-data reaches 
them. Therefore, with OE LOW and WE HIGH, when 
CE falls LOW valid data will be preceded by a brief 
LOW output. 
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Question No. 13: | have a mature product design 
using 2816 high voltage E7PROM which I'd like to 
replace with the Xicor X2816A. How may | minimize 
expenses in this conversion? 


Answer: The X2816A was designed with this 
replacement in mind. The 21V Vpp pin on the older 
part (pin 21) is named WE on the X2816A. This pin 
recognizes TTL HIGH and LOW values as well as 
the 21V Vpp pulse applied in older 2816 sockets with 
multi voltage sensing circuitry. Assuming OE is HIGH 
and CE is LOW, the Write Cycle can be initiated 
either by pulling WE down to V,, or up to 21V. This 
versatility allows you the option of directly replacing 
the older 2816 with the X2816A or of reducing costs 
by eliminating the extra power supply, latches and 
software required to support the older 2816. 


Question No. 14: We are using the high voltage 
Chip Erase function on the military E7PROMs to Bulk 
Erase data so that the data is unavailable to unau- 
thorized copying. Could a highly skilled technologist 
detect what the data was prior to erasure given 
enough resources? 


Answer: No. The floating gate storage mechanism 
is driven to complete saturation when programmed, 
and all free electrons are removed upon erasure. 
Therefore, no trace of a previous state is left when a 
cell moves to the opposite state. This is one of the 
features of Xicor nonvolatile technology that makes 
it perfect for high security military applications. 


Question No. 15: | am using several X2816As which 
form contiguous address spaces in my system. Does 
the “self-timed” feature on these devices mean that 
| can write to each of them independently during a 
single 10ms Write Cycle? 


Answer: EXACTLY! The on-chip timer frees the 
busses (and therefore the system) for the duration of 
the write cycle. The on-chip latches are essential for 
this to be possible. A quick look at the data sheet 
Write Cycle timing diagram shows that the system 
can shake hands with the Xicor E7PROMs for as little 
as (tas + twe + toy =) 170ns. The other 99.98% of 
the 10ms write cycle can be spent executing other 
system tasks which could include initiating write 
cycles to the other X2816As. This “gang program- 
ming” is one simple method of achieving very high 
effective-byte-write speeds in multiple device systems. 
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XICOR E?PROMS VS BATTERY BACKED-UP CMOS 
RAMs NONVOLATILE MEMORY SYSTEMS 


By Applications Staff 


Vol. 3, No. 19 


Introduction 

System designers are increasingly facing the re- 
quirements of providing for nonvolatile memory in 
the system design. This nonvolatile memory may be 
required for program control, data acquisition, sys- 
tem configuration, or a host of other uses. Once the 
requirement for nonvolatile memory is established, 
the next hurdle faced by the system designer is the 
choice of the technology to be used to implement the 
nonvolatile memory. This means the system design- 
ers are faced with many tradeoffs when selecting a 
technology to implement the memory portion of their 
design. Tradeoffs between technologies such as 
bipolar, NMOS, CMOS, bubble, etc. depend in large 
part on overall system factors—such as require- 
ments for density, cost, powerdissipation, availabil- 
ity, reliability, etc. Such tradeoffs are generally 
evaluated in the “time-constrained” design environ- 
ment leaving little time for the system designer to 
complete a thorough investigation of the tradeoffs 
and their impact on the system design and reliability. 
The implementation of nonvolatile memory systems 
using battery backed-up CMOS RAMs has raised 
questions regarding the comparison of these tech- 
nologies with E7PROM devices. The purpose of this 
Application Brief is to discuss the tradeoffs between 
implementing nonvolatile memory designs with 
E?PROM devices and/or the twin technologies of 
batteries and CMOS static RAMs. 


E*PROM/Battery Back-up CMOS 
Technology Comparison 
CMOS static RAMs used in conjunction with bat- 
teries to achieve nonvolatile memory have the fol- 
lowing characteristics in comparison with E7PROMs: 
1.) Microprocessor compatible write cycle times 
2.) Unlimited write cycles 
Low standby power 
Unknown battery/RAM data retention 
characteristics 
5.) Temperature limitations 
System reliability considerations and _ battery/ 
CMOS design interface are the major issues 


3.) 
4.) 


between implementing nonvolatile memory systems 
with CMOS/battery combination and E7PROM 
devices. E7PROM devices are specified to reliably 
operate over a wide range of operating tempera- 
tures, altitudes, pressures and moisture. In addition, 
E?PROM devices can be subjected to extreme tem- 
peratures (>300°C) to accelerate data retention fail- 
ure mechanisms and determine the probability of 
retaining data at the lower operating temperatures. 
Although CMOS devices can be subjected to the 
same tests—the CMOS/battery combination can- 
not. The result is the CMOS/battery combination 
cannot be evaluated TOGETHER to determine the 
failure rates for data retention. 


Reliability 

When choosing a memory device or technology, 
reliability factors should be carefully considered. 
Factors such as the environment in which it 
will be used, data retention time, etc. should all be 
considered. 

In a forgiving environment (such as room temper 
ature, low humidity and pressure) battery backed-up 
CMOS RAM has a respectable data retention time 
(although still not statistically measurable). Outside 
this environment, the performance of this combina- 
tion decays rapidly. Most solid state memory devices 
(including CMOS RAMs and E*PROMs) have the 
capability of operating easily over the temperature 
range of —55°C to +125°C. But combined with a 
battery, a CMOS device can only operate within 
the temperature constraints of the additional 
technology—the battery. Most popular external on- 
board batteries spec a maximum operating tempera- 
ture of 70°C. Xicor E7PROM devices guarantee a 
minimum retention time of 10 years at the worst 
case operating temperature (e.g. from —55°C to 


'+125°C). Some CMOS RAM/battery combinations 
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(contained in the same package) specify the 
“Expected Data Retention Time” of 10 years at 
25°C. This ten year data retention time is measured 
from the date of manufacture of the combination 





technologies. Non-operating specifications such as 
storage temperatures, also become a consideration. 
Battery backed-up RAM technologies (with the bat- 
tery integral to the device) cannot be put into storage 
without the batteries. Since the batteries supply 
power to the RAM when Vcc is not present, there is 
no true storage mode (i.e. non-operating mode). 
This limits the storage temperature to the operating 
temperature specification of the combination. By 
comparison, E*PROMs have specified storage tem- 
perature ranges from —65°C to +165°C. These 
storage temperatures apply whether the device is in 
the system or on the shelf. 


Types of Battery Backed CMOS 


There are two basic types of battery backed-up 
CMOS RAM technology implementations available 
on the market today: 

1.) Battery internal to the IC package 

2.) Battery external to the IC package 

In the first type, the battery is permanently at- 
tached to the device inside the IC package. This 
type of implementation has its advantages when 
board space is at a premium. /t is noted, however, 
that this type of device is non-standard in height 
(approximately 300 mils taller than conventional DIP 
packages) which limits or eliminates the possibility 
of automated device insertion. The battery internal 
to the device is generally of primary type in that it 
cannot be recharged. The second type of CMOS 
RAM system implementation requires an external 
battery to provide the required standby power for 
nonvolatile data retention. For this type of implemen- 
tation, additional circuitry is required for the detec- 
tion of a power failure and interconnection between 
the “normal” power supply and the battery—thereby 
significantly increasing board space requirements. 


Battery Characteristics 

Lithium and Nickel-Cadmium (Nicad) are two of 
the most commonly used batteries for back-up with 
CMOS RAM. Each has unique advantages in the 
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Figure 1: Lithium-Capacity vs. Time with Varying Temperatures 
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system environment. Both can handle temperature 
variations of approximately 70°C over “some” time 
duration. Negative current spikes of greater than 
10pA in the system can damage the device. 


NICAD 
% Capacity vs. Time 
{capacity = 280mAh; load = 10,.A) 
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Figure 2: Nicad-Capacity vs. Time with Varying Temperatures 


Lithium batteries, although not rechargable, have 
a greater life expectancy than Nicad batteries and 
generally have a shelf life of 10 years at room tem- 
perature. When used in a system as a battery back- 
up, where temperatures vary, the output of the 
battery becomes sporadic. This causes a decrease 
in capacity and unstable circuit voltages. Figure 1 
shows a typical characteristic curve of a lithium bat- 
tery’s capacity vs. temperature. Drawing a current of 
only 10pA, the capacity could easily be reached in a 
very short time. 

Additional concerns should be noted with 
transportation and disposal of lithium batteries. Be- 
cause of the toxicity of lithium, the Department of 
Transportation regulates their transportation. Lith- 
ium cells containing greater than 0.5g must carry 
warning labels, and be transported by approved 
land, sea or air methods (document # DOT-E-7052). 
Generally, lithium batteries with more than 0.5g are 
restricted from passenger aircraft. Also the EPA re- 
quires special disposal of lithium batteries to se- 
cured landfill areas. 


Nickel-Cadmium’s most advantageous feature is 
the ability to recharge the battery once its output 
becomes low. Nicads can generally be charged 
many times without damage. Nicads tend to have a 
short shelf life so recharging is necessary. Figure 2 
is a characteristic curve of a Nicad battery's capacity 
when being operated over various temperatures 
with a current draw of 104A. When comparing Fig- 
ure 1 and Figure 2 it is obvious that a Nicad doesn’t 
have the capacity of a lithium battery. 


Memory Densities 


Xicor’s NMOS floating gate technology has one 
transistor per storage cell. CMOS devices have four 
or six transistors per storage cell. This means that 


the potential memory density of the E7PROM device 
is greater than for the comparable CMOS device. 


Physical Dimensions 

The size and number of devices on a board have 
often times been a determining factor in designing 
circuitry. Xicor has numerous possibilities in mini- 
mizing the necessary circuitry. First, within the same 
package constraints the memory density of 
E?PROMs that are available is eight times greater 
than that of CMOS static RAMs. Besides the typical 
dual-in line-package (DIP), Xicor also offers LCC 
packaging. Users have also used the E2PROM in its 
die form for various applications, including the use of 
X2864A for core memory in military applications. 
This conserves enormous amounts of space (i.e. the 
X2864A die is 0.215in by 0.170in, and the X2816A 
die is 0.185in by 0.151in. in die form). When physical 
size is an important factor, E7P ROM devices have a 
clear cut advantage. 


Applications 

There are various optimum uses of E7PROMs for 
data and information storage. One such use is in the 
application of a portable data base where a large 
amount of memory is stored into a portable module. 
The memory module is plugged into the computer, 
data transferred bi-directionally, and then removed. 
The portable module can be transported or stored 
for long periods of time without the requirements of 
additional power. If battery backed CMOS were 
used in such an application, battery capacity could 
be a limiting factor for reliably maintaining data 
integrity. 

In applications where data retention is critical, 
such as the boot-up storage area in a computer sys- 
tem, true nonvolatile memory is a must. With 
E?PROMs the data is nonvolatile, and allows any 
necessary changes to the boot-up routine. If bat- 
teries and CMOS RAM are used, critical “start-up” 
routines can be lost when the battery is replaced. 

There are many other applications where 
E?PROMs are the technology of choice. These ap- 
plications generally are exposed to harsh environ- 
ments such as temperatures, changing pressure 
and altitude, or in high humidity environments. 

The following is a partial list of typical applications 
which are ideal for E7PROM devices: 

System Parameter Set-up 

Configuration Data 

Calibration Data 

Constants Storage 

Industrial and Process Controllers 

Traffic Control Equipment 

High Altitude Meterological Data Storage 

Telemetry 

Satellite Communication Equipment 

Navigational Reference System 

Digital Positioning Machinery 
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Measuring Instruments 
Temperature Monitoring Equipment 
Field Data Acquisition 

Electronic Musical Instruments 
Radio and TV Program Control 
Disc Drive Servo 

Robotics 

Depth Recorders 

Oil Field Drilling Systems 

Core Memory for Military Use 
Single Chip Microcontroller Applications 


Cost and Availability 

Design costs with CMOS RAM are another con- 
sideration. The added time to design low power de- 
tection and switching circuitry adds to engineering 
costs. The added circuitry increases component and 
stocking costs and increases board test time. 

Xicor E7PROMs enable the designer to minimize 
the cost of designing, the cost of components and 
the cost of “time-to-market.” By minimizing or 
eliminating the additional circuitry required for data 
retention integrity, system cost and reliability are en- 
hanced. Xicor is the leading manufacturer of 
E?PROMs, having sold more 5-volt only E7PROM 
devices (NOVRAMs & E?PROMs) than all other 
manufacturers combined. This experience allows 
Xicor to maintain leadership in this key emerging 
market segment by providing reliable cost-effective 
nonvolatile devices. This “learning curve” character 
istic is shown in Figure 4. This figure shows the price 
curve as a function of time for the X2864A, an 8K x 8 
E?PROM. 
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Figure 3: Price Curve as a Function of Time for the X2864A 
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5-volt-only EE-PROM 
mimics static-RAM timing 


By Applications Staff, Xicor Inc., Milpitas, CA 





5-volt-only EE-PROM 
mimics static-RAM timing 





On-chip charge pump, interface latches simplify designs; 
textured polysilicon enhances tunneling through thick oxides 


By Applications Staff, Xicor Inc., Milpitas, CA 


C) The approaching mastery in fabricating electrically 
erasable programmable read-only memory conjures up 
dramatically different system designs. On the most mun- 
dane—but perhaps most immediately valuable—level, 
alterable nonvolatile semiconductor memory will soon 
banish routine service calls by allowing remote changing 
of system software. Not far away, if still somewhat 
tinged with the aura of science fiction, is the vision of 
self-programmable systems that adapt themselves to a 
changing operating environment. The catalyst for these 
advances is an EE-PROM that is simple to incorporate in 
microprocessor-based systems. 

Now being launched by Xicor is a family of EE-PROMs 
that is the first to do away completely with external 





supporting hardware (Fig. 1). The chips contain the 
charge pump that generates a high programming voltage 
from a 5-volt supply. Further, latches on chip hold the 
data, address, and control signals during alteration of the 
cells, which typically takes 5 milliseconds per byte and is 
timed internally. The part marks the debut of an EE- 
PROM that can simply be dropped into a standard 24-pin 
static random-access-memory socket. 

The 5-micrometer n-channel MOS technology applied 
to produce the X2816A 2-K-by-8-bit EE-PROM and the 
X2804A, a 512-by-8-bit version, is the same as that 
being used to build the devices in the Novram line of 
static RAMs with nonvolatile backup arrays [Electronics, 
Oct. 11, 1979, p. 111]. Recently, however, theoretical 
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1. All aboard. This 16-K electrically erasable programmable read-only memory integrates all its support circuits. A charge pump generates the 
programming voltage from a 5-V supply; latches hold addresses and data during the internally timed write cycle. 
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Shedding light on electron tunneling 


--The present generation of electrically erasable’ program- 
-mable read-only memories using floating-gate structures 
draws ona reservoir of process development, circuit 
design, and basic physics. The floating-gate process has 
been in production for many years and forms the building 
block of EE-PROMs. The next step toward a practical 


5-volt programmable EE-PROM centers on removing the 


high currents typically used to alter data by avalanche or 


_hot-electron injection. A high voltage can be generated on™ 


chip as long as only minute currents are required, as with 
the new circuit designs. 


‘As. far as ‘the underlying physics, the. tunneling pro- 
cesses found in most floating-gate EE-PROM devices are . 
described by a theory introduced in the 1920s by Fowler 


and Nordheim. As shown in the theory, if the emitting 


surface is flat, very thin oxides of around 100 angstroms — 
are necessary for significant tunneling currents at reason- _ 
able voltages of 15 to 20 volts. To fhe continued puzzle- _ 
“ment of. researchers, experimental. data has fit the eon : 
ease. The figure on the far right compares the heneng | 
_ currents for flat and textured surfaces. - : 


roughly, but not especially closely. 
_ Xicor purposely fabricates textured emitting suirtaces 
i 






re covered with low-lying bumps or hills formed — 
ing point—a current density of 10~4 amperes per square 
- centimeter at 17 V. At low fields, such as are. applie: EO: 
read data, the thick oxide uséd with the textured surfa 
- has only about a thousandth the current of a flat surfac 
3, As a result, data retention would be expected. to be 
_ longer. 


1g the oxidation cy ‘the: Laioue surface. Recent, 
ing theor has 


- much more closely by considering some texturing 
_ surface. Even single-crystal polished silicon. wafers 
surface features on the order of 5 A, and 
face. _ processed polysilicon has even larger variations 
e ‘andaton: is a ¥ Welkcontraliad step, he 


the emitters « are ceoionaly feunet: The always deseo lll in Heating gale ever 


_ shape of the emitters tends to increase the electric field at 


the crest of the hills, enhancing the emission. of electrons ~ 
substantially, which allows the use of thick oxide layers of 
approximately 800 A. As indicated in the figure, increasing 


the voltage not only increases the emission, but enlarges 
the area from which it occurs. This effect. explains the 


discrepancies between experiments and the earlier tunnel- 


ing theory. The thick oxides have important practical 


advantages: they are easier to manufacture and lead to 
increased retention of data. 

Until recently, the theoretical work on Fowler-Nordheim — 
tunneling had solved only the limited case of perfectly flat 
plates. Roger Ellis and H. A. R. Wegener of Xicor recently 


_presented measurements and calculations that agree over. 


a range of eight orders of magnitude in the current. With 
the aid of the methods of differential geometry, the tunnel- 
ing characteristics of a textured surface were calculated 
for the first time. As the scale of the texturing is reduced, _ 
the solution naturally reduces to the familiar flat-plate _ 


The two structures were designed for he cane operat- : 











The current from a flat emitter in fact can be modeled 
of i 


Xicor’s tunneling structures accentuate featur 





work has significantly added to the understanding of the 
tunneling of electrons from textured polysilicon, the 
mechanism exploited in all these products (see “Shed- 
ding light on electron tunneling,” above). 

This work explains how a textured surface emits more 
electrons than a smooth one for a given voltage and oxide 
thickness. (Scanning-electron-microscope studies of the 
polysilicon surface show that the texturing consists of 
low-lying bumps about 150 angstroms high and 500 A 
across.) This enhanced emission allows the use of typi- 
cally 800-A-thick oxides,- instead of very thin, 100-A 
layers that are much harder to produce reliably. 

Besides being easier to manufacture, thicker oxides 
lead to increased retention of data. What’s more, a 16-K 
EE-PROM with 5-ym linewidths.and 800-A-thick oxides 
promises to be more readily scaled down for denser 
memory arrays than one with, for example, 3-um lines 
and 100-A-thick oxides. 

Floating-gate technology along with the architectural 
features making the parts simple to use present the state 
of the art in EE-PROMs after a decade of development. 
Metal-nitride-oxide-semiconductor structures yielded 
the first nonvolatile memories that were electronically 
alterable. These devices store data by trapping electrons 
within the nitride and oxide dielectrics. Besides the prob- 


lems these devices encounter—data disturbance during 
the read operation and the loss of data over time—they 
require multiple power supplies, one of which is often 
negative, and signal swings beyond TTL levels. All this 
complicates their incorporation within microprocessor- 
based systems that work with a single 5-v power supply 
and TTL levels. 

Further complicating their use is the fact that the 
addresses and data must be stable for the entire write 
cycle, lasting up to 40 ms. It takes extra hardware to 
capture these signals and to time the write interval in 
order to free the processor for other tasks. 


Comparing EE-PROMs 


The second generation in EE-PROMs was ushered in by 
the 2316 from Intel Corp. of Santa Clara, Calif. This 
part stores data by trapping charge on floating polysili- 
con gates, as is done in ultraviolet-light-erasable PROMs, 
or E-PROMsS, and improves the data integrity compared 
with MNOS parts. Although the 2816 has a standard pin 
configuration and uses TTL signal levels, it still requires 
an externally generated high-voltage pulse for altering 
data, not to mention latches for holding the address and 
data signals. 

Measured against the 2816, recently introduced third- 
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THIRD SECOND POLYSILICON LAYER 
POLYSILICON 
LAYER 


FIRST 
POLYSILICON 
LAYER 


EMITTING SURFACE 
FOR V2 >Vy 


generation parts incorporate some or all of the required 
supporting hardware on chip (see table). The 2817 from 
Intel moves the external high-voltage pulse generator 
onto the chip, so that a fixed 21-v supply is all the user 
must provide. Though it does include the necessary 
interface latches, it still requires an external capacitor to 


COMPARISON OF RECENT ELECTRICALLY ERASABLE 
PROGRAMMABLE READ-ONLY MEMORIES 


Intel Intel Xicor 
2816 2817 X2816A 
On-chip charge 
ee 
a 


pump 


Address and 
data latches 


Automatic 

erase 

Internal timing ee 
of write cycle - 

Internal control of external 

write-pulse shape capacitor | ae 
Maximum erase-write 

cycle time (ms) 





COMMON DESIGN POINT ~a, 


FLAT PLATE, 125-A OXIDE 


TEXTURED SURFACE, 
825-A OXIDE 


CURRENT DENSITY (A/cm?) 


VOLTAGE (V) 





time the write cycle. More recently, the 5213 from Seeq 
Technology Inc., San Jose, Calif., operates from a single 
5-V power supply, but still needs latches and external 
timing. Only the X2816A completely eliminates the 
external components. 

All the X2816A’s input and output signals are TTL- 
compatible and the addresses and data are latched so 
that they need be stable for only 200 nanoseconds to 
initiate the 10-ms write cycle. Once the write cycle 
starts, the part self-times the remainder of the operation, 
freeing the microprocessor and the data bus for other 
tasks. Freedom from an external timing capacitor or 
other hardware leads to considerable savings in compo- 
nent and assembly expense as well as in board space. In 
addition, the cost of design is lower because the part is 
far simpler to operate. 

As can be seen in Fig. 2, the timing of a write cycle for 
the X2816A is as simple as that for a static RAM. The 
latches are active only during a write cycle, when they 
hold the addresses and data to allow the microprocessor 
to use the bus for other tasks. A write cycle is activated 
by both chip-enable and write-enable lines going low 
while output-enable is high. The addresses are latched on 
the last low-going edge of either the chip-enable or 
write-enable signal. The data inputs are latched by the 
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MINIMUM ADDRESS 


SETUP TIME: 10 ns ok 


WRITE-CYCLE TIME: 10 ms 





ADDRESS 


CHIP ENABLE, CE 


OUTPUT ENABLE, OE 


MINIMUM ADDRESS 
HOLD TIME: 100 ns 


MINIMUM WRITE-PULSE 
WIDTH: 150 ns 


WRITE ENABLE, WE 


DATA OUT 


DATA IN 





MINIMUM DATA ae 


SETUP TIME: 50 ns 





ee MINIMUM DATA 


HOLD TIME: 20 ns 


‘2. Like a static RAM. The write-cycle timing for the X2816A EE-PROM looks much like that for a static random-access memory. Although the 
write cycle takes a maximum of 10 ms, latches hold the address and data signals, freeing the processor for other tasks. 


first of those two signals to return to the high level. 

Unlike with most EE-PROMs,. there is no need to 
precondition the data at the desired address before the 
-write cycle, for the X2816A automatically performs an 
erase function immediately after the cycle starts. Both 
the erase and write of the data occur during the 10-ms 
write cycle. The condition requiring the output-enable 
signal to be high to initiate the write cycle ensures that 
the part will not be mistakenly programmed when the 
power is switched on or off. 


A compatible part 


Conveniently, a socket designed for one of the earlier 
EE-PROMS can accept an X2816A as well. An internal 
detector on the write-enable pin senses a signal above 12 
Vv and initiates the internal write cycle (and thus the part 
may second-source the 2816). This high-voltage signal is 
used only to detect the system’s request to write data— 
otherwise, the part draws virtually no current from the 
high-voltage supply. 

Further, because of their internal control over the 
write cycle, the Xicor EE-PROMs can plug into the stan- 
dard sockets of 2-k-by-8-bit static RAMs. They will 
operate with the signals normally applied to a RAM, with 
the only restriction being the delay of 10 ms after 
starting a write cycle before accessing data. As men- 
tioned already, the X2816A is not on the bus and 
requires no servicing or supervision during this 10-ms 
wait. Since the parts time their own write cycle, other 
EE-PROMs may be updated while a write cycle is continu- 
ing on the first unit. 


The 10 ms quoted is the maximum delay for writing — 
the typical delay is only half that. By polling the part 
during its write cycle, a user can usually reduce the 
waiting time. One method is to place a particular byte of 
data at some address and then ask for data from that 
address during the write cycle. If the data that is 
retrieved checks against the data written, the part has 
finished its cycle. 

With the cost of a single service call to modify a 
system in the field mounting toward $200, no doubt the 
system that can be serviced from afar will be an early 
development goal. With an EE-PROM plus a modem or 
other communication method, a telephone call suffices to 
download the program and configuration data pertaining 
to all or some of the systems tied together in a network. 

A prime application for this technique would be a 
system of point-of-sale terminals for a market chain. 
Pricing for items could be dumped to all terminals in the 
system by calling each store and modifying the price 
look-up table in each terminal. Similarly, gasoline prices 
at computer-controlled service-station pumps may be 
remotely updated. 

Indeed, from here it is only a simple step to imagine 
writing programs that learn as they go. A terminal might 
analyze the way it was being used and adjust itself for 
optimum performance in a particular application. By the 
same token, the next wave of automated manufacturing 
systems may calibrate themselves, hold information 
about the steps that have been completed, then interro- 
gate themselves to determine their point in the manufac- 
turing process. O 


Reprinted from ELECTRONICS, June 30. 1982. copyright 1982 by McGraw-Hill. Inc., with all rights reserved. 
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Publisher’s letter 


hough nonvolatile semiconductor 

memories have been commercially 
available for a decade or so, the ear- 
ly versions were no joy to work 
with— multiple power supplies, high 
voltages, and slow writing discour- 
aged potential users. The push to 
create a simpler part is yielding 
noteworthy results, particularly the 
16-K ‘electrically erasable program- 
mable’ read-only memory that Xicor 
Inc. describes on page 2. 

Solid state editor Rod Beresford 
first heard about the company’s new 
chip back in January. “At the time,” 
he recalls, “we had just published 
our annual markets forecast, in 
which we were projecting that con- 
sumption of EE-PROMS would nearly 
quadruple by 1985, to over $330 mil- 
lion. Many of those parts will be 
going into microprocessor-based sys- 
tems, where 5-volt power supplies 
and TTL signal levels are the only 
way of life.” 


Xicor’s X2816A gets high marks 
for ease of use. In fact, it’s not only 
microprocessor-compatible, it’s a 
truly self-supporting EE-PROM that’s 
as simple to use as a Static random- 
access memory. Beyond those fea- 
tures, though, our editor was struck 
by the research at Xicor on the elec- 
tron tunneling that provides the stor- 
age mechanism in EE-PROMs. “I 
studied tunneling in school,” notes 
Rod, “and can appreciate what the 
Xicor researchers were up against in 
trying to get a better fit between 
theory and experiments. | think they 
succeed admirably.” 


Villiber 
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Understand your application 
in choosing NOVRAM, EEPROM 
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Understand your application 
in choosing NOVRAM, EEPROM 


Examining how NOVRAMs and EEPROMsSs serve various applications illustrates 
the memory devices’ capabilities and simplifies device selection. 


Richard Orlando, Xicor Inc 


If your system design calls for electrically erasable 
nonvolatile data storage, you can simplify the selection 
of semiconductor memory for that task by choosing 
from among four basic types—NOVRAM, EEPROM, 
EAROM and battery-backed CMOS RAM. Assuming 
that you’ve examined the system-level tradeoffs among 
these memory types (EDN, April 14, pg 135) and have 
narrowed your choice to the first two, use the 
information presented here to understand the detailed 
tradeoffs and design considerations underlying 
NOVRAM and EEPROM use. In some application 
classes, either: memory type functions adequately; in 
others, you have a clearcut choice. And in still others, 
consider taking advantage of both—an approach that 
often results in cost reductions and enhanced features. 


NOVRAMs use multiple technologies 


First, however, understand how each memory type 
works. Nonvolatile static RAM (NOVRAM) combines 
two memory technologies on one monolithic chip. In Fig 
1, the NOVRAM shown contains 1k bits of static RAM 
and 1k bits of electrically erasable PROM (EEPROM). 
The device comprises cells that in turn each contain one 
cell of each memory type, rather than housing two 
separate memory arrays (see box, “Anatomy of a 
NOVRAM cell”). 

Inthis NOVRAM, data gets read and written exactly 
as in a standard static RAM. In addition, the Store 
signal transfers each RAM cell’s data into a shadow- 
ing EEPROM cell; EEPROM-stored data gets reloaded 
into the RAM via the Recall signal. Note that the 
EEPROM-cell portion is accessible only through the 
RAM portion. 

One of this device type’s most powerful features is its 
ability to transfer the entire RAM contents into 








nonvolatile storage in one operation, initiated by 
bringing the TTL-compatible Store LOW. The opera- 
tion takes less than 10 msec, and once data is stored in 
this manner, only another store operation can alter 
it—even if the chip loses power. 

Generating Store in the event of a power failure 
therefore saves the RAM contents, subject only to 
power remaining on the chip for the next 10 msec. RAM 
data can also be changed without disturbing the 
shadowing EEPROM, allowing the system. to manipu- 
late two separate groups of data. 








EEPROMs offer greater density, fewer features 
EEPROM, your other major memory choice, resem- 
bles UV-erasable EPROM. Unlike EPROM, however, it 
can be written electrically in circuit; it needs no prior 
erasure by exposure to ultraviolet radiation. 
First-generation EEPROMs are merely electrically 


CONTROL 


ARRAY 
RECALL 


SHADOW 


| 
‘ EEPROM 
MEMORY 


Fig 1—Nonvolatile static RAM (NOVRAM) is organized so 
that each static-RAM bit is overlaid on a bit of nonvolatile 
electrically erasable PROM (EEPROM). 
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Careful analysis simplifies 
the EEPROM vs NOVRAM choice 


alterable ROMs (EAROMs). They’re reprogrammable 
only after an entire memory array (or at least one page) 
is electrically erased. Similarly, second-generation 
devices require erasure of individual bytes before 
programming. Third-generation EEPROMs, however, 
automatically and internally erase a to-be-written byte 
as part of the write cycle; they also contain much of the 
required voltage-generating and pulse-shaping func- 
tions on chip. 

Two examples of third-generation EEPROMs cur- 
rently in production are the Intel 2817 and the Seeq 
5213. The 2817 latches the data to be written and 
eliminates the need for prewrite erasure. However, it 
requires an external high-voltage supply as well as a 
timing capacitor for deriving internal timing signals. 





TABLE 1—EEPROM/NOVRAM COMPARISONS 


NOVRAM 
(X2212) 


EEPROM 
(X2816A) 


16,384 
$23.00 
$0.0014 


Density (bits) 1024 
Price (1k level) $9.00 
Costibit $0.0088 


The 5213 generates the high voltage on chip but 

requires external latches that hold the data and address 

valid during erase and write operations. 
Fourth-generation EEPROMs are characterized by 





Anatomy of a NOVRAM cell 


NOVRAM-cell operation depends 
on a phenomenon termed Fowler- 
Nordheim tunneling. In the 
NOVRAM, a layer of oxide iso- 
lates a gate from an underlying 
section of polysilicon. Applying a 
large positive voltage to this float- 
ing gate while holding the underly- 
ing polysilicon near ground pro- 
grams the gate. 

Specifically, electrons attracted 
to the floating gate’s significantly 
higher potential tunnel across the 
separating oxide. As a result, the 
floating gate acquires a net nega- 
tive charge from the tunneled 
electrons. 

The cell is erased in a similar 
manner: The floating gate is held 
at a low potential while the poten- 
tial of the top polysilicon layer is 
raised; the electrons then tunnel 
across the oxide from the floating 
gate to the neighboring polysilicon 
sandwich. 

The EEPROM technology em- 
ployed in Xicor’s NOVRAM uses a 
3-layer polysilicon sandwich that, 
when coupled with a 6-transistor 
static-RAM cell, results in the 
NOVRAM circuit shown in Fig A. 
The state of the static-RAM cell 
determines whether the EEPROM 


cell is programmed or erased 
during a store cycle. 

Capacitance ratios are the key 
to the data transfer from RAM to 
EEPROM. If node N; is LOW, Q, 
is turned off, allowing the junction 
between capacitors C3 and C, to 


WORD 


BIT 
LINE 





Veca 





Q; CONTROL 
LINE 


float. Because the combined ca- 
pacitance of C3 and C, is larger 


‘than Cp, the floating gate follows 


the Store-node voltage. When the 
voltage on the floating gate is 
sufficiently high, electrons tunnel 
from POLY, to POLY2, and the 
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Fig A—A NOVRAM cell consists of two sections: a 6-transistor RAM and a shadowing 


2-transistor EEPROM. 
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on-chip generation of all high-voltage and wave-shaping 
functions in addition to their use of on-chip latches and 
self-timing features. Their byte-write requirements are 
identical to those of static RAM except that the 
EEPROM write cycle, once initiated by normal static- 
RAM timings, takes as long as 10 msec. Once a 
byte-write operation begins, the EEPROM is self 
supporting, freeing the processor and all external 
circuitry for other tasks. Read timing to the EEPROM 
is identical to that of a standard EPROM, RAM or 
ROM. 

An important feature of a fourth-generation 
EEPROM is its compatibility with currently used 
RAM, EPROM and ROM. An EPROM- or ROM-based 
system needs only an additional Write Enable line to 


each socket to provide retrofitting for EEPROM. This 
control line allows the changing of data tables and 
program store without removing the component from 
the system, as required with EPROMs. 


Choosing between NOVRAM and EEPROMs 


Many application requirements can be satisfied by 
either of the two memory types. However, note that 
although NOVRAM is the most versatile in terms of 
features and capabilities, the price you pay for its 
greater intelligence is increased cell size. 

Specifically, a fourth-generation EEPROM’s cell is 
small and simple, allowing much higher density storage 
than in a NOVRAM. The EEPROM is also more 
efficient as memory-array area increases, thanks to the 


gate becomes 
charged. 

If node N, is HIGH, Q; turns on, 
grounding the junction between 
C; and Cy. C3, larger than Ce, 
holds the floating gate near 
ground when the Store node gets 
pulled HIGH. This action creates a 
sufficiently large field between 
POLY, and POLY; to tunnel elec- 
trons away from the floating gate, 
leaving it with a positive charge. 

The recall operation also de- 
pends on capacitance ratios. C2 is 
larger than C;. When the cell 
receives the external Recall com- 
mand, the internal power supply 
(Vcca) first goes LOW to equalize 
the.voltages on N,; and No. When 
Voca is allowed to rise, the node 
with the lighter capacitive load 
rises more rapidly. The flip flop’s 
gain causes the lightly loaded 
node to latch HIGH and the oppo- 
site side to latch LOW. If the 
floating gate has a positive 
charge, C2 is connected to Nz 
through Q,, and Nz latches LOW. 
If the floating gate has a negative 
charge, Q, gets turned off and N, 
experiences the heavier loading. 

A major task in the development 
of the NOVRAM was to reduce the 


negatively 
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STORE 


32-STAGE CHARGE PUMP 


Fig B—A 32-stage charge pump internally generates a NOVRAM's high Store voltage, 
allowing the device's NOVRAM and EEPROM sections to operate from 5V. 


amplitude and simplify the wave- 
form of external voltages needed 
for programming or erasure. Earli- 
er devices required carefully 
shaped pulses with amplitudes 
exceeding 20V. 

The first step in the cell design 
was to reduce the internal voltage 
level presented to the cell to 


initiate electron tunneling.. The . 


voltage magnitude required for 
programming a floating gate is 
related to the intensity of the 
electric field generated at the 
oxide-polysilicon interface by that 
voltage. 

Electric-field strength at the ox- 
ide-polysilicon interface can be 
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increased by using an extremely 
thin oxide, on the order of 100A. A 
second technique uses textured 
polysilicon to locally enhance the 
field at the surface and achieve 
Fowler-Nordheim tunneling. It 
achieves better data retention. 

Once the internal voltage-level 
requirement was reduced, a key 
achievement in device design was 
the on-chip generation of the high- 
voltage pulses needed to program 
or erase an individual cell. A 
Store-voltage generator (Fig B) 
provides the solution; it uses a 
32-stage capacitor/transistor 
charge pump. 





Each NOVRAM cell combines .. 
RAM and EEPROM 


TABLE 2—EEPROM/NOVRAM 
DATA-CAPTURE SPEEDS 


NOVRAM 
(X2212) 


EEPROM 
(X2816A) 


256 x 1 psec 256 x 10 msec 
10 msec 0 
10.26 msec 2.56 sec 


Byte-Write Time 
Store Time 
Total Time 





decrease in the relative proportion of support-circuitry 
area required. Therefore, EEPROMs are more likely to 
be the device of choice if your application needs large 
amounts of memory. 

The larger cell size and more extensive on-chip 
support that gives NOVRAM its added capabilities also 
results in a higher cost per bit, which might not be 
justified in applications that don’t require all of a 
NOVRAM’s features. Consider, for example, the 
cost-per-bit comparison between the X2212 256 x4-bit 
NOVRAM and the X2816A 2k x8-bit EEPROM (Table 
1): NOVRAM cost per bit is more than six times 
greater than that of EEPROM. 

However, cost-per-bit ratios can be deceiving for 
systems requiring a minimum amount of nonvolatile 
memory. Lower density nonvolatile memories often are 
more cost effective in a NOVRAM configuration. The 
smallest NOVRAM currently available, the 64x4 
X2210, is also the least expensive 5V device. 

Another selection factor to consider is the required 
write time. An EEPROM requires a relatively long 
write time (10 msec/byte max), while NOVRAM write 


ADDRESS 
DECODE 


POWER FAIL 


amr ee 


POWER-ON RESET 


ie eee 
ke) 


time is that of a typical static RAM. Therefore, 
NOVRAMs are more suited for applications requiring 
frequent memory-data changes, while EEPROMs most 
suit applications calling for infrequent memory writes. 

A NOVRAM is also better suited to data-capture 
applications. Table 2 compares two 256x4-bit 
NOVRAMs organized in a byte-wide configuration with 
a 2kx8 EEPROM in terms of the time needed to store 
256 bytes of information. These times assume a 
1-ysec/byte max processor write-cycle time. You can 
see that the NOVRAM’s single-store operation makes it 
much faster. A NOVRAM system can update and store 
10,000 bytes of data in the time needed to store two 
bytes of EEPROM information. 

Another important NOVRAM feature is the device’s 
ability to initiate and complete a nonvolatile store of 
data under external-signal control. This feature can be 
a key decision criterion in real-time applications such as 
power-fail re-entrant systems. 


Both types serve power-fail-tolerant controllers 

As noted, however, many applications can profitably 
use either device type. One common application in this 
class centers on retaining important system informa- 
tion in the event of a power loss. In most systems, 
power failures require reinitialization of the entire 
system, necessitating the temporary loss of system 
operation. In real-time control applications, this loss of 
control can cause expensive and sometimes dangerous 
failures of the process or equipment being controlled. 

Such an application’s main requirement is therefore 
some type of nonvolatile storage upon power failure. A 
prime consideration in this type of environment is the 
storage of a fixed amount of data upon receipt of an 
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Fig 2—In this controller, a NOVRAM retains the uP state in the event of a power failure. 
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Fig 3—A power-failure-tolerant controller's 6809-;.P assembly-language routines handle both failure store and recovery. 
NOVRAM handles the stack and other temporary storage. 
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NOVRAM doubles as 
bootstrap and global memory 


external Power Fail signal. You can use an EEPROM 
for this purpose if the processor has sufficient time to 
recognize the power failure and respond by writing the 
data into memory. Otherwise, a NOVRAM is the 
device of choice because it captures data in one 
nonvolatile store operation. 

Fig 2 shows a simple controller that uses a NOVRAM 
to retain the state of a uP in the event of a power 
failure. The Power Fail signal generates a uP inter- 
rupt, and the NOVRAM stores the contents of all RAM 
including the uP stack. 

Upon interrupt acknowledgement, the »P registers 
are pushed onto the stack as program control branches 
to the interrupt routine (Fig 3). The routine writes the 
current stack pointer and a test byte to the NOVRAM, 
signifying that a power failure has occurred, and then 
generates a Store signal. The power supply is designed 
to ensure that the Vc level remains above 4.5V for 10 
msec after it generates the Power Fail signal. 

Once power is restored, the Power-On Reset signal 
generates a Recall signal to the NOVRAM. The 
power-on routine in the pP checks the state of the test 
byte to see if a process was interrupted by a power 
failure. If so, the stack pointer gets loaded with the 
address of the saved processor state, a return from 
interrupt is executed, and the process resumes. 








NOVRAM stores terminal configurations 

An application in which NOVRAM is the device of 
choice lies in the storage of terminal-configuration 
information, consisting of such parameters as baud 
rate, data format and parity method. The conventional 


SYSTEM 
MEMORY 
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REFRESH 
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approach to this task (Fig 4) stores data in DIP 
switches on a pe board somewhere in the terminal; the 
user must have a terminal manual handy for decoding 
switch settings to change any of the preset features. 
One. alternative uses menu-driven configuration 


‘modés to set the terminal and a NOVRAM to store the 


terminal-configuration parameters. The user can easily 
change the configuration information for specific tasks 
and retain this data until the terminal loses power. 

Upon power-up, a set of predefined default parame- 
ters stored in the NOVRAM’s EEPROM section goes to 
RAM, and the terminal is configured. The NOVRAM 
also allows the user to change default parameters for 
subsequent sessions by transferring the modified RAM 
data to EEPROM—in either a general or privileged 
user environment. The NOVRAM’s ability to manipu- 
late two sets of data proves important here because the 
terminal software operates on the data in the 
NOVRAM’s RAM section, regardless of whether the 
terminal is in the default configuration or a user- 
entered one. 

In Fig 4’s conventional approach, an 8-section DIP 
switch holds the configuration information. If a switch 
position is open, the pull-up resistor causes a ONE to 
appear at the buffer input; a closed switch denotes a 
ZERO. Decoding the buffer’s address and reading the 
data provides the switch information. If the system 
needs more than eight bits, the design requires 
additional switches, resistors, buffers and logic. 

If a block of memory addresses is reserved for 
configuration information, the granularity of the ad- 
dress decoding increases with the number of DIP 
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Fig 4—A conventional terminal contiguration uses an 8-section DIP switch to program the terminal's operating parameters. 
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In-system data modifications make 


EEPROMs more versatile than EPROMs 


switches required. And you can change the default data 
only by altering individual switch positions. 

The NOVRAM implementation of this system (Fig 5) 
permits the storage of 1k bits of configuration informa- 
tion in one 18-pin X2212. If you reserve an 8k 
memory-address block for configuration storage, the 
NOVRAM requires only a single chip-select decode. 
The only restriction in this arrangement is that four 
parameter bits get read simultaneously, rather than 
eight. Note that storing the same amount of informa- 
tion using the conventional approach calls for 128 DIP 
switches and octal buffers, 1024 resistors and sufficient 
address decoding to provide 128 separate locations 
within the 8k field—an address granularity of 64. 

A terminal user employs the keyboard to enter 
operational parameters into the NOVRAM. The user 
enters a configuration mode when the terminal is in the 
off-line or local mode. A menu display shows the 
current terminal configuration; the user moves the 
cursor and/or strikes a control key to alter the current 
values. Once the configuration is established, the user 
exits the configuration mode, and the terminal operates 
according to the new parameters. The user can also 
change the default parameters by entering a control 
signal that places the new configuration mode in the 
NOVRAM’s EEPROM section. 

In this application, very few terminals would ever 
require the NOVRAM’s full storage capacity for 
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Fig 5—Replacing a DIP switch with a NOVRAM results in 
greater versatility for programming terminal operating parameters. 


configuration information. You could therefore employ 
the unused portion to store other operational and 
maintenance parameters. 


NOVRAM loader provides reusable memory 


A system that employs a bootstrap loader during 
initialization is another prime NOVRAM application 
candidate. Examples of such applications include sin- 
gle-chip Cs operating in external-memory modes and 
full-blown systems requiring the maximum allowable 
memory space. A common approach to this require- 
ment stores the bootstrap program in ROM or EPROM. 
However, the program occupies memory space that 
might be used for other purposes during system 
operation. Because most initialization routines use a 
relatively small amount of memory space, this approach 
can be particularly wasteful in space-limited systems. 

As an alternative, you can preprogram the bootstrap 
into the EEPROM section of a NOVRAM. Upon reset, 
the system generates a Recall signal to the NOVRAM, 
loading the bootstrap into RAM. The bootstrap pro- 
gram executes, and the NOVRAM RAM section then 
becomes free for other uses. This design feature even 
allows bootstrap-program alteration via external con- 
trol for servicing or software updates. 

Fig 6 shows a simple disk-oriented system that uses 
NOVRAM as a bootstrap memory. After booting, the 
NOVRAM becomes a global RAM. The device—and 
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Fig 6—This disk-oriented system uses two NOVRAMs as 
bootstrap memory. Once loading is complete, the NOVRAM 
functions as global RAM. 
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Fig 7—A 6502-»P assembly-language boot routine is located temporarily in NOVRAM, which forms the highest 256 bytes of 
memory in this system. 
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Use EEPROM if data changes 
are byte size and infrequent 


hence the bootstrap routine—is in the highest memory 
segment so it can hold all the interrupt vectors. Ps 
such as the 6502 and 6800 use these locations for reset 
and interrupt pointers. 

In the bootstrap program (Fig 7), the reset vector 
for the 6502 yP points to the boot routine. Fig 6’s two 
NOVRAMs reside in the highest 256 bytes of the 
address map. Upon power-up, the NOVRAM’s 
EEPROM section gets loaded into the device’s RAM 
section. The »P then initializes the stack pointer, and 
the DMA controller begins a data transfer from the 
disk. A test byte gets set to show that a boot process is 
under way. 

Once the DMA transfer begins, the .P loops until an 
interrupt signifies that the operation is complete. The 
»P vectors to the interrupt-handling routine, which 
determines if a valid DMA has occurred. If an error has 
occurred, the program causes a jump to location 
Program, where the first byte of the loaded program 
resides. The NOVRAM RAM is then free for general 
use. Note that you must take care not to accidentally 
overwrite the interrupt and reset vectors, located in 
the highest memory locations. 


EEPROM stores controller parameters 


Turn now to some applications in which an EEPROM 
is the device of choice. One such task is the storage of 
coefficients in PID (proportional integral-differential) 
controllers. 

Modern contro! applications such as the PID algo- 
rithm are characterized by two basic qualities. First, 
they are computationally intense. Second, their ability 
to precisely control a set condition is based on their 
knowledge of the effects of their outputs. This knowl- 
edge results from deriving the various controller 
coefficients via calculations: Each controller output 
must be calculated with reference to the previously 
defined term. 

If a PID system loses power, it must resynthesize all 
data before it approaches the level of performance 
exhibited before the power loss. The data tables for 
each control task are fairly large and require a 
substantial amount of memory. Therefore, a controller 
might use EEPROM for algorithm-coefficient storage. 

Note also that most PID-controller deviations result 
from the sensitivity of the system’s sensors as well as 
the response time and accuracy of the control outputs. 
These variables might change in a particular unit but 
are usually the same when power returns to the 
controller; they need only be updated occasionally as 
the system runs. An EEPROM’s slow write time and 
fast read time make it ideally suited for this infrequent- 
write application. 

Finally, note that parameters stored in EEPROM are 
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Fig 8—A self-learning video game uses EEPROM to 
change difficulty levels after play is completed. 


available to the system whenever it’s running— 
whether programmed into the system during initializa- 
tion or resulting from previous system operation. An 
EEPROM implementation of such a system thus results 
in shorter system-interrupt recovery time as well as 
self-recalibration upon component replacement. 


Self-learning video games use EEPROMS 

Another potential EEPROM application centers on 
the storage of self-teaching or self-modifying code, 
through which a process or algorithm can tailor itself 
based on the results of previous executions. Such 
applications are characterized by updates to program 
storage, which usually occur relatively infrequently. 
This high read-to-write ratio of memory access, as well 
as the densities required in the program store. 
generally dictate an EEPROM implementation. 

An example of this application category is a self- 
learning video game (Fig 8). Such a game’s success 
depends largely on its ability to keep a player 
interested by continually increasing the level of chal- 
lenge after repeated plays. 

At the end of a certain period (Fig 9), the game 
analyzes the scores and modifies its program (including 
timing loops and difficulty factors) to present a more 
complex play to the next group of players. The learning 
algorithm also makes the game easier to play under 
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certain conditions, preventing unwarranted increases make the game progressively more difficult to play. 
in difficulty. These routines get bypassed in the initial program 
The initial game code includes several routines that execution by always-executable branch instructions. At 
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Fig 9—Written in 6809-4P assembly language, this self-learning video-game program changes branch instructions based on 
previously obtained scores. 
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EEPROM and NOVRAM 
could team up in some cases 


the end of each play, the system determines from the 
score whether to make the algorithm more difficult. If 
so, it eliminates some of the branches around difficult 
parts of the game software. A simple table stores all of 
these branches. Other features, including speed param- 
eters and energy levels, can also be stored to make the 

_ game more difficult as scores improve. Storing them in 
EEPROM provides the additional advantage of easy 
updates and changes in the basic table. 


EEPROM and NOVRAM team up 


As a final example, consider how you might combine 
EEPROM and NOVRAM in an automobile navigational 


system that could direct a driver to a location within a - 


specific city or area. Proponents of this approach 
envision beacons located throughout an area, notifying 
each in-car computer of the car’s current location. 
Provided with this information, a local electronic map 
and the desired destination, the computer would direct 
the driver along the most efficient route. 

Data-storage requirements would be extensive, im- 
plying the use of EEPROM. After all, the system must 
not only be programmed with a map of the area roads 
but must also be able to select between many possible 
alternatives based upon continuously changing factors 
such as time of day and known construction areas. 
Using EEPROM would allow the car’s driver to load the 
navigational computer upon entering a location such as 
a filling station. 

A NOVRAM would also prove critical to this 
application. It would contain rapidly changing current 
information, which would get transferred to the 
NOVRAWM’s EEPROM section upon reaching a destina- 
tion. The approach allows power removal from the 
system while the car is parked, eliminating battery 
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drain. Restarting the vehicle would transfer the 
current data from the NOVRAM’s EEPROM section 
back to its RAM section. 

Fig 10 shows how the hardware could be implement- 
ed. Map information, stored in EEPROM, gets changed 
as necessary via the map-download controller, a serial 
interface over which the data is transmitted. The 
transmission rate is low because the map data is 
written into EEPROM, which specs a slow write cycle. 

The system has two main interfaces—to the driver 
and to the vehicle. The former consists of a keyboard 
for input and a CRT for display of the map and other 
information. The latter receives data such as mileage 
and speed so that the system can monitor the driver’s 
progress along a given route. EDN 
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Fig 10—A hypothetical automobile navigational system uses EEPROM to store extensive map information and NOVRAM to 


handle rapidly changing current-location information. 
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Non-volatile memories 
keep appliances 
out of the dark 


Richard Orlando, Xicor Inc., Milpitas, CA 





Appliance design has undergone a 
revolution in recent years. The 
advent of the low-cost, single-chip 
microcomputer has opened many 
applications for these small comput- 
ers in the appliance market. Initial 
_ applications were based upon new 
types of appliances where digital 
control was a necessity. Today one 
sees even the venerable “white 
goods”’ using single-chip microcom- 
puters to add features and capabili- 
ties to the end products. With this 
migration to digital control, a need 
for non-volatile memory has devel- 
oped, and many new non-volatile 
memory devices have been made 
available to the designer. 
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Appliance control applications 
have gone through an orderly 
evolution. The design methods of 
the past used: electromechanical 
devices, such as switches, relays, 
mechanical timers and, of course, 
wafer switches. The requirements of 
older appliances could be easily 
satisfied by these devices. Washing 
machines, for example, using multi- 
plane wafer switches driven by a 
simple timer could initiate, time and 
terminate the different cycles of the 
laundry washing process. And the 
electronic range allowed simple 
electromechanical timing of a cook- 
ing cycle. 

Since the appliance industry has 
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been subject to the whims and 
attitudes of the consumer, the 
desired capabilities of appliances 
have grown as a function of added 
features. A simple example is the 
evolution of the home stove control- 
ler: first, accurate control over 
cooking temperature, then the 
ability to turn off the oven after a 
programmed time, and, finally, the 
complete programmable oven ‘that 
not only turns itself off after a 
programmed time has elapsed, but 
also initiates the cooking cycle at a 
certain time of day. 

The increased capabilities of the 
appliances coupled with the availa- 
bility of low-cost, single-chip micro- 
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computers has led to the final step in 
the evolution, that of full digital 
control. The use of the microcom- 
puter as a control mechanism allows 
the designer increased flexibility, 
reliability and precision in the 
control process, not easily attainable 
with the older design methods. 
Decreased development costs are 
also possible since a flexible digital 
controller can be used in a variety of 
different products, or models of the 
same product. 

Microcomputer designs were not 
free of their own unique problems, 
however. The microcomputer inter- 
face required to perform the actual 
control functions was somewhat 
complex. New issues had to be 
addressed in terms of product 
reliability, since the semiconductor 
devices introduced different failure 
modes than those exhibited by 
electromechanical devices. The mi- 
crocomputer also had a major 
disadvantage over prior design 
techniques due to its inherent 
volatile nature: when the power was 
removed from the appliance, the 
microcomputer not only stopped 
functioning, it lost any data it had 
maintained based upon the current 
state of the system. 

One advantage that the older 
electromechanical timers possessed 
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was that if the power went off to the 
appliance, the control system would 
maintain the state it was in when the 
power was interrupted. When the 
power was restored to the appliance, 
it would continue from where it left 
off. One can easily appreciate the 


irritation of a homemaker who,. 


having left a roast in the oven, 
returns from errands to find that it 
had not resumed cooking after a 
blackout. 

Emergence of non-volatility 

With many appliance designs, 
there is a definite need to prevent 
such untoward situations. Some type 
of non-volatility is a necessity in 
appliance design. Since the cost of 
the appliance is a great concern, this 
non-volatility must be cost-effective. 
One of the earlier approaches was 
that of battery backup on the 
microcomputer itself, or on a 
separate CMOS memory in the 
system. The disadvantages of this 
approach are based simply on the 
limitations of batteries and the cost 
of implementation. Unfortunately, 
there were not many alternatives 
until now. 

The past five years have seen a 
remarkable evolution in the emer- 
gence of semiconductor non-volatile 
memories. Unlike the battery back- 
up of the data in either on-board or 
external RAM, these devices were 
able to retain data without the 
external power, in a manner similar 
to that of an EPROM. The main 
difference between these devices and 
the EPROM was their ability to be 
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“rewritter in-circuit, as opposed to 
being removed from the circuit, 
erased, and then “reprogrammed” 
before they were put back into the 
circuit. 

_ Unfortunately, these early devices 
were expensive and difficult to use. 
They required multiple ‘“program- 
ming” voltages, extensive support 
circuitry, and were quite unreliable. 
These devices, for the most part, 
were organized for microprocessor 
“bus” applications, and as such 
required too many vo lines for 
efficient interfacing to single-chip 
microcomputers, where r/o lines are 
a precious commodity. 

The development of 5v floating- 
gate, NMOS non-volatile memories 
eliminated many of the disadvantag- 
es of semiconductor non-volatile 
devices. These devices not only 
decreased the support circuitry 
required for their use, but increased 
the reliability of the devices. 
Unfortunately, these devices were 
also designed for “bus” applications 
and were relatively expensive due to 
their large densities (>1xk bits). A 
need was recognized in the appliance 
and other industries for an inexpen- 
sive and reliable non-volatile memo- 
ry designed exclusively for interfac- 
ing to single-chip microcomputers. 

The Xicor X2444 answers this need. 
The device is a low-cost 16 x 16 
non-volatile static RAM (NOVRAM for 
short) which features serial interface 
designed for interfacing to a 
single-chip microcomputer with a 
minimum requirement for both Vo 
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lines and software. Housed in an 
eight-pin mini-pip, the X2444 pro- 
vides inexpensive non-volatile data 
storage for both operational and 
configuration parameters. Its low 
cost (less than $4.00 in unit 
quantities) makes it the least 
expensive non-volatile storage on the 
market, even rivalling the Dip switch 
in unit cost, while providing the 
equivalent of 32 pir switches in terms 
of data capacity. 

The NOVRAM concept 

The NovraM idea is not new. Xicor 
invented this type of memory more 
than three years ago. The concept is 
quite simple. Figure 1 shows a block 
diagram of the X2444. It consists of a 
256-bit (16 xX 16) static RAM with a 
256-bit 5v EPROM array overlaid bit 
for bit in a ‘‘shadow” type manner. 
Two signals, STORE and RECALL, 
control the transfer of data between 
the E’PROM array and the static RAM. 
The store function replicates the 
data which is currently in the RAM 
into the non-volatile E’PRom array. In 
a similar manner, the RECALL 
function transfers the non-volatile 
data in the E’PROM array into the RAM. 
One can see that by simply 
performing a STORE during power 
failure, the data is then retained in 
the non-volatile E’°PpRoM , and can be 
restored to the RAM using the RECALL 
once power is returned to the 
system. 

The X2444’s serial interface method 
is ideal for microcomputer applica- 
tions. Figure 2 shows the pinout and 
signal designation for the x2444. The 
four-line serial interface consists of a 
Chip Select (cs), a Serial Clock (sc), 
a Data In (p1) line, and a Data Out 
(Do) line. The Data In and Data Out 
timings are designed to allow the 
implementation of a single Serial 
Data line by typing both Data In and 
Data Out to a single V/o line from the 
microcomputer, reducing the Vo 
lines to three: All data transfer to 
and from the X2444 are performed 
over this serial interface by either 
synchronous 8-bit instructions or 
16-bit data operations. The X2444 has 
two external pins, STORE and RECALL, 
for performing the non-volatile 


operations via hardware control in 
the event of power failure. The x2444 
also includes distinct sTorRE and 
RECALL instructions over the serial 
interface to allow only software 
control over the non-volatile opera- 
tions. | 

The serial interface is accom- 
plished using discrete ‘‘bit-banging” 
from the single-chip micro. An 
instruction is performed by loading 
an accumulator with the proper bit 
pattern, and shifting it out through 
an Vo line while toggling the serial 
clock low and then high again 
between each bit. 

The software for this interface is 
simple, and an example of a 6801 
implementation is shown in Figure 3. 
The software assumes that the x2444 
is connected to bits 0, 1, 2 and 3 of 
the 6801 1/o Port 1. The interconnect 
between the 6801 and the x2444 is 
shown in Figure 4. The three main 
parts of the software segment are 
three: subroutines, SHIFTIN, SHIFTOUT 
and DRIVE. The SsHIFTOUT routine 
takes the eight bits of data in the A 
accumulator, and shifts it out 
through Bit 1 of Port 1. Between 
each data bit output the clock is 
toggled. This routine is used for 
either instruction or data output to 
the X2444. 

The SHIFTIN subroutine gives the 
X2444 eight clock cycles, and shifts 
the data from the X2444 into the A 
accumulator. This routine is used 
only in the READ instruction. The 
DRIVE subroutine actually provides 
the driver to interpret the desired 
Operation and issue the proper 
sequence of commands to the X2444. 
It should be noted that this sample 
interface uses the _ software- 
controHed sToRE and RECALL com- 
mands and leaves the X2444 STORE 
and RECALL inputs tied to Vcc. 

E.g. . . . microwave oven controller 

One of the newest appliances in 
the consumer environment is the 
microwave oven. This also proves to 
be an ideal example for the 
application of a non-volatile memo- 
ry. 

The microwave oven started with 
a control mechanism which was no 
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more than the simple electrome- 
chanical timer borrowed from elec- 
tric ranges. Since the microwave 
oven cooks in times which are 
orders-of-magnitude faster than a 
conventional stove, it became appar- 
ent that an accurate and precise 
control mechanism was needed. The 
microwave was one of the first 
appliances to embrace full digital 
control using a single-chip micro- 
computer. 

Figure 5 shows a typical micro- 
wave oven control system based 
upon the 6801 microcomputer. The 
user interface includes a keyboard, 
alarm and display, while the oven 
interface includes the magnetron 
control, door interlock, and an 
optional temperature. probe. Non- 
volatile memory has been added to 
the system design through the use of 
an X2444. The interface method to 
the 6801 and the driving software are 
similar to that above. The key 
difference to note is the addition of 
an external signal to drive the STORE 
input. This allows the controller to 
automatically store the data in the 
RAM into the E’PROM upon Power- 
Failure. The circuitry in the power 
supply senses a loss of power by 
monitoring either the ac or unregu- 
lated dc levels. Once a power failure 
has been detected, the power supply 
circuitry pulls the sTORE input low. 
The power supply circuitry need only 
ensure that Vcc is held valid to the 
X2444 for 10 msec, and all of the data 
in the RAM will be stored into the 
E*PROM atfray. Upon Power-on- 
Reset, the 6801 issues a RECALL 
command to the X2444, and all of the 
data is restored. 

The remainder of the microwave 
control circuitry is fairly standard. A 
4 x 4 keyboard provides an input 
mechanism for the user, while the 
status indicators and display provide 
visual feedback. A two-line magne- 
tron control allows the use of 
variable power levels in the cooking 
process. Timing is performed using 
the 6801’s internal 16-bit timer which 
is driven off the 60-Hz reference 
from the power supply. Standard 
features include a safety door 
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interlock and alarm. Optional fea- 
tures are provisions for a tempera- 
ture probe for magnetron control or 
temperature-based cooking algo- 
rithms. The a-d converter used for 
temperature sensing has a serial 
interface similar to that of the x2444, 
and is placed on the same serial bus. 
Distinct chip selects enable the x2444 
or the a-d converter to be accessed. 
Many such devices are currently on 
the market including the new 
TLCS540 from Texas Instruments. 
The X2444’s non-volatile memory 
serves many functions in this 
application. Frequently used recipes 
or cooking sequences can be stored 
so that the microwave will sequence 
through a complex cooking algo- 
rithm automatically. The X2444’s 
‘ability to store the data currently in 
the RAM into the E’pRoM is very useful 
here. As the cooking process takes 
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place, the 6801 keeps a copy of the 
preset time and power setting in the 
X2444’s RAM. As cooking time 
elapses, a location in the x2444 is 
updated to show the elapsed time. In 
the event of a power failure, the 
current values of these variables are 
automatically stored into the E’PROM 
section of the X2444. Once power is 
restored to the microwave, the data 
in the E’PRoM is loaded into the RAM 
section of the X2444, and cooking 
continues from where it was 
interrupted. Intelligence can be 
added to the control algorithm to 
compensate for the continued cook- 
ing (due to retained heat) that occurs 
after the power outage. 

The X2444’s unique NOVRAM archi- 
tecture makes such an application 
feasible. Since current E’PROM tech- 
nology has limitations on the number 
of times that the non-volatile data 
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can ve changed, one would not want 
to change the contents of the E’PROM 
each time the timer was incre- 
mented. If one were to use a typical 
EPROM with a write limitation of 
10,000 writes, the device would be 
worn out in a relatively short period 
of time at a write rate of one per 
second. Instead, the X2444 allows the 
system to update the E’PRoM section 
of the chip only in the event of a 
power failure while using the 
unlimited RAM write capability of the 
X2444 every time the counter value 
changes. 

The X2444’s can also be used for a 
variety of other purposes in micro- 
wave design. As was mentioned 
earlier, one can save development 
time and money if a_ universal 
controller is designed. Many differ- 
ent models could use the same 
controller simply by adding circuitry 
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external to the 6801 microcomputer. 
Configuration information can be 
stored in the X2444 at time of 
manufacture which the 6801 can then 
determine upon Power-on-Reset to 
control the features and functions of 
its particular microwave. Additional 
X2444s can be added on the serial bus 
as user or model options. These 
optional * X2444s require only an 
additional chip select, and can be 
used for such features as increased 
recipe storage or operational modes. 
The X2444’s non-volatile memory 
also can be used for calibrating the 
temperature probe and storing the 
response time of the magnetron to 
allow quick calibrations or more 
complex and precise temperature- 
control algorithms. 


General applications 

There are many other areas in the 
appliance field which are natural 
applications for the X2444. Since most 
electronic appliance controllers uti- 
lize the single-chip microcomputer, 
the X2444’s serial bus is the ideal 
solution their non-volatile storage 
needs. 

“‘User-programmable” parameters 
such as favorite stations, cooking 
algorithms or preset time-of-day 
events all make the appliances more 
“user-friendly” especially if these 
parameters are retained in the event 
of power loss. System configuration 
parameters can be stored in the X2444 
to allow the design of appliances in a 
modular fashion, substantially re- 
ducing development costs while 


increasing the reliability of each new 
product. System status saved in the 
X2444 in the event of a power failure 
is restored upon Power-On so that 
the system can complete interrupted 
tasks as well as ensure that the 
appliance is left in a safe and stable 
state. 

The availability of the new SV 
non-volatile memories allows the 
appliance designer to add more 
features and capabilities for a 
minimum cost. Whether it be used 
for power-failure data storage, or as 
user set-up information, the X2444 


-will make appliance designs less 


complex, more cost-effective, more 
fault-tolerant, and easier to use. [[] 


Reprinted from DESIGN NEWS, October 1983 


© 1983 by CAHNERS PUBLISHING COMPANY 
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INTRODUCTION 


In 1982 Xicor introduced the first full featured 
E2PROM, the X2816A. This device incorporated 
virtually all of the support requirements that had 
previously been needed by E2PROMs, placing this 
circuitry on chip. Interface requirements were thus 
minimized, and the door was opened to the percep- 
tion of the E2PROM as a writable memory, as 
opposed to an electrically erasable EPROM. This 
new perception of the E2PROM has led to its rapid 
infiltration into all areas of product design. In addi- 
tion, the end users of these devices have required 
that all manufacturers include these “writable 
memory” features into their new E2PROMs. 

The purpose of this paper is to specify the mini- 
mum feature set for 5 volt E2PROMs, and show how 
these features can be used in different applications. 
A discussion of endurance is also included in terms 
of its measurement, characterization and variation 
in different applications. 


THE HISTORICAL 
EVOLUTION OF THE 

5 VOLT E2PROM 
STANDARD FEATURE SET 


The X2816A was the first fully integrated 
E2PROM to appear on the market. The device, 
along with its smaller brother the X2804A, pio- 
neered the concept of the E2PROM as a writable 
memory. As such, the device’s interface require- 
ments were tailored to the most common of the 
writable memories, the static RAM. The high vol- 
tages which were needed to perform the Fowler- 
Nordheim tunneling were generated on-chip 
through a multi-stage charge pump. This high 
voltage was then passed through a variety of con- 
trol circuitry to shape the internal programming 
pulses. The complex timing for the automatic write 
cycle was controlled by an on-chip ring oscillator 
and many stages of counters. Last, but not least, to 
make the device as much “RAM-like” as possible, 
latches were added on the address and data inputs 
to hold the information during the E2PROM'’s write 


cycle. These internal latches also allowed the. 


X2816A to perform an automatic byte erase cycle 
prior to each byte write, eliminating the need for the 
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processor in the system to do so. Both devices are 
packaged in the JEDEC standard 24-pin DIP pack- 
ages as well as the JEDEC standard 32 pad LCC in 
the case of the X2816A. Figure 1 shows the pinouts 
for the various packages. 
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Figure 1. Pinouts for X2804A and X2816A in DIP and LCC. 


The X2816A design anticipated an issue which is 
an important one in 5 volt nonvolatile memory 
applications: that of inadvertent write protection. 
Since the device is capable of writing to different 
locations with only a 5 volt level, care must be taken 
that the external circuitry surrounding the chip 
does not initiate a write sequence during power-up 
or power-down. To facilitate this task, the X2816A 
incorporates three important features. The first of 
these is an internal Vcc sensor. When Vcc falls 
below 3 volts, all write operations are automatically 
disabled. The Write Enable input on the X2816A is 
noise protected to insure that a glitch on the Write 
Enable input will not trigger a write cycle. In addi- 
tion, the control circuitry of the device is such that 
the Output Enable signal will disable any writes to 
the part if it is asserted. By holding down the Out- 
put Enable signal whenever Vcc is below say 4.75 
volts, inadvertent write operations will be elimi- 
nated. 


Figure 2 shows a block diagram of the X2816A. 
As one can see, the basic building block is the 16K 
E2PROM array similar to that found in the old 2816 
device. On-chip integration of the support circuitry 
required by previous generations of E2PROMs led 
to the widespread acceptance of the X2816A fea- 
ture set as the “de-facto” industry standard. 





























Figure 2. X2816A Block Diagram. 


It can be easily seen that virtually all of the manu- 
facturers currently participating in the E2PROM 
market have included all of these features on their 
current or next generation products. 

Whereas the X2816A set the standard for the 
E2PROM feature set, the X2864A device from Xicor 
has refined it. In addition to the features of the 
X2816A, the X2864A incorporates two additional 
features: DATA Polling and Page Mode Write. 

The Page Mode Write feature on the X2864A 
allows the system to write 1-16 bytes into the 
E2PROM in a single 5 msec write cycle. The only 
requirement is that all of the bytes reside on the 
same page in the device and that the bytes in the 
page are latched within the first 200 usec after the 
initial Write Enable. Page Mode Write reduces the 
time required for a complete device re-write to a 
total of 2.5 seconds. 

DATA Polling is a method for determining the 
completion of the internal E7PROM write cycle. 
Since the memory is self-timed, this is only of 
benefit in those applications where time is of the 
essence in writing to the device. DATA Polling 
insures that any reads to any location in the 
E2PROM during the 10 msec write cycle will yield 
the complement of the data bit #7 currently being 
written. Hence the name DATA Polling. Since the 
typical X2864A completes the write cycle in less 
than 5 msec, some speed may be gained if the 
entire part is to be written, but the improvement in 
the chip write time gained through the automatic 
page write feature greatly overshadows any 
improvement that can be gained through the use of 
DATA Polling. 








5-97 


The Vcc sensing capabilities of the X2816A were 
enhanced in the X2864A through the use of a pro- 
grammable Vcc sensor. This circuit consists of a 
separate floating gate which is charged to a given 
voltage level. This voltage level provides the refer- 
ence voltage for the Vcc sensor. This technique 
insures that the reference level compared to Vcc is 
stable over temperature and manufacturing 
variances. 


Figure 3 shows a block diagram for the X2864A 
and the enhanced features that were added to the 
X2816A’s feature set. 
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Figure 3. X2864A Block Diagram. 


The X2816A established the feature set for the 
state-of-the-art EZ2PROMs. This can be seen in the 
standardization of the various manufacturers offer- 
ings at both the 16K and 64K densities. This stan- 
dard feature set consists of: 


1. 5-Volt operation 

2. Latched address, data and write enable inputs 
3. Automatic erase-before-write 

4. Self-timed write operation 

5. On-chip Vcc sensing 


All of the above features have a common charac- 
teristic. They all make the E2PROM more “RAM- 
like” in its operation and. interface requirements. 
Indeed, the new generation of E2-PROMs exhibiting 
the above features can be used interchangeably 
with many other types of memory devices inciud- 
ing ROMs, EPROMs and RAMs. This trend towards 
more universal E2PROMs has greatly simplified the 
task of the design engineer trying to use EZ2PROM. 
The design engineer spends less time trying to 
design the socket for the E2PROM and more time 
trying to conceptualize how the new nonvolatile 
devices can be used to enhance the end product. 
DATA Polling and Page Mode are certain to be 
“standard” features on future parts from other 
manufacturers. 











THE STANDARDIZATION 
OF SPECIFICATIONS 


Once the design engineer accepts that there is a 
standard feature set available from a variety of 
manufacturer's E2PROMs, he can begin to com- 
pare the devices from a specification point of view 
to determine which device suits his needs best. Of 
course as with all memory devices the E2PROMs 
are available in a variety of access times and write 
cycle times. The power consumption on the de- 
vices currently in production are all comparable, 
although this will change as CMOS versions of the 
devices become available. Aside from these minor 
changes, the specifications of the various devices 
are almost identical. 


The biggest “gray” area in the specifications of 
these devices in in terms of endurance. Endurance 
and data retention are the key reliability issues in 
the nonvolatile area. Suffice it to say that the 
various technologies in production today can all 
achieve the “10 year” data retention requirement. 
Although many of the technologies, such as Xicor’s 
exhibit data retention, are many orders of magni- 
tude larger than 10 years, this number seems to be 
sufficient for most applications. Unfortunately, the 
question of endurance is not so easily satisfied. 


The main problem is that endurance cannot be 
directly tested. Granted, one can generate tests 
which will weed out the weak bits, or “freaks,” but 
endurance testing by definition is a destructive test. 
The problem is similar to that faced by a light bulb 
manufacturer. One cannot burn each light bulb for 
1000 hours to guarantee that the bulbs will burn 
1000 hours. The bulb’s ability to reach a certain 
endurance level only proves that the part did 
achieve that level, and does not prove absolutely 
the bulb’s future longevity. 


Of course, one could take a sample of the devices 
and test them for a specific endurance level. This 
data could be used statistically to predict the en- 
durance of the remainder of the devices. Unfortu- 
nately, this data is usually based upon the 
“average” cell in the device and is not significant 
from an applications point-of-view. Figure 4 shows 
a graph of the endurance of a “typical” bit in a Xicor 
E2PROM, and as one can see there is not signifi- 
cant cell margin reduction until 107 cycles. Many 
manufacturers use such a graph to describe the 
endurance of their devices. 


This graph is worth little to the design engineer. 
The design engineer always has to be concerned 
about worst case parameters or operation, not 
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Figure 4. Endurance of a “Typical” E2PROM. 
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the overall average or typical values. No design 
engineer worth his salt would design around a 
“typical” access time; why should he design around 
a “typical” endurance? A new definition for 
endurance is needed, and Xicor has found such 
a definition. 


Several definitions are in order. The endurance 
of a single nonvolatile bit is defined as the number 
of times that the bit can be changed from one state 
to a different state before it can no longer be 
changed. In a similar manner, the endurance of 
a memory array is defined as the endurance of 
the weakest bit (i.e., one that fails first). Finally, 
the endurance of a wafer lot of devices is described 
by the statistical distribution of the endurance 
of these devices. It should be pointed out that 
endurance is wafer lot dependent in floating gate 
nonvolatile memories. Unfortunately, a simple bell 
curve type of distribution tells very little as to 
the endurance of a group of devices. In devices of 
the same type, the weakest bit has the lowest 
endurance from the same fixed number of cells in 
the array. For this reason, it can be expected that 
the endurance of a group of parts will be distributed 
according to the “Extreme Value” distribution. 
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Figure 5a and 5b. Example Extreme Value Distribution Plots. 


Figure 5a and 5b show two typical extreme value 
distribution graphs. The y-axis is the log cycles 
scale. Each point represents the endurance of 
an individual device as defined above. The x-axis 
is a function of the rank of the endurance of the 
particular device as compared with the rest of 
the devices in the sample. By picking a set pre- 
dicted failure rate on the top axis, one can guaran- 
tee a certain level of endurance. As one would 
expect, since the 100% of the devices are not 
actually being tested for an endurance level, there 
cannot be a 100% guarantee, but one can get quite 
close. 


The “Extreme Value” distribution not only allows 
for the specification and guarantee of a certain 
endurance level, it also allows one to study the 
effects of external conditions on the endurance 
of the devices. It can be seen that in Figure 5a 
identical material will exhibit different endurance 
levels when operated at different temperatures. 
Indeed, the devices actually achieve a higher 
endurance when cycled at 125°C. One explanation 
for this phenomenon may be the change in the rate 
with which the tunneling electrons are trapped and 
de-trapped in the insulating oxide. In a similar 
manner, the rate at which the cycles are put on 
the device will also influence the endurance for 
identical devices. A simple change in cycling rate 
from .1 seconds to 100 seconds has a marked effect 
on the endurance of the devices as is shown in the 
plot of Figure 5b. In actual applications, this data 
change rate would be even slower, usually in days. 
Unfortunately, cycling devices in intervals mea- 
sured in days takes a very long time, but the scien- 
tists at Xicor are doing it to learn more about effects 
of applications specific parameters on endurance. 

There exists a pressing need for a standardized 
method for specifying and characterizing the 
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endurance in nonvolatile memories. The “Extreme 
Value” distribution is the best one that Xicor has 
found, and there is a move to make it the industry 
standard approach. Only after there is such a 
method in place can the end users ever be sure that 
they are comparing “apples-to-apples” when 
studying the endurance specifications of nonvola- 
tile memories. 


STANDARD FEATURE 
SET E2PROMs SIMPLIFY 
DESIGNS 


The appearance of a variety of multiple sourced 
full-featured E2PROMs has led to their rapid accep- 
tance by the design engineering community. Such 
standardization was required to change E2PROMs 
from scientific curiousity to ahigh volume low-cost 
memory alternative. 

The “RAM-like” nature of the new E2PROMs 
greatly simplifies their use in all areas of micropro- 
cessor-based design. The elimination of complex 
timing and voltage requirements allow the designer 
to incorporate nonvolatile capabilities into his 
design with minimal effort. 

One of the key advantages of the E2PROM is its 
abilty to be re-written in circuit. The initial E-PROM 
offerings were at the 16K and smaller density level. 
For this reason, they were not quite dense enough 
to be seriously considered as a program storage 
medium. As a result, most of the initial E-PROM 
applications used the E2PROM for data storage, 
such as set-up, configuraiton, or calibration para- 
meters. The only applications which did use the 
E2PROM for program store were those who could 
afford the cost and board space implications of 
such a design method. 

The availability of the 64K E2PROM along with 
the reduction in cost of the 16K devices has led toa 
new awareness among design engineers. The 
E2PROM is now looked at as a viable software 
carrier, either by itself or in conjunction with other 
nonvolatile memory devices such as ROMs and 
EPROMs. 

The use of E2PROMs for program storage has 
many significant advantages. At time of manufac- 
ture, the program for an individual system can be 
loaded into the E2PROM either on the assembly 
line or in the test stage. Many different versions ofa 
product can use the same basic board design and 
be configured at time of assembly through the 
loading of different programs into the E2PROM. 








This method could have been used in the past, but 
it required the use of PROM programmers and 
multiple program selections in the manufacturing 
environment. The use of the standard feature set 
E2PROMs allows the entire process to be auto- 
mated in the following way. 


Initially, each board is assembled with the 
E2PROM containing a diagnostic program. The 
entire board is then tested on an automated board 
tester which will use the trace execution of the 
diagnostic program in the E2PROM. Once the 
board has been tested, the test system holds the 
processor in a quiescent state, such as Reset, and 
takes control of the bus. The program for the speci- 
fic system under test is then loaded into the 
E2PROM by the test system. The unit leaves the test 
stage fully tested and configured for the end cus- 
tomer. 


E2PROMs also allow the system’s software to be 
updated remotely, either through a field service 
interface or a modem link to a main computer. The 
cost of performing a software update in the field is 
extremely expensive. A service technician must go 
to the site, often in a remote area, and replace the 
system’s EPROMs or ROMs. E2PROMs make this 
scenario much less painful since the new software 
can be loaded electrically, as opposed to physically. 
These software updates are attractive for a variety 
of reasons, including the fixing of software bugs, 
updating an older version of the system software, 
or changing the system’s configuration or capabili- 
ties. 


The ultimate flexibility from a systems point of 
view is through the use of only E2PROM for soft- 
ware storage. Unfortunately, this can get quite 
expensive since E2PROMs are still more costly 
than EPROMs or ROMS. A “hybrid” approach is the 
best solution in many applications, since it 
balances the flexibility of the E2PROM with the low 
cost of EPROM or ROM. Using both E2PROM and 
ROM also eases the update method since the 
download software can be stored in the ROM. The 
reason for this is as follows. With any of the full- 
featured E2PROMs, there is a period of time during 
the internal write cycle that the device is inac- 
cessable for either subsequent writes or reads. If 
the processor is executing code out of the same 
E2PROM to which it is writing, the next instruction 
fetch will yield a high-impedance bus, and the 
processor will get lost. In the case of a ROM/ 
E2PROM hybrid design, the actual download rou- 
tine can reside in ROM as shown in Figure 6. 
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Figure 6. Memory Map for ROM/E2PROM Hybrid 


If only E2PROM is used for the program storage, 
the download situation becomes a little trickier. If 
the code to be modified is a different chip than the 
one that the processor is executing out of, every- 
thing is fine. In the case of asingle EZ2PROM design, 
the following approach needs to be used. The 
memory map in Figure a, b, and c graphically 
depicts the different stages. 
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Figure 7a. 
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“TIMING” PROCEDURE TO BE 

ROUTINE MODIFIED 


Figure 7a, 7b and 7c. Memory Maps for EZ2PROM Only Imple- 
mentation. 

















In the first step, the download and E2PROM write 
procedures are stored in E2PROM. Once the sys- 
tem realizes that a new version of internal code is to 
be downloaded, the system copies the download 
and timing routine into system RAM. At this point, 
Figure 7b shows the memory map. The processor 
then jumps to the download routine and executes 
out of RAM until the download is complete. The 
processor then jumps back to the main program in 
E2PROM and continues its normal tasks. The RAM 
is freed up for other uses, and the new copy of the 
downloaded routine is in the E2PROM as is shown 
in Figure 7c. It is left as an exercise for the readers 
to determine how this technique could be used if 
the procedure to be updated is the actual download 
procedure. This can be handled by a simple exten- 
sion of the above technique. 


Now that we have discussed the manner in which 
a system utilizing E2PROM for program storage 
can be remotely updated, it is pertinent to deter- 
mine how the maximum flexibility can be attained 
in a “hybrid” design. As was mentioned before, the 
ultimate flexibility can be attained if all of the pro- 
gram memory is E2PROM since any portion of it 
can be changed in the field; while an all ROM 
approach features virtually no flexibility. The secret 
is through the use of intelligent software design to 
maximize the flexibility of a set amount of E2PROM 
storage. 







Top-down or structured programming has re- 
ceived much attention in the software world due to 
its inherent ease of implementation and subse- 
quent modification. The key characteristic of such 
an approach is that the task to be performed is 
broken down into smaller and smaller sub-tasks, 
eventually leading to the “bottom” level of the pro- 
gram. This “bottom” level is composed of many 
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“GET CHARACTER” 
ROUTINE 
“PARSE” 
ROUTINE 

COMMAND #1 ROUTINE 
COMMAND #2 ROUTINE 


short and simple machine language routines, 
which in themselves are simple to code and debug, 
while together they perform the desired complex 
“uppermost” task. As one can see, this method of 
software development lends itself well to the 
maximization of flexibility in a “hybrid” system. 


As an example, we will use a software segment 
which performs commands as they are entered on 
a keyboard. The task of interpretation and execu- 
tion of the entered commands is broken down into 
three routines. The “bottom” level routine “Get- 
Character” simply waits for a character to be en- 
tered, and then places the character into a buffer. 
The next level routine is called “Parse,” and this 
routine calls “Get-Character’ continuously until a 
“Carriage Return” is detected. The “Parse” routine 
also eliminates illegal or superfluous characters. 
The end result is a syntactically correct command 
string in the command buffer. The “uppermost” 
level takes the parsed command, searches a table 
to see if it is valid, and fetches the appropriate rou- 
tine’s address. 


Figure 8a shows the address map for a hybrid 
system which uses the software described above. 
The outermost level, “Command” is stored in the 
E2PROM as is the Valid Character List and the Valid 
Command List. A sample entry into the valid 
command list is shown forthe command “GO.” The 
entry includes the valid command format as well as 
the address of the routine to be executed upon 
reception of the “GO” command. The E2PROM 
also contains many other High-Level routines as 
weli as a patch area that will be explained shortly. 
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Figure 8a. Address Map for Hybrid-Iinitial Configuration. 








The ROM contains the “low-level” routines 
including the “Get-Character,” “Parse” and the 
routines for the different commands. Since these 
routines are the “lowest” level of the program, it is 
assumed that these are relatively stable and will not 
need to be changed. 

The use of the E2PROM for the storage of the 
Valid Character and Valid Command Lists allows 
them to be easily updated as the system’s vocabu- 
lary is expanded. 

One of the characteristics of a “top” level routine, 
such as the “command” routine, is that it mainly 
consists of calls to other routines. If an error is 
found in the “command” routine, it can be easily 
changed to execute the called routines in a dif- 
ferent order, etc... 

If one of the lower level routines needs updating, 
such as “Parse,” the new version of the routine can 
be loaded into the “patch” area of the E2PROM. 
Any references to the “Parse” routine are then 
changed to point to the new version in the E-PROM 
rather than the old version still in ROM. Figure 8b 
shows the address map after such a “patch” has 
been performed. 
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Figure 8b. Memory Map After “Parse” has been Patched. 


In a similar fashion, if one of the command rou- 
tines is found to be in error, the new routine is 
loaded into the “patch” area of the E2PROM, and 
the reference to the routine in the Valid Command 
List is updated to point to the new routine. Figure 
8c shows the address map after a patch has been 
made to command routine #1. 
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Figure 8c. Address Map After “Parse” and “Command #1” are 
Patched. 


It can be seen that this implementation is quite 
flexible in terms of remote software alteration. This 
is a direct result of the “Top-Down” structure of 
the software. The added benefit of this software 
technique is that it is easier to create, more 
modular, easier to debug and easier to verify. One 
can extend the concepts discussed here even 
further into the E2PROM’s impact on threaded- 
code interpretive algorithm implementations, but 
that is beyond the scope of this paper. 

The impact of the standard feature-set E2PROMs 
has not yet been fully seen. One can see that the 
availability of such devices will influence not only 
the hardware aspects of a system design, but the 
software aspects as well. The present generation of 
E2PROMs has finally reached the density level and 
feature set that allows it to become a medium for 
use in program storage applications. Once the final 
unresolved issue of endurance specification is 
cleared up and designers understand the benefit 
that can be realized in all areas of system design, 
manufacturing and maintenance, the E2PROM will 
be perceived as one of the most important ad- 
vances in semiconductor history. 
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THE NOVRAM FAMILY 
A NEW DOMAIN OF 
SYSTEM POSSIBILITIES 
JULIE BENNETTS CONKLIN 


INTRODUCTION 


The first nonvolatile memory device to be de- 
signed and manufactured by Xicor was the X2201A, 
a 1K x 1 NOVRAM. The design concept of the 
NOVRAM evolved from the combined talents of 
Richard Simko and William Owen, two of Xicor’s 
founders. Simko was the process developer of the 
Intel double-poly FAMOS 2708 ultra-violet EPROM 
and Owen was the circuit designer of the Intel 
HMOS 2147 RAM. 

The NOVRAM is a static volatile RAM overlaid 
bit for bit with a nonvolatile E2PROM “shadow” 
memory. The NOVRAM is reprogrammable in cir- 
cuit using a single 5 volt supply. Figure 1 shows 
the functional layout of the NOVRAM. 
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ARRAY 
RECALL 
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EEPROM 
SHADOW 


| 
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MEMORY i 





Figure 1. 


Data is written to and read from the static RAM 
portion as if the device were a RAM. Data is trans- 
ferred between the RAM and nonvolatile E2PROM 
memories in parallel in one store or recall opera- 
tion. 

Xicor was founded in 1978, and the first X2201A 
was shipped in 1980. In 1981, the NOVRAM family 
was expanded to include an X2210 (64 x 4) andan 
X2212 (256 x 4). In 1983, the X2400 series (16 x 16) 
of serial input/output NOVRAMs was introduced. 
And, 1984 brings the “byte-wide” series — the 
X2001 (128 x 8), the X2002 (256 x 8), and the X2004 
(512 x 8). 

In addition, Xicor also manufactures a family of 
nonvolatile E2PROMs — the X2804A (512 x 8), the 
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X21816A (2K x 8), and the X2864A (8K x 8). Xicor 
E2PROMs also are reprogrammable in circuit using 
a single 5 volt supply. 


THE NOVRAM TODAY 


Xicor NOVRAMs are manufactured using the 
same reliable triple polysilicon floating gate 
N-channel MOS technology pioneered with Xicor’s 
X2201A. 


5V Only 


The NOVRAM is read to and written from as if it 
were a static RAM. The device is fully TTL compa- 
tiple and needs no high voltages — a single 5 V 
power supply is all that is needed for any function. 
The nonvolatile E2PROM stores data via Fowler- 
Nordheim electron tunneling. This function is 
performed by the device in circuit using only the 
5 V chip power supply. An onboard charge pump 
provides the internal store voltage. 


Nonvolatile Data Storage 


The nonvolatile E2PROM polysilicon floating 
gate is isolated by a thick oxide layer (approxi- 
mately 800 A) and the programming surface of 
the poly layers are textured to enhance tunneling. 
Figure 2 shows a cross section of a floating gate, 
and these textured programming surfaces. 
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Figure 2. 


Data is stored and erased in the nonvolatile 
E2PROM via Fowler-Nordheim electron tunneling 
between these layers. An erase leaves Poly 2 posi- 
tively charged; programming leaves Poly 2 nega- 
tively charged. 

The NOVRAM cell is composed of a 6 transistor 
volatile static RAM and a nonvolatile “shadow” 
E2PROM. The RAM portion acts as a latch holding 
data for storage and receiving data when it is re- 
called from the E2PROM. See Figure 3. 
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Store Operation 


A STORE cycle is initiated by a low signal on the 
STORE input to the NOVRAM. Once initiated, the 
STORE cycle will automatically time out until 
completed. A STORE transfers data bit for bit from 
the volatile static RAM to the nonvolatile E2PROM. 
The internal storage voltage is generated on-chip. 

There are two types of storage mechanisms 
which will occur during the STORE operation, and 
each bit will experience only one. This is deter- 
mined by the state of each bit (floating gate) priorto 
the STORE and the desired state after the STORE. 

If the state of a particular bit is to remain un- 
changed by the STORE operation, no tunneling 
will occur at that location. Xicor NOVRAMs detect 
charge or lack of charge on the floating gate and 
will not perform a repetitive function, thereby 
extending the endurance of each bit. 

Should the state of the floating gate need to be 
changed, it will either be programmed (charged) 
or erased (discharged). 
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Figure 4. 


As shown in Figure 4, when programming a cell, 
N+ goes low and Q7 is off causing the junction 
between CC2 and CC to float. The combined 
capacitance of CC2 and CC3 is greater than Cp (the 
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Capacitance between Poly 1 and Poly 2). This 
causes the floating gate to follow the internal store 
voltage when it goes high. Poly 2 then becomes 
negatively charged due to the tunneling of elec- 
trons from Poly 1 to Poly 2 and the floating gate is 
programmed. 
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Figure 5. 

As shown in Figure 5, when erasing a cell, N14 
goes high and Q7 is turned on causing the junction 
between CC2 and CC3 to go to ground. The capaci- 
tance of CC2 is greater than that of CE (the capaci- 
tance between Poly 2 and Poly 3). Poly 2 remains 
low and Poly 3 now follows the internal store vol- 
tage when it goes high. Poly 2 then becomes 
positively charged (discharges) due to the tunnel- 
ing of electrons from Poly 2 to Poly 3 and the 
floating gate is erased. 


Recall Operation 


To recall data from the nonvolatile E2PROM 
array to the volatile static RAM, a low level signal 
is sent on the ARRAY RECALL input to the 
NOVRAM. As with the STORE operation, two 
types of Recall mechanisms will occur depending 
upon the state of each bit/cell: 










, 


Ce 
C 
cc2 > OFF 


V 


Figure 6. 


As shown in Figure 6, when recalling a pro- 
grammed cell, the memory array voltage VCCa 
goes low momentarily to equalize the voltages at 
nodes N1 and N2. Then, VCCa is allowed to rise. If 
the floating gate on a particular bit cell is pro- 
grammed (negatively charged), Q8 is off. This 
allows N2 torise more rapidly than N1 tothe VCCa 
level and the “latch” (the static RAM) is set with N2 
high and N1 low. 
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Figure 7. 
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Again, VCCa goes low momentarily to equalize 
N1, and N2is then allowed tdo rise. In this instance 
(Figure 7), the bit cell is erased (positively charged) 
and Q8 is on. With Q8 on, C2 and N2 are connected. 
N1 is then able to rise more quickly to VCCa than 
N2 and the latch is set with N1 high and N2 low. 

Both the STORE and RECALL operations trans- 
fer the data array from one memory location (RAM 
or E2PROM) to the other in one operation. 


TECHNOLOGY AND 
RELIABILITY 


There are two aspects of nonvolatile memory 
reliability that are of concern: 


1) Data Retention = time elapsed before first bit 
in array fails. 
2) Endurance. 


Xicor technology excels in both aspects as 
shown by the following data: 


Data Retention 


The combination of thick oxide (800 A) and 
textured programming surfaces in the floating 
‘gate cells creates an environment that is ideal for 


Fowler-Nordheim tunneling. The textured 
(“bumpy”) poly surface concentrates the electric 
fields near the regions of high positive curvature 
(i. €., near the tops of the “bumps”) as shown in 
Figure 8. 
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Fowler-Nordheim tunneling current increases 
exponentially with increasing electric field applied 
to the emitting surface area. Research done at 
Xicor has established an equation that charac- 
terizes tunneling current as a function of the 
amount of texture on the programming surface. 
The current comparison of flatplate (125 A) and 
textured (825 A) surfaces is shown in Figure 9 
below. 
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Figure 9. 

This figure illustrates that the two surface types 
do achieve a common design point at the higher 
current levels where programming occurs. 

The data retention characteristics of a textured 
emitting surface versus a flatplate emitting surface 
become an issue at the lower values of applied vol- 
tage. These lower values are representative of 
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typical read and store operations. As shown in 
Figure 9, the current emitted by the textured 
surface (tunneling) is approximately four orders 
of magnitude lower than that of the flatplate surface 
at the lower values (9-13 volts) of appled voltage. 
This suggests that the textured surface is less likely 
to experience tunneling during read and store 
operations, and during power up and down situa- 
tions thanthe flatplate surface. The thicker textured 
Xicor technology provides better data retention. 

Xicor has performed extensive testing on 
NOVRAMs using high temperature bakes with the 
units stressed and not stressed to support the 
statements above with manufactured units. 

Figure 10 below shows the results of 100 units 
of an X2210 tested for data retention over three 
extended temperatures. 
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Figure 10. 


As shown, the first bit failure occured at 300°C 
only after 2000 hours of testing. 

This same data was used to calculate expected 
failure rates in time. This data is shown in Figure 11 
below. 

The Mean Time Between Failures is extrapolated 
to 3 million years at 125°C with any activation 
energy of 1.7 eV for this sample group. 
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Endurance 


As discussed earlier, Xicor devices sense the 
state of the nonvolatile E2PROM floating gate prior 
to performing a store operation. This characteristic 
reduces unnecessary cycling of a given bit in the 
array and increases the potential endurance of that 
bit. This is a critical point since the endurance limit 
of agiven device is determined by the first bit failure 
that occurs for that device, not the average or 
typical value for the memory. 

Xicor specifies endurance for NOVRAMs as two 
values: 


1) 
2) 


Data changes per bit 
Store cycles 


Xicor’s goal is to specify the maximum number of 
data changes per bit possible based upon sampling 
data taken from every lot for every NOVRAM. 


Xicor data shows that endurance is affected by: 


1) 
2) 


Temperature 
Frequency at which data is changed. 


Xicor has recently characterized data endurance 
as a function of each of these parameters. The 
easiest way to look at this data is using graphs 
using ‘Extreme Value Distribution.’ The following 
graphs each show data collected from X2212 
sample lots. 

Figure 12 below shows the results of temperature 
tests on five 20 unit samples subjected to data 
changes at a rate of one per second until each 
device failed. Each point marked on the graph is 
the first bit failure point for each device tested. 
Two points are made by these tests results — the 
maximum endurance increases with temperature 
and the dispersion of maximum endurance cycles 
achieved increases with temperature. 
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Figure 12. 


Figure 13 shows the results of four 20 unit 
samples subjected to four different fixed delays 
between data changes. The dispersion of maxi- 
mum endurance levels for each fixed delay (0.1 sec, 
1 sec, 10 sec, and 100 sec) is represented by the 
slope of each line on the graph. Note that as the 
time delay is increased, the dispersion decreases, 
as demonstrated by the differing line slopes 
graphed. Although most applications allow much 
more than 100 sec between cycles, this information 
is useful for endurance testing of devices. Decreas- 
ing the time delay between cycles speeds the 
testing process and requires less cycles to reach 
the maximum endurance of the device. 
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Figure 13. 


PRODUCTS 


The Xicor family of NOVRAMs can be used with 
nibble wide (by 4), byte-wide (by 8), and serial I/O 
microprocessors: 
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By 8’s 
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Figure 15. 
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Endurance Specs: 


1,000 data changes per bit; 10,000 STORE cycles 
10,000 data changes per bit; 100,000 STORE 
cycles 
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Figure 16. 
Serial Interface, three pin control 
Low power Standby and Sleep Modes 
Unlimited RAM data changes 
Low cost 
Static timing 
Complete store protection 
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e Endurance Specs: 
1,000 data changes per bit; 10,000 STORE cycles 
10,000 data changes per bit; 100,000 STORE 
cycles 

e Hardware and software controls over nonvolatile 
operations 


APPLICATIONS 


NOVRAMs are traditionally thought of as ideal 
nonvolatile memory devices in systems requiring 
frequent updates to the Static RAM and nonvolatile 
storage or “data capture” of the RAM data in the 
E2PROM in the event of system power loss. 

There are other application environments also 
ideally suited to the NOVRAM since it is actually 
two memory arrays in one device. 


Dip Switch Replacement 


A typical CRT terminal uses dip switches to set 
up the terminal configuration data each time the 
terminal is turned on. These mechanical switches 
take up board space, are vulnerable to contamina- 
tion since they are not sealed and must be replaced 
once worn out from frequent updates if their appli- 
cation calls for such updating. Because these 
devices are subject to updating, the terminal itself 
often cannot be a completely sealed unit, thus 
end users may be permitted access to other por- 
tions of the unit’s circuitry. 

The Xicor X2400 series of serial interface NOV- 
RAMs offers dip switch users a low cost, compact 
and reliable alternative. One X2400 device can 
replace up to 32 8-bit dip switches. Figure 17 shows 
a conventional terminal configuration using one 
8-bit dip switch and pullup resistors. 

As shown in Figure 18, the X2400 device can be 
plugged into the top section of the pullup resistor 
socket and the dip switch socket is no longer 
needed. 
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Figure 17. 


5-108 


+5 





Figure 18. 


Ex: Terminal Configuration. 


Because one X2400 series 8 pin minidip device 
can replace up to 32 8-bit dip switches (256 bits), 
and associated circuitry, the terminal board de- 
signer needs much less board space on which to 
provide configuration storage capability. And, 
the end user need not be concerned with access 
to the devices for updates since the NOVRAM 
contents can be observed via the terminal key- 
board. And, because the contents can only be 
changed via the keyboard, it is less likely that ter- 
minal configuration information will be changed 
accidentally or without the knowledge of the 
terminal user. 

By using the nonvolatile EZPROM portion of the 
NOVRAM for storage of the terminal default 
parameters, the terminal user can use the RAM 
portion for temporary parameters. These tempo- 
rary parameters can then be stored in the nonvola- 
tile EZPROM at the user’s option (see Figure 18). 


Power Fail Tolerant 
System 
Ex: Industrial Controller 


In the event of power failure, many industrial 
controllers must be stopped and restarted at speci- 
fic program locations to prevent damage to work in 
process or to users of the machinery under control. 
The NOVRAM can be used in such an application 
as both system memory (RAM portion) and a non- 
volatile memory (E2PROM portion) storage loca- 
tion for the microprocessor program status in 





the event of system power loss. This is a classic 
example of data capture and storage at power loss. 
Figure 19 shows an X2212 used for this purpose. 
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Figure 19. 


Upon power loss, a Power Fail signal causes the 
microprocessor to generate an interrupt. The 
system memory contents and the uP stack, which 
are both in the RAM portion of the NOVRAM, are 
then stored on the nonvolatile E2PROM portion 
of the NOVRAM. 

Upon return of power, Power On/Reset also 
generates a RECALL at the NOVRAM. A power-on 
routine verifies that an interrupt did occur at power 
loss and a return from interrupt is performed, re- 
turning the program to a known function. 


Self Calibrating Systems 
Ex: Tape drive 


Mechanical systems require some method of 
measuring, recording and correcting for wear of 
mechanical system components. The most common 
method of doing this is calibration of potentio- 
meters. A repair/service person must make a ser- 
vice call, take apart the unit to reach the potentio- 
meter(s), adjust spec components to compensate 
for mechanical wear and then reassemble the unit. 
This service call must occur on a periodic basis and 
the expense of these service calls and machine 
down time can be costly. 

An alternative to the calibration of potentiome- 
ters is the use of Xicor NOVRAMs in place of the 
potentiometer in applications under microproces- 
sor control. Once such application is a computer 
tape drive for which potentiometers are traditio- 
nally used to calibrate the drive heads, motor and 
recording levels. Figure 20 shows a microproces- 
sor controlled tape drive using an X2210. 
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Figure 20. 


As shown in Figure 20, the X2210 is part of the 
system memory. A debug/calibration routine can 
be initiated by a service person via a terminal key- 
board panel. The motor and recording setting 
levels at which the host system is currently operat- 
ing can be read via the D/A converter, reset to 
compensate for wear if necessary, and the new 
setting values can be written into their correspond- 
ing address locations in the RAM portion of the 
NOVRAM. Similarly, the modulator provides 
information about the drive heads and these too are 
self calibrated. 

Once the information is in the NOVRAM, at any 
time this information can be read from the NOV- 
RAM via the keyboard. The unitdoes not have to be 
disassembled unless something must be mechani- 
cally repaired. The data in the NOVRAM can be 
read in seconds, unlike the more time consuming 
task of field calibration of potentiometers. And, the 
data is stored in the nonvolatile E2PROM during 
machine downtime. 


SUMMARY 


Xicor NOVRAMs are a compact, reliable, cost 
competitive and easy to use nonvolatile memory 
for use in applications requiring frequent memory 
updates or rapid data capture at power down. The 
RAM portion of the NOVRAM has unlimited data 
change capability. The nonvolatile E2PROM is 
cycled only when aSTORE operation is performed. 
Xicor NOVRAM endurance limits are specified in 
terms of data change per bit as well as array STORE 
cycles. E2PROM bit locations are “written to” only if 
a data change is required, thereby greatly increas- 
ing the potential endurance limit of the device. 
Xicor has set the standard for the NOVRAM in 
terms of ease of use, reliability, and specifying 
maximum device endurance. 
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SYSTEM DESIGN/ MZU/ORN SYSTES 


NONVOLATILE MEMORY 
GIVES NEW LIFE 
TO OLD DESIGNS 


Terminals and other equipment can be made more flexible, 
and product life can be extended by upgrading and 
customizing with NOVRAMs and EEPROMS. 


by Richard Orlando, Xicor, inc., Milpitas, Calif. 


The recent appearance of low cost, 5-V nonvolatile 
memories has led to design applications that can be 
broken into two distinct classes. One class uses non- 
volatile memory to store such data as configuration 
or calibration parameters. This information can be 
updated and then stored in the device for access on 
power-up. The second application uses nonvolatile 
memory for program storage. Here, the nonvola- 
tile memory’s main advantage is that content can 
be updated or changed remotely, rather than by 
device replacement. 

Unfortunately, many end products completed 
prior to the availability of these devices are threat- 
ened by newer designs. The latter take advantage of 
the added flexibility and features afforded by non- 
volatile memory. There are, however, ways to add 
nonvolatile memory to existing designs without a 
major redesign. 

For example, consider the schematic of an intel- 
ligent terminal design, which will be used to illus- 
trate methods that improve the flexibility of almost 
any microprocessor-based design (Fig 1). Here, the 
6800 processor is the source of the ‘‘intelligence’’ in 





Richard Orlando is product marketing manager at Xicor, 
851 Buckeye Ct, Milpitas, CA 95035. He holds a BS in 
computer systems engineering from the University of 
Massachusetts at Amherst. 





the design. The serial communication channel is 
through a 6551 asynchronous communication inter- 
face adapter (ACIA), which features an onchip baud 
rate generator. A 2716 erasable PROM is the program 
store for the 6800, and the two 2114 RAMs provide 
1 Kbyte each of buffer, stack, and parameter 
storage. The keyboard is an ASCII-encoded type 
whose inputs are fed through one port of a 6821 
peripheral interface adapter (PIA). The other port 
of the 6821 receives the dual inline package (DIP) 
switch settings for such user-defined operational 
parameters as baud rate, parity, and protocol 
selections. 

Video control is provided by a 68045 (or 6845) CRT 
controller. The display RAM interface is set up as 
a tightly coupled, shared RAM interface. The timing 
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Fig 1 The original terminal design has dual inline package (D1P) switch settings that must be read by the processor. 
They are then parsed to determine setup parameters invoked from the terminal program contained in the EPROM. 





is such that the CRT controller only accesses the data 
in the display RAM during the bus ‘‘dead”’ time of 
the 6800. This allows the processor to access the data 
in the display RAM at any time, regardless of the 
state of the CRT controller. The CRT controller can 
access the RAM transparent to the processor, and 
thus can relieve the processor of any access arbitra- 
tion tasks. 


Improving the design 

Although the design serves its initial purpose, 
several areas, which will make it more flexible and 
possibly extend the life of the product, can be 
improved. Intended for use in a variety of applica- 
tions, the original design relies primarily on software 
for its characteristics and ‘‘feature set.’’ Simple 
changes to the erasable PROM containing the 6800’s 
software allow such terminal ‘‘customization.’’ This 
approach is adequate when end-user needs are 
known prior to manufacture. However, if a user 
wants to upgrade an existing terminal, someone must 
perform a costly EPROM change in the field. The 
same penalty applies to the manufacturer who wishes 
to ‘‘upgrade’’ the software of the existing units in 
the field, in order to increase performance or to 
eliminate possible errors. 

The second area in need of improvement is the 
DIP switch used for the input of user-definable 
parameters. It creates many manufacturing 
problems, since most DIP switches cannot be 


handled by automated assembly equipment, such as 
insertion machines and wave solderers. Additionally, 
because someone must manually toggle the switch 
through a sequence of positions in order to fully test 
the boards, DIP switches slow down automated 
board testing. Also, to change parameters, a DIP 
switch requires the terminal user to remove an access 
panel and manipulate switch toggles while referring 
to a manual. As the range of user-definable 
parameters expands to include such features as emu- 
lation modes, the problem becomes even more 
awkward. 

In the example terminal, added features and 
enhancements can be made in two ways. The first 
involves replacing the DIP switch with an X2443 serial 
NOVRAM, which is used to store user-defined setup 
and configuration parameters. The second replaces 
the EPROM with an electrically erasable PROM. 

The NOVRAM, a 256-bit serial device, is organized 
as 16 words of 16 bits each. All communication 
between the device and the processor is done in a 
bit-serial fashion using the data in input, data out 
output, and the synchronous clock lines shown in 
Fig 2. All operations are controlled by the micro- 
processor through the serial interface. Read and 
write operations are executed through the transmis- 
sion of a specific 8-bit instruction code with an 
embedded address of the word to be accessed. In 
the write operation, the processor follows the write 
command with 16 bits of data to be written. In the 


5-112 








read operation, the processor supplies the read in- 
struction, and then gives the X2443 16 clock cycles, 
which the device uses to output the data to be read. 
The NOVRAM also includes several non-data types 
of instructions to control the nonvolatile operation 
of the part, the part’s power consumption, and the 
write/store lockout feature. 

The X2443 is designed to interface with single-chip 
microcomputers when the main consideration is 
minimizing I/O lines and software overhead. This 
device also works well in microprocessor-based 
designs requiring upgrading with minimal design 
changes. It consists of a serial static RAM overlaid 
or ‘‘shadowed’’ bit-for-bit with a 5-V EEPROM 
array, as shown in Fig 2. The execution of a store 
operation, either from the input STORE or by the 
execution of the software store instruction, trans- 
fers the current contents of the SRAM en masse into 
the nonvolatile EEPROM array. In a similar manner, 
the execution of a recall operation, via the RECALL 


input, transfers the contents of the nonvolatile 
EEPROM array into the SRAM array. On power-up, 
the contents of the EEPROM array are automatically 
loaded into the RAM array for a default 
configuration. 

When using the X2443 to replace an existing DIP 
switch, it is advantageous to drop the NOVRAM into 
the existing switch ‘‘footprint.’’ Fig 3 shows the 
simple conversion of the existing site or socket (a) 
to accept the X2443 (b). Four of the eight 6821 I/O 
lines used to read the DIP switch are already mapped 
into pins 1 through 4 of the NOVRAM.These lines 
originally input the current settings of the DIP 
switches, but can be configured through the 6821’s 
data direction register to serve as the three outputs 
and one input needed for interfacing the NOVRAM. 
Since hardware STORE and RECALL signals are not 
needed in this application, they are simply tied to 
Vcc. All nonvolatile operations occur through soft- 
ware control, whose requirements are relatively 





Fig 3. Within both the original Dip interface (a) and the x2443 implementation (b), the interface is serial. Therefore, 
only the clock, enable, data input, and data output lines need to be used. 
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Fig 4 When using a header for a parsing program used 
with the DIP switch configuration, the possible parameters 
are limited to 8 bits, and an elaborate software routine is 
needed to interpret them. 


straightforward (as described). With this software 
in place, the communication between the processor 
and the device simply becomes a series of reads or 
writes to the appropriate serial device locations. 
The original design only allowed eight user- 
definable inputs, since only one DIP switch is used 
in the terminal. The meaning of the various input 
conditions is shown in the DIP switch map portion 
of the program header in Fig 4. Since the single 8-bit 
input is used for so many functions, parsing the input 
byte into the appropriate setup parameters requires 
an extensive piece of code. The problem with this 
implementation is the extensive software required 


to make switch operation straightforward in the 
user’s manual. 

Replacing the DIP switch with the NOVRAM has 
several significant advantages. The 256-bit nonvola- 
tile storage leaves adequate room for storing an 
‘‘image’’ of all interface circuit registers. Thus, the 
parsing problem of the DIP switch implementation 
is eliminated. Even the control registers that do not 
need to be user-programmable can benefit from this 
imaging, since they can be changed remotely in the 
field for hardware or software updates. This method 
simplifies field upgrading when compared with the 
usual method of storing these register images in the 
program store ROM or EPROM. 

New images can either be down-loaded remotely 
or loaded through a diagnostic mode using a direct- 
connect RS-232 interface. Examples of where this 
capability is beneficial are numerous, and include 
changing interface protocols, data formats, or other 
hardware, interface, or networking options. 

The use of the device for storing setup parameters 
also allows a more user-friendly operator interface. 
Software in the original design includes routines that 
allow random placement of the cursor or text 
through the use of a ‘“‘go to X-Y’’ routine. It 
becomes a fairly trivial task to implement a menu- 
driven setup mode. After entering a certain escape 
sequence, the user is placed in the configuration 
mode, which presents an English menu. 

The return key increments the cursor position to 
the next setup area where the current setting is 
displayed, and the spacebar key increments that set- 
ting through all possible choices. Once the user has 
set up the parameters for a particular session, 
depressing the escape key writes the current settings 
into the RAM section of the NOVRAM. With this 
operation, the user can set up a temporary configu- 
ration without changing the default parameters in 
the EEPROM section of the NOVRAM. Default set- 
tings are changed only when the user executes a 
certain control sequence (such as control X and 
then the escape). In some applications, it may be 
desirable to allow only certain users to change these 
default parameters before entering a special code. 


Replacing the DIP switch with the 
NOVRAM allows increased design 
flexibility, as well as reduced 
manufacturing and testing costs. 





Since the X2443 has a much larger capacity than 
actually needed for this application, the remainder 
of the nonvolatile storage can hold such data as serial 
number of the individual unit, revision level, and 
hardware configuration diagnostic parameters. 
Otherwise, it can be reserved for future expansion. 
The Table shows a sample address map for the 
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device, with the associated data stored in each of 
the 16-bit locations. The end results of replacing the 
DIP switch with the NOVRAM are increased design 
flexibility, as well as reduced manufacturing and 
testing costs. 


Program storage considerations 

The second aspect of improving the terminal 
design involves the program store for the 6800 
microprocessor. The original design uses a 2716 
EEPROM since the software requirements for the 
terminal are not extensive. The feature set of the 
X2816A EEPROM makes the replacement easier be- 
cause EEPROMs of the X2816A generation incor- 
porate high voltage generation, address and data 
latching, and the write-cycle timing circuitry on the 
memory chip. During read operations, the device 
functions just like the 2716 EPROM in its use of chip 
enable (CE) and output enable (OE) signals. During 
a write operation, the X2816A latches the addresses 
on the bus during the high to low transition of the 
write enable (WE) signal, and then latches the data 
to be written on the rising edge of the WE signal. 

The duration of this signal is not important, since 
the EEPROM only uses it to initiate the write cycle; 
the timing for the write operation is generated on- 
chip. The processor needs only to ignore the 
EEPROM for 10 ms during the write cycle, and the 
device does the rest. The latched and self-timed na- 
ture of the X2816A allows it to be placed in a 16-K 
SRAM socket and be read and written with the same 
signals used for the SRAM. 

The read operation of the X2816A is the same as 
that of the 2716 EPROM, so this part of the EEPROM 
Operation is of no concern. The only changes 
required to the existing circuitry involve the write 
operation. The first change allows the processor to 
write to the EEPROM, and the second protects the 
EEPROM from unwanted write operations during 
power-up and power-down. 

The memory map for the original design was not 
very full, so only large blocks of the address map 


are decoded for each memory device and 1/0 chip 
on the bus. The 2716 logically resides at addresses 
F800 through FFFF since the 6800 reset vectors must 
be included. The physical decoding for the 2716 
includes the address range of FO00-FFFF since only 
the microprocessor’s two most significant address 
lines Al5 and A14 are used for the decoding. 
Since line A14 is used to drive the OE line of the 
2716, the EPROM is selected whenever A15 is a logi- 
cal one. Possible conflict with the system RAM resid- 
ing at 8000-81FF is avoided by restricting the 
processor’s access to the 2716 in the logical F800-FFFF 
range. Since the processor can now read and write 
to the logical address range of the 2716 socket, the 
CE must also be derived from the A1S and Al4 
address lines. And, since CE is active low and the 
address line is active high, a simple NAND gate will 
suffice (Fig 5). Luckily, an extra NAND gate in the 





Fig 5 The EEPROM control logic uses the processor’s 
high order address lines to map the device into the proper 
address range and enable it at the same time. 
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Fig 6 Address maps for updating EEPROM software are 
kept in EEPROM (a) and copied to RAM (b) when needed. 





design can be used as an inverter. The inverter used 
for the CE is no longer needed, and therefore can 
replace the NAND gate. The inverter on Al4 must 
remain intact since it is used in the 2114 RAM decode 
circuit. 

The WE line for the X2816A EEPROM can be 
derived from the composite RAM write signal used 
for the 2114 RAMs. This signal is the logical OR or 
the R/W output from the 6800 and the Phase 1 clock 
signal. This qualification of the R/W line ensures 
that the addresses are valid on the high to low transi- 
tion of the WE signal. Therefore, they can be latched 
into the EEPROM. This ORing connection also guar- 
antees that the data to be written is valid on the rising 
edge of the composite WE signal. The OF signal on 
the EEPROM can simply be driven from the comple- 
ment of the R/W signal from the processor. This 





technique requires that all accesses to the EEPROM 
be made in the logical address range of F800-FFFF 
to avoid bus contention with the system RAM. 

Discussion of the circuitry needed for the OE 
signal also must include another important issue: 
ensuring that the chip does not experience an 
accidental write cycle during power-up or power- 
down. Even though the chance of CE and WE going 
low during power-up or power-down is rather 
remote, the possibility must be eliminated. 

The EEPROM simplifies write protection by in- 
cluding an onchip voltage sensor that monitors the 
Vcc input level and automatically disables writes 
from occurring when Vcc falls below 3 V. Also, a 
noise filter on the WE input prevents a write from 
being initiated by a low spike. Functional interac- 
tion of the control inputs on the chip allows a low 
level on the OF to disable any write operations 
regardless of the state of the CE and WE inputs. By 
holding OF low while Vcc is between 3 and 4.75 V, 
inadvertent write cycles are inhibited. 

The power supply must be modified to generate 
an active low signal whenever Vcc is below a 
specific level. This signal disables the write opera- 
tion during both power-up and power-down. Be- 
cause this signal is wire-ANDed with the control 
signal driving the OF signal, all writes to the chip 
are disabled when Vcc is below the 4.75-V limit. 


Software modification 

Once hardware changes have been made, in- 
factory modifications and in-field modifications 
must be addressed in order to take full advantage 
of an X2816A. In-factory modifications can be han- 
dled in many ways. If the terminal configuration is 
known at assembly time, the appropriate software 
can be loaded into the EEPROM through the use of 
a standard PROM programmer. However, this 
method does not take full advantage of the features 
of the in-circuit reprogrammability inherent in the 
X2816A. A more advanced approach also makes 
automated board testing easier. 

For example, the EEPROM can be initially 
installed with a diagnostic program for testing the 
completed terminal board with an automated test 
system. Once the board has been tested, the tester 
controls the 6800 processor by holding it in a quies- 
cent state such as reset or halt. The tester then 
assumes control over the terminal bus and writes the 
actual terminal software into the EEPROM. This 
greatly reduces the overhead required to manufac- 
ture a variety of different configurations or 
‘‘models’’ on a single assembly line. In-line program- 
ming also allows for the verification of the EEPROM 
write operation and control circuitry. 

The real advantages of the EEPROM surface when 
it comes to modifying software in the field. In this 
case, the terminal is placed in a down-load mode, 
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and the software revision is loaded through the 
. RS-232 interface, either from a service ‘‘box”’ or re- 
motely via a modem. The X2816A allows the termi- 
nals in the field to be called over phone lines for 
loading new operating software, thereby greatly 
reducing the cost and impact of a software update. 

Although full-featured EEPROMs such as the 
X2816A simplify this task significantly, there remains 
one software issue to be resolved. While the 
EEPROM is performing its internal write cycle, it is 
unavailable for further writes or reads. For exam- 
ple, the processor, executing out of a program stored 
in the EEPROM, might perform a write cycle to the 
chip and then fetch the next instruction. Since the 
X2816A is Occupied with its internal write cycle, the 
next instruction fetch will yield a high impedance 
bus. The processor will take this data as its next in- 
struction and enter the ‘‘catch fire and die’’ mode 
of operation. 

To avoid this situation, a very compact routine 
fetches the byte to be written into the EEPROM from 
a given location, writes the byte into the EEPROM, 
and then enters a timing loop to wait the 10-ms 
period required to complete the write. Since the 
RS-232 interface supports full handshaking, there is 
no chance of overrun from the down-loaded data. 
This routine is initially loaded into the EEPROM, but 
it is never executed from this device. Instead, another 


‘copy to RAM’’ routine copies the routine from 
EEPROM into RAM, from which it is executed. 

Since the terminal has 1 Kbyte of RAM capacity, 
there is ample room for storing such a routine during 
the EEPROM write cycle. Fig 6,shows address maps 
for both the EEPROM (a) and the RAM (b) prior to 
and during the execution of the EEPROM write 
routine. This method works especially well with the 
6800 since its architecture is that of a von Neumann 
machine, and can therefore execute program seg- 
ments out of the memory space reserved for RAM 
data storage. 

In-field terminal upgradeability has two important 
benefits. If the terminal software is upgraded or 
revised after the unit is sold, the new software can 
be added to the existing units in the field at minimal 
cost. This method also eases the addition of optional 
hardware in the field, since the new software sup- 
porting the hardware option can be down-loaded 
instead of replacing the terminal EPROM. 


Reprinted with permission from Computer Design—October 1, 1984 issue. 
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Save volatile 
data during 


power loss 





Save volatile 
data during 


power loss 





Nonvolatile-storage devices give you a 
medium in which to store data during 
power loss. By combining these devices with 
power-sensing circuits and supplying the 
necessary control signals, you can design a 
system that transfers data securely between 
volatile and nonvolatile memory during 
power loss. 





Christopher Lopes, Xicor Corp 


To protect volatile data during power loss, you need to 
transfer that data reliably to nonvolatile memory dur- 

_ ing the transient and return it to RAM after power is 
restored. A system that performs this function includes 
two subsystems. The first reports power status, indi- 
cating when power is lost and when it is restored; the 
second handles the data transfer, using the power- 
status signal to generate the appropriate store and 
retrieve commands. 


Sense power failure 

To transfer data reliably after power loss, a system 
must have enough time to copy data from RAM to 
nonvolatile memory before the supply voltage drops 
below a certain level. The sensing circuit must recog- 


nize the power loss and generate a power-loss signal 
promptly, giving the storage subsystem enough time to 
effect the data transfer. In fact, in some systems, you 
may have to complete your transfer within a single 
write cycle to ensure a reliable transfer. 

Your first step in designing the sensing subsystem is 
to choose a sensing point. You could use the 5V regula- 
tor’s output as a sensing point, but this output will not 
indicate power loss as quickly as will either the ac input 
line to the power supply or the unregulated de voltage 
supplied to the regulator. 

To sense ac loss on the power supply’s ac input line, 
you can monitor either the input or the output to the 
power transformer. If you monitor the transformer’s 
input side, you must electrically decouple the sensing 
circuit’s signal from the system’s dc portions (by using 
optoelectronic isolators, for example). If you monitor 


DC SUPPLY 


-— 


STORE aces | ema 


NOTE: MINIMUM RELIABLE WRITE VOLTAGE =4.5V 





Fig 1—The system characterized by this timing diagram must 
detect a power loss early enough to allow it to generate a store pulse 
10 msec before the dc supply drops to 4.5V. 
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Fig 2—This zero-crossing detector monitors power-supply status at 
the transformer'’s ac output. The two diodes isolate the detector from 
the main power supply’s unregulated dc bus. 


POWER FAIL 


NOW GOOD 


Fig 3—In a typical pP system that tests for power loss, once the 
processor receives an interrupt indicating a power loss, the system 
initiates a subroutine that tests for a true power loss. The subroutine 
first produces a delay of about 2 msec; then the system looks again at 
the power detector’s output. If that output is still asserted, the system 
decides that the power loss is real and sends a store pulse to the 


nonvolatile RAM. 








the output side, you must isolate the detector circuit 
from the main power supply’s filtered unregulated de 
circuit, because that circuit’s response to a line fault is 
slow. To isolate the circuit, you can use either a 
separate transformer tap or two extra diodes between 
the bridge and the detector. 

Alternatively, you can use the unregulated dc voltage 
ahead of the regulator as a sensing point. The regulator 
maintains its regulated output as long as its input 
voltage remains within a certain range. To make sure 
that the system will have time to respond to a power 
loss, you should set your trip point below the normal 
input voltage. This allows you to send your store signal 
early enough to ensure a reliable transfer to nonvolatile 
memory. Consider, for example, the timing diagram in 
Fig 1 and assume that the minimum reliable write 
voltage of the memory in the system it characterizes is 
4.5V. Because this system’s de supply drops to 4.5V 10 
msec after initiation of the store pulse, the system must 
complete a write operation to nonvolatile memory with- 
in this 10-msec period. 





Once you’ve chosen a sensing point, you must choose 
a detector. If you’ve chosen to detect ac loss, consider 
one of the following four methods. The first is a low-cost 
zero-crossing detector (Fig 2), in which two diodes 
isolate the detector circuit from the filter capacitor (Cf) 
that’s ahead of the regulator. When a power loss 
occurs, the full wave’s rectified ac drops to zero, 
inhibiting base current to transistor Q;. This causes Q,’s 
output to go high, thereby generating an interrupt 
signal at point B. 


TO INTERRUPT 


2x 4N25 


TO INTERRUPT 
TIME DELAY 2 mSEC 





Fig 4—You can connect a detector like this one, (which contains 
optoelectronic isolators with their diodes connected back-to-back) 
directly to the ac line through a resistor (a). The circuit produces an 
output pulse that can interrupt a pP each time the input waveform 
crosses zero, or every 8.3 msec (b). Instead of allowing the sensor to 
interrupt the uP every 8.3 msec, you can feed these pulses first toa 
555 timer that’s configured as a missing-pulse detector. It issues an 
interrupt only when the input pulse train is interrupted (ce). 
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When it receives an interrupt, the system initiates a 
subroutine that tests for a true power loss (Fig 3). The 
subroutine delays the store signal for about 2 msec and 
then looks at the detector again. If the output is still 
high, the system decides that the power loss is real, and 
it sends a store pulse to the nonvolatile RAM. Resistor 
R, in Fig 2 limits the transistor base current. 

Capacitor C, is essential in this circuit because it 
filters the power supply’s half-cycle pulses before 
they’re applied to Q;. (If you were to fail to filter these 
pulses, the P would receive an interrupt signal every 
8.3 msec, whether or not a power loss had occurred. 
Without C;, as much as 25% of your available processor 
time would be spent responding to false interrupts 
generated by the power-loss detector.) The value that 
you choose for C; depends on the power supply’s holdup 
time, the values of R; and Re, and the delay that you 
want between the loss of ac and the triggering of the 
store signal. 


Use optoisolators 


The second technique for sensing ac power loss uses 
two optoelectronic isolators between the detector and 
the ac power line (Fig 4a). This technique produces a 
positive output pulse at each zero crossing on the ac 
line, or at 8.3-msec intervals (Fig 4b). The problem 
with Fig 4a’s circuit is that the interrupt signal occu- 
pies the wP’s time while the rest of the system is 
resampling the detector’s output. To solve this prob- 
lem, you can add a missing-pulse detector similar to the 
one shown in Fig 4c. 

A third detector that relies on direct ac-line connec- 
tion uses General Instrument’s MID 400 power-line 
monitor. When you use this device, you need to add 
only two resistors to ensure a clean interrupt signal 


TO INTERRUPT 





Fig 5—To incorporate the MID 400 detector in your sensing 
subsystem, you need to add only two external resistors that you 
connect directly to the ac line. You can control the on and off delays at 
the output by connecting a capacitor across Rz. 





To ensure that you'll be able to transfer 
data reliably from RAM to EEPROM, 
you need to maintain power for at least 10 
msec after a power loss. 


(Fig 5). You can adjust turn-on and turn-off delays by 
adding a capacitor across R». 

The fourth detector (Fig 6) uses a CMOS Schmitt 
trigger as a full-wave, low-voltage, missing-pulse de- 
tector. To avoid latch-up, and possible damage to the 
CMOS circuits, you must make sure that the input 
voltage to the CMOS Schmitt trigger does not exceed 
the 5V supply voltage. You can meet this requirement 
by inserting a resistor between the Schmitt trigger and 
the bridge’s output. To obtain narrow pulse widths 
from the first gate, keep the ac input voltage as high as 
possible. R; and C; determine the output’s delay, which 
must be longer than the first gate’s pulse width. 


Sensing dc power loss 


If you’ve decided to sense dec loss instead of ac loss, 
you don’t have to worry about capacitor delays or 
missing pulses. Consider the sensor in Fig 7a, for 
instance. The sensor generates a negative interrupt 
pulse when it senses dc loss; it uses a zener diode to set 
the trigger point. On one hand, you should set the 





Fig 6—When you use two Schmitt triggers to detect ac loss (a), the 
delay produced by R; and C; must be longer than the first gate’s 
output pulse width. The timing diagram (b) shows the circuit 


. waveforms. 
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Fig 7—Using zener diodes you can configure a power-supply detec- 
tor circuit to produce either a negative (a) or a positive (b) interrupt 
pulse when the trigger point is reached. You can configure the op amp 
shown in c to produce either a positive or a negative output pulse 


polarity. 


ADDRESS 
DECODE 


POWER-ON RESET 





trigger point as high as possible (to allow the circuit to 
sense the power loss as early as possible). On the other 
hand, you must still set the trigger point low enough to 
fall below the lower boundary of the supply’s upper 
unregulated limit (to prevent false triggering). Re- 
member that the diode’s voltage rating should equal the 
desired trip-point voltage minus the 0.7V base-emitter 
drop. 

In the de detector circuit shown in Fig 7b, when the 
unregulated de voltage drops, a pnp transistor turns on 
and produces a positive pulse. Here, the zener diode’s 
rating is equal to the trip-point voltage minus 5V, plus 
0.7V for the base-emitter drop. 

The circuit in Fig 7c trips when the dc level at R,’s 
and R,’s junction drops to the zener’s voltage rating. 
You can provide either a positive or a negative inter- 
rupt signal, depending on the operational amplifier’s 
input configuration. 

To ensure that the regulator operates long enough 
to perform a reliable transfer to nonvolatile memory 
once a store pulse is sent, you need to use a large filter 
capacitor. The capacitance depends on the desired trip 
point, the lowest input voltage to the regulator, and the 
load. For example, a system with a 10-msec transfer 
time, a 300-mA load, a 15V trip point, and a minimum 
regulator input of 7V requires a 375-yF capacitor; you 
can derive the capacitor’s value from the equation 
i=Cdv/dt. 

Once you’ve chosen a sensing point and a sensing 
circuit, the next step is to develop a subsystem that 
uses the power-status signal to generate save and 


GENERAL- 
PURPOSE 
vO 


SYSTEM 


Fig 8—This industrial controller’s storage architecture uses a NOVRAM as both the volatile and nonvolatile system storage elements. 
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restore signals. These signals tell the storage subsys- 
tem to transfer data from RAM to nonvolatile memory 
during power loss and return data to RAM after power 
has been restored. 

The type of system you design will depend largely on 
the type of nonvolatile storage that you plan to use with 
that system. For instance, you could use battery- 
backed RAM, or you could use a NOVRAM like the one 
used in the industrial controller shown in Fig 8. The 
industrial-controller design takes advantage of the non- 
volatile RAM’s ability to transfer data between RAM 
and EEPROM in a 10-msec single write cycle (see box, 
“NOVRAM architecture”). 

The nonvolatile RAM provides both the system stor- 
age (RAM portion) and the nonvolatile program stor- 
age (EEPROM portion) for power losses. The pP 
supplies a low-going TTL store signal (100-nsec min 
duration) to the nonvolatile RAM’s store input. During 
the 10 msec that the nonvolatile RAM requires to 
complete its data transfer, you must keep the power 
supply’s voltage within the specified operating toler- 





Monitoring the ac line in front of the 
main supply’s power transformer gives you 
the fastest warning of a power loss. 


ance. Once the system initiates a store cycle, the store 
cycle can’t be terminated. 

When the system loses power, the sensor sends a 
power-failure-detection interrupt to the pP. Once the 
processor acknowledges the interrupt, it branches to an 
interrupt routine that writes the current stack pointer 
and a test byte to the nonvolatile RAM (to signify that a 
power failure has occurred) and generates a store 
signal. The power supply holds Vcc above 4.5V for 10 
msec after it generates the power-fail signal. During 
the store operation, the nonvolatile RAM I/O lines 
maintain high impedance, allowing the »P to complete 
other tasks. After the system completes a store opera- 
tion, it must drive the store input high before perform- 
ing subsequent store operations. 

When power is restored, the power-on-reset routine 
sends a recall signal to the nonvolatile RAM. The 
routine in the 4P then checks the nonvolatile RAM’s 
test byte to see if the previous process had been 
interrupted by a power failure. If so, the processor 
saves the current processor state and loads the address 


NOVRAM architecture 


A NOVRAM (nonvolatile RAM) 
is a memory device comprising a 
static RAM overlaid bit for bit 
with an EEPROM (electrically 
erasable programmable ROM). 
A typical nonvolatile RAM, the 
Xicor X2212, contains 2k bits or- 
ganized as a conventional 1k- 
byte static RAM overlaid with a 
1k-byte EEPROM. 

The operation of the RAM 
portion is identical to that of 
other static RAMs. However, in 
addition to CS (chip select) and 
WE (write enable) pins, nonvol- 
atile RAMs also have store and 
recall pins that control data 
transfers between the RAM and 
EEPROM. Because the pulse 
widths of the control and data 
inputs are less than 450 nsec, 
most P-based systems don’t re- 
quire wait states during the data 
transfers. 


A store operation transfers 
the entire RAM contents to the 
EEPROM in a single 10-msec 
write cycle. After the NOVRAM 
completes the store operation, 
the original data will reside in 
both the RAM and the EE- 
PROM. 

The NOVRAM uses a recall 
operation to transfer data in the 
EEPROM to the RAM, replac- 
ing the RAM’s prior content. In- 
stead of moving data on a word- 
by-word basis, store and recall 
operations transfer the entire 
content of the memory simulta- 
neously. 

NOVRAMs don’t require high- 
voltage pulses or high-voltage 
supplies: The devices operate 
from a single 5V power source 
and have no battery backup. All 
inputs and outputs are TTL 
compatible. The RAM portion’s 
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cycle time is 300 nsec, and the 
common data input/output is 4 
bits wide. 


On-chip protection 

A built-in Vcc sensor protects 
the NOVRAM from spurious sig- 
nals often initiated during pow- 
er-up and power-down. The sen- 
sor establishes a threshold 
supply voltage of 8V. When the 
supply voltage falls below 3V, 
store operations to the EE- 
PROM and write operations to the 
nonvolatile RAM are blocked. 

A noise filter built into the 
EEPROM prevents glitches on 
the WE line from initiating a 
write cycle. This filter makes 
the device ignore pulses of less 
than 20 nsec so that noise spikes 
will not be interpreted as write 
commands. 








An alternative to monitoring ac power at 
the power transformer 1s monitoring the 
unregulated dc power to the regulator. 





SYSTEM 
STORE 





Fig 9—By NANDing the store, WE, and power-status signals you 
can protect the NOVRAM from false store commands. In this 
configuration, all three inputs must be true for a store operation to 
occur. 


CE OR WE (OR STORE) 


Fig 10—In a hold-low protection scheme (a), a nonvolatile memo- 
ry’s array-recall pin is pulled to logical zero when the supply voltage 
falls below 5V. In hold-high protection (b), when power is lost, either 
the WE or CE pins are held high. 





of the saved processor state onto the stack. It then 
executes a return from interrupt and resumes the 
previously interrupted process. 


Beware false commands 


One of the biggest obstacles you'll face in deriving 
reliable store and save signals will be to avoid false 
store commands. Because most P-based systems don’t 
operate in ideal environments, they often generate 
false signals during power-ups, power-downs, brown- 
outs, and power failures. However, these signals are 
generally nonperiodic in nature, so the system usually 
recognizes them as by-products of a faulty memory 
device and disregards them. 

Sometimes, however, these signals are periodic and 
turn out to be unintended write/store commands. After 
a system reset, for example, the »P’s erratic behavior 
may cause the registers that usually contain the system 
information to contain false write-store commands in- 
stead. Therefore, when the system addresses those 
registers, those registers issue a false store command. 

You can use several system techniques to avoid these 
errant commands. (For a discussion of on-chip protec- 
tion features, see box, “NOVRAM architecture.”) One 
technique for protecting the NOVRAM from errant 
commands takes advantage of the fact that even though 
most wPs can issue spurious addresses, they don’t 
usually issue false write commands. By ANDing the 
system write command with the system store com- 
mand, you can make sure that the nonvolatile RAM will 
respond to a store signal only during a write cycle. 

Nevertheless, glitches can still appear at the store 
pin during power up, even if no write command is 
received at any of the 3-state TTL gate inputs. One way 
to solve this problem is to use an open-collector NAND 
gate, one of whose inputs indicates the power supply’s 
status (Fig 9). This method ensures that the store pin’s 
voltage follows the power supply’s voltage as the volt- 
age increases. an 

If you hold one NAND gate’s open-collector input 
low, the output transistor is turned off. Pulling the 
gate’s output voltage to the nonvolatile RAM’s power 
supply through a pullup resistor ensures that the 
output follows the power supply with no glitches. You 
can also use the power supply’s status signal to hold the 
recall pin low and the store pin high. This technique 
gives you better control over the nonvolatile RAM 
because it uses two conditions to prevent an inadver- 
tent store operation. All you need to do is to connect the 
status signal directly to the recall pin. 
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Two additional methods of preventing unintentional 
nonvolatile data changes during power transitions are 
hold-low and hold-high protection. When you use hold- 
low protection (Fig 10a), the array recall pin is pulled 
to logical zero whenever the supply voltage falls below 
the 5V—10% threshold. The Intersil ICL8211, an 8-pin 
miniature DIP, provides the voltage reference and 
gives a zero output whenever the supply falls below its 
threshold. When the sensed voltage rises above the 
selected threshold, the device produces a logical one. 

(Fig 10b) gives an example of hold-high protection. 
ICL8211 keeps the voltage on the nonvolatile RAM’s 
store pin (or the WE or CE pins) near the power 
supply’s voltage level. This blocks the low pin voltage 
that’s necessary for a write or store operation. 

The power-supply output that ICL8211 senses is a 
sawtooth waveform. ICL8211’s output is a logical 1 
while the supply output is above 4.5 volts. Below 3V, 
the nonvolatile RAM’s internal protection circuitry 
prevents inadvertent writes or stores. In the critical 
unprotected range between 3 and 4.5V, ICL8211 pro- 
vides a zero output to prevent writes or stores. 


An alternative to ICL8211 in these applications is the 
SGS L487. The SGS L487 is a 500-mA precision 5V 
voltage regulator that includes an open-collector power- 
on/power-off reset output pin that protects nonvolatile 
memory the same way the ICL8211 does. 

Other schemes that protect systems from inadver- 
tent store operations employ jumpers, cables, and 
switches. You transmit the store signal through a 
jumper or switch that you hold open unless you’re 
changing data in the EEPROM. During normal opera- 
tion, the-only component attached to the store pin is a 
resistor to the power supply. EDN 
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Product Bit Maps 


Figures 4 and 5 illustrate the location of individual bits within 
a byte for columns 1-15 suppressed. The bit locations in 


these fifteen columns is identical to column 0. 


On the following pages are individual device bit maps. 


These bit maps are supplied to aid in the development of 


test programs. 


Figure 6 is a bit map for the X2864<A and illustrates the rela- 
tive physical location of all bytes within the array. The actual 


Figures 1, 2 and 3 illustrate the physical proximity of indi- 
vidual bit cells within the memory array of the X2201A, 


X2210 and X2212 respectively. 


bit locations within each byte are identical throughout 


the array. 
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Figure 1: X2201A (1024 x 1) Bit Map 


5-127 





Product Bit Maps 















































































































































D,D,D,D,D,D,D,D,D,D,D,D,D,D,D,D, A, A, A; D;D,D,D,D,;D,D;D,D, D, D; D, D; D, D, D, 
eral —— TOT) on i ~~ 0 0 0 T y fee ae 
00 1 
010 igus tee oe ee Un es 
01 1 
1 0 0 
4 anand a 1 0 1 = Xian (et 4 ya = 
es a ef) sssseeeeee [eae] 
Porat [ ae Us Ws ae 
1 0 1 0 1 0 1 0 A, 1 0 1 0 1 0 1 0 
1 1 0 60 1 1 0 0 A, 1 1 0 860 1 1 0 860 
1 1 1 1 0 0 0 0 Ao 1 1 1 1 0 O O 0 
COL4 COL3 COL2 £COL1 COL4 COL3 COL2 £COL1 


dD; = it” pata Line (1/0 Line) 


Figure 2: X2210 (64 x 4) Bit Map 
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Figure 3: X2212 (256 x 4) Bit Map 
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Figure 5: X2816A (2K x 8) Bit Map 
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Figure 6: X2864A (8K x 8) Bit Map 
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INTRODUCTION 


This report is an accumulation of reliability testing 
data taken on the Xicor X2210 and X2212 NOVRAM 
memories. In these memories, each memory bit inte- 
grates one bit of static RAM and one bit of electrically 
erasable-programmable ROM (EPROM) into one 
cell. The controls STORE and RECALL cause the 
data to be transferred in parallel from all RAM bits 
into the associated E7PROM bits and back again. 
These devices, which exemplify Xicor’s innovative 
technology, require only a 5V power supply and TTL 
level signals for all operations, including STORE and 
RECALL. Both devices employ the same design and 
processes and are organized 64 x 4 and 256 x 4 for 
the X2210 and X2212, respectively. Figure 1 shows 
the pinout for the two parts, as well as for the X2201A 
(1K x 1) NOVRAM. Figure 2 shows the logic diagram 
for the X2212 (256 x 4); Figure 3a and 3b show the 
package dimensions for the packages which are 
common to the X2201A, X2210 and X2212. The bit 
maps for the three devices shown in Figures 4-6 illus- 
trate the physical location of the various address bits. 
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Figure 1: X2201A, X2210, and X2212 pin assignment drawings 
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Figure 2: Functional diagram of X2212 memory 
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Figure 3a: Package outline drawing for memories in cerdip 
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Figure 3b: Package outline drawing for memories in plastic 
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Figure 4: X2201A physical address map 
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Figure 5: X2210 physical address map 
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Figure 6: X2212 physical address map 


TECHNOLOGY 


Xicor NOVRAM memories store their nonvolatile 
data on electrically isolated polysilicon gates. These 
gates are islands of polysilicon surrounded by about 
800A of Si0., one of the best insulators known. This is 
similar to the structure used in UV light erasable 
PROMs (UVEPROMs). 

Electrons once trapped on the floating (isolated) 
gates will remain there unless they receive a large 
energy input from an outside source (@.g., an 
ultraviolet photon in the case of UVEPROMs), or until 
a sufficiently high electric field is applied to distort 
the energy bands sufficiently to allow Fowler- 
Nordheim tunneling to occur.’ 

Fowler-Nordheim tunneling, which will be dis- 
cussed in more detail later in this report, is the 
mechanism employed to charge and discharge the 
floating storage gate of Xicors NOVRAM memories. 
The storage gate is formed in the second of three 
layers of polysilicon as illustrated in Figure 7. Elec- 
trons move to the floating gate by tunneling from 
POLY 1 to POLY 2. When the high fields which are 
used to cause the desired tunneling are not present, 
the electrons remain trapped on POLY 2. 

As Figure 7 illustrates, the NOVRAM memory cell is 
a conventional six transistor static RAM cell to which 
a floating gate E7PROM cell containing two transis- 
tors has been added. During the normal READ/ 
WRITE operations, memory array power supply 





(Voca) is fixed at the positive supply level (nominally 
5V) and the Internal Store Voltage is fixed at ground. 
Only the six transistors of the static RAM cell are ef- 
fective and the operation is exactly that of a conven- 
tional six transistor static RAM. 
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Figure 7: Schematic diagram of a NOVRAM memory cell showing how a 
standard six-transistor static RAM cell is merged with a floating gate 
E*PROM cell. 


The RECALL operation depends on capacitance 
ratios. The value of Cz in Figure 7 is larger than that 
of C,;. When the external RECALL command is 
received, the memory array power supply (Voca) iS 
initially pulled low to equalize the voltages on nodes 
N, and Ns. These nodes equalize quickly to Voca 
through the depletion transistors Q,; and Qs. When 
Veca is then allowed to rise, the node with the lighter 
Capacitive loading will rise more quickly and turn on 
the pull down transistor on the opposing side, which 
will Keep the more slowly rising node clamped low. If 
the floating gate is charged positively, Qg is turned 
on, which connects Cy to Ns. Thus Ny, which is 
loaded by the smaller capacitor C,, 
rapidly, causing the latch to set with N, high and No 
low. If the floating gate is charged negatively, Qg is 
turned off, which isolates Cz from No and allows N, to 
rise more rapidly than N,. Thus the latch is set with No 
high and N, low. During the RECALL operation the 
Internal Store Voltage remains at ground. 

The STORE operation also utilizes capacitance dif- 
ferences to transfer data from RAM to E?PROM. 
When node N, is low, transistor Q7 is turned off. This 
allows the junction between capacitors CC, and CC3 
to float. Since the combined capacitance of CC. and 
CC, is larger than that of C,, the capacitor between 
POLY 1 and POLY 2, the it loating gate follows the 
potential of the Internal Store Voltage. Thus when the 
Internal Store Voltage becomes high (several times 
Voc), a sufficient field exists between POLY 1 and 
POLY 2 to cause electron tunneling and the floating 
gate is charged negatively. 


rises more. 
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When node N, is high, transistor Q7 is turned on 
which grounds the junction between CC, and CCs3. 
Since the capacitance of CC, is larger than that of 
Ce, the capacitor formed between POLY 2 and POLY 
3, CC; holds the floating gate near ground when the 
Internal Store Voltage goes high. In this case the high 
field exists between POLY 2 and POLY 3 and elec- 
trons tunnel from POLY 2 to POLY 3, which dis- 
charges the floating gate. 

The Internal Store Voltage is at ground except dur- 
ing the STORE operation. Moreover, during the 
STORE operation all bits are stored simultaneously, 
which is possible because the RAM bit associated 
with each E2PROM bit acts as a data latch. 


TUNNELING PHYSICS 


Because the innovative aspects of the NOVRAM 
memory revolve around the nonvolatile storage pro- 
cedure, it seems appropriate to discuss the storage 
phenomenon in more detail. As was mentioned 
above, the storage occurs via a tunneling mech- 
anism first described by Fowler and Nordheim in 
1928 and subsequently named after them.' The 
basic idea is illustrated in Figure 8. The energy differ- 
ence between the conduction and valence bands in 
Si is about 1.1 eV; the energy difference between 
those bands in Si0. is approximately 9 eV. When the 
two materials are joined, the conduction band in Si0, 
is 3.25 eV above that in Si. The differences in valence 
band energies is even larger (approximately 4 eV). 
Since the thermal energy of an electron averages 
only 0.025 eV at room temperature, the chances of an 
electron in silicon gaining enough thermal energy to 
surmount the barrier and enter the conduction band 
in SiO. is exceedingly small. This case is illustrated in 
Figure 8. 
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Figure 8: Energy band diagrams of the Si/Si02 system in the neutral state 
(a), and during the store operation (b). 


Fowler and Nordheim pointed out that in the pre- 
sence of a high electric field, the energy bands will 
be distorted as illustrated in Figure 8b. Under these 
conditions there is a small but finite probability that 
an electron in the conduction band in the silicon will 
tunnel through the energy barrier and emerge in the 
conduction band of the Si0., as illustrated in Figure 8a. 

Fowler-Nordheim emission was observed early in 
this century for the case of electrons being emitted 
from metals into vacuum, and in 1969 Lenzlinger and 
Snow observed this phenomenon for the Si-Si0. 
system.2 The Fowler-Nordheim current increases 
exponentially with applied field and becomes readily 
observable (i.e., J ~ 107 © A/cm?) for the Si-Si0. sys- 
tem in which the Si surface is smooth for fields on the 
order of 10 MV/cm. 

It has been known for some time that “enhanced” 
electron emission currents could be observed for 
Si-Si02 systems for which the Si surface has a tex- 
ture. (Texture in this context means that the Si surface 
has features on the order of a few hundred 
angstroms.)*° These enhanced currents occur at 
applied fields with values smaller than one quarter of 
those necessary for the same current from a smooth 


surface. It has been thought that the enhanced emis- . 


sion occurs because of locally enhanced fields near 
the top regions of the features on the surface. 

Lewis attempted to model Fowler-Nordheim tun- 
neling from a textured surface by calculating current 
from a number of hemispheres set in a plane.® 
Attempts to quantitatively fit experimentally ob- 
served currents with this model have not been very 
successful. Hu, et al, for example, found that to fit 
their data to existing theory it was necessary to as- 
sume an energy barrier of approximately 1 eV be- 
tween conduction bands in Si and Si0,.° Even with 
this assumption, the fit was poor because the mea- 
sured current increased more rapidly than the calcu- 
lated values, as is illustrated in Figure 9. 

Because of the importance of tunneling to the 
operation of its products, Xicor decided to 
adequately characterize and model tunnel emission 
from textured polycrystalline silicon (poly) surfaces. 
One avenue of exploration was to characterize the 
physical topology of the tunneling structure. Figure 
10 is a scanning electron micrograph (SEM) of the 
emitting (top) surface of a layer of polysilicon from 
which the oxide has been removed for clarity. As 
shown in the micrograph, this surface is composed 
of a densely packed array of features reminiscent of 
a cobblestone street. A count of these features on 
SEM photos of material from several lots determined 
that there is an average of about 50 features per 
square micron. A transmission electron microscope 


(TEM) cross-section of a tunneling structure is shown 
in Figure 11. This photo demonstrates the conformal 
nature of the structure. The top surface of the prior 
deposition of polysilicon is formed into a series of 
“hillocks” 200-300A high and 1000-1500A across the 
base. The free surface of the oxide grown on this sili- 
con replicates the silicon surface. Thus, polysilicon 
deposited atop the prior polysilicon layer sub- 
sequent to oxidation has dimples on its undersurface 
occurring over the already existing “hillocks”. 

The topology of the polysilicon surfaces causes 
the electric field lines to no longer be parallel as in the 
case of parallel emitting and collecting surfaces, but 
rather to diverge and converge in response to the 
local topology as is illustrated in Figure 12. As shown, 
the field lines converge near surfaces of positive cur- 
vature (i.e., bumps) and diverge near surfaces of 
negative curvature (i.e., dimples). Since Fowler- 
Nordheim tunneling depends exponentially on the 
electric field at the surface of the polysilicon, a good 
model of the electron emission requires an accurate 
knowledge of the field over the complete surface. 
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Figure 9: Current vs. applied voltage for current from textured poly sur- 
face emitted through 1760 A of thermal Si0, compared with calculations 
based on previously available theory. 
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Figure 10: Scanning electron microscope (SEM) photograph of top 
emitting textured poly surface with oxide removed. The 0.5y-long bar 
gives the scale. 





Figure 11: Transmission electron microscope (TEM) photograph of a 
cross-section through a textured tunneling structure. The one micron- 
long arrow shows the scale. 
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Figure 12: Sketch illustrating the manner in which field lines converge 
near convex feature and diverge near concave features. 


Until recently, this field problem was one of the 
unsolved problems of mathematical physics. (It is 
classically known as the “lighting rod problem”.) 
Roger Ellis, a member of the Xicor staff, has solved 
this problem.® The technique used differential geo- 
metry to transform Euclidean space into a space in 
which the field lines were parallel. The electrostatics 
problem was solved in this space and the solution 
transformed back into the original space. The tunnel 
current was found to be described in a spherical co- 
ordinate system by the equation: 
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is the curvature of the surface at which the field is 
evaluated.? 

This expression has several interesting properties. 
One is that the field depends on the difference of the 
curvatures of the emitting and collecting surfaces. 
Another is that the electric field also depends on the 
derivative of the curvature of the emitting surface. 

To verify the accuracy of this expression, the 
current-voltage (J-V) characteristics of a textured 
polysilicon tunnel structure were experimentally 
determined and compared with those predicted by 
equation (1). Because of the field enhancement on 


the bumps, a higher current is expected at a given 
applied voltage polarity which causes electron emis- 
sion from the bumps than for that polarity which 
causes emission from the dimples. Thus, by analogy 
with a diode, the polarity with the bumps negative 
(higher current emitted) is called the forward bias 
direction and the other polarity is called the reverse 
bias direction. 

Figure 13 shows the results of comparing experi- 
mental and calculated values for the forward bias 
condition. As can be seen, theory and experiment 
agree within about 20% over seven orders of mag- 
nitude in current. The parameters used in calculating 
the predicted currents were not arbitrarily chosen. 
The value of the oxide/silicon conduction band bar- 
rier, Op, was taken to be 3.15 eV as measured by 
Weinberg’’. The feature density (50m)? and the 
bump base and height are typical of those seen on 
SEMs and TEMs such as Figures 10 and 11, respec- 
tively. The dashed line in Figure 13 is the current 
which would be predicted if the top (i.e., collecting) 
electrode were flat rather than dimpled. This illus- 
trates the effect of the collecting surface curvature on 
the field at the emitting surface. 
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Figure 13: Forward tunneling characteristic comparing the measured 
data with curves calculated for a concave and a planar collecting 
surface. 


To further verify equation (1), the reverse bias 
current was measured on the same device used for 
the forward bias case. The results are compared with 
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the predicted current in Figure 14. This shows about 
20% agreement over eight orders of magnitude in 
current with the same parameters used as in cal- 
culating the forward bias case. Clearly, the model 
does an excellent job of predicting the measured 
current. 
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Figure 14: Reverse tunneling characteristic comparing the measured 
data with curves calculated for a concave and planar emitting surface. 


Several points of interest can be observed in Fig- 
ure 14. One point is that at a voltage at which the for- 
ward current is saturating (25V), the reverse current 
is unobservable (extrapolation of the measured cur- 
rent predicts ~ 107?” A). Another point is that the 
current emission predicted from a flat top surface is 
greater than that predicted from a dimpled top sur- 
face. Moreover, the current emitted from a flat top 
surface decreases more slowly with decreasing vol- 
tage than that from a dimpled flat surface. This latter 
fact is important for data retention as will be dis- 
cussed in the next section. 

In summary, Xicor is able to accurately model the 
tunnel current emitted from textured poly surfaces 
through SiO, layers. The magnitude of the tunnel cur- 
rent as well as its voltage dependence are depen- 
dent upon the surface topology. Thus, we have the 
means to optimize the emission characteristics. 
Lastly, the asymmetric nature of the tunnel emission 
makes possible cell designs which are better 
adapted to particular requirements than is possible 
with symmetric tunnel characteristics — just as a 
diode offers more design possibilities than does a 
resistor. 





DATA RETENTION 


As was suggested in the previous section, 
textured poly tunneling structures have a significant 
advantage in data retention, in comparison with 
those employing flat surfaces and thin oxides. One 
basis for this advantage is illustrated in Figure 15, in 
which the current-voltage (J-V) characteristics of a 
tunneling device which employs a thin oxide be- 
tween planar surfaces is compared with a tunneling 
device which employs a thick oxide between tex- 
tured silicon surfaces. For this comparison we match 
the currents in the high current region since most 
memories are designed to program in about the 
same time period (~ 10 msec). As can be seen, the 
same Current can be obtained from a smooth surface 
with 125A thick tunnel oxide or from a textured sur- 
face with an 825A thick tunnel oxide. Note however, 
that at lower values of applied voltage typical of read 
and storage conditions, the current emitted from a 
textured surface is approximately four orders of 
magnitude lower than that from a smooth surface. 
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Figure 15: Comparison of calculated tunneling J-V curves for emission 
from a planar and a textured structure. The devices were designed to 
have the same emission in the high current regime where programming 
takes place. 





These differences may become even more signifi- 
cant as devices are scaled. It is clear that, in order to 
scale the memory properly, lower programming volt- 
ages are needed so that the isolation widths and 
device channel lengths can be reduced both in the 
memory array and in the peripheral circuitry. How- 
ever, for a typical part which stores data in 3 msec. 
and must retain it for 10 years, the tunneling current 
under storage and reading conditions must be at 
least 10" times smaller than under programming 
conditions because the retention time is 10" times 
longer than the storage time. Actually, for margin, 
one would design for a difference in currents of 10° 
to 10'*. For planar surface tunneling structures, this 
may be a difficult design constraint because the 
slope of the J-V curve is fixed, which means that the 
maximum allowed read voltage drops with the 
programming voltage on a volt-for-volt basis, not 
proportionately. On the other hand, textured surface 
tunneling structures, in their current manifestation, 
have a steeper J-V characteristic than planar ones 
and the J-V characteristic of a textured structure can 
be tailored to yield a steeper curve if desired. This 
means that for a given maximum read voltage, a tex- 
tured structure requires a lower programming voltage 
which leads to better scaling. 

To verify the excellent data retention expected of 
Xicor NOVRAMS, a study was carried out to measure 
data loss as a function of temperature. Figure 16 
shows log cumulative data loss vs. log time for 100 
samples of X2210’s at each of three temperatures. 
Data loss is defined as occurring when the first bit in 
the array loses data. As shown in Figure 16, high tem- 
peratures were required to obtain appreciable data 
loss in experimentally useful times. Note that even at 
300° C, 2000 hours (~ 3 months) are required to 
begin to see data loss. Figure 17 shows the result of 
calculating failure rates based on these results and 
plotting vs. inverse temperature. Since the rates fall 
on a straight line, we can extract an activation energy 
and extrapolate to lower temperatures (see the next 
section for a discussion of activation energies). The 
result is that the experimental value of the activation 
energy is 1.7 eV and the mean time for data loss for 
this mechanism (which we believe to be the funda- 
mental loss mechanism of this technology) is 3 mil- 
lion years for data retention at 125°C. 
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Figure 16: Log cumulative data loss vs. log time for three storage.tem- 
peratures on samples of 100 X2210's. Data loss is defined to occur when 
the first bit in an array loses data. 
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Figure 17: Log data loss rate vs. inverse temperature for X2210’s. 


BASIC RELIABILITY 
CONCEPTS 


There are several concepts basic to most reliability 
work. One is the long established observation that 
failure rates follow the bathtub-shaped curve illus- 
trated in Figure 18. There is an infant mortality region 
characterized by a rapidly declining failure rate as 
the “weak” parts are eliminated from the population, 
a random failure characterized by an invariant or 
slowly declining failure rate, and a wearout region 
characterized by an increasing failure rate as the 
units reach the end of life. 
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Figure 18: Illustration of bathtub curve of failure rates showing regions in 
which infant mortality, random failures, and wearout mechanisms domi- 
nate the failure rate. 


Each region of the failure rate curve has specific 
failure modes which predominate. For example, the 
infant mortality region is dominated by failures which 
arise from manufacturing defects. Table | gives a 
summary of common failure mechanisms and 
stresses which may be used to accelerate the failure 
rates of the various mechanisms which have been 
culled from the literature.'* 

The classic parameter used to accelerate failure 
rates is temperature. It is Known that a very broad 
class of failure mechanisms have a temperature 
dependence proportiona! to exp (— E,/kT) where E, 
is called the activation energy, k is Boltzmann's con- 
stant, and T is the absolute temperature. This is true 
because a number of basic physical phenomena 
such as diffusion rates and chemical reaction rates 
have this dependence. The significance of this is that 
if the activation energy is known for the failure 
mechanisms in question, then the failure rates aris- 
ing from these mechanisms can be measured at ele- 
vated temperature where they are high enough to be 
conveniently measured and extrapolated back to 








lower operating temperatures where the failure rates 
may be so low as to require an inconveniently large 
number of device hours to measure. The relationship 
which allows one to translate failure rates from one 
temperature to another is known as the Arrhenius 
relation. Figure 19 illustrates this relation for a 
number of common values of activation energy. 
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Figure 19: Acceleration factor vs. temperature calculated for various 
activation energies from Arrhenius relation. 


RELIABILITY TESTING 


Five types of tests were conducted to establish the 
reliabilty of the devices: 
1. High temperature dynamic lifetest 
2. Data retention bake 
3. High temperature reverse bias 
4. Lifetest monitor 
5. Environmental 
These tests are discussed after Table |. 
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Failure Activation Detection 
Mechanism Type Energy Method 
lonic Infant/ 10eV High Temp. 
Contamination Random/ Bias 
Wearout 
Surface Wearout 0.5-1.0 eV High Temp. 
Charge Bias 
Polarization Wearout 10eV High Temp. 
Bias 
Electro- Wearout 10eV High Temp. 
migration Operating Life 
Microcracks Random --- Temperature 
Cycling 
Oxide Infant/ 0.3eV High Temp. 
Rupture Random Operating Life 
Silicon Infant/ 0.3 eV High Temp. 
Defects Random Bias 
Oxide Defect Infant/ 0.6 eV High Temp. 
Leakage Random Operating Life 
Electron Wearout --- Low Temp., 
Trapping In High Voltage 
Oxide Operating Life 
Table I: MOS Failure Mechanisms 
High Temperature 


Dynamic Lifetest 


This is the usual data from which failure rate pre- 
dictions are made. For this to be a valid predictor of 
failure rate, the parts must function as they would in 
normal operation. Thus, overly elevated tempera- 
tures at which the unit does not function internally are 
to be avoided since this may lead to overly optimistic 
predictions. 

Xicor gathers this data at 125°C ambient which is 
within the known operating range of the units under 
test. The stimulus pattern consists of recalling a 
known pattern, writing an all one’s pattern over the 
recalled pattern bit by bit, reading the all one’s pat- 
tern, writing its complement, reading the comple- 
ment and then beginning over again. 

The units in lifetest are tested at 168, 500, 1000, 
and 2000 hours to verify that they are still within 
specification. The first step of the readout tests is to 
recall the information stored in the nonvolatile section 
of memory to verify that the previously stored pattern 
is still retained. If so, the memory is completely exer- 
cised over voltage including verification of the 
STORE function. Finally, the predetermined pattern is 
restored to memory for the next lifetest period. 


Data Retention Bake 


This test is sometimes referred to as a storage 
bake. The term “data retention bake” better de- 
scribes the principal function it serves in the case of 
electrically programmable nonvolatile memories 
which is to measure how fast charge leaks away from 
the floating gate. 

In this test, a pattern which represents all floating 
gates charged positive is stored and the devices are 
baked at 250°C for the cerdip (ceramic dual-in-line) 
package and 150°C for plastic (dual-in-line) pack- 
age with no bias applied. At intervals the memory is 
removed from bake, and the nonvolatile data 
recalled and checked for accuracy. The data is not 
restored at readouts in order to ascertain the worst 
case retention. Since Xicor warrants cycling endur- 
ance of various values, this test was performed on 
parts specified for 1000 cycle endurance which had 
performed 1000 complete data alterations, as well as 
on parts which had not received this treatment. 


HTRB 


HTRB stands for High Temperature Reverse Bias, 
a term which originated with bipolar circuits, in which 
case the test reverse biased the junctions of all of the 
input stages. For MOS circuits, a better term would 
be high temperature static bias. In this stress, which 
Xicor carries out at 150°C, Vsg is grounded and a sta- 
tic positive voltage is applied to all of the inputs and 
outputs, as well as to Voc. This has the effect of 
applying a static bias equal to the power supply 
across the gate oxides of the circuit transistors. This 
stress is intended to expose failures which might 
occur as a result of drift of mobile ionic contaminants 
or latent defects in the gate oxides. 

It is known that many defects are accelerated by 
voltage as well as temperature. For example, it has 
been shown by Crook that the failure rate of oxide 
defects increases 10’ times per MV/cm increase in 
the electric field.'° For this reason, HTRB stresses 
were conducted with both 5.5V and 7.5V bias 
applied to the units under test. 


Life Test Monitor 


In order to assure a continuous supply of the high- 
est quality and reliability possible to our customers, a 
weekly life test monitor is maintained. 

This monitor is used at Xicor for two purposes. 
First, it is used to monitor the infant mortality rate 
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which is an indicator of manufacturing defects. If an 
unusually high failure rate were to be observed, a 
corrective action could be taken before defective 
units are shipped to customers. Secondly, a long 
term failure rate is also monitored. This establishes a 
way to ensure that long term reliability is maintained. 

Each week approximately 250 units of X2212 
devices are placed in a dynamic life test at 125°C for 
168 hours. Also, monitor units of the first week of each 
period remain in dynamic life test for up to 1000 
hours. 


Package Environmental 
Tests 


MIL-M-35810 and MIL-STD-883, Method 5005, 
Group C and D have been the guide for environmen- 
tal testing for the cerdip package. Table Il lists the 
tests, the test conditions and test results. All lots 
passed the 883 qualification criteria. 

Because of the nature of the plastic package, 
additional tests were done. These tests are 85°C/ 
85% RH (both biased and unbiased) life test, temp 
cycling (200 cycles) and saturated storage test at 2 
ATM (autoclave). 


RESULTS 


Tables IIIA and IIIB exhibit the results of dynamic 
life test of X2210 and X2212 in cerdip package and 
plastic package, respectively. Table IIIA shows zero 
failure result in 6 x 10° device hours on 1700 units of 
X2210 and X2212. Table IIIB shows two failure results 
in 1.7 x 10° device hours on 5055 units of X2210 and 
X2212. The causes of the failures were also listed in 
Table IIIB. In addition, Table IIIB includes life test 
monitor data since plastic units are used. 

Tables IVA and IVB show the results of 150°C static 
life test at 5.5V for cerdip and plastic. No failures 
were detected on both package types, out of 121 
units for cerdip and 245 units for plastic. 

Tables VA and VB show the results of 150°C static 
life test at 7.5V applied bias. Increasing Vec from 
5.5V to 7.5V increases the field across the gate oxide 
from 6.875 x 10° V/cm to 9.375 x 10°V/cm. According 
to Crook this increase in field should accelerate the 
failure rate by about 56 times. In cerdip, one failure 
was observed at the 48 hour readout. For oxide 
breakdown, out of 250 units tested in plastic, no fail- 
ures were seen. 
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Test 
Temp. 1005 Test Condition C 15 0/15 0/175 
Cycling (10 cycle 
—65 to 125°C) 
Constant 2001 Test Condition E 
Acceleration (30,000 g 
Y1 axis only) 
Seal 1014 Test Condition B 
—Fine (5 x 1078 cc/min) 
—Gross Test Condition C 
Lead 2004 Test Condition B2 15 | 0/15 
Integrity (Lead Fatigue) 
Seal 1014 
—Fine Test Condition B 
— Gross Test Condition C 
Thermal 1011 Test Condition B 15 0/15 
Shock (15 cycles 
— 55°C to 125°C) 
Temp. 1010 Test Condition C 0/203 
Cycling (100 cycles) 
Moisture 1004 
Resistance 
Seal 1014 
—Fine Test Condition B 
—Gross Test Condition C 0/203 
internal 1018 5,000 ppm max. — 0/3 
Water water content at or 
Vapor 100°C 1/5 
Content | 
ee 
Fechenca 2002 Test Condition B 15 0/15 
Shock (1500 g peak 
3axis) 
Vibration 2007 Test Condition A 
Variable (20 g peak 
Frequency 3 axis) 
Constant 2001 Test Condition E 
Acceleration 
Seal 1014 
—Fine Test Condition B 0/192 
—Gross Test Condition C 0/192 
Salt 1009 Test Condition A 15 0/15 0/144 
Atmosphere 
Seal 1014 
—Fine Test Condition B 0/144 
— Gross TestConditionC_| 0/144 
Adhesion of 15 0/15 0/18 
Lead Finish (# of 
leads 
from3 
devices) 
| — | 0/5 | o/15 





2024 | 





Table Il: Environmental Test for 18 Lead Cerdip Package 
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Lot #1 (2212) 
Lot #2 (2212) 
Lot #3 (2212 


) 
Lot #4 (2210) 
Lot #5 (2210) 
























Lot #1 (2212) 
Lot #2 (2212) 
Lot #3 (2212) 
Lot #4 (2210) 
Lot #5 (2212) 
Lot #6 (Monit.) 


























TOTALS 












































a = one x-decoder failure due to blown oxide 0.3 eV 


one word line failure due to blown oxide 0.3 eV 


Table 111B: Stress Dynamic Life Test at 125°C — Plastic Package 
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Table IVB: Stress 5.5V HTRB at 150°C — Plastic Package 



























































| 48Hr. 168 Hr. 500Hr. || 1000Hr. 
#Fail| #in ||#Fail| #in || #Fail| #in | #Fail| #In 
TT 
Lot #1(2212) || o | 25 | o | 25 || o | 25 || o | 25 
Lot #2(2212) | 12 | 25 || o | 24 || o | 24 | o | 24 
Lot #3(2212) | 0 | 25 || o | 25 | o | 25 | o | 25 
Lot#4(2210) | o | 25 | o | 25 |) o | 25 W o | 25 
Lot #5(2210) | o | 25 | o | 25 {1 o | 25] 0 | 25 
TOTALS | 1 11251] o | 1241) 0 | 124]] o | 124 [ 2cs 
eal a esse 














= blown oxide 0.3eV 


Table VA: Stress 7.5V HTRB at 150°C — Plastic Package 










































| 48Hr. 168 Hr. 500Hr. || 1000Hr. || Total 

#Fail| #In || #Fail| #In || #Fail) #In || #Fail | #in Hours 

Lot #1(2212) 1} 0 | 50 || 0 | 48 1 o | 48 || o | 48 |} 45696 

Lot €2(2212) || 0 | 50 |} 0 | 50 || o | 50 || oO | 48 |! 46600 

Lot #3(2212) || o | 50 ] o | 50 |i o | 50 |} 0 | 50 || 47600 
(2210) | 0 | 50 |} 0 | 50 |} o | 50 |} Oo | 50 |] 47600 
(2212) || 0 0 Oo | 48 | o | 48 

TOTALS 









































Table VB: Stress 7.5V HTRB at 150°C — Plastic Package 


Tables VIA, VIB, VIIA and VIIB show the results of 
250°C and 150°C retention bake for cerdip and plas- 
tic, respectively. Retention bake was done both 
before and after 1000 data change cycles on units 
that are rated for 1000 data change cycles. At 150°C 
no failures were detected before nor after 1000 data 
changes on a total of 125 units for 1000 hours. At 
250°C, the data on uncycled devices shows 3 units 
failed from 250 units for 2000 hours. The data on 
cycled devices shows 4 units failed from 125 units for 
2000 hours. These results do not have statistically 
significant differences in overall failure rate. Close 
examination shows a tendency for the cycled failures 
to be more scattered, while uncycled failures are 
more concentrated at 1000 and 2000 hour readouts. 
This kind of data should not be surprising, as an 
oxide defect, which had been accelerated by the 
high electric field, became manifest during store 
operation. The retention failure rate for 1000 hours at 
250°C is at the range of 1 to 2%, which is about half of 
that previously reported for EPROMs.'® Retention 
data reported for other E7PROM technologies would 
indicate that the present NOVRAM retention results 
are greatly superior. '” 

Table Vill and IX represents 85/85 life test with and 
without voltage bias, respectively. As indicated by 
the data, no failures were observed in both the 5.5V 
biased and the unbiased groups for a total of 5 x 10° 
device hours. 





48 Hr. TT 168 Hr. 


2000 Hr. 

















#Fait| #In || #Fail| #In #Fall| #In 

Lot #1(2212) |] o | 50 |} 0 | 50 0 
Lot €2(2212) || 0 | 50 |] 0 | 50 1 
Lot #3(2212) |} o | 50 |] o | 50 1 
Lot #4(2210) |} o | 50 || o | 50 0 
Lot #5(2210) |] o | 50 |} o | 50 49 {2 { 
TOTALS 0 |250]/ 0 | 250 2 

| al 
























































Table VIA: Stress Bake at 250°C — Cerdip Package 










































































48 Hr. 1000 Hr. Total 

#Fail Hours 
Lot #1 (2212) 6) 0 23800 
Lot #2 (2212) 0 25 0 25 0 25 25 23800 
Lot #3 (2212) 0 25 0 25 0 25 25 23800 
Lot #4 (2210) 0 25 0 25 0 25 23800 
Lot #5 (2212) 0 0 0 23800 
TOTALS 











Table VIB: Stress Retention Bake at 150°C — Plastic Package 












































































































































48 Hr. 168 Hr. 500 Hr. 7 . 2000 Hr. Total 
#Fail| #1n || #Fail| #1n || #Fail| #In #1In || #Fall| #in || Hours 

=e feel a 
Lot #1 (2212) O | 25 O | 25 1 | 24 0 | 23 1 | 23 || 45468 
Lot #2 (2212) Oo | 25 O | 25 O | 25 Oo | 25 0 | 25 |} 48800 
Lot #3 (2212) 1 | 25 Oo | 24 O | 24 1 | 24 oO | 23 |} 45848 
Lot #4 (2210) O | 25 0 | 25 0 | 25 o | 25 oO | 25 || 48800 
Lot #5 (2210) oO | 25 O | 25 ) 25 | 0 al 25 || 48800 
TOTALS 1 $/125]/ O | 124]) 4 1123) 4 | 122 ]/ 4 | 121 |) 2465 

TES lca MES Mc ec 

Table VIIA: 250°C Retention Bake — Cycled Cerdip Unit 
48 Hr. 168 Hr. 500 Hr. 1000 Hr. Total 

We 
— #in || #Fail| #In {ae #in || #Fail| #in || Hours 
Lot #1 (2212) 0 25 0 25 0 25 23800 
Lot #2 (2212) 0 25 0 25 0 25 23800 
Lot #3(2212) || o | 25 0 | 25 0 25 || 23800 
Lot #4 (2210) 0 25 0 25 0 25 23800 
Lot #6 (2212) 0 25 0 25 0 25 | 23800 
TOTALS QO {125 O | 125 0 | 425 | 1.2E5 
Sc nn Is 



































Table VIIB: 150°C Retention Bake — Cycled Plastic Unit 
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Lot #1 (221 
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(2212 
Lot #2 (2212) 
Lot #3 (2212) 
Lot #4 (2210) 
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Table Vill: Biased 85/85 — Plastic Units with Vog =5V 





Lot #5 (221 








TOTALS 


Lot #1 (2212) 
Lot #2 (2212) 
Lot #3 (2212) 
Lot #4 (2210) 
Lot #5 (2212 


TOTALS 














2.1E5 


Table IX: Biased 85/85 — Plastic Units with Vog =O0V 





200 Cycles 


Lot #1 (2212) 
Lot#2(2212) 
Lot #3 (2212) 
Lot #4 (2212) 
Lot#5 (2210) 











Table X: Temperature Cycles (Method 1010) — Plastic Package 


| aot. | teotr. || sootr. || t000Hr. || Tota 
| #Fail| #in || #Fail| #in [#Fail| #in || Hours 


Lot #1 (2212) 0 


Lot #2 (2212) 


Lot #3 (2212) 
Lot #4 (2210) 
Lot #5 (2212) 

















TOTALS 

















Table XI: Dynamic Life Test at 10°C — Plastic Packaged Units 





Figure 20 shows a bar graph of the autoclave 
results for plastic package. Cumulative failures 
steadily increased for the first 400 hours with sharp 
increase at approximately 500 hours. Figure 20 
shows the 500 hour mark for the plastic package in 
the 24% range. The discrepancy between autoclave 
and 85°C/85% RH life test results can be explained 
by the two causes of failure. During the saturated 
storage (autoclave), failure rate is dependent on the 
galvanically induced ionic currents flowing in a layer 
of water on the surface of the die. This layer of water 
is accumulated after plastic has debonded from the 


’die which causes corrosion to concentrate on the 
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bonding pad. The 85°C/85% RH life test produced 
more widespread corrosion due to phosphorous in 
the passivations, and debonding is not a prerequis- 
ite for this type of failure.2" 22 Since corrosion on the 
bonding pad is only one of the failure modes which 
can occur in 85°C/85% BH life test, it would be a bet- 
ter indicator for normal operation." 

Table X shows the result of the temperature cycling 
for plastic packages. No failures were observed. The 
test used 200 temperature cycles for + 125°C to 
— 65°C, air to air. (MIL-Std-883, Method 1010) indi- 
cates that the plastic packaged device would per- 
form very well under normal temperature variations. 

Table XI shows the results (no failures) of low 
temperature dynamic life test. The lack of failures 
indicates that typical semiconductor failure modes 
are not a factor in this technology. 


CUM. PERCENT OF FAILURES 





NUMBER OF PRESSURE POT HOUR 


Figure 20: Pressure Pot Result 


CALCULATION OF 
PREDICTED FAILURE RATE 


There is no simple, one-step formula for inferring a 
predicted failure rate from the experimental data. In- 
stead, the failures of each individual activation 
energy must be treated differently. The first step is to 
calculate the equivalent device hours at the ambient 
temperature of interest, utilizing the Arrhenius rela- 
tionship discussed earlier on pages 8 & 9. This cal- 
culation should be carried out for every mechanism 
observed or expected. For example, the calculation 
for the 0.3 eV activation energy oxide rupture mech- 
anism should be carried out whether this failure 
mechanism is observed or not, since this mechanism 
is always anticipated in MOS integrated circuits. The 
extrapolation should be carried out utilizing the junc- 
tion temperature at the ambient temperature of inter- 
est and not the ambient temperature itself. The upper 
confidence limit is then calculated for the failure rate 
for each activation energy. The upper confidence 
limits for the various activation energies are then 
summed for a total failure rate prediction. The mean- 
ing of the “upper confidence level” is that with a cer- 
tainty, or probability, of a certain level we can say that 
the true value is less than the stated value. Thus, the 
confidence level rate calculated is non-zero even for 
the case where no failures are observed because we 
can't be sure that there will be none. 


Two calculations were performed to separate short 
term failure rates (infant mortality) and long term fail- 
ure rate (expected failure rate). This was done to 
obtain a better picture of the expected failure rates. 

Long term failure rates are tabulated in Table XII 
based on the data in Tables II-V. Voltage accelera- 
tion is applied for the 0.3 eV activation energy failure 
mode typical of oxide breakdown. No voltage accel- 
eration is applied to the 0.6 eV and 1.0 eV failure 
modes because the dependence for these has not 
been established. These data lead to a predicted 
long term failure rate in plastic of 39 F.I.T. (0.0039%/ 
1000 hr) at 60% UCL at 70°C ambient and 18 F.1.T. 
(0.0018%/1000 hr) at 60% UCL at 55°C ambient. In 
cerdip the corresponding values are 85 FLT. 
(0.0085%/1000 hr) at 60% UCL at 70°C ambient and 
45 F.I.T. (0.0045%/1000 hr) at 60% UCL at 55°C 
ambient. From these numbers, it should not be con- 
cluded that the parts are more reliable in plastic than 
in cerdip but rather that since there are more hours in 
plastic than cerdip the uncertainty is reduced and 
hence the UCL (upper confidence level) is lower. The 
best single point estimate of the reliability of the part 
is probably obtained by combining the data on the 
units in plastic and cerdip packages. This leads to 
estimated failure rate of 39 F.I.T. (0.0039%/1000 hr) at 
70°C ambient and 60% UCL and 16 F.I.T. (0.0016%/ 
1000 hr) at 55°C ambient and 60% UCL. 

The above calculations of long term failure rates 
were done excluding the data for the first 48 hours of 



































































































































is PLASTIC | 
Expected 60% UCL Expected 60% UCL 
Equivalent Value of Failure Equivalent Value of Failure 
Activation Hours at Hours at Number of Hours at Failure Rate Rate at Hours at Failure Rate Rate at 
Energy 125°C 150°C Failures 70°C at 70°C 70°C 55°C at 55°C 55°C 
0.3eV 1.75x10® 4.91x10° 0 9.31x107* — 9.8 1.40x10°® — 7 
0.6 eV 1.75x10® 4.91x10° 0 3.94x107 — 26 8.86x107 _ 10 
ali i a ae ae 
1.0eV 1.75x10® 4.91x10° (0) 3.07x108 — 3 1.19x10° — 1 | 
Secs 7 cay 
TOTAL — 39 _ 18 
CERDIP | 
Expected 60% UCL Expected 60% UCL 
Equivalent Value of Failure Equivalent Value of Failure 
Activation Hours at Hours at Number of Hours at Failure Rate Rate at Hours at Failure Rate Rate at 
Energy 125°C 150°C Failures 70°C at 70°C 70°C 55°C at55°C 55°C 
b 2 ae Mee ol hie | i a i 
0.3 eV 6.05x10° 3.66x108 1 4.86x10"* — 41 7.45x10’ = 27 | 
0.6 eV 6.05x10® 3.66x10° 0 2.26x107 —_— 40 5.30x107 —_ 17 ; 
1.0eV 6.05x10 3.66x10° 0 2.11x10° _— 4 8.75x108 _ 1 
L ae | TT a |— 
TOTAL — 85 _— 45 








*0.3 eV equivalent hours includes voltage acceleration for 7.5 eV stress. 


Table XII: Long Term Failure Rate (Not Including 48 HR Data Point) 
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dynamic lifetest. (Note: all units going into other tests 
received this stress as a preconditioning.) The short 
term failure fraction, sometimes called infant mortal- 
ity percentage, can be estimated from these data in 
Tables IIIA, B. In cerdip, no failures were observed 
from 1700 units. In plastic, there were 2 failures in 
5055 units or 396 PPM. If the data from all packages 
is combined, a single point estimate is 296 PPM. 

These results show that Xicor NOVRAMs have 
attained failure rates comparable, if not better, to 
those reported by major suppliers of standard vol- 
atile memory products. ‘2° 


SUMMARY 


The data presented in this reliability report show 
that the data retention of Xicor’s NOVRAM technol- 
ogy is excellent. Even at a high temperature (300°C), 
only about 2% lose data in 1000 hours. Theoretical 
grounds for expecting this result are discussed. Two 
calculations were done, one for short term (48 hours) 
failure rate and one for long term expected failure 
rate. These show an overall long term failure rate of 
16 F.1.T. at 55°C, 60% UCL and an infant mortality of 
less than 300 PPM. The cerdip packaging employed 
is shown to be capable of passing the Group D qual- 
ification requirements of MIL-Std-883, Method 5005. 
Finally, the plastic packaging employed shows 
excellent 85°C/85% RH result. 
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X2816A/04A PRELIMINARY RELIABILITY SUMMARY 


by Bruce Prickett & 
John Caywood 


Introduction 


The X2804A and XZ816A are 4K and 16K electrically erasable programmable 
read only memories (ESPROMs) organized as 512 x 8 and 2K x 8. These memories 
operate on a single 5 volt power supply for all operations. Figures 1 and 2 
show the pin configurations of the X2816A and X2804A and the functional 
diagram of the X2816A. Figure 3 is the package outline drawing for these 
parts. Figure 4 and 5 are bit maps which illustrate the physical location of 
the memory bits of the X2804A and X2816A respectively. 

Although Xicor introduced its X2816A and X2804A E*PROMs only recently, 
Xicor is an experienced manufacturer of E“PROMs. This is because the family 
of NOVRAMS _(X2201A,X2210 and X2212) which Xicor introduced earlier all 
contained E“PROMs integrated together with static RAM on a bit-for-bit 
basis. The process technology and the 5 volt design techniques which had been 
developed for the NOVRAMS were carried over to the EPROM products. This 
experience enabled Xicor to introduce these 5-Volt only E° PROMs with a self 
timed write cycle that includes latched address and data buffers. By 
producing parts with these features in production quantities, Xicor has set 
the industry standard for E2 PROMs. 


Technology 


These E2PROMs employ the same triple poly n-channel process which Xicor 
developed previously for NOVRAMs. With this technology, data is stored as the 
presence or absence of charge on a piece of second-level polysilicon which 
acts as a gate for a readout transistor. This piece of polysilicon is 
completely surrounded by ~ 1000 A of thermally grown Si0,, one of the best 
electrical insulators known. Charge is transferred onto and off of the 
storage gate by means of a quantum mechanical phenomenon, called Fowler- 
Nordheim tunneling. This phenomenon has been described in detail in recent 
publications.*~ 


The operation of the cell can be explained in terms of the schematic 
diagram shown in Figure 6. First consider the left-hand read section. When 
the word select line (which is fabricated in third level polysilicon) is de- 
selected (i.e., low), the READ transistor is off. When the word select line 
is selected (i.e., high), conduction through the READ transistor depends on 
the charge on the floating storage gate. If the floating gate is charged 
negatively, the channel beneath it is in accumulation and no conduction 
occurs. This is read as a "0", If the floating gate is charged positively, 
the channel beneath it is in depletion and the channel conducts. This is read 
as a "1", The floating gate is programmed (i.e., charged negatively) by 
taking the Word Select line and source lines high while the poly 1 WRITE BIT 
line is held low. The floating gate is erased (i.e., charged positively) by 
taking the word select line high while holding both the source and WRITE BIT 
lines low. 


6-20 


As was explained in an earlier publication, tunnel current emitted from a 
textured surface inherently decreases more rapidly with decreasing _voltage 
than does emission through thin oxide grown on a planar surface. This 
results in lower leakage currents from the floating gate during storage and 
during the read operation of, the part. The excellent data retention which 
users may expect from Xicor E°PROMS is shown in Figure 7 where the log of the 
measured data loss rate is plotted vs. inverse temperature. The slope of a 
straight line passing through these data gives the thermal activation energy 
for intrinsic data loss in Xicor's technology: 1.7 eV. Extrapolation of this 
line to lower temperatures suggests that the mean time before data loss should 
be 3,000,000 years at 125°C. Such extrapolations cannot be taken literally 
but clearly show that data will be retained.as long as anyone cares for 
temperatures within the specified storage conditions. 


Xicor's textured poly technology also yields E2PROMs whose ability to be 
re-programmed (usually called "endurance") is good, Figure 8 shows the 
current conducted by a typical cell as a function of the number of times that 
cell had been programmed to a "0" or erased to a "1". AS can be seen, the 
current conducted in the erased state begins declining noticeably at greater 
than a million cycles of data change, but after ten million cycles, the cell 
current in the erased state is still about 70 uA while the current in the 
programmed state is zero. These values provide good margin to the 50 uA value 
which is the nominal value at which the sense amplifier circuit distinguishes 
between "1" and "0", 


Reliability Study and Results 


As was mentioned above, Xicor's E2PROMs use the same process technology 
and design techniques as the Xicor family of NOVRAMS. Additionally, these 
products are fabricated in the same wafer fab facility and assembled in the © 
same assembly area with the same gssembly technology and controls as the 
NOVRAMS. For these reasons, the ESPROMs should be expected to exhibit the 
same excellent long term reliability already demonstrated by Xicor's 
NOVRAMS. The reliability studies reported here were designed to corroborate 
this assumption. 


One further note is that the X2804A is a smaller version of the X2816A, 
created by designing a mask set which is just like the X2816A except that 3/4 
of the array and two address buffers are removed (i.e., the X2804A is not a 
fallout die from the X2816A production). Thus, the reliability study focused 
on the X2816A as the more sensitive reliability indicator since it has four 
times aS many memory bits and about twice the active silicon area. 


Since the study illustrated in Figure 7 showed a strong acceleration in 
data loss at elevated temperatures, data retention was measured at 250°C. 
(For an activation energy of 1.7 eV, data loss at 250°C is accelerated 
1.4 x 10° times with respect to 125°C.) Table 1 shows the results of data 
retention testing on two lots of material which was not intentionally cycled 
and on two lots after 10,000 program/erase cycles. Although the sample is 
small, in neither case was any data loss observed, which corroborates the 
results of Figure 7. 


Two other types of stress tests which were conducted on the X2816A were 
high temperature reverse bias (HTRB) at 150°C and dynamic life test at 
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125°C. The bias and timing diagrams used for these stress tests are 
schematically illustrated in Figure 9 and 10. Tables II and [II exhibit the 
results for the HTRB and dynamic life tests, respectively. As these results 
show, no failures were observed in these tests for HTRB, and three units 
failed in 890,000 device hours of 125°C dynamic life test. 


The failure rate of the 2816 was estimated based on the data in Tables II 
and III. The method used is that discussed in some detail in RR502. The 
results, shown in Table IV, predict an expected failure rate of 15 F.I.T. 

-0015%/1000 hr.) at 70°C and 3 F.1.T. (.00032%/1000 hr.) at bot. The 
extrapolated value for the 60% UCL of the failure rates are 260 F.I.T. 
(.026%/1000 hr.) and 140 F.I.T. (.014%/1000 hr) at 70°C and 55°C ambient, 
respectively. The large difference between expected failure rate and 60% 


confidence level for the failure rate are an indication of the enormous number 
of device hours necessary to confirm the low failure rates observed. 


Summary 

The technology used in producing the Xicor X2816A and X2804A are 
reviewed, The reasons for expecting excellent data retention and good 
egdurance are discussed, Finally, data are shown which confirm that these 
E 


PROMS share the excellent long-term reliability already demonstrated by 
Xicor's NOVRAM family. 


References 
1. R.K. Ellis, IEEE Electron Device Letters EDL-13, 330-3 (1982). 
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Table [| 


250°C RETENTION BAKE 





48 HOUR [{ 168 HOUR |] 500 HOUR {| 1000 HOUR|| 2000 HORT TOTAL 
#FAIL| #IN||#PAIL| #IN||#FAIL| #IN||#FAIL| #IN||#FAIL| # HOURS 
Lot #1 0 | 50 0 | 50 0 | 50 0 | 50 0 | 50 97600 
Lot #2 0 | 24 0 | 24 O24 0 | 24 0 | 24 46848 
(Cycled) 
Lot #3 0 | 20 0 | 20 0 | 20 0 | 20 0 | 20 39040 
Lot #4 0 | 55 0 | 55 o | 55 0 | 55 0 | 55 1.1 x 10° 
(Cycled) 
TOTALS 0 | 149|] 0 149 0 |149 0 {149 0 4149 2.9 x 10° 
Table II 


STRESS 5.5V HTRB AT 150°C 


48 HOUR |] 168 HOUR {{ 500 HOUR |] 1000 HOUR TOTAL 
#FAIL] #IN{[#FAIL] #IN|[#FAIL] #INTT#FAIL[ #IN{] HOURS 














Lot #1 0 25 0 25 0 25 0 25 23800 
Lot #2 0 25 0 29 0 25 0 25 23800 
Lot #3 QO |105- 0 |105 0 1105 0 |104 99460 
Lot #4 0 25 0 25 0 25 0 25 23800 
TOTALS 0 180 0 |180 0 |180 0 |179 1.7 x 10° 





Table III 


DYNAMIC LIFE TEST AT 125°C 








168 HOUR [J 500 HOUR [| 1000 HOUR] | 2000 HOUR’ TOTAL 

#FAIL| #IN|[#FAIL] #IN[T#FAIL] #IN[[#FAIL] #IN HOURS 
Lot #1 o liso {{ o | 844] o | 84} o | 84 }} 1.7 x 10° 
Lot #2 0 |152 0 | 93]} o | 93 12 | 93 |] 1.9 x 10° 
Lot #3 o | 7! o | 75 }| 0 | 75 0 | 75 || 1.5 x 10° 
Lot #4 0 |388 || o | 99 1° | 99 0 | 98 || 1.3 x 10° 
Lot #5 1° 1387 || 0 4126 0 126 he 1.5 x 10° 
TOTALS 1 {1161}} 0 [477 1 477 1 |350 || 8.9 x 10° 
a = column failure; ionic contamination;1 eV 
b = stuck row; ionic contamination; 1 eV 




























c = single bit retention failure; non-repeatable ionic contamination; 1 eV 
Table IV 
Expected 60% UCL 7 Expected 60% UCL 
Activation Equivalent} Value of Failure Equivalent{ Value of Failure 
Energy Hours at Hours at Number of} Hours at |Failure Rate Rate Hours at |Failure Rate Rate 
(eV) 125°C 150°C Failures 70°C at 70°C at 70°C 55°C at 55°C at 55°C 
o3 8.9 x 10° 1.7 x 10° 0 4.78 x 10° 0%/ 1000 -0195%/1000 7.60 x 106 0%/1000hr -012/1000hr 
.6 {8.9 x 10° [1.7 x 10° 0 |2.26 x 107] 0%/1000 .0041%/1000 5.73 x 10’| 0%/1000 .0016/1000hr 
1.0 8.9 x 10° 1.7 x 10° 3 1.97 x 108 -0015%/1000 -0021%/1000 }9.29 x 108 -00032%/1000 |.00044/1000hr 





| | 3 | -onssroe -0257%1000hr : ona 09 | |e 
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The arrangement of bits within 
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Figure 9: Dynamic life test set-up showing the circuit 
configuration (a) and the timing (b). The clock frequencies of 
higher order address signals are divided down in binary sequence 
from Ag. 
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Figure 10: Static life test bias diagram 
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This report is based on data collected through February, 1984. 


Cover Photo: Figure 6. Endurance data from a lot of Xicor X2816A E2PROMs. 
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INTRODUCTION 


Endurance is a property unique to nonvolatile 
memories. It describes the ability of the nonvolatile 
memory section of the chip to sustain repeated data 
changes without failure. Such a data change occurs 
when a stored “1” is changed into a “0”, or when a 
stored “0” is changed into a “1”. Continual changes 
from “1” to “0” to “1” to “O” are called write-erase 
cycling, or just cycling. 

In this work, endurance will first be defined. A 
quantitative method for characterizing endurance is 
described and applied to the characterization of 
endurance as a function of temperature and time 
between store events. Data on the endurance of a 
selection of Xicor’s products is presented. Finally, the 
application of this information to the calculation of 
system failure rates is described. A general problem 
in discussions of endurance is that various people 
mean different things when they speak of endur- 
ance. One meaning which has been used is that 
endurance is the number of nonvolatile data changes 
to a “typical” cell before the cell dielectric fails or the 
programming window closes. Figure 1 shows such 
data for a typical Xicor E7PROM cell showing that 
after greater than 10’ data changes the cell still has 
good margin with respect to the 50 WA trip point of 
our sense amplifier. Many other suppliers have 
presented similar data. Unfortunately this data is of 
little help to the user who doesn’t buy one “typical” 
cell, but rather an array containing a large number of 
cells, some of which will not be typical. 


ERASED BIT 
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108 


Figure 1. E7PROM cell current vs. write/erase cycles. 50 uA is the trip 
point of the cell. 


6-33 


Xicor’s definition of the endurance of an individual 
memory is that the limit of endurance is reached 
when, under conditions specified by the data sheet 
for normal operation, the first bit on any chip is found 
to be in error after a required data change. This limit 
of endurance, or endurance for short, is expressed in 
terms of cycles. By this definition then, endurance 
(in cycles) is the number of data changes per bit that 
occurred without error before the first failure took 
place. 

When a nonvolatile memory chip is operating 
within a given application, it can be expected that 
some bits on that chip will experience more data 
changes than other bits, unless particular attention 
has been paid to even out their use throughout the 
chip. Within a given chip the endurances of individual 
bits have a small range of values, and it is pure 
chance whether a highly cycled bit has an endurance 
on the high end or the low end of that distribution. 

Xicor’s approach to this problem is that the lowest, 
the worst case endurance on any given cell in the 
array, defines the endurance of that chip. In order to 
test for the bit that causes the worst case endurance, 
each bit on that chip must be subjected to the same 
number of data changes during cycling. When the 
first bit on that chip fails, all other bits have been 
cycled without failure at least the same number of 
times. While these other bits may have much higher 
endurance limits, the endurance of the chip under 
test is defined as that of the one worst case bit. 

Knowledge of the statistical distribution of the 
worst case bit from each of thousands of devices 
makes the endurance of a given chip statistically 
predictable. We have found that our endurance data 
fit a known statistical distribution — it is the log- 
arithmic “Extreme Value” distribution. Its properties, 
and the handling of cycling data to derive its param- 
eters for a given lot, are described in Appendix A. 








The Measurement 
of Endurance 
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Figure 2. Typical endurance plots of two lots of Xicor X2212 NOVRAMs. 
The upper horizontal axis gives the cumulative percent of failures. 


The graph in Figure 2 shows the plots of endur- 
ances of two different lots of Xicor’s X2212 
NOVRAMS. This graph is an example of endurance 
plotted using an extreme value distribution. The 
meaning of the lower horizontal axis, the linear 
extreme value variate, is explained in Appendix A. 
The upper horizontal axis, however, has intuitive 
appeal. It is the cumulative failure percentage. The 
plots are well distributed around a straight line. This 
indicates that they originate from an Extreme Value 
distribution. They differ somewhat in slope (whichis 
the measure of spread, or dispersion of the distri- 
bution). They are also offset in the vertical direction, 
which indicates that the maximum of each distri- 
bution is different. Since the cycles are plotted as 
their logarithms, this difference is about 40%. 

Implicit in this discussion is the assumption that 
the endurance performance of lots can be described 
as the result of a relatively small sample. This has 
been proven correct experimentally and has been 
used to establish correlation between different 
pieces of equipment used for the determination of 
endurance. A successful application of this is shown 
in Figure 3. 
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Figure 3. Correlation between endurance data obtained by Xicor and 
by one of Xicor’s customers for Lot ZAA204. Each test is based on 28 
data points. Most of Xicor’s points are coincident with the customer's 
so that they are hidden. 


The graph in Figure 3 shows the outcome of an 
endurance correlation exercise between Xicor and 
one of its customers. The first set of points (black 
squares) was established from a 30-device sample of 
X2212s from lot ZAA204 cycled out at Xicor. Over- 
lying most of these original points are a second set 
(Open squares) which were generated by endurance 
measurements on a separate 30-device sample from 
the same lot at the facility of the customer. It can be 
seen that the signatures of the two samples match 
faithfully, except at both extremes. At the left hand 
side, the difference can be explained by the in- 
creased scatter of any distribution at its extremes. At 
the right hand side, a slight difference was introduced 
when the customer stopped cycling before the last 
three devices had failed. Even if it is assumed that the 
match would not have improved by further cycling, 
the agreement for 27 out of 30 points, or between 5% 
and 95% of the sample, is excellent. 


ENDURANCE VARIABLES 


The existence of an inherent limit to endurance is 
a universal property of nonvolatile semiconductor 
memories. Regardless of the materials used and of 
the details of the cell design or the semiconductor 
manufacturer, there is a measurable upper limit to 
the number of data changes that such a memory cell 
can sustain and still meet the data retention specifi- 
cation. The exact number of cycles, however, is 
dependent on all the elements that go into the con- 
struction and operation of a given cell design. 

The reason for an endurance limit arises from the 
basic physics of nonvolatile semiconductor mem- 
ories. All such memories depend on the highly non- 
linear conduction properties of the solid-state 
dielectrics employed to form the memory cells. At 
high electric fields, these dielectrics permit a pre- 
dictable current to pass from one electrode to 
another. This is used to program or erase such a 
device. At low electric fields, essentially no electron 
is transmitted. Therefore charges transferred at high 
fields to locations isolated by this type of dielectric 
will remain there indefinitely. But during the transfer 
of charge at high fields, a very small fraction of the 
electrons passing through becomes trapped in the 
dielectric. The many thousands of times that this 
happens during the life of amemory contribute more 
and more trapped charge, creating an electric re- 
tarding potential in the dielectric, until the device 
cannot function as a memory any more. Then its 
endurance limit is reached. 

The nonvolatile cells used in Xicor memories make 
use of the special characteristics of its microtextured 
surface. The many tiny regions of gently curved 
features are particularly effective as non-linear 
conduction elements. As a result of the combination 
of surface curvature and thick oxide, they require 
relatively low voltages for programming, and provide 
excellent retention of data. The physics of the pro- 
gramming process as well as the excellent data re- 
tention measured for Xicor memories have been 
described in a recent publication.’ 

If all these features were identical, if the thickness 
of the dielectric over them were the same, and if the 
details of the high voltage generator on the chip were 
precisely reproducible, then every device on the 
same silicon wafer, and in the same manufacturing 
lot would have identical endurance limits. In the real 
world, there are small variations in the results of the 
intricate fabrication steps of the silicon chip. These 
give rise to a range of endurance values for all the 
nonvolatile memory cells on the same chip. Addi- 
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tional small variations will occur from chip to chip 
over the whole silicon wafer, and from wafer to wafer. 
All of these define the details of the distribution that 
describes the endurances of all the memory cells ina 
device lot. Once the chips have been fabricated, the 
average and the dispersion of this distribution have 
been fixed by the interaction of cell design and the 
fabrication process with its small variations. These 
are the fixed internal parameters of endurance. The 
dispersion is an indicator of the process variation. 

There are, however, variations that can be super- 
imposed on the fixed characteristics by the 
conditions that accompany the normal use of the 
nonvolatile memory devices. The temperature of 
operation is one of these. Both the details of the 
charge transfer process in the nonvolatile memory 
cell, and the operation of the high voltage generating 
circuit should be affected in some way by this condi- 
tion. Another externally controlled parameter is the 
frequency of the cycling process. At the end of a 
storage cycle the newly trapped electrons are ina 
relatively high free energy state. Longer periods 
between cycles give these charges and their envi- 
ronment more time to relax into a lower energy state. 
This should also affect the measured endurance 
parameters. 

The control of these external parameters is essen- 
tial when exact correlation of endurance data must 
be obtained. Their knowledge is also important to 
optimize performance and predict reliability in any 
application. 


The Effect of Temperature 
on Endurance 


The endurance of a lot of nonvolatile memories 
can be described concisely by the constants defining 
its statistical distribution. For the simple “Extreme 
Value” distribution pertinent here, these constants 
are its mode and its dispersion. This distribution 
can be used to assist in the characterization of 
endurance. 

Five 20-device samples from the same lot of X2212 
NOVRAMs were subjected to continuous data 
changes, each at a different temperature, until all 
devices had failed. The temperature levels were 
-§5°C, -10°C, +25°C, +70°C, and +125° C. The delay 
between data changes for all devices was one 
second. The endurances of individual devices were 
plotted in the form of a probability plot, as shown in 
Figure 4. 
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Figure 4. The effect of temperature on endurance: the endurance 
doubles for every increase in temperature by 50°C. 


The y-axis gives the logarithm of the number of 
cycles that each unit had at the end of its endurance. 
The straight lines shown were least-squares fitted to 
each set of data. The correlation coefficients for lines 
ranged from 97% to 99%. The results can be sum- 
marized as follows: 


1) There is an increase in the endurance with 
increasing temperature. 


2) The dispersion is essentially constant at and 
below room temperature and increases some- 
what above room temperature. 


Over the range of the data, the logarithm of the 
endurance is linearly related with temperature. The 
coefficient is 0.0062/°C, but as a simple rule, the 
endurance doubles for every increase of temperature 
by 50°C. 


The Effect of Data Change 
Delay on Endurance 


The baseline values of endurance can also be 
modified by the length of the delay between con- 
secutive data changes. 

In the determination of the endurance of a lot there 
iS a premium on getting the job done as rapidly as 
possible. This means that only minimum delays can 
be added between STORE signals. Typically, the 
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devices in a lot of our current NOVRAMs have 
endurances between 10,000 and 100,000 cycles. The 
time to cycle a lot of devices will be 3 hours if the last 
device to fail had an endurance as low as 100,000 
cycles for delays between data changes of 0.1 second 
even if all devices are cycled in parallel. This total 
cycling time increases to 28 hours for a delay of 1 
second, to 12 days for a delay of 10 seconds, and 120 
days for a delay of 100 seconds. Even a 1000 second 
delay is at the low end of the type of write frequency 
to be expected in most applications, and this would 
take in excess of three years to document. For this 
reason we have limited the experimental work on the 
effect on lot endurances to delays of 0.1, 1, 10, and 100 
seconds. The shortest delay could not be reduced 
much below 100ms, since thatis the time required by 
the microprocessor which was used in the test to 
handle addressing, reading and recording data of the 
many devices tested simultaneously. 

Four 20-device samples were taken from the same 
lot of X2212 NOVRAMs and then they were cycled 
until all devices had failed. The endurance of each 
device was recorded. Each of the four samples had 
one of the four different data change delays in its 
cycling program. The data are summarized in Fig- 
ure 5. Individual data points were not recorded on 
this graph, since there was much confusing overlap 
where the data point from the samples overlay each 
other. Instead, the points were replaced with least- 
squares fitted straight lines. The correlation coeffi- 
cients for these lines were between 97 and 99%. 
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Figure 5. The effect of data change delay on endurance: the maximum 
of the distribution is unchanged, but it becomes tighter as the delay 
increases. 


The results can be best expressed in terms of the 
constants of the distributions obtained: 


1) The mode of the distribution did not change for 
the four orders of magnitude of delay tested. This 
is shown by the fact that the individual lines cross 
near 37% of the cumulative frequency. 


2 


— 


The slope of the distribution decreased 15% per 
decade of cycles with each order of increase in 
delay. At first sight, this might appear to be asmall 
change. But in the terms of the definition of 
endurance, they are quite important for many 
applications. This is because the endurance 
change in the region where the majority of the 
units have failed is irrelevant. The important 
region is that in which only a few per cent or less 
have failed. In this region, the effect of the longer 
time between store events at a constant endur- 
ance level is to decrease the fraction failing by an 
order of magnitude or more! 


Endurance Status of 
XICOR Memories 


Figure 4 and Slack vertical scales because they are 
intended to show general tendencies. The actual 
endurance observed on Xicor memories vary frorn 
product to product because of differences in cell 
design and to a lesser amount from lot to lot because 
of small processing variations. There is also a general 
tendency forthe endurance to improve with time as a 
result of refinements in design and processing 
technique. 

To give the user a sense of the status of endurance 
of Xicor memories as of the date of this report, distri- 
bution measurements for several product types are 
reported here. All of this data was measured at 25°C 
and rapid cycling rates. Figure 6 shows the endur- 
ance data measured on a lot of X2816As. The process 
average for this lot is about 500,000 cycles with the 
5% point on the curve appearing at 200,000 cycles. In 
Figure 7 the measured endurance distribution of a lot 
of X2443s (a 256 bit serial NOVRAM) is displayed. For 
this device the process average was ~ 80,000 cycles 
and the 5% point appears at 30,000 cycles. The 
measured endurance distribution of a lot of X2212sis 
shown in Figure 8. This product exhibits a process 
average of about 100,000 cycles and the 5% point 
appears at 40,000 cycles. 


OMrO<Q OOF 


6-37 


The data reported here are intended as a status 
report. As we further refine our products and 
increase the endurance, we intend to issue updates 
to this report. 
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Figure 6. Endurance data from a lot of Xicor X2816A E*PROMs. 
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Figure 7. Endurance data from a lot of Xicor X2443 Serial NOVRAMs. 
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Figure 8. Endurance data from a lot of Xicor X2212 NOVRAMs. 


QUALITY ASSURANCE 
APPLICATIONS 


One problem any supplier of nonvolatile memory 
faces is how to define endurance and how to assure 
that the parts reaching the customer actually satisfy 
the endurance specification. This task is akin to 
assuring the lifetime of a light bulb. If the light bulb is 
specified to have a 1000 hour life, one can verify that 
the bulb lasts 1000 hours by burning it for that period. 
However, one now knows only that the bulb lasted 
1000 hours, not that it will last another 1000 hours. 
The statistical technique discussed in this report 
allows Xicor to perform this difficult and exacting 
task. What a Xicor endurance specification means is 
that for any lot of memories shipped, fewer than 5% 
of the units will cease to cycle before the specified 
limit when cycled at room temperature and at the 
maximum frequency allowed by the specification. 
Xicor continually samples production lots to assure 
that this criterion is met. 

Let’s look at what this means in a typical applica- 
tion. Assume that the Xicor memory is used in an 
electronic system which contains a number of other 
components so that the average chip temperature is 
50°C and that the average delay between store 
events is some minutes. Examination of Figure 3 
shows that raising the chip temperature from 25°C 
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to 50°C would decrease the fraction of units not 
exceeding the endurance value from 5% to 0.03%. 
For data change delays of 100 seconds and longer, 
the fraction of the lot not meeting the nominal 
endurance value further decreases to 0.001% or less. 

Of course, in a given application the predicted 
behavior may be better or worse than that worked 
out in the example described above. However, the 
information supplied here should be sufficient for 
the user to compute the expected endurance failure 
rate in a particular application. 

One last consideration is how endurance failures 
affect the overall device failure rate. Here again, the 
calculation is a little application-sensitive, but for 
simplicity assume that the system is designed to last 
10° hours ( ~ 12 years) and that the device performs 
nonvolatile writes roughly uniformly over this period. 
If the application is designed to use the specified 
number of cycles over the life of the part, the addi- 
tional endurance-related failure rate is the cumula- 
tive failed fraction divided by the time. For our 
previous example, this works out to 0.001%/105 
hours or 10-°%/1000 hours (0.1 FIT). As this illus- 
trates, in most well-designed systems the endur- 
ance-related failures of Xicor product do not 
significantly increase the overall device failure rate. 

In all discussions of endurance in this work 
NOVRAMs and E2PROMs have been treated as if 
they behave the same. From a physical view of the 
nonvolatile storage element this is correct. However, 
there are two properties of the NOVRAM cell which 
may cause it to have significantly enhanced endur- 
ance in certain applications. One factor is that the 
NOVRAM allows the user to store data in the volatile 
latch during normal operation and only transfer data 
to the nonvolatile element prior to power down. In 
applications which require a high frequency of data 
changes but only relatively infrequent power inter- 
ruptions this may be very useful. A second, if less 
obvious factor, is that unlike the E7PROMs which 
automatically erase each byte prior to each write, the 
NOVRAMs only transfer electrons in the case of a 
change in nonvolatile data. This means that only 
those cells in which nonvolatile data is altered use up 
endurance. In some applications this fact can be 
used to greatly increase effective endurance of 
the memory. 





SUMMARY 


A method of characterizing endurance which is of 
general applicability has been described here. This 
method has been applied to the characterization of 
endurance as a function of temperature and time 
between store events. The meaning of Xicor’s 
endurance specification is defined in the framework 
of this method. Based on the above, the fraction of 
Xicor product which is predicted to fail to store prior 
to attaining the specified endurance is predicted to 
be less than 0.001% in a typical system in which the 
devices experience a 50°C ambient temperature. 


APPENDIX A 


The Mathematics of 
Endurance Characterization 


The mathematical characterization of endurance 
data arises most elegantly from the definition of 
endurance. In an individual device, the endurance is 
the minimum number of data changes that all 
memory cells can sustain until one cell gives rise to 
an erroneous output (due to a permanent change in 
its characteristics). The extreme characteristic from 
a fixed set of possible values forms a well-known 
distribution called the Extreme Value distribution. 
This distribution is independent of the distribution 
within that fixed set of values. Since by definition, the 
endurance of achip containing 1024 memory cells is 
that of the cell with the minimum endurance, it can 
be expected that the endurances of the chips from 
the same device type will have the Extreme value 
distribution. 

The formulations of the Extreme Value distribution 
are given in Table A. On the left hand side are the 
entries for the Extreme Value distribution, and on the 
right hand side the corresponding entries for the 
Normal distribution. 
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Table A. MATHEMATICAL DEFINITIONS 


The cumulative probability 6 is defined by a frac- 
tion of 1. It defines, towards one side of a distribution, 
the fraction of the population © that has a smaller 
value than the variate at that fraction, and towards 
the other side, the complement ofthat fraction which 
has a larger value than the variate at that fraction. 
This is quite often expressed as “fraction with more 
than...’ or “fraction with less than. ..”. Itcan be seen 
that the cumulative probability of the Extreme Value 
distribution ® ey has a much simpler functional rela- 
tionship with its variate Y than the equivalent Sy with 
its variate Z of the Normal distribution. The Extreme 
Value variate Y is related by two constants to the 
distributed property X. One constant is the maximum 
of the distribution U, and the otherthe dispersion 1/a. 
The Extreme Value distribution is not symmefrical 
around its maximum (as the Normal! distribution is). 
Instead, one side is stretched out more than the other. 
If the low cumulative probability fraction is on the 
narrower end, the maximum of that distribution is 
located at the value of 0.366, or 37%. 

This is typical of the distributions of low extremes, 
and this is the distribution used forendurance values 
from NOVRAM chips of the same device type. There 
is One more empirical observation: it is not the 
number of cycles, but the logarithm of the number of 
cyles that has the form of the Extreme Value distri- 
bution. The X in the expression for the variate then is 
the logarithm of the observed cycles of individual 
chip endurances, a is the dispersion of the distri- 
bution of these endurances, and Uis the observed or 
interpolated value of the log of the endurance at 
® = 0.366. 

The extraction of these two constants from the 
data could be a complex calculational procedure, 
but by linearizing the variate Y, it becomes as simple 
as plotting a straight line. The approach is sum- 
marized in Table B. 





®, = EXP (-EXP -Y,) 
Y; =a (X; = U) 
=-LN (-LNS,) 


X, = U + (1/a) (-LN (-LN@))) 
BUT Xj = LOG CY; 
U=LOG CY, 


LOG CY; = LOG CY, + (1/a) (LV) 
CY; = endurance of part, 
CY, = maximum of distribution 
(1/a) = slope of line 
(LV) = (-LN (-LN9Q;)) 


Table B. LINEARIZED PLOT 





The first line states once more the cumulative 
probability relationship between © and Y, and the 
second line the linear relationship between Y and X. 
The third line shows that the value of Y can be cal- 
culated from the double natura! logarithm of ©. The 
fourth line expresses the second line as a function of 
X, and substitutes its functional relationship with . 
Identification of X with the logarithm of an individual 
observation, and U with the logarithm of the max- 
imum of the distribution of cycles then leads to the 
seventh line which states the desired linear relation- 
ship. A typical plot is shown in Figure 9. There is 
Clearly a straight line relationship. The value of the 
maximum occurs at © = 37%, and the slope of the line 
is the value of 1/a. 
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REDUCED VARIATE 


Figure 9. Straight line plot of the logarithm of endurance cycles vs. the 
reduced variate. 


There remains one more problem, and that is how 
to associate the correct value of © with a given ob- 
served endurance. This is accomplished by taking all 
the endurances from a group of devices and writing 
them down in the order of increasing cycles (this is 
called “ranking”). Looking at the data in this way, any 
given endurance represents the borderline between 
a fraction of the lot that is higher than anything 
preceding it, and lower than anything following it. 
The approximate value of that fraction is found by 
assigning consecutive rank numbers to the ordered 
endurances: 1 to the lowest, 2 to the second lowest, 
and so on, until the highest endurance ends up with 
the rank equal to the total number of devices tested 
in that group. Dividing the rank numbers by the total 
number of the devices in the group then yields the 
“fraction lower than ...’. Aslightly more exact value 
for is found by the formula 6 = (i- 1/2)/N , where i is 
the rank number and N the total number of devices 
tested. 


RAW DATA | RANKED DATA | RANK | PLOTTING 
(CY) i POSITION 
@,=(i-.5)/n) 


1 
2 
3 
4 
5 
6 
7 
8 
9 





PLOT LOG (CY;) vs. -LN(-LN@)) 


Table C. DATA PREPARATION 
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DETERMINING SYSTEM RELIABILITY FROM E*PROM 
ENDURANCE DATA 


By Richard Palm 


Vol. 3, No. 20 


Xicor has published numerous reliability reports 
regarding data retention and endurance; however, 
the relationship of this data to system reliability war- 
rants further analysis and discussion. This paper will 
discuss two methods for determining the affect of 
endurance on system reliability. The first method will 
use actual data collected on the X2816A and the 
second method will use data collected on the X2864A. 


Definition of Terms 


Endurance - is the ability of a nonvolatile memory to 
sustain repeated data changes. 


Endurance Failure (Level) - is the limit of endurance, 
expressed in number of write cycles, when the first 
bit of any memory device or memory system is found 
to be in error after a required data change. 


Write Cycle - to reduce testing time Xicor uses a test 
method whereby the entire array of the device under 
test is written in a single write cycle. Therefore, all 
references to “write cycle” equate to every bit in the 
entire array (device or system array) being written. 


Cumulative Failure (Probability) - the percentage of 
parts not expected to attain a particular goal; i.e., 
endurance level. 


Note: all endurance data used in this report were 
collected at a cycling frequency of one cycle per 
100ms and at + 25°C. 


Background 


There are three reliability categories for nonvolatile 
memories: semiconductor, data retention and 
endurance. 


= Semiconductor reliability pertains to several failure 
modes common to all semiconductor devices such 
as oxide rupture and micro-cracks. 
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= Data retention refers to the capability of a non- 
volatile memory device to retain valid data under 
worst case conditions. 


= Endurance is the ability of a nonvolatile memory 
device to sustain repeated data changes. 


Xicor reliability reports, RR502A and RR504, detail 
these three categories for Xicor devices. Reliability 
is easily deduced for semiconductor failures and data 
retention. The affect of endurance on reliability is not 
so straightforward. 

Because endurance screening is a destructive pro- 
cedure, Xicor performs endurance life tests on a 
sample basis. The data collected from these tests 
are then plotted onto an extreme value distribution 
graph to determine the endurance distribution for a 
particular lot of devices. 


Using the Extreme Value Distribution 
Data 


Figure 1 is an extreme value distribution graph for 
twenty X2816A devices and Table 2 (located on the 
last page) is the raw data used to generate the 
straight line shown. 


= In this sample lot the lowest ranked device (#1) 
exceeded 279,000 write cycles before the first bit 
failure occurred; however, the graph extends to 
the left to show that only ~ .01% of all devices 
from this manufacturing lot will fail before 200,000 
cycles. 


= The maximum of the extreme value distribution 
occurs at the 37% cumulative probability point 
(statistically, 37% of all devices will fail to reach 
this endurance level), indicating that the predicted 
most probable endurance of devices in this lot is 
460,000 cycles. 















































WLM NUE 


























.0001 .001 .01 .05.1 .20 37 .57 .70 .80 -90 97 
PROBABILITY OF FAILURE 


99 


© 


Figure 1: Extreme Value Distribution Graph for One Twenty Piece Lot of 
X2816As 


Reliability data are generally stated in terms of 
percent failures per 1000 hrs. This can be easily 
derived from the extreme value graph in a two step 
procedure. 

The system design parameters for this example 
are chosen as follows: the lifetime of the system is 
five years; and each X2816A will experience 250,000 
write cycles over the lifetime of the system. 


= The first step determines the failure rate per 1000 
write cycles using the formula W = C/E where: 


W = failure rate in %/1000 write cycles 

E endurance level chosen for the system 
(250,000 write cycles) divided by 1000. 

C = cumulative failure rate at E (in this case .5%). 


Therefore W = .5%/250 = .002%/1000 write 
cycles. 


i 


II 


= Converting this to percent failures per 1000 hours 
requires H = W x A where: 


H = failure rate in %/1000 hrs. 
W = failure rate in %/1000 write cycles 


A = number of write cycles per hour. (i.e., 2.5 x 10° 
cycles/5 years) 
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Inourcase, H = .002 x 5.7 = .0114%/1000 hrs. 

In the above example the entire X2816A is being 
rewritten at the rate of 5.7 times every hour. In some 
applications this could occur, but generally the fre- 
quency is much lower. Using the same graph and 
arbitrarily choosing the lowest cumulative failure rate 
depicted at 200,000 write cycles and performing the 
same calculations, the percent failures per 1000 hrs. 
drops dramatically. 


W = .01/200 = .00005%/1000 write cycles 
H = .00005 x 4.56 = .00022%/1000 hrs. 


Predicting System Endurance 
Reliability Within Design Constraints 


This next example is based on data collected on 
the X2864A. The system requirements for which the 
data were collected are defined as follows: the life 
expectancy of the system is ten years; the number 
of write cycles is 10,000. Therefore, Xicor cycled five 
lots of approximately three hundred devices each, 
for 10,000 write cycles. The data were collected by 
cycling the devices every 100ms at ~25°C. Table 1 
summarizes the data collected. 


LOT# #OFUNITS | #OF FAILURES % FAILURES 








Table 1: Raw Data From Cycling X2864A Devices 10,000 Times 


The overall failure rate of devices unable to reach 
10,000 write cycles is 1.48%. How does this relate 
to system reliability? 


= The system is defined as having a life expectancy 
of ten years or 87.6 x 10° hours. 


= The failure rate in percent per 1000 hours is deter- 
mined by dividing the percent of parts unable to 
reach 10,000 write cycles by system’s life expec- 
tancy in thousands of hours. 


Therefore, reliability based on endurance for this 
system is: 
1.5%/87.6 = 0.017%/1000 hrs. 


Temperature 


RR504 describes in detail the affect of temperature 
on endurance. In general, this report shows that for 
every 50°C rise in temperature the endurance rate 
doubles. The data collected for the above examples 
was taken at + 25°C. Therefore, for systems operat- 
ing at a more common + 40°C the endurance will 
improve. Figure 2 illustrates the case for the X2816A. 


a The line labeled +25°C is the same as that in 
Figure 1. 


® The added line is for the predicted increase in 
endurance at + 40°C. 


= The cumulative failure rate at 250,000 write cycles 
moves from .5% to less than .01% and the endur- 
ance reliability increases as follows: 
W = .01%/250 = .00004%/1000 write cycles 
H = .00004% x 5.7 = .0002%/1000 hrs. 


The failure rate for the X2864A sample lots can be 
expected to decrease by a factor of ~ 1.30, for the 
increase in operating temperature from +25°C to 
+40°C; yielding a failure rate of .013%/1000 hrs. vs. 
the unfactored .017%/1000 hrs. 
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Figure 2: Affect of Ambient Temperature on Endurance 
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Frequency of Writing 


Xicor reliability report RR504 describes device op- 
eration and the affects of frequency of writing to a 
device. Figure 3 is a copy of a graph in RR504, 
depicting the relationship of write cycle frequency on 
the endurance of a Xicor nonvolatile memory. 

There are two key relationships illustrated by the 
graph in Figure 3. 


= As the frequency of writing decreases the slope 
of the plotted line, the extreme value, decreases. 


= Although the most probable endurance (the 37% 
cumulative failure point) does not show appreci- 
able change, the decreasing slope is significant in 
the region most concerned with predicting reliabil- 
ity, the .01% to 5% region (shaded area of Figure 
3). 


It is in this region that a system’s reliability is 
determined. Arbitrarily choosing the .1% probability 
of failure point, Figure 3 shows: 


= A write cycle frequency of 1 per 100 seconds in- 
creases the endurance level by a factor of 2 over 
awrite cycle frequency of 1 per 100 milliseconds. 
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Figure 3: Affect of Write Cycle Frequency on Endurance 





Conclusion 


This paper has illustrated two methods for deter- 
mining system reliability based on endurance. In the 
examples given, the failure rates due to endurance 
are well below industry standards for semiconductor 
failures. 

Additionally, by factoring in the affects of both tem- 
perature and frequency of writing, the endurance fail- 
ure rates for the X2816A system and X2864A system 
may be predicted specifically for the user’s application. 


THOUSANDS OF 
WRITE CYCLES 
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Table 2: Ranked Endurance Data for Twenty Pieces of X2816A Devices 
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RADIATION-INDUCED 
SOFT ERRORS AND 
FLOATING GATE 
MEMORIES 


J.M. Caywood & B.L. Prickett 


ABSTRACT 


A new failure mechanism which may be induced in 
floating gate memories by ionizing radiation is dis- 
cussed. This mechanism, which is designated a 
“firm error’, is modeled in some detail. Calculations 
which show that the MTBF for alpha particles emit- 
ted by ceramic packaging materials is >100,000 
years are verified experimentally. The effect of de- 
vice scaling on this mechanism is also discussed. 


INTRODUCTION 


lonizing radiation incident on floating gate non- 
volatile memories can give rise to three types of ob- 
servable effects. The radiation may induce damage 
in the peripheral circuitry (hard errors); it may cause 
upset of the sense/readout circuitry (soft errors); or it 
may cause data loss by transfer of charge from the 
floating gate. The first of these groups of effects is 
common to all MOS circuitry and has been inves- 
tigated extensively over many years.’ The second 
group of effects was first observed in dynamic RAMs 
and has since also been observed in static RAMs 
and microprocessors.?° 

The third effect, on which this paper will con- 
centrate, is qualitatively different than the “soft er 
rors” which are observed in volatile RAMs. In the 
soft error case, thermalized carriers are collected 
from relatively long (~10um) distances in the Si 
substrate which can result in efficient collection of 
the charges generated by an alpha particle 
(~50%)*. In the case to be discussed here, the carri- 
ers collected on the floating gate may come from two 
sources. One source is carriers created by the ioniz- 
ing radiation in the SiOz which lies between the float- 
ing gate and another electrode or the substrate 
when they are at a different potential. The second 
source is electrons excited in the floating gate which 
have enough kinetic energy to surmount the poten- 
tial barrier between the conduction bands in Si and 
SiOz. As will be developed in this paper, these ef- 
fects are relatively inefficient (<1%). Unlike soft er 
rors which are caused by a single ionizing particle, 
charge transfer to a floating gate is cumulative so 
that effects of many ionizing events occurring over 
an extended period of time must be considered. 
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To differentiate this phenomenon from soft errors 
which, if they occur in floating gate memories, are 
dependent upon the design of the readout circuitry 
and are temporary read errors which can be cor 
rected by re-reading the floating gate, and from hard 
errors which render all or part of the memory in- 
operable, we shall call it “firm error”. This firm error 
has the operational characteristics that it causes a 
read error which cannot be corrected by re-reading 
the floating gate, but it can be corrected by re-writing 
the cell or cells in question to provide a completely 
functional memory. 


MODELING THE 
CHARGE TRANSFER 


Figure 1a shows a typical cross-section through a 
floating gate memory structure where the + and — 
signs indicate that electron-hole pairs are created 
along the track. Figure 1b shows a potential diagram 
of the same structure. Clearly electron-hole pairs 
created in the oxides on both sides of the floating 
gates will drift apart and tend to discharge the gate. 
Similarly electrons injected from the floating gate 
into either oxide will discharge the gate. The prob- 
lem can therefore be broken into that of computing 
the charge created in the oxide and that of estimat- 
ing the charge injected from the Si into the oxide. 
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Figure 1: Cross section and potential diagram of a typical floating gate 
memory transistor; a) the cross section is cut through in the direction of 
current flow; b) the potential diagram is shown for the case that the 
floating gate is programmed and the access gate grounded. 





INJECTION OF CHARGE 
FROM Si INTO SiO, 


Emission of excited electrons from Si into SiO. is a 
complex process. Some of the phenomena occur 
ring are illustrated schematically in Figure 2. Hot 
electrons created by the ionizing particle may be 
scattered by acoustic or optical phonons, other elec- 
trons, or the surface itself. The requirement for elec- 
trons to reach the surface with sufficient crystal 
momentum, x, normal to the surface to surmount the 
barrier (Kk? /2m*>p where k | is the component of 


kK normal to the surface, m” is the effective mass, 
and ¢p is the barrier height between the conduction 
bands in Si and SiOz). Phonon scattering may be 
considered to be elastic since the phonon energies 
are small with respect to the barrier height. However, 
an electron scattering off another electron may lose 
up to one-half of its kinetic energy. Hence, electron- 
electron scattering rapidly thermalizes hot elec- 
trons.’ The escape length of electrons is long for 
energies near the fermi level but drops rapidly and 
forms a broad U between 20 A and 5 A over the 
energy range 10 eV to 1000 eV.® Escape depths of 
25 A and 12 A are reported for electrons 5.8 eV and 
11 eV above the valence band maximum, 
respectively.?'° 
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Figure 2: Schematic illustration of scattering process which contributes 
to small escape depth of electrons from Si. 


The ideal situation would be to have electron yield 
curves as a function of energy for various charged 
particles of interest incident upon a biased oxidized 
silicon surface. Unfortunately, we lack such a com- 
plete data base, so we shall estimate the yields from 
data on optically stimulated emission. Figure 3 
shows energy distribution curves (EDCs) for three 
photon energies plotted versus the energy of the 
states from which the electrons are excited for 


photons incident on clean Si.'’ By integrating the 
EDCs and dividing by the incident photon energy, 
the yields in terms of electrons emitted per electron 
volt of incident photon energy are found to be 6.7 x 
10%, 8.9 x 10%, and 8.7 x 10% for photons with 
energies of 8.6 eV, 10.2 eV, and 11.8 eV, respec- 
tively. For lower energy photons, the yields drop 
precipitously.® It is known that the optical absorption 
length, 1/a, in Si is 80 A for 12 eV photons.'2 
Moreover, the electron escape depth at 11 eV is 12 
A."° This implies that one factor limiting the yield is 
that most of the electrons generated within the bulk 
of the Si relax via electron-electron scattering. Thus 
an estimate that a charged particle yields 10°? elec- 
trons for every electron-volt of energy lost within 80 
A of the surface is probably an upper bound for 
emission from silicon into a vacuum. 
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Figure 3: These energy distribution curves give electron yield vs. the 
energy of the initial state for photons incident on clean Si. (Data from 
Spicer, ref. 11). 


Because the barrier between the conduction band 
in Si and the conduction band of SiO, is ~0.9 eV 
lower than that between the conduction band of 
silicon and the vacuum level, the yield in the Si/SiO. 
system should be higher than that estimated 
above.®'? The magnitude of the yield increase can 
be estimated two ways. Callcott measured the effect 
of applying 0.16 monolayer of Cs to a Si surface. He 
found that the vacuum barrier was lowered by 1 eV 
and the photon yield was increased by 2.6 times.'* 
Another estimate comes from the observation that 
for 6 eV photons, Powell reports ~13 times higher 
quantum yield for the Si/SiOz system than does 
Broudy for the Si/vacuum system.°'? Since Powell 
applied a field of 3 x 10°V/cm (~5x that present in a 
typical floating gate memory), the barrier between Si 
and SiOz was lowered by 0.45 eV. This implies that 
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the ratio of the Powell and Broudy results is clearly 
an overestimate of the yield enhancement. Based 
on these data, we shall use 10x as a generous esti- 
mate of the magnitude of the yield increase between 
the Si/SiO2 system and the Si/vacuum system. Our 
estimate of the yield of electrons emitted over the 
Si/SiO2 barrier as a result of an incident ionizing 
particle is 10° electrons for each eV of energy lost 
within 80 A of the Si/SiO. interface. 


COLLECTION OF 
CHARGE GENERATED 
IN THE SiO, 


The experimental evidence for collection of charge 
generated within SiOz is much more direct than for 
charge injected from the Si/SiOz interface. Measure- 
ments of Srour, Curtis, and Chiu show that the col- 
lection efficiency of electron-hole pairs generated by 
4-5 keV electrons in SiOz varies from very low at low 
fields to ~20% at 5 x 10° V/cm to ~100% at 5 x 10° 
V/cm.‘ From calculations based on these measure- 
ments, Ausman and McLean have deduced that one 
electron pair is created for each 18 eV lost in the 
SiO,.'® Since typical fields occurring in floating gate 
memory devices during read or storage operations 
are 5 x 10° V/cm, we shall assume that one pair is 
created for each 18 eV of energy lost in the oxide 
and that 20% of the charges created are collected at 
the electrodes. 


ENERGY DEPOSITED 
FROM IONIZING 
RADIATION 


lonizing radiation can be generally separated into 
that involving massless particles (X-ray, Gamma- 
rays, etc.) and those which have mass (mesons, 
electrons, protons, atomic ions, etc.). The absorp- 
tion cross-sections of the massless particles are 
quite small and decrease with increasing energy. 
For example, the x, line of Mo occurring at 20.03 
keV has a mass absorption coefficient of ~4cm?/g.'” 
This means that approximately 1mm of Si is required 
to absorb 63% of the energy of a Mo X-ray beam. 
Since the cross-section is proportional to the cube of 
the wavelength, high energy photons lose even less 
energy per unit of length traveled through a solid. 
Because of this, it is expected that large fluences of 
X-rays would be required to transfer significant 
charge from the gate of floating gate memory. 
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For particles with mass, the stopping cross- 
section varies in a systematic way. This is illustrated 
in Figure 4 where we have plotted calculated energy 
loss rates in silicon for particles of differing mass 
using the Bethe-Bloch formalism.'® As can be seen, 
for each mass particle, there is a peak in the curve of 
stopping power vs. energy which shifts to higher en- 
ergy and becomes larger as the particle mass in-- 
creases. Because of the log-log nature of the plot 
shown in Figure 4, it implies that there will be a high 
density of carriers created at the end of the particle 
track. This feature is called the Bragg peak. 

Since the charge generation rate is maximum for 
particles with energies in the neighbornood of the 
Bragg peak, it is illuminating to calculate the charge 
transferred from a fairly conventional floating gate 
for two of the particles shown in Figure 4. 

Alpha particles are known to be the chief cause of 
soft errors in volatile memories so their effect will be 
calculated. The other particle we will consider is an 
A1 ion, both for itself, since it may be generated as a 
result of muon capture by Si, and as a proxy for both 
the Si recoil ions which may be generated in various 
nuclear reactions and Mg which may also result from 
muon capture. '%:2° 
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Figure 4: Energy loss rates vs. particle energy for particles with various 
masses calculated from Bethe-Bloch theory. 


The Bragg peak for a’s in Si occurs for particle 
energies in the neighborhood of 0.5 MeV. The en- 
ergy loss rate for a’s in Si is ~28 eV/A in this 
range.2' The energy loss rate for a compound such 





as SiOz can be found from Bragg’s rule which post- 
ulates the linear additivity of the energy loss cross- 
sections of the constituents of the compound, viz. 


&(XmYn) = mM e(x) + ne(y) 


Applying this to SiOz we find that the energy loss 
rate for alpha particles in SiOz near the Bragg peak 
is ~10.6 eV/A.”2 Similar calculations for Al ions give 
approximate loss rates of 300 eV/A and 110 eV/A 
for Si and SiOz, respectively. 

Putting all of this together in the context of Figure 
1, we can see that the total charge collected per 
incident particle should be given by: 











_ Nox(€) dox1 dE 
Qp= 18 J cosé a SiO. dp 
esc dE dE 
*Ygi.gio, cosas tae gi OH + (Geil dP 
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Nox" Ox2 ME 
+48 J cosé re  Si0, oe 


where ‘ox is the field dependent collection efficiency 
for pairs generated in the oxide, d.,; and doxs are the 
thicknesses of the first and second oxides, Ags, is the 
effect escape depth for electrons generated in the 
Si, 8 is the angle of the particle path to the normal, 
Ysi-sion is the yield (for normal incidence), and the 
integrals over path are needed because dE/dx is a 
function of energy and hence position. 


SAMPLE CALCULATION 


As one example, let's calculate the probability of a 
floating gate device similar to those in current pro- 
duction being upset by alpha particles emanating 
from the packaging material. We will assume that 
the floating gate poly measures 5p x 14 x 0.4n, 
that the transistor gate size is 5u x 5p, that the gate 
oxide and interpoly oxides are both 1000 A thick and 
that the field oxide is 1m thick. We also assume 
that there is 2y of SiOz deposited after the access 
gate is defined. 

Figure 5 shows the alpha particle spectrum mea- 
sured by Meieran et al.*° The alpha spectrum is a 
result of the decay change of thorium and uranium 
which are present in the alumina which is used for 
hermetic packaging as trace impurities. For simplic- 
ity of calculation, we shall approximate this spectrum 
as two superimposed step functions. The high en- 
ergy step begins at 8.6 MeV and the lower energy 
step at 7 MeV, the high and low energy steps have 
the relative weights of 3 to 7. Since it is known that 
the total emission rate of alumina ranges from 0.1 to 
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1.0 a/cm? « hr, the integral over the approximation 
will be taken to be 1 a/cm? « hr. 
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Figure 5: Spectrum of alpha particle emission rate vs. particle energy 
from an alumina lid. (Data from Meieran et al, ref. 23). 


The maximum charge transfer which can occur as 
a result of a single particle is caused by a particle 
coming in at such an angle that the complete path 
length is within the gate oxide. (This requires that 
@>88.85°. However, 8<89.43° because for larger 
angles, the path length of the overglass is so long 
that no particles get through. Moreover, at 6=89°, 
the particle energy must be greater than 6.8 MeV to 
penetrate the glass.) If such a particle were to hit a 
cell so that 5h of path length lay within the cell it 
could lose ~1.4 MeV. This implies a transfer of 
15,550 electrons. The gate which is under consider 
ation requires ~450,000 electrons to charge the 
state (assuming internal 2 V margin) or about 30 of 
these pathological alphas. Because the number of 
pathological alphas needed is >1, we can turn to a 
calculation of the average energy loss/particle. 

We make the simplifying assumptions that the 
fraction of particles lost in the overglass from each of 
the two step functions contributing to the energy 
spectrum is given by the ratio of the path length in 
the overglass to the range of the highest energy 
particle in the step function, and that the energy loss 
rate in the effective charge collection region is that 
for 1 MeV. The first assumption causes an underes- 
timation in the particles stopped in the overglass, 
and the second overestimates the energy contrib- 
uted to charge generation. Under these assump- 
tions the charge transferred from the floating gate by 
No alpha particles is given by: 

max 


Q,= 2N Ej Ze; (SE), Cf SIM [1- Bycose] de 
i j dx o cosé 


where r; are the relative contribution of the two com- 
ponenis in the spectrum; &; is the effective path 
length for charge generation; C; is the conversion 
factor from energy loss to collected charges; B; is the 
fraction lost in the overglass; and ®nax is taken to be 
the angle whose tangent is the gate length divided 
by the sum of the gate electrode and gate oxide 
thicknesses. 

From this, one can find that the average alpha 
particle causes 580 electrons to be transferred from 
the floating gate. This means that about 750 alpha 
particles must hit the gate to change its state. 

The problem becomes that of finding the probabil- 
ity that at least one cell has been hit 750 times, given 
that the average cell has been hit n times. For 
tunately, the numbers are large enough that we can 
invoke the law of large numbers and approximate 
the distribution as normal with variance Vn. If the 
array contains m cells then the probability that at 
least one cell is hit nit times is given by: 


_ mM © -t7/2a¢ m -27/2 
Samet Sage eee 8 


when Z = (Neit- Nn) / Vin 


as long as Q<1.74 

If n = 500, then Q < 1.84 x 10°’? for a 16K chip 
and Q<5.1 x 10°’? for a 64K chip. For the chip size 
and alpha flux assumed, the expected period for the 
average alpha count per cell to reach 500 is 7 x 10° 
hours. Given the approximations we have made, this 
probably understates the actual time by about an 
order of magnitude. 

Turning briefly to carriers created by Al ions, we 
note that very few ions have energies in excess of 3 
MeV.'? Since this energy is below the Bragg peak for 
Al in Si, the ions stop fairly quickly. Nonetheless, the 
maximum energy loss rate is ~120 eV/A in SiO. 
Since the maximum energy of the Al ions is ~3 MeV, 
the maximum charge which would be collected from 
this ion is about 30,000 electrons which is still small 
enough that we can use normal statistics. Because 
of the small cross section for creation of these ener 
getic ions, we can neglect this mode of charge gen- 
eration for devices operating in normal terrestrial 
environments. 


SCALING 


The effect of scaling on the firm error rate on float- 
ing gate devices is interesting because it is very dif- 
ferent from that which occurs in volatile memories. If 
we assume that both lateral and vertical dimensions 
are scaled by a factor A, then the storage capaci- 
tance decreases as \. However, since the charge . 
collection is dominated by generation in the oxide, it 
decreases like \°. If the voltage margin decreases 
like A, the expected time for upset increases as }, if 
the voltage margin is held constant, the expected 
time for upset increases like \?. Thus, scaling should 
decrease the firm error rate. 


EXPERIMENTAL 
RESULTS 


To verify the theoretical results presented here, 
floating gate nonvolatile memories have been 
exposed to two types of radiation: gamma rays, rep- 
resenting massless particles, and alpha particles, 
representing massed particles. Table | gives the 
results. The devices tested contained a checker 
board pattern to look for firm error sensitivity for ei- 
ther bias of the floating gate. 

As can be seen, no firm errors could be observed. 
The gamma radiation caused the devices to fail to 
meet the output leakage specification after 12,000 
RAD. Measurement of the threshold of the output 
transistors showed that the thresholds had dropped 
from ~0.7V to ~OV. 

The alpha particle fluence to which these devices 
were exposed was approximately that which would 
be seen after 200,000 years in a dirty package (1 
a/cm? « hr) or 2,000,000 years in a clean (0.1 a/cm* « 
hr). These results are in good agreement with the 
predictions. 


TABLE | 








#Firm 
Errors 





Radiation Energy/ Integrated #Units Part 
Type quantum Surface Flux Tested Type 









ee ae 


Alpha Radiation . 


5.3 MeV 2.6 x 10° a/em? 


es Oe and __X2816 
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SUMMARY 


The question of “firm” errors in floating gate non- 
volatile memories has been treated. A firm error is 
defined as a change of data occurring as the result 
of transfer of charge from the floating gate by ioniz- 
ing radiation. The rate of charge transport by various 
forms of ionizing radiation is discussed. The case of 
alpha particles is worked out in some detail as an 
‘example. Experimental results of exposure of units 
to gamma and alpha radiation are shown which sup- 
port the theoretical predictions. The units in test 
survived exposure to 12,000 RADs and 2.6 x 10° 
a/cm? without firm errors. The alpha fluence is equiv- 
alent to that emitted by a typical ceramic package in 
about a million years. 
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ENDURANCE MODEL 
FOR TEXTURED-POLY 
FLOATING GATE 
MEMORIES 


H.A. Richard Wegener 


ABSTRACT 


Textured Poly Floating Gate (TPFG) memories 
are beginning to dominate the commercial market. 
This is due to many of its inherent strengths. One of 
these is the consistency of its endurance. Its predict- 
ability is here developed theoretically. Starting with a 
model of emission from bumps based on the radial 
solutions of LaPlace’s and Poisson's equation in 
spherical coordinates and the use of an Extreme 
Value distribution for the bump radii, an expression 
for charge build-up at constant current fits experi- 
mental data very well. This charge build-up is 
proportional to fluence. When these results are used 
in a model for continuous data changes, an expres- 
sion is developed that relates endurance exponen- 
tially to a ratio of internal voltages. 


INTRODUCTION 


The basic features of the TPFG technology have 
been described in previous publications (1-4). The 
action of three polysilicon levels in charging and dis- 
charging the floating gate is shown in Figure 1. 


FLOATING TEXTURED 
PROG RAMIER ASE GATE SURFACES 










OXIDE 1 
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Floating a Programming 
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Figure 1: TPFG Cell Operation 


Electron emission occurs only from a lower poly 
layer towards an upper poly layer. The oxide layers 
in between are in the 55 to 75 nm range, compared 
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to the 8 to 11 nm required for the other common 
floating gate technology. The reason is simple: the 
surfaces of the poly layers are textured to form many 
small bump-like features, whose curved surfaces: 
enhance applied fields by factors of 4 to 5. The 
modeling of these fields is an important part of the 
analysis to follow. 


ENDURANCE 


The term endurance has become accepted for a 
property common to all current nonvolatile memory 
technologies. It describes the number of data 
changes that a memory device can sustain without 
failure. In MNOS technologies, the failure is 
sometimes an inability to maintain the memory state 
for the required retention time; in thin oxide floating 
gate technologies it is often the breakdown of the 
fragile dielectric. In the TPFG technology, the end of 
endurance is generally caused by “trap-up”, which 
prevents the transfer of charge to the floating gate. 
Trap-up is caused by the accumulation of trapped 
negative charge in the dielectric due to the repeated 
passage of current. These charges create a poten- 
tial that opposes the potential necessary for tunnel- 
ing. When this opposing potential reaches the 
voltage supplied on the chip, tunneling can no longer 
occur, resulting in the end of endurance. This paper 
describes a model for trapped charge build-up in 
TPFG devices. 


FIELD MODEL 


Electron emission by Fowler-Nordheim tunneling 
requires the knowledge of the field at the surface of 
the bump. This model assumes a bump with a 
spherical tip, which permits the use of solutions of 
LaPlace’s and Poisson’s equations in spherical coor- 
dinates. It is further assumed that the emitting 
surface (cathode) is radially conformal with the 
collecting electrode (anode), so that only the radial 
parts of both equations need to be employed. This 
leads to a solution of the form 


(1) E, = ~Ve/[Re(1-R./Ra)] 
(o/K) Ra (1-Ra/Ra)/[Re (1-Re/Ra)] 


where E is the field, R the radius, K the dielectric 
permittivity, o a charge density per unit area, sub- 
script c denotes a quantity at the cathode, and sub- 
script a is a quantity at the anode. The first term 
describes the field in a dielectric free of charge, and 
the second has been cast in a form that the trapped 
charge distribution can be described by its charge 
density o located at the centroid radius Rg. 





FORMALISM FOR TRAP 
GENERATION 


There is a body of experimental data for parallel 
plate structures (5,6) that clearly indicates that the 
amount of trapped charge is proportional to the 
amount of charge that has passed through as 
current: 


(2) Q. = b {f J dt} (4 a R,) (s/4) 


where Q, is the charge trapped, and f J dt is the 
current density that passed through the dielectric in- 
tegrated over time (termed “fluence”). The quantity 
b is the ratio of trapped charge to fluence. The 
second bracket converts charge density into charge, 
and (s/4) is the fraction of a full sphere that actually 
emits electrons. When this charge is concentrated at 
the centroid raduis Rg, then 


(3) Qa = (a) (4 m R*q) (8/4) 


Equating Q, with Qg, solving for o, substituting into 
eq (1), identifying the denominator of the second 
term of eq (1) as Va, and approximating Rg with R,/2 
results in 


(4) Va = {f J dt} (b/K) (R*./Ra) 


FORMALISM FOR 
VARIATION OF BUMP 
SHAPES 


All of the preceding derivations require two perfect 
concentric spherical shells to be applicable. To ac- 
count for deviations from sphericity, and the distribu- 
tion in the sizes of real bumps, as many as four 
constants might be necessary. But as a first ap- 
proach it was decided to view the bumps as a distri- 
bution of perfectly spherical surfaces of limited area, 
with the hope that the dispersion parameter of the 
distribution of spherical radii would absorb the ef- 
fects of contour variations. The distribution chosen 
was the Extreme Value distribution (7-9). Its sam- 
pling function has the form (10) 


(5) Ro = Rm - BB{log [-log (i- 0.5) /k]} 


where R,, is the radius at the maximum of the distri- 
bution (the mode), BB is the dispersion parameter, k 
is the number of samples chosen, and i is the rank 
number of the particular item of k samples chosen. 
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CONSTANT CURRENT 
CHARACTERISTICS OF 
“TPFG” MEMORY TEST 
STRUCTURES 


TPFG memory devices are operated by linear volt- 
age ramps, which result in a forced constant current 
through the dielectric. A useful concept in this mode 
of operation is the “tunnel voltage” Vry, which is the 
voltage that must be applied to sustain a specific 
constant current. For purposes of characterization, 
simple test structures are subjected to a set of 
forced constant currents, and the tunnel voltage Vryu 
is recorded vs fluence. Such a characteristic is 
shown in Figure 2. 
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Figure 2: Tunnel Voltage vs. Fluence at Constant Current. Lines are 
experimental data, solid circles are calculated from eq (8). 


With representative bump radii chosen by the sam- 
pling function the field at bump i is 


(6) Eg = [-Vrui + Vail/l Rei (1-Rei/Rai)], where 
(7) Voi = {2 Jeni At} (b/K) (RQi/Rai). 


Fluence is now expressed by its sum over time 
increments. The measured current is the sum of the 
currents from the number of all individual bumps G. 
The current density emitted by tunneling must be 
multiplied by the active spherical surface area. This 
leads to 


k 
(8) | = (G/k) = (4 wR?) (8/4) Jeni, where 


(9) Jeni = A Eo; exp -B/E«. 


The initial modeling was done with a program in 
BASIC on a personal computer. The area of the 
structure was 0.1mm?, the number of bumps per 
square micrometer was 50, the oxide thickness was 
59 nm, which translated into a value for Rai=Re + 
59 nm. Following (11) the FowlerNordheim con- 
stants were set at A=6.5E-7 amps - cm/V? - sec and 
B=2.52E + 8V/cm. The dielectric permittivity was 
K=3.5E-13. The best fit was obtained for R,,=15.4 
nm, BB=4.8 nm, b-2.0E-8, and s=0.03. The calcu- 
lated values are shown as circles against the contin- 
uous experimental data on Figure 2. The value R,, is 
consistent with values obtained from T.E.M. cross- 
sections, the calculated dispersion has an analog in 
the estimated dispersion of bump base diameters, 
and b agrees very well with data presented at 
IEDM81 (6) for parallel plate structures. There is 
now a good basis for describing the processes oc- 
curring in TPFG memories. A pertinent example is 
shown in Figure 3. Here a constant current plot was 
calculated as a function of the number of samples 
representing the same distribution. While it is an in- 
dication that, indeed, 1024 samples are necessary 
to accurately depict conduction at fluences as low as 
1E-8, it also clearly shows that during the latter part 
of the life of the devices, all those different bumps 
can be represented by bumps of the same radius 
Rm. This should make the prediction of endurance 
somewhat less complex. 
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Figure 3: Effect of Number of Samples k on Calculated Tunnel 
Voltage 
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VOLTAGE-TIME 
RELATIONSHIPS DURING 
PROGRAM-ERASE 
CYCLING 


This analysis is based on the assertion that trap- 
up is the cause of the end of endurance. Since the 
build-up of traps is the result of current through the 
tunnel dielectric, this analysis is concerned only with 
the time interval during which tunneling occurs. As 
an aid to understanding, reference may be made to 
Figure 4. 


Voltage Yu i 


at 
Cathode 










Viy pe 


Vtup 
it First Cycle 


| 
tConstant 
+ Tunnel 
\ | Current 


dv 
Oot 





Figure 4: Voltage vs. Time Relationships at Floating Gate 


The heavy line describes the (absolute) potential at 
the cathode (which may be poly 1 or poly 2) during 
the course of the first ramp to be applied to an un- 
tested structure. When the tunnel voltage Vy. is 
reached, a current flows that remains constant until 
the maximum voltage (internal to the tunnel 
structure) Vy, is reached. The constant current is 
indicated by a superimposed plot in broken lines ref- 
erenced to the right. When Vy is reached, the volt- 
age stays constant for a “flat top” period. During this 
time, the current decreases exponentially, since any 
transferred charge reduces the tunnel potential. 
Since tunnel current flows during this first pulse, its 
fluence gives rise to trapped charge, which in turn 
causes an opposing voltage Vg. Therefore, during 
the second pulse, the net potential on the cathode is 
reduced by Va. This can be indicated by a second 
ramp offset downwards by Va. The tunnel voltage 
for the same constant current is then reached later, 
and the time to reach the end of the ramp is shorter. 
As cycling proceeds, the time interval during which 
tunneling occurs becomes shorter and shorter. This 
simple picture neglects one important element of en- 
durance cycling: each cycle of one polarity must be 
followed by a cycle of the opposite polarity. The 
charge stored during the previous cycle affects the 





potential of the cathode during the following cycle. 
The amount of charge stored during each cycle can 
be picked off Figure 4 by looking at it in another way. 
Instead of offsetting all succeeding ramps, one may 
consider them all superimposed, and recognize that 
the tunnel voltage Vry increases with each cycle. 
Then the tunnel voltage can be viewed as the sum of 
VruUo and Vag. Conversely, the charge transferred to 
the floating gate Vr is the difference between Vy 
and Vru- 


ENDURANCE MODEL 


The change in V+y per programming pulse on one 
bump is 


(10) d Vry/dn= AVg = {Jen At} (b/K) (R?,/Ra) 
where At is the total time during which current flows. 
(11) At = (Vege + Vite + Vap - Vrup + Vetp)/t, 


where r is the ramp rate dV/dt, subscript p refers to 
the programming step, and e to the erase step. Vege 
+ Verte is the floating gate voltage left over from the 
erase step. V-rp is the charge added to Veep during 
flat top. From previous analysis, Vege = VMe - Vrue 
+ Vet. Let the structure be symmetrical so that all 
subscripts are interchangeable. Eq (11) be can now 
be written 


(12) dVyy/d n= a(Via-Vtut Ver) where 
(13) a = 2b Jen R2,/K Fr Re 


Integrating (12), setting Vru = Vruo when n=0, set- 
ting Vu-Vru + Ver = Vas when n = N, and rearrang- 
ing, results in 


(14) N = (1/a) [1n (Vat Vet - Vruo)/Vmusl. 


Here N is endurance expressed as the number of 
data changes before trap-up, and Vwms is the mini- 
mum voltage on the floating gate to be sensed as 
the correct state. 

Near the end of endurance, according to Figure 3, 
after a fluence of about 1E-4 coulombs has been 
accumulated, the build-up of traps follows a path as 
if all bumps had the same radius R,. This permits 
the exact substitution for R, and Ra in Eq (13), and 
the calculation of Vru, in Eq (14) with the help of Eq 
(9). Ver can be calculated exactly, depending on flat 
top time and floating gate capacitance; it is of the 
order of 0.1-0.3 volts. Vij depends strictly on internal 
voltages and coupling ratios. Vag depends on coup- 
ling ratios, the threshold voltage of the floating gate 
transistor, the minirnum voltage required to ac- 
complish sensing at the circuit sensing device. 
Memory cells operating within real circuits require 


the establishment of both programming and erase 
voltage quantities to fit in Eq (14). Endurance dis- 
tributions as a function of temperature have been 
recorded experimentally for specific TPFG products 
(12). Their modes are consistent with tunneling cur 
rents as determined from the measured ramp rates 
in circuits operating at different temperatures. 


CONCLUSION 


There are three major results of this calculation. 
First, it indicates that textured surface emission can 
be modeled adequately by spherical geometrics, if 
modified by the dispersion of an Extreme Value dis- 
tribution of the bump radii. Second, it confirms that 
TPFG memories are a part of the same universe as 
other silicon-to-silicon-dioxide tunneling structures, 
exhibiting the same mode of trapping (proportional 
to fluence), with a trapping ratio (b=2E-8) that is 
essentially identical to that for parallel plate 
structures. Finally, on the basis of these results, a 
model for TPFG endurance based on charge build- 
up has been developed that appears well supported 
by experimental results. 
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ORDERING INFORMATION 





XICOR NOVRAMs 
PART NUMBERING SYSTEM 
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Generic Part # Access Time 
X2001 X2004 X2210 X2210A 
X2002 X2201A X2212 X2212A Endurance 
/5 = 5,000 Data Changes/Bit 
Package /10 = 10,000 Data Changes/Bit 
P = Plastic Dip E = Ceramic LCC Biank = 1,000 Data Changes/Bit 
D = Cerdip H = Die 


Processing Level 


Blank = Standard 
B = 883 Class B 





Temperature Range 
Blank = Commercial (0° to + 70°C) 

| = Industrial (— 40° to + 85°C) 

M = Military (— 55° to + 125°C) 





LIMITED WARRANTY 

Devices sold by Xicor, Inc. are covered by the warranty and patent indemnification provisions appearing in its Terms of Sale only. Xicor, Inc. makes no warranty, 
express, statutory, implied, or by description regarding the information set forth herein or regarding the freedom of the described devices from patent infringement. 
Xicor, Inc. makes no warranty of merchantability or fitness for any purpose. Xicor, inc. reserves the right to discontinue production and change specifications and prices 
at any time and without notice. 

Xicor, Inc. assumes no responsibility for the use of any circuitry other than circuitry embodied in a Xicor, Inc. product. No other circuits, patents, licenses are implied. 


LIFE RELATED POLICY 
In situations where semiconductor component failure may endanger life, system designers using this product should design the system with appropriate error 


detection and correction, redundancy and back-up features to prevent such an occurrence. 

Xicor’s products are not authorized for use as critical components in life support devices or systems. 

1. Life support devices or systems are devices or systems which, (a) are intended for surgical implant into the body, or (b) support or sustain life, and whose failure to 
perform, when properly used in accordance with instructions for use provided in the labeling, can be reasonably expected to result in a significant injury to the user. 

2. Acritical component is any component of a life support: device or system whose failure to perform can be reasonably expected to cause the failure of the life support 
device or system, or to affect its safety or effectiveness. 
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ORDERING INFORMATION 





XICOR SERIAL NOVRAMs 
PART NUMBERING SYSTEM 


Generic Part # 
X2444 
Package Endurance 
P= Plastic Dip H = Die /5 = 5,000 Data Changes/Bit 
D = Cerdip /10 = 10,000 Data Changes/Bit 
Blank = 1,000 Data Changes/Bit 
Temperature Range 


Blank = Commercial (0° to + 70°C) 
| = Industrial (— 40° to + 85°C) 
M = Military (— 55° to + 125°C) 





LIMITED WARRANTY 

Devices sold by Xicor, Inc. are covered by the warranty and patent indemnification provisions appearing in its Terms of Sale only. Xicor, Inc. makes no warranty, 
express, statutory, implied, or by description regarding the information set forth herein or regarding the freedom of the described devices from patent infringement. 
Xicor, Inc. makes no warranty of merchantability or fitness for any purpose. Xicor, Inc. reserves the right to discontinue production and change specifications and prices 
at any time and without notice. 


Xicor, Inc. assumes no responsibility for the use of any circuitry other than circuitry embodied in a Xicor, Inc. product. No other circuits, patents, licenses are implied. 


LIFE RELATED POLICY 
In situations where semiconductor component failure may endanger life, system designers using this product should design the system with appropriate error 
detection and correction, redundancy and back-up features to prevent such an occurrence. 


Xicor’s products are not authorized for use as critical components in life support devices or systems. 

1. Life support devices or systems are devices or systems which, (a) are intended for surgical implant into the body, or (b) support or sustain life, and whose failure to 
perform, when properly used in accordance with instructions for use provided in the labeling, can be reasonably expected to result in a significant injury to the user. 

2. Acritical component is any component of a life support device or system whose failure to perform can be reasonably expected to cause the failure of the life support 
device or system, or to affect its safety or effectiveness. 
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ORDERING INFORMATION 





XICOR SERIAL E?PROMs 
PART NUMBERING SYSTEM 


Process Technology 
Blank = NMOS eli 
Cc = CMOS 


Generic Part # 
X2404 X24C04 X24C16 
Package 
P = Plastic Dip H = Die 
D = Cerdip 
Processing Level 
Temperature Range Blank = Standard 


Blank = Commercial (0° to + 70°C) B= B0s Sleae B 
| = Industrial (— 40° to +85°C) 
M = Military (—55° to + 125°C) 








LIMITED WARRANTY 

Devices sold by Xicor, Inc. are covered by the warranty and patent indemnification provisions appearing in its Terms of Sale only. Xicor, Inc. makes no warranty, 
express, statutory, implied, or by description regarding the information set forth herein or regarding the freedom of the described devices from patent infringement. 
Xicor, Inc. makes no warranty of merchantability or fitness for any purpose. Xicor, Inc. reserves the right to discontinue production and change specifications and prices 
at any time and without notice. 

Xicor, Inc. assumes no responsibility for the use of any circuitry other than circuitry embodied in a Xicor, Inc. product. No other circuits, patents, licenses are implied. 


LIFE RELATED POLICY 
In situations where semiconductor component failure may endanger life, system designers using this product should design the system with appropriate error 


detection and correction, redundancy and back-up features to prevent such an occurrence. 

Xicor’s products are not authorized for use as critical components in life support devices or systems. 

1. Life support devices or systems are devices or systems which, (a) are intended for surgical implant into the body, or (b) support or sustain life, and whose failure to 
perform, when properly used in accordance with instructions for use provided in the labeling, can be reasonably expected to result in a significant injury to the user. 

2. Acritical component is any component of a life support device or system whose failure to perform can be reasonably expected to cause the failure of the life support 
device or system, or to affect its safety or effectiveness. 
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ORDERING INFORMATION 





XICOR E?PROMs 
PART NUMBERING SYSTEM 


Process Technology 
Blank = NMOS SAOOdeoOuEoo 
[Tee Te[e[«faTo [mle] -[o || 





Generic Part # Access Time 
X2804A X2816B X2816H X2616 X28C64 —20 = 200 nsec 
X2816A X2864B X2864H X2664 X28C256 —25 = 250 nsec 
X2864A Blank = 300 nsec 
X28256 —35 = 350 nsec 

Package —45 = 450 nsec 
P = Plastic Dip E = Ceramic LCC J = Plastic LDCC 
D = Cerdip H = Die 





Temperature Range 


Blank = Commercial (0° to + 70°C) Processing Level 
| = Industrial (— 40° to + 85°C) Blank = Standard 
M = Military (—55° to + 125°C) We Ei ane Giecee 





LIMITED WARRANTY 

Devices sold by Xicor, Inc. are covered by the warranty and patent indemnification provisions appearing in its Terms of Sale only. Xicor, Inc. makes no warranty, 
express, statutory, implied, or by description regarding the information set forth herein or regarding the freedom of the described devices from patent infringement. 
Xicor, Inc. makes no warranty of merchantability or fitness for any purpose. Xicor, Inc. reserves the right to discontinue production and change specifications and prices 
at any time and without notice. 


Xicor, Inc. assumes no responsibility for the use of any circuitry other than circuitry embodied in a Xicor, Inc. product. No other circuits, patents, licenses are implied. 


LIFE RELATED POLICY 
In situations where semiconductor component failure may endanger life, system designers using this product should design the system with appropriate error 
detection and correction, redundancy and back-up features to prevent such an occurrence. 


Xicor’s products are not authorized for use as critical components in life support devices or systems. 

1. Life support devices or systems are devices or systems which, (a) are intended for surgical implant into the body, or (b) support or sustain life, and whose failure to 
perform, when properly used in accordance with instructions for use provided in the labeling, can be reasonably expected to result in a significant injury to the user. 

2. Acritical component is any component of a life support device or system whose failure to perform can be reasonably expected to cause the failure of the life support 
device or system, or to affect its safety or effectiveness. 
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NOTES 





PACKAGING INFORMATION 





8-LEAD HERMETIC DUAL IN-LINE PACKAGE TYPE D 


.393 (9.982) 
.387 (9. 829) 


I 
.288 (7.315) 
282 (7.162) 


165 (4.191) 
SEATING an 140 (3.556) 
PLANE 
~h_____ .020 (.508) 


.150 (3.810) 
.125 (3.175) 7 "015 (.381) 
.050 (1.270) 
.110 (2. 110 8.79) |e» "044 (1.117) 
"090 (2.286) ra 020 (.508) 
> "016 (.406) 
.062 (1.574) 


(058 (1.473) 


.325 (8.255) 
-300 (7.620) 


| 
Uy 
| a 
| 15° 
.010 TYP. —»]/<— “| 
(.254) | 


NOTE: ALL DIMENSIONS IN INCHES (IN PARENTHESES IN MILLIMETERS) 





PACKAGING INFORMATION 





8-LEAD PLASTIC DUAL IN-LINE PACKAGE TYPE P 


430 (10.922) 
-360 (9.144) 


oN 255 le 
| (+) 245 ina 


0.092 (2.337) 
DIA. NOM. 


PIN 1 INDEX——>o0 
1 








.062 (1.574) 
.058 (1.473) 
HALF SHOULDER WIDTHON _.| |. 140 (3.556) 
ALL END PINS OPTIONAL -130 (3.302) 
SEATING | 
PLANE —_Y___Y_ .020 (.508) 
.015 (.381) 


.150 (3.810) 
"125 (3.175) 


5] | -060(1.524) 
020 (.508) 
110 (2.794) Ls a ee 
090 (2.286) 016 (.406) 
325 (8.255) 


| "300 (7.620) {oy 
015 (.381) 
‘A ~ MAX. 
S 
.010 TYP, we + 
(.254) ; Bs 


NOTE: ALL DIMENSIONS IN INCHES (IN PARENTHESES IN MILLIMETERS) 
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PACKAGING INFORMATION 





18-LEAD HERMETIC DUAL IN-LINE PACKAGE TYPE D 


.920 (23.000) 
"880 (22.352) 


310 | 874) 
265 731) 


PIN 1 
— .165 (4.191) 
SEATING ie “140 (3.556) 
PLANE 
.150 (3.810) I 
.125 (3.175) .020 (0.508) 
a 062 (1.574) 015 (0.381) 
.110 (2.794) SORE LATS : 
-090 (2.286) .020 \ 508) 
.016 (0.406) 
325 (8.255) 
.300 (7.620) 
| 
.010 TYP. 15° 
(0.254) "[J~_ aoe a 


NOTE: ALL DIMENSIONS IN INCHES (IN PARENTHESES IN MILLIMETERS) 
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PACKAGING INFORMATION 





18-LEAD PLASTIC DUAL IN-LINE PACKAGE TYPE P 


.905 (22.987) 
895 (22.733) 


255 f -.255 (6.467) 
245 ae 223) 
PIN 1 NEN Oa 


=a 


<—_— .800 (20.320) — ~ 0.060 (1.524) 


~ 050 (1.270) 
= -130 (3.302) 
SEATING =< "120 (3.048) 
PLANE 
.150 SSN toy a a —- 
aoe Sees 
_.062 (1.574) 
110 (2.794) 058 (1.473) 020 (0.508) 
090 (2.286) "016 (0.406) 
~_ 325 (8.255) 
.300 (7.620) 
010 TYP._, //. <u! wf 
(0.254) 


NOTE: ALL DIMENSIONS IN INCHES (IN PARENTHESES IN MILLIMETERS) 





PACKAGING INFORMATION 





24-LEAD HERMETIC DUAL IN-LINE PACKAGE TYPE D 


1.285 (32.639) 
1.235 (31.369) 


-600 alan 240) 
515 i 3.081) 


PIN 1 
1.100 REF. _____:090 (2.286) 
Pas (27.940) =| |* 040 (1.016) 
— 175 (4.445) 
SEATING yy -140 "140 (3.556) 
_ PLANE * 
150 (3. S10 f __ 030 (.762) _ 
.125 (3. ef 015 (0.381 
062 (1.574) ~ 018 (0.381) | 
"058 (1.473) + 
.020 (0.508 
110 (2.794) 016 = 08) 
090 (2.286) ; 


620 (15.748) 
-600 (15.240) 


010 TYP._, //,_ 
(0.254) > 


NOTE: ALL DIMENSIONS IN INCHES (IN PARENTHESES IN MILLIMETERS) 
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PACKAGING INFORMATION 





24-LEAD PLASTIC DUAL IN-LINE PACKAGE TYPE P 


1.250 (31.750) 
1.235 (31.369) 


|< $$ 


= 550 (13.970) - 
535 (13.589) 


Oo 
PIN 1 


INDEX 1 


33 160 (4.064) 
SEATING 
yas tba "140 (3.556) 
.150 were ft _ .030 (.762) 
125 ro a ~,015 (0.381) _ 





-110 (2.794) +080 (2.032) 
-090 (2.286) .065 (1.651) 
.062 (1.574) 
.058 (1.473) (1 i ee ___ .020 .020 (.508) 
~~"016 .016 (.406) 
-625 (15.87) 
-600 (15.24) 
010 TYP | - 
: * —»/l—— 15° 
(.254) “| 


NOTE: ALL DIMENSIONS IN INCHES (IN PARENTHESES IN MILLIMETERS) 
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PACKAGING INFORMATION 





28-LEAD HERMETIC DUAL IN-LINE PACKAGE TYPE D 


1.485 (37.719) 
1.435 (36.449) 


.600 ven lssen 240) 
515 i “515 (13.081), 


ae 





PIN 1 
3 1.300 REF. 2085 (2.159) 
(33.020) ~~~ ~035 (0.889) 
175 (4.445) 
SEATING yy __-140 140 (3.556) 
PLANE 
.150 (3.810) | 
.125 (3.175) Lao crea) ( 762) 
a 062 (1.574) ( ) 
"058 (1.473) ; 
— —_—— 
110 (2.794) ps 
.090 (2.286) : : 


620 (15.748) 
600 (15.240) 


io 


| 

| ee 
010 TYP._, |/ | 15° 
(0.254) Se x 


NOTE: ALL DIMENSIONS IN INCHES (IN PARENTHESES IN MILLIMETERS) 
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PACKAGING INFORMATION 





28-LEAD PLASTIC DUAL IN-LINE PACKAGE TYPE P 


1.460 (37.084) 
1.400 (35.560) 


— 


.550 (13.970) 
510 (12.954) 


PIN 1 
INDEX 


1 - .160 (4.064) 
SEATING \ 1125 (3.175) 
PLANE 





.150 (3.810) | .030 (.762) 
.125 (3.175) —| |< —»|  |<—.110 (2.794) .015 (.381) 
020 (0.508) .090 (2.286) — ,| le —»| |~_— 
.016 (0.406) 


.062 (1.574)  .085 (2.159) 
050 (1.270)  .040 (1.016) 


.610 (15.494) 
590 (14.986) 


.010 TYP. 


0° 
! as 
(.254)_ > //~*_ = Pa Ap 


NOTE: ALL DIMENSIONS IN INCHES (IN PARENTHESES IN MILLIMETERS) 
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PACKAGING INFORMATION 





32-PAD CERAMIC LEADLESS CHIP CARRIER PACKAGE TYPE E 


<— .420 (10.668) —> 


020 (0.506) 
010 (0.254) > 


<— .040 (1.016) BSC 


















<< 
.020 (0.506) 
010, (0.254) | 


) 4h 105 (2.667) 


.040 (1.016) BSC 
4 077 (1.955) 


012 
.050 (1.270) B )~.000 
( R TYP 
{ :055 
ae 045 
—- TYP 4 PLCS 
028 (0.711) 
022 (0.558) 
32 PLCS <—.300 (7.620)-» A 
.073 (1.854) 
458 (11.633) .059 (1.498)—>"|_ | 
: 442 (11.223) ; .085 (2.159) ee 
415 (10.541) 069 (1.752) > 
(2 et 261) 
.400 (10.160) 520 (13.200) 
REF 
518 (13.157) 560 (14.224) 
502 (12.750) 540 (13.716) 


ice | 


32 1 Xin ie 


IN 1 
INDEX CORNER 


NOTES: 
1. ALL DIMENSIONS IN INCHES (IN PARENTHESES IN MILLIMETERS) 


2. TOLERANCE: +1% NLT +.005 (.127) 
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PACKAGING INFORMATION 





28-LEAD PLASTIC LEADED CHIP CARRIER TYPE J 









.045 (1.143) 
<— ¢ 010 (.254) 
010 (. .035 (.889) 
.050 +.001 
[Sree Ase silted THICK 
PIN(1) (1-270) =(.025) 8° | ee RAD 





045 (1.143) 
.450 +.002 420 +.005 
(11.430) + (.050) (10.668) + (.127) 
—'_ BC OF 
~—— BEND RADII 
.490 + .005 
(12.446) = (.127) 
PARTING 
SNE 1022 (.558) 


| lL. ~<— .035 (.889) MIN. 


£010 (.254) MAX. +} 450 002 | 
3 PL (17.430) = (050) 459 » 005 e .102 (2.590) 
(12.446) + (.127) 


.180 (4.572) 
170 (4.318) 






NOTES: 
1. ALL DIMENSIONS IN INCHES (IN PARENTHESES IN MILLIMETERS) 
2. DIMENSIONS WITH NO TOLERANCE FOR REFERENCE ONLY. 
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Sales Offices 





U.S. Sales Offices 


Eastern Area 

Xicor, Inc. 

Montvale Executive Park 

91 Montvale Avenue 

Stoneham, Massachusetts 02180 
Phone: 617/279-0220 

Telex: 322889 


Southeast Area 
Xicor, Inc. 

201 Park Place 

Suite 203 

Altamonte Springs 
Florida 32701 

Phone: 305/767-8010 
Twx: 510-100-7141 


Mid-Atlantic Area 

Xicor, Inc. 

Patriot Square 

39 Mill Plain Road 

Danbury, Connecticut 06810 
Phone: 203/743-1701 

Telex: 853137 


Central Area 

Xicor, Inc. 

943 North Plum Grove Road 
Suite D 

Schaumburg, Illinois 60195 
Phone: 312/490-1310 

Twx: 910-997-3663 


South Central Area 


Xicor, Inc. 

9451 LBJ Freeway 
Suite 220, Office 231 
Dallas, Texas 75243 
Phone: 214/669-2022 
Telex: 758760 


Southwest Area 


Xicor, Inc. 

4000 MacArthur Boulevard 

Suite 3000 

Newport Beach, California 92660 
Phone: 714/752-8700 

Telex: 182737 


Northwest Area 


Xicor, Inc. 

851 Buckeye Court 
Milpitas, California 95035 
Phone: 408/946-6920 
Twx: 910-379-0033 


International Sales Offices 


Northern Europe Area 


Xicor, Inc. 

29A, Market Square 
Witney 

Oxon 0X8 6PD 
England 

Phone: 011.44.993.5198 
Telex: 946240 


Southern Europe Area 


Xicor, Inc. 
Forsthausstrasse 1 

D8013 Haar bei Muenchen 
West Germany 

Phone: 011.49.8946.3089 
Telex: 5213883 








